
BSI Standards Publication

WB11885_BSI_StandardCovs_2013_AW.indd   1 15/05/2013   15:06

Household appliances network and grid connectivity

Part 1: General Requirements, Generic Data Modelling and Neutral Messages

BS EN 50631‑1:2017

Full document details: BS EN 50631-1:2017

http://www.avadocuments.com/doc/bs-en-50631-1-2017
http://www.avadocuments.com/doc/bs-en-50631-1-2017


 
 

 
EUROPEAN STANDARD 

NORME EUROPÉENNE 

EUROPÄISCHE NORM 

 
 EN 50631-1 
  

 
 December 2017 

ICS 97.120     

English Version 

 Household appliances network and grid connectivity - Part 1: 
General Requirements, Generic Data Modelling and Neutral 

Messages 

 

Appareils domestiques connectés au réseau et réseau 
intelligent - Partie 1: Exigences générales, modélisation de 

données génériques et messages neutres génériques 

 Netzwerk- und Stromnetz-Konnektivität von 
Haushaltsgeräten - Teil 1: Allgemeine Anforderungen, 

allgemeine Datenmodellierung und neutrale Meldungen 

This European Standard was approved by CENELEC on 2017-09-18. CENELEC members are bound to comply with the CEN/CENELEC 
Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration. 

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC 
Management Centre or to any CENELEC member.  

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation 
under the responsibility of a CENELEC member into its own language and notified to the CEN-CENELEC Management Centre has the 
same status as the official versions. 

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, the Czech Republic, 
Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, 
Switzerland, Turkey and the United Kingdom. 

European Committee for Electrotechnical Standardization  
Comité Européen de Normalisation Electrotechnique 

Europäisches Komitee für Elektrotechnische Normung 

CEN-CENELEC Management Centre: Rue de la Science 23,  B-1040 Brussels 

© 2017 CENELEC All rights of exploitation in any form and by any means reserved worldwide for CENELEC Members. 

  Ref. No. EN 50631-1:2017 E 

National foreword

This British Standard is the UK implementation of EN 50631‑1:2017.

The UK participation in its preparation was entrusted to Technical 
Committee CPL/59, Performance of household electrical appliances.

A list of organizations represented on this committee can be obtained on 
request to its secretary.

This publication does not purport to include all the necessary provisions 
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2017 
Published by BSI Standards Limited 2017

ISBN 978 0 580 92781 2

ICS 97.120

Compliance with a British Standard cannot confer immunity from 
legal obligations.

This British Standard was published under the authority of the 
Standards Policy and Strategy Committee on 31 December 2017.

Amendments/corrigenda issued since publication

Date Text affected

BRITISH STANDARD

Full document details: BS EN 50631-1:2017

http://www.avadocuments.com/doc/bs-en-50631-1-2017
http://www.avadocuments.com/doc/bs-en-50631-1-2017


 
 

 
EUROPEAN STANDARD 

NORME EUROPÉENNE 

EUROPÄISCHE NORM 

 
 EN 50631-1 
  

 
 December 2017 

ICS 97.120     

English Version 

 Household appliances network and grid connectivity - Part 1: 
General Requirements, Generic Data Modelling and Neutral 

Messages 

 

Appareils domestiques connectés au réseau et réseau 
intelligent - Partie 1: Exigences générales, modélisation de 

données génériques et messages neutres génériques 

 Netzwerk- und Stromnetz-Konnektivität von 
Haushaltsgeräten - Teil 1: Allgemeine Anforderungen, 

allgemeine Datenmodellierung und neutrale Meldungen 

This European Standard was approved by CENELEC on 2017-09-18. CENELEC members are bound to comply with the CEN/CENELEC 
Internal Regulations which stipulate the conditions for giving this European Standard the status of a national standard without any alteration. 

Up-to-date lists and bibliographical references concerning such national standards may be obtained on application to the CEN-CENELEC 
Management Centre or to any CENELEC member.  

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation 
under the responsibility of a CENELEC member into its own language and notified to the CEN-CENELEC Management Centre has the 
same status as the official versions. 

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus, the Czech Republic, 
Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, 
Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, 
Switzerland, Turkey and the United Kingdom. 

European Committee for Electrotechnical Standardization  
Comité Européen de Normalisation Electrotechnique 

Europäisches Komitee für Elektrotechnische Normung 

CEN-CENELEC Management Centre: Rue de la Science 23,  B-1040 Brussels 

© 2017 CENELEC All rights of exploitation in any form and by any means reserved worldwide for CENELEC Members. 

  Ref. No. EN 50631-1:2017 E 

Full document details: BS EN 50631-1:2017

http://www.avadocuments.com/doc/bs-en-50631-1-2017
http://www.avadocuments.com/doc/bs-en-50631-1-2017


EN 50631-1:2017 (E) 

 

2 

Contents Page 

European foreword ............................................................................................................................................ 6 

Introduction ........................................................................................................................................................ 7 

1 Scope ..................................................................................................................................................... 8 

2 Normative references ........................................................................................................................... 8 

3 Terms, definitions and abbreviations ................................................................................................. 8 

4 Process & Requirements to enable interoperability ....................................................................... 14 
4.1 Introduction ......................................................................................................................................... 14 
4.2 Conceptual Architecture Model ......................................................................................................... 15 
4.3 Top Down Approach ........................................................................................................................... 17 
4.4 Process ................................................................................................................................................ 18 

5 User Stories and Use Cases .............................................................................................................. 19 
5.1 Introduction ......................................................................................................................................... 19 
5.2 User Stories ......................................................................................................................................... 20 
5.2.1 Demand Response (DR) ..................................................................................................................... 20 
5.2.2 Demand Side Management (DSM), see “EURELECTRIC Views on Demand-Side 

Participation” [5] ................................................................................................................................. 21 
5.2.3 Emergency Blackout Prevention (see [2]) ........................................................................................ 22 
5.2.4 Remote Control of a Smart Appliance (see [3]) ............................................................................... 22 
5.2.5 Remote Monitoring of a Smart Appliance (see [3]) ......................................................................... 23 
5.2.6 Manual Operation of a Smart Appliance (see [3]) ............................................................................ 23 
5.3 Derived use cases............................................................................................................................... 23 
5.3.1 Introduction ......................................................................................................................................... 23 
5.3.2 Actors ................................................................................................................................................... 24 
5.3.3 Main level of Smart Appliances use cases ...................................................................................... 24 
5.3.4 Flexible Start ....................................................................................................................................... 25 
5.3.5 Direct Load Control ............................................................................................................................ 34 
5.3.6 Emergency Blackout Prevention ....................................................................................................... 38 
5.3.7 Remote Programming ........................................................................................................................ 41 
5.3.8 Remote Monitoring ............................................................................................................................. 44 
5.3.9 Manual Operation................................................................................................................................ 48 
5.3.10 Install Smart Appliance ...................................................................................................................... 50 
5.3.11 Remove Smart Appliance .................................................................................................................. 52 

6 Requirements & Common Function Descriptions .......................................................................... 54 
6.1 Introduction ......................................................................................................................................... 54 
6.2 Requirements ...................................................................................................................................... 54 
6.2.1 JWG-R100 – Provide fallback mechanism of Smart Device to regular device (autonomous 

operation) if no CCM is available ...................................................................................................... 54 
6.2.2 JWG-R101 – Safety relevant requirements ...................................................................................... 54 
6.3 Common Function Descriptions ....................................................................................................... 54 
6.3.1 JWG-F100/101 – Register / De-Register Smart Appliance with available options ....................... 54 
6.3.2 JWG-F102 – Provide alternatives on power profiles with available optimization targets, 

Notify about pending job(s) that were initiated by Smart Aplliance and/or the end-
customer .............................................................................................................................................. 57 

6.3.3 JWG-F103 – Plan automated start in advance ................................................................................. 58 
6.3.4 JWG-F104 – Query and show information as well as status and/or status change of a 

Smart Appliance.................................................................................................................................. 60 
6.3.5 JWG-F105 – Immediately control device (no emergency case) ..................................................... 62 
6.3.6 JWG-F106 – Modify configuration of Smart Device during runtime to increase/decrease 

power consumption ............................................................................................................................ 63 

Full document details: BS EN 50631-1:2017

http://www.avadocuments.com/doc/bs-en-50631-1-2017
http://www.avadocuments.com/doc/bs-en-50631-1-2017


EN 50631-1:2017 (E) 

3 

6.3.7 JWG-F107 – Emergency control device (cooperative with Smart Device) .................................... 64 

7 Mappings .............................................................................................................................................. 65 
7.1 Introduction .......................................................................................................................................... 65 
7.2 Mapping use cases – use case functions ......................................................................................... 66 
7.3 Mapping common use case functions – SPINE data model ........................................................... 67 

8 SPINE Data Model ................................................................................................................................ 70 
8.1 Introduction .......................................................................................................................................... 70 
8.2 Brief outlook to the next chapters ..................................................................................................... 73 
8.3 General notations ................................................................................................................................ 74 
8.3.1 Used keywords .................................................................................................................................... 74 
8.3.2 Data model specialization: From “generic XSD models” to “adjusted models” in “tables” 

and feature types ................................................................................................................................. 74 
8.3.3 Multiple “entity” tags .......................................................................................................................... 75 
8.3.4 Common data types ............................................................................................................................ 75 

9 SPINE Protocol .................................................................................................................................... 76 
9.1 Introduction .......................................................................................................................................... 76 
9.2 Architecture requirements ................................................................................................................. 76 
9.2.1 General rules ........................................................................................................................................ 76 
9.2.2 Address level details ........................................................................................................................... 77 
9.3 SPINE Datagram .................................................................................................................................. 78 
9.3.1 Introduction .......................................................................................................................................... 78 
9.3.2 Header .................................................................................................................................................. 79 
9.3.3 Payload ................................................................................................................................................. 86 
9.4 Communication modes ....................................................................................................................... 97 
9.4.1 Simple communication mode ............................................................................................................ 98 
9.4.2 Enhanced communication mode ....................................................................................................... 98 
9.5 Functional commissioning ................................................................................................................. 99 
9.5.1 Detailed discovery ............................................................................................................................... 99 
9.5.2 Destination list ................................................................................................................................... 113 
9.5.3 Binding ............................................................................................................................................... 116 
9.5.4 Subscription ....................................................................................................................................... 124 

10 SPINE Resource Definitions ............................................................................................................. 132 
10.1 Overall model hierarchy concept overview .................................................................................... 132 
10.1.1 Resource Type Definition Concept .................................................................................................. 132 
10.1.2 Class Concept .................................................................................................................................... 134 
10.2 Common technical details ................................................................................................................ 136 
10.2.1 Introduction ........................................................................................................................................ 136 
10.2.2 Time information (absolute / relative / recurring) .......................................................................... 136 
10.2.3 List Data concept ............................................................................................................................... 136 
10.2.4 Identifier concept ............................................................................................................................... 137 
10.2.5 Restricted function exchange for list based functions ................................................................. 138 
10.2.6 On the use of "label" and "description".......................................................................................... 138 
10.2.7 Empty elements as "tags" ................................................................................................................ 139 
10.2.8 Common data types .......................................................................................................................... 140 
10.2.9 Result .................................................................................................................................................. 154 
10.3 Device Model Facets Definitions ..................................................................................................... 155 
10.3.1 Device Types ...................................................................................................................................... 155 
10.3.2 Entity Types ....................................................................................................................................... 157 
10.3.3 Feature Types .................................................................................................................................... 160 
10.4 Complex Classes ............................................................................................................................... 219 
10.4.1 NodeManagement .............................................................................................................................. 219 
10.4.2 SmartEnergyManagementPs ............................................................................................................ 219 
10.5 Standard Classes .............................................................................................................................. 237 
10.5.1 ActuatorSwitch .................................................................................................................................. 237 
10.5.2 BindingManagement ......................................................................................................................... 240 
10.5.3 DeviceClassification.......................................................................................................................... 245 
10.5.4 DirectControl ...................................................................................................................................... 249 

Full document details: BS EN 50631-1:2017

http://www.avadocuments.com/doc/bs-en-50631-1-2017
http://www.avadocuments.com/doc/bs-en-50631-1-2017


EN 50631-1:2017 (E) 

 

4 

10.5.5 LoadControl ....................................................................................................................................... 253 
10.5.6 Measurement ..................................................................................................................................... 258 
10.5.7 Messaging ......................................................................................................................................... 267 
10.5.8 NetworkManagement ........................................................................................................................ 271 
10.5.9 OperatingConstraints ....................................................................................................................... 296 
10.5.10 PowerSequences .............................................................................................................................. 305 
10.5.11 Sensing .............................................................................................................................................. 332 
10.5.12 Setpoint .............................................................................................................................................. 336 
10.5.13 SubscriptionManagement ................................................................................................................ 343 
10.5.14 TaskManagement .............................................................................................................................. 348 
10.5.15 Threshold ........................................................................................................................................... 354 
10.5.16 TimeInformation ................................................................................................................................ 359 
10.5.17 TimeTable .......................................................................................................................................... 365 
10.5.18 Version ............................................................................................................................................... 372 

Annex A (normative)  XSDs in alphabetic order ......................................................................................... 375 
A.1 SPINE_TS_ActuatorSwitch .............................................................................................................. 375 
A.2 SPINE_TS_BindingManagement ..................................................................................................... 375 
A.3 SPINE_TS_CommandCommonDefinitions .................................................................................... 377 
A.4 SPINE_TS_CommandFrame ............................................................................................................ 380 
A.5 SPINE_TS_CommonDataTypes ....................................................................................................... 381 
A.6 SPINE_TS_Datagram ........................................................................................................................ 392 
A.7 SPINE_TS_DeviceClassification ..................................................................................................... 392 
A.8 SPINE_TS_DirectControl ................................................................................................................. 393 
A.9 SPINE_TS_LoadControl ................................................................................................................... 394 
A.10 SPINE_TS_Measurement ................................................................................................................. 396 
A.11 SPINE_TS_Messaging ...................................................................................................................... 399 
A.12 SPINE_TS_NetworkManagement .................................................................................................... 400 
A.13 SPINE_TS_NodeManagement ......................................................................................................... 405 
A.14 SPINE_TS_OperatingConstraints ................................................................................................... 413 
A.15 SPINE_TS_PowerSequences ........................................................................................................... 416 
A.16 SPINE_TS_Result.............................................................................................................................. 423 
A.17 SPINE_TS_Sensing........................................................................................................................... 423 
A.18 SPINE_TS_Setpoint .......................................................................................................................... 425 
A.19 SPINE_TS_SmartEnergyManagementPs ....................................................................................... 427 
A.20 SPINE_TS_SpecificDeviceEntityDefinitions .................................................................................. 436 
A.21 SPINE_TS_SubscriptionManagement ............................................................................................ 437 
A.22 SPINE_TS_TaskManagement .......................................................................................................... 438 
A.23 SPINE_TS_Threshold ....................................................................................................................... 440 
A.24 SPINE_TS_TimeInformation ............................................................................................................ 442 
A.25 SPINE_TS_TimeTable ....................................................................................................................... 443 
A.26 SPINE_TS_Version ........................................................................................................................... 445 

Annex B (informative)  Examples and supplementary overviews ............................................................ 446 
B.1 PowerSequence Example ................................................................................................................ 446 
B.1.1 101 read nodeManagementDetailedDiscoveryData ...................................................................... 447 
B.1.2 102 reply nodeManagementDetailedDiscoveryData ..................................................................... 448 
B.1.3 301 call nodeManagementSubscriptionRequestCall .................................................................... 449 
B.1.4 302/306 reply resultData ................................................................................................................... 450 
B.1.5 303 read smartEnergyManagementPsData .................................................................................... 450 
B.1.6 304 reply smartEnergyManagementPsData ................................................................................... 450 
B.1.7 305 call nodeManagementBindingRequestCall ............................................................................. 451 
B.1.8 308 write partial smartEnergyManagementPsData startTime ...................................................... 452 
B.1.9 309 notify partial smartEnergyManagementPsData scheduled ................................................... 452 
B.1.10 310 notify partial smartEnergyManagementPsData running ....................................................... 453 
B.1.11 311 notify partial smartEnergyManagementPsData completed ................................................... 454 
B.2 Identifier list ....................................................................................................................................... 455 
B.3 Examples of enhanced communication mode and DestinationList ............................................ 456 
B.3.1 Introduction ....................................................................................................................................... 456 
B.3.2 “Interfaces” and “internal routing” ................................................................................................. 456 

Full document details: BS EN 50631-1:2017

http://www.avadocuments.com/doc/bs-en-50631-1-2017
http://www.avadocuments.com/doc/bs-en-50631-1-2017


EN 50631-1:2017 (E) 

5 

B.3.3 Forwarding to “next hop” ................................................................................................................. 458 
B.3.4 Access "simple" devices via proxy ................................................................................................. 459 
B.3.5 Network aspects ................................................................................................................................ 461 
Bibliography .................................................................................................................................................... 462 
  

Full document details: BS EN 50631-1:2017

http://www.avadocuments.com/doc/bs-en-50631-1-2017
http://www.avadocuments.com/doc/bs-en-50631-1-2017


EN 50631-1:2017 (E) 

 

6 

European foreword 

This document (EN 50631-1:2017) has been prepared by the WG 7 "Smart Household Appliances" of CLC/TC 
59X "Performance of household and similar electrical appliances". 

The following dates are fixed: 

• latest date by which this document has 
to be implemented at national level by 
publication of an identical national 
standard or by endorsement 

(dop) 2018-09-18 

• latest date by which the national 
standards conflicting with this document 
have to be withdrawn 

(dow) 2020-09-18 

 

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent 
rights. CENELEC shall not be held responsible for identifying any or all such patent rights. 

This document has been prepared under a mandate given to CENELEC by the European Commission and 
the European Free Trade Association. 
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Introduction 

Energy management systems will more and more become necessary due to change from fossil and nuclear to 
renewable production and the associated decentralisation. Since an appropriate standard for a home & 
building maqnagement is in preparation this European Standard specifies how sets of products from multiple 
manufacturers are able to interoperate with Home & Building / Customer Energy Management Systems, 
located in a home network or in the cloud, in the most interoperable manner. 

This standard focuses on interoperability of household appliances and describes the necessary control and 
monitoring. It defines a set of functions of household and similar electrical appliances. The functions in this 
standard cover next to energy-management main remote-control and – monitoring use cases. 

This European Standard does not deal with safety and security requirements. Safety requirements have been 
set in IEC/EN 60335-x [17]. 

EN 50631 will provide interoperability on information exchange among various appliances in the home. The 
standard will be split into 4 parts: 

EN 50631-1: Household appliances network and grid connectivity — Part 1: General Requirements, Generic 
Data Modeling and Neutral Messages 

EN 50631-2-x: Household appliances network and grid connectivity — Part 2: Product Specific Requirements 
and -Specifications 

EN 50631-3: Household appliances network and grid connectivity — Part 3: General Test-Requirements & -
Specifications 

EN 50631-4-x: Household appliances network and grid connectivity — Part 4: Technology Specific 
Implementation and Test Requirements 

Data communication heavily depends on the environment of appliances. Sometimes low bitrate or energy 
efficient communication puts strict requirements to selected communication technologies. Therefore, popular 
and de facto standards had been and will be developed by the industry to fulfil such requirements. To not 
influence common data modeling for appliances because of such restrictions, the standardized data models 
and neutral message structures need to be applied to communication technologies. 

This standard series therefore is intended to separate data modeling and neutral message structure from the 
attached communication. 

Part 1 defines general requirements, generic data modeling and generic neutral messages without relation to 
any specific communiction technologoy or any product specific layout. 

Part 2 lists and specifies product specific requirements and implementation guidance based on the generic 
data model and generic neutral messages. 

Part 3 defines Test-Requirements and Test-Specifications. 

Part 4 defines the mapping of neutral messages to examples of typical communication protocols like ZigBee, 
KNX, OIC, SHIP, Echonet light, Thread and so forth. These communication protocols are neither mandatory 
nor to be seen as complete spectrum of communication protocols. A few can be found at [6] - [13]. 
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1 Scope 

This document defines data models for Interoperable Connected Household Appliances. The data model is 
derived from a logical decomposition of use cases into functional blocks that themselves are realized by 
abstract actions on the data model itself. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated references, 
the latest edition of the referenced document (including any amendments) applies. 

EN 60335 (all parts), Household and similar electrical appliances – Safety 

RFC 2119, Key words for use in RFCs to Indicate Requirement Levels, March 1997 

3 Terms, definitions and abbreviations 

For the purposes of this document, the following terms and definitions apply. 

3.1  
appliance 
electrical apparatus intended for household or similar use 

Examples: Refrigerators, dishwashers, clothes washers, clothes dryers, air conditioners, water heaters, 
circulation pumps etc.  

3.2  
binding 
concept for connecting functionally matching features 

3.3  
(standard or complex) class  
set of SPINE functions used to describe a specific functionality. A class can be considered as a topic where 
functions are defined for. For example the SPINE class “Measurement” is a collection of SPINE functions that 
are used to describe measurement values 

3.4  
classifier 
specifies whether a message serves to read, reply, write, etc. 

3.5  
client 
role that specifies that a node uses data from a "server" or can request for change 

3.6  
command 
functional part of a Message 

3.7  
complex class 
SPINE class that is built up by parts of SPINE standard classes and combines them in a new, ordered way 

3.8  
Customer Connectivtiy Manager (CCM), see also 4.2 
component or set of functions with the capability to: 

1) Receive and process Grid Information, Appliance Information and User Instructions, and 
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2) Manage one or more Smart Appliances. 

Note 1 to entry: A CCM may be integrated with a Smart Appliance, or may be physically separate. 

Note 2 to entry: A CCM manages the energy-using behaviour as well as other aspects of device behaviour 
(e.g. setting of job status like starting, stopping, pausing, parameters like temperature, notifications...) of one 
or more Smart Appliances. 

Note 3 to entry: in other documentation (e.g. see [4] and [5]) CCM is often called Customer Energy Manager 
(CEM) with a dedicated focus on energy management. 

3.9  
data model 
definition of possible data (data structures, values) for the exchange of information (especially for 
communications systems) 

3.10  
Demand Response (DR) “EURELECTRIC Views on Demand-Side Participation” [5] 
Demand Response (DR) implies a ‘bottom-up’ approach: the customer becomes active in managing his/her 
consumption – in order to achieve efficiency gains and by this means monetary/economic benefits. Demand 
Response (DR) can be defined as “the changes in electric usage by end-use customers from their normal 
consumption patterns in response to changes in the price of electricity over time. Further, DR can be also 
defined as the incentive payments designed to induce lower electricity use at times of high wholesale market 
prices or when system reliability is jeopardized. DR includes all intentional modifications to consumption 
patterns of electricity of end use customers that are intended to alter the timing, level of instantaneous 
demand, or the total electricity consumption”. DR aims to reduce electricity consumption in times of high 
energy cost or network constraints by allowing customers to respond to price or quantity signals 

3.11  
Demand Side Management (DSM), see “EURELECTRIC Views on Demand-Side Participation” [5] 
Demand Side Management (DSM) or Load Management has been used in the (mainly still vertically 
integrated as opposed to unbundled) power industry over the last thirty years with the aim “to reduce energy 
consumption and improve overall electricity usage efficiency through the implementation of policies and 
methods that control electricity demand. Demand Side Management (DSM) is usually a task for power 
companies / utilities to reduce or remove peak load, hence defer the installations of new capacities and 
distribution facilities. The commonly used methods by utilities for demand side management are: combination 
of high efficiency generation units, peak-load shaving, load shifting, and operating practices facilitating 
efficient usage of electricity, etc.” Demand Side Management (DSM) is therefore characterized by a ‘top-down’ 
approach: the utility decides to implement measures on the demand side to increase its efficiency 

3.12  
device (specific node) 
SPINE node that can include a set of entities. It has a “deviceType”. With regards to the hierarchy of SPINE 
nodes a device is a root node for all functionalities offered by a device 

3.13  
“device” (address information) 
SPINE address part for the (physical) device 

3.14  
Device Connectivity Manager (DCM), see also 4.2 
component or set of functions with the capability to: 

1) Receive and process information from a CCM, 

2) Manage one appliance. 

Note 1 to entry: A DCM may be integrated with an Appliance or be physically separate. 
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Note 2 to entry: A DCM enables an Appliance to become a Smart Appliance. It enables communication with a 
CCM. Thus, DCM and Appliance manage the behaviour of a Smart Appliance.  

3.15  
devicetype 
specific type of physical device (e.g. "WashingMachine", "HeatPump", "FridgeFreezer", etc.) 

3.16  
discovery 
process of finding appropriate partners for communication. Dependent on the context this can be either finding 
other devices or examination of a device’s potential functionalities 

3.17  
element 
item (or “attribute”) of a SPINE function. Holds one information (e.g. "timestamp", "value", etc.) or contains 
further sub-elements 

3.18  
entity (specific node) 
SPINE node that can include a set of (sub-)entities or features. It has an “entityType”. With regards to the 
hierarchy of SPINE nodes an entity is a sub-element of a device 

3.19  
“entity” (address information) 
SPINE address part for the (logical) entity 

3.20  
EntityType 
specific type of logical device (e.g. "Freezer" is one logical part of a physical device "FridgeFreezer") 

3.21  
feature (specific node) 
SPINE node that can include a set of functions (of a class). It has a “featureType”. With regards to the 
hierarchy of SPINE nodes a feature is a sub-element (i.e. “child”) of an entity 

3.22  
“feature” (address information) 
SPINE address part for one feature 

3.23  
FeatureType 
defines optional or mandatory rules and a general behaviour of the underlying Class (standard or complex) 

3.24  
function 
smallest structure to model “actual data” (“functional data”). I.e. functions usually consist of child elements that 
each hold an information (e.g. "timestamp", "value", etc.). Information between communication partners is 
exchanged via the exchange of a function (as part of a so-called “payload”) 

3.25  
header 
SPINE Header, including elements for addressing, unique identification of messages, timestamp, etc 

3.26  
grid information 
information received by a CCM directly from or relating to the electricity grid 

Note 1 to entry: Such information may include (but is not restricted to) the following categories: 
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- current and future energy prices; 

- current and future network constraints; 

- emissions-intensity of electricity supply; 

- level of renewable energy generation; 

- requests or instructions for load modification; 

- directly sensed information (e.g. frequency and voltage). 

3.27  
JWG (Joint Working Group) 
Joint working Group Use Cases & Requirements is a working group under the roof of IEC TC57 WG21. It is a 
cross functional working group and develops Smart Grid and Smart Home&Building related user stories and 
use cases. See IEC TR 62746-2:2015 Use cases & requirements [2] 

3.28  
manual operation 
operation of a Device under direct user control 

Note 1 to entry: Includes operation under the influence of remote controls provided with the appliance or 
device. 

Note 2 to entry: A Smart Device may default to Normal User Operation if the DCM is inactive, deactivated or 
removed. 

3.29  
manual over-ride 
return to Normal User Operation that terminates or prevents a period of Smart Operation, that is initiated by 
the User 

3.30  
message 
one SPINE transfer from a sender to a receiver 

3.31  
(XML) namespace 
XML namespaces provide a simple method for qualifying element and attribute names used in XML 
documents by associating them with namespaces identified by URI references (source: www.w3.org) 

3.32  
neutral message 
information exchange that is independent of any specific communication solution. Part 4 (EN 50631-4) 
describes the mapping of neutral messages to examples of typical communication protocols 

3.33  
node 
common term for a SPINE instance that has a SPINE address. Dependent on the situation a node can be 
either a device or an entity (of a specific device) or a feature (of a specific device-entity) 

3.34  
payload 
SPINE Payload, containing the functional SPINE data 

3.35  
power profile 
any combination of one or more Power sequences over a specified time 
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3.36  
power sequence 
one or more Power slots of one entity. The power slots are executed in sequence. A power sequence reflects 
typically the power behaviour of an entity’s process or program (e.g. washing program) 

3.37  
power slot 
single step of a Power sequence. Each power slot is modelled with at least one constant power value for its 
duration 

3.38  
role 
each Feature has a functional role, usually either “server” (data owner) or “client”. For some special features 
(NodeManagement, e.g.) the role “special” is defined 

3.39  
scope (Type) 
some feature types define scope types for identifying specific functionalities unambiguously (e.g. 
outsideAirTemperature) 

3.40  
server 
role that specifies that a node offers own data to be read or written by a node with role client. A server can 
notify its data to other nodes (with role client) 

3.41  
smart appliance 
appliance that: 

1) incorporates or has been equipped with a DCM; and 

2) is capable of Smart Operation. 

Notwithstanding the possibly broader concept related to the term “smart appliance”, a smart appliance under 
the framework of this standard needs to be understood as follows: 

1) It is an appliance that is able to respond to an external stimulus initiated by a CCM and/or Remote 
Agent to provide activities amongst others like 

a. energy related demand response (supporting flexibility) or demand side management 
(adaptation of load) 

b. job status related functions like starting, stopping, pausing, 

c. content or level related functions like temperature, doorstatus, 

2) The appliance will respond when user set conditions, and its status allow for a response, 

3) The response is a change of the appliance’s behavior like electricity consumption, job status and/or 
level or content pattern or a notification of, 

4) The specific technical smart capabilities do not need to be activated when the product is placed on the 
market; the activation can be done at a later point of time by the consumer or a service provider. 

Smart appliances in this context are able to communicate through a Customer Connectivity Manager (CCM) 
function processing external signals such as price information or Renewable Energy Sources availability 
(demand response) or direct control signals (demand side management), being able to take into account 
households’ preferences or the behavior of the other home appliances. 
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Note 1 to entry: This definition is required for consistency with the logical architecture illustrated in 4.2. It is 
consistent with the definition in ISO/IEC 15067-3, “Smart Appliance - home appliance that exchanges 
command and control data with other units on a home area network” in that the presence of a DCM is taken to 
indicate the presence of such a capability. 

3.42  
smart operation 
operation of an Appliance where the CCM or DCM has been set to modify operation automatically in response 
to Trigger Criteria 

Note 1 to entry: Smart operation may be initiated by a CCM or a DCM. The trigger criteria for Smart 
Operation. 

3.43  
SpecificUsage 
Specific usage of a functionality defined by a FeatureType (for example for a FeatureType “Measurement” the 
specific usage could be “Temperature”) 

3.44  
SPINE 
Smart Premises Interoperable Neutral-message Exchange 

3.45  
SPINE Data Model 
SPINE Data Model describes the concepts and data model to ensure information exchange between devices 
like Smart Appliance and CCM, comprising 

1) SPINE Protocol, defining a neutral message structure and neutral message exchange 

2) SPINE Feature Types, describing the specific information to be exchanged 

3.46  
Standard Class 
all basic/standard functions are defined in standard classes. Functions of standard classes follow very simple 
patterns and do not have deeply nested data structures 

3.47  
subscription 
enables the receiving of messages of interest from another device without polling it 

3.48  
Use case 
textual description of a re-usable functionality consisting of one or more messages of one or more 
participating actors. May be visualized with a sequence diagram. E.g. "A CCM shifts the energy usage of a 
washing machine." 

3.49  
Use Case Functions 
Use Case Functions group basic functionalities that had been derived from use cases. These functions 
provide the entire information exchange required to implement the considered use cases and user stories 

3.50  
User story 
complete (but specific) business case described from the perspective of a user. Can be separated into several 
use cases. E.g. "The user wants to get the laundry done by 8:00pm." 
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3.51  
XML (Extensible Markup Language) 
Extensible Markup Language (XML) is a simple, very flexible text format derived from SGML (ISO 8879). See 
[16]. Extensible Mark-up Language (XML) defines a set of rules for encoding documents in a format that is 
both human-readable and machine-readable, enabling multiple publishing options and other applications for a 
variety of different purposes. Used to model SPINE messages 

3.52  
XSD (XML Schema Definition) 
purpose of an XSD schema is to define and describe a class of XML documents by using schema 
components to constrain and document the meaning, usage and relationships of their constituent parts: 
datatypes, elements and their content and attributes and their values, see [15]. The SPINE data model is 
defined in XSD and supplementary documents (as not every rule can be specified with XSD only). Other 
formats than XML can be derived from an XSD, too (e.g. JSON) 

 

4 Process & Requirements to enable interoperability 

4.1 Introduction 

The success of the Smart Grid and Smart Home approach is very much related to interoperability, 
which means that all Smart Appliances in a Smart Grid & Home Environment manufacturer- and 
brand-independent have a common understanding of messages and data in a defined interoperability 
area (in a broader perspective, it doesn’t matter if it is an energy related-, a home management- or 
an information message), see also [19]. 

 

      

Figure 1 — Interoperable home management approach 

Conversely, today’s premises are covered with different networks and stand alone devices. 
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Figure 2 — Network structure as of today 

The intention of this document is to describe the main pillars of interoperability, a set of neutral 
messages for information exchange, based on common Smart Appliance relevant user stories and 
use cases, and the mapping onto existing and upcoming communication technologies to enable 
interoperability within a Smart Grid, Smart Building and Smart Home area. 

The following figure presents the main pillars to ensure interoperability. 

 

Figure 3 — Main pillars to ensure interoperability 

• Interoperability in this context means the definition of a set of messages to allow a common 
behavior of Smart Appliances on main features or functionalities in a Smart Home environment, 
agreed by all manufacturers. 

• Interoperability does not include the definition of common algorithms, e.g. on how to manage 
intelligent, user behavior (user interface) or other aspects influencing competition. 

 

4.2 Conceptual Architecture Model 

The concept used in this document is the definition of a common set of neutral information and corresponding 
messages. These messages can be used to exchange information between CCM and Smart Appliance 
enabling certain behaviour like pausing a washing cycle or exchanging information like remaining time of the 
washing cycle. 
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As there are already different network technologies existing in homes and buildings, these messages possibly 
need to be mapped to these Domain specific Protocols. However, it is the central goal of EN 50631 (via 
mappings defined in Part 4) that the meaning of information remains the same. 

 

 

Figure 4 — Main Conceptual architecture model 

This set of common data model and neutral messages (Smart Premises Interoperable Neutral-Message 
Exchange (SPINE)) is independent of any physical setup. It supports in-home and cloud based solutions, as 
shown in Figure 5 and Figure 6. 

 

Figure 5 — Customer Connectivity Manager inside the premises 
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Figure 6 — CCM outside of the premises 

 

4.3 Top Down Approach 

This standard uses the concept of the M490 Smart Grid Architecture Model (SGAM) as blueprint, see Figure 
7. 

The Function Layer represents user stories & use cases as well as common functions, derived from the use 
cases. 

The Information Layer represents the Data Model and message structure necessary to exchange information 
between Manager and device, here the Customer Connectivity Manager (CCM) and the Smart Appliance. 

Both Function and Information layer are on the level of Applications / Functions, see Figure 7, and above any 
kind of communication layer like ISO/OSI layer model, see [1]. 
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Figure 7 — Layered architecture model [4] 

Based on this, following topics are in the focus of this series of documents: 

• The abstract application layer interface (SPINE) between the CCM and the Smart 
Appliance is part of this document. 

• Mapping to kinds of Communication Layer with underlying connectivity including but not 
limited to IP reachability, device discovery and further communication related 
requirements will be handled in Part 4 of this document series, EN 50631-4-x, Household 
appliances network and grid connectivity – Technology Specific Implementation and Test 
Requirements. 

NOTE Examples of mappings to these so-called Domain specific Protocols are described like ZigBee, KNX, Echonet 
Lite, OIC, Smart Home IP (SHIP), Thread etc.. Independent from any kind of examples, SPINE is layed out to be 
mappable to a broad variety of protocols, if requested and applicable. 

Not considered in this series according to the SGAM are: 

• The transport protocol is not part of any of these documents as it is in conjunction with the 
connectivity protocol. 

• Interaction of a user with the CCM 
• User Interface definition of any Smart Appliance in this context 
• Any kind of common algorithms, e.g. how to manage intelligent 

 

4.4 Process 

The following figure describes the process and the sequence of steps used in this document. 
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Figure 8 — Process used in this document 

User stories and derived use cases are collections of ideas how to use Smart Appliances. User stories and 
use cases are not binding and describe one possible solution (see Clause 5). However they can be used to 
deduce common functions which can be used / referenced in certain use cases, even if not used in this 
document. 

Common functions (see Clause 6) contain a set of information and instructions to be exchanged between two 
peers like CCM and Smart Appliance, described as data model. 

The data model needs to be placed into a message, combined with rules like addressing scheme, capabilities 
of addressee and so forth (see Clauses 8 to 10). 

 

5 User Stories and Use Cases 

5.1 Introduction 

There are different layers of operation classes which all exist in parallel (see Figure 9) and serve specific 
purposes or handle different types of instructions and thereby cover different use cases.  

NOTE IEC TS 62950 provides a classification of operations, instructions and related terms. 
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Figure 9 — The different layers of operation classes.  

The follwing working assumptions are handled as prerequisites and are not further specified in this standard: 

• Satefy first: safety of devices shall not be affected by smart operations (e.g. see 6.2.2 - JWG-R101). 

• User operation: the user decides about operation of smart appliances.  

• Fault tolerance: smart appliances have to provide user friendly fall-back mechanism (e.g. see 6.2.1 - 
JWG-R100). 

• Transparent operation: the user should be able to trace smart operations. 

The following sections refer to existing user stories and use cases, described in IEC TR62746-2 [1], Use 
cases & requirements [2] and EN50523-x, Household appliances interworking [3]. These use cases, 
obviously, need to be understood in the context of the big picture off all the possible decision making options 
which exist in the context of household appliances, as described above.  

The following user stories and use cases have been taken as input for our use cases, data model and neutral 
message decomposition. 

 

5.2 User Stories 

5.2.1 Demand Response (DR) 

Flexiblities of Smart Appliances can contribute to mechanisms of Demand Response (DR) in cooperation with 
a CCM. 

A typical user story looks like: 
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JWG1 - Flex Start Washing Machine (see [2]) 

The user wants to get the laundry done by 8:00 p.m. 

The user prepares the washing machine 

• Fills in clothes and selects washing program 
• Pre-selects the end time (e.g. 8:00 p.m.) 
• Starts washing program 

The washing machine now informs the CCM about 

• The start of the new program 
• The pre-selected end time 
• The expected power consumption profile with duration and (e.g. 

time related specific) energy consumption 

The CCM calculates the operation plan and takes into account 

• The pre-selected end time 
• A pre-selected incentive program 
• The expected power consumption profile with duration and (e.g. time related specific) 

energy consumption 
• Tariff information 
• Expected energy consumption of other Smart Devices 
• Expected local energy generation 
• Amount of locally stored energy 

The CCM sends the calculated start time to the Smart Device (washing machine) 

• In case the situation changed, a CCM may send an updated starting time unless the 
Smart Device started 

 

The Smart Device starts the cycle based on the calculated start time 

 

5.2.2 Demand Side Management (DSM), see “EURELECTRIC Views on Demand-Side Participation” 
[5] 

Demand Side Management (DSM) or Load Management can be used to increase or decrease energy 
consumption of Smart Appliances in cooperation with a CCM. 

A typical user story looks like: 

JWG3 - Severe Grid Stability Issues; the grid recognizes (severe) stability issues (see [2]) 

The grid sends a load control message, asking or requesting the CCM to adjust the load (by either 
increasing or decreasing consumption). The load control message may include 

• an incentive value and/or time frame for answering to the request 
• an incentive value and/or time frame for acting on the request 

After receiving the request from the grid, the CCM checks the status of attached Smart Devices 
checking on the possibility of e.g. reducing consumption by xW, x % of consumption or alternatives, 
e.g.: 
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• The user has allowed the Customer Connectivity Manager to adjust the load of some of 
his devices (e.g. of the freezer for a defined/maximum time). The support of these 
capabilities may usually be part of a contract between Energy Supplier and customer. 

CCM now asks Smart Appliance to adjust load within a defined time frame 

The Smart Device reacts with 

• Adjusting load accordingly 
• Rejecting the request 
• Adjusting Smart Appliance specific 

And informs CCM about results 

 

5.2.3 Emergency Blackout Prevention (see [2]) 

Emergency Blackout Prevention is a specific case of Demand Side Management / Load Management 

A typical user story looks like: 

JWG8 Grid Related Emergency Situations (Blackout prevention) (see IEC TR 62746-2) 

The grid is close to a black-out and will soon have to cut off sections of the grid. 

As a means of preventing this by limiting the overall energy consumption to a certain minimum, the grid sends 
an emergency message to all connected households in order to instruct them to place their connected devices 
into “emergency connected off mode”. 

Assumption: The CCM and smart devices are pre-configured with an “emergency connected off mode” 
operation mode. This defines which connected devices enter “emergency connected off mode” and what that 
mode entails (on a device by device basis). This operation mode is agreed by both the consumer and the 
energy provider and is likely to be included in a contract. Some low consumption appliances, essential devices 
like gas boilers that require a minimum of electricity to run, and safety relevant parts of a device like a fan in 
an oven in case of a running pyrolysis may be allowed to stay operational and secure – this will be defined 
within the operation mode). 

The CCM receives an emergency message 

This message may include the duration of the emergency period. 

The CCM sends a message to all connected smart devices to switch to “emergency 
connected off mode”. 

The devices switch to “emergency connected off mode”. 

When the emergency period has ended (either because the 
predetermined emergency time has passed or because the grid sent 
a message that the emergency has passed), the CCM instructs the 
devices that they may resume operations as normal. 

 

5.2.4 Remote Control of a Smart Appliance (see [3]) 

These user stories collect a number of typical remote initiated operations like 
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• Starting, stopping, pausing a device 
• Setting of parameters 
• etc. 

In this case the CCM sends a message to the Smart Appliance, if applicable and allowed (e.g. based on 
safety requirements). 

5.2.5 Remote Monitoring of a Smart Appliance (see [3]) 

These user stories collect a number of typical remote initiated monitoring operations or Smart Appliance 
initiated notifications like 

• Status of the device 
• Remaining time of a cycle 
• Temperature of... 
• Power consumption 
• etc. 

In this case the CCM sends a message to the Smart Appliance to request the information or the Smart 
Appliance notifies the CCM about, if applicable (e.g. status has changed). 

 

5.2.6 Manual Operation of a Smart Appliance (see [3]) 

Even if manually operated the Smart Appliance can inform the CCM about status and other useful information 
like power consumption and so forth to support CCM to keep the overview up to date. 

Example : user starts cooking, cooking plate informs CCM about power current consumption with an indefinite 
duration. 

 

5.3 Derived use cases 

5.3.1 Introduction 

For each of the User Stories this sub-clause captures one or more derived Use Cases. The following table 
provides a mapping between the User Stories and the Use Cases in this sub-clause. 

Every Use Cases will be broken down step by step until their re-usable functional blocks. This is done by 
means of packages and sequence diagrams with the functions identified and labeled. 

Every sequence diagram consists of references to common functions, described in 6.3. De-coupling of 
sequence diagrams from common functions enables re-usage of same common functions in various use 
cases. 

NOTE Use cases describe a possible path to achieve a solution. They are not mandatory and are not treated 
exclusively. 

Table 1 — User stories and use cases 

User Story Derived Use Cases Reference sub-clause 

Demand Response  Flexible Start 5.3.4 

Demand Side Management Direct Load Control 5.3.5 
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Emergency Blackout Prevention Emergency Blackout Prevention 5.3.6 

Control And Monitoring Remote Controlled Operation 5.3.7 

 Remote Monitoring Operation 5.3.8 

 Manual Operation 5.3.9 

Network Management Install Smart Appliance 5.3.10 

 Remove Smart Appliance 5.3.11 

 

5.3.2 Actors 

In this context, following Actors have been derived from the user stories and use cases and will be used in this 
document 

 

 

5.3.3 Main level of Smart Appliances use cases 

The starting point of Smart Appliance usage is shown on the main use case level. Typical life cycle phases 
are the installation process, the empolyment of Smart Appliance and the removement of Smart Appliance from 
network. 
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5.3.4 Flexible Start 

5.3.4.1 Use case structure 

 

 

 

Full document details: BS EN 50631-1:2017

http://www.avadocuments.com/doc/bs-en-50631-1-2017
http://www.avadocuments.com/doc/bs-en-50631-1-2017


EN 50631-1:2017 (E) 

 

26 

 

 

Full document details: BS EN 50631-1:2017

http://www.avadocuments.com/doc/bs-en-50631-1-2017
http://www.avadocuments.com/doc/bs-en-50631-1-2017


EN 50631-1:2017 (E) 

27 

5.3.4.2 Sequence diagrams and functional decompositions 

5.3.4.2.1 Perform a flexible start 

sd Smart Appl informs CCM about flex start and requests allocation

UserSmart ApplianceCCM

initiated by Smart Appliance

initiated by CCM

Legend

ref

F102: S-Appl notifies (1-n alternativ e power sequences), job status = scheduled, remote controllable = true

ref

F103: S-Appl calls CCM for a power sequence configuration

ref

F103: CCM writes an activ e power sequence configuration to S-Appl

as soon as CCM is able to determine 
starting time

ref

F104: S-Appl notifies activ e power sequence, new job status = running, remote controllable = true/false

ref

F104: S-Appl notifies new job status = completed

ref

F104: S-Appl notifies activ e power sequence, new job status = scheduled, remote controllable = true

remote controllable = true --> sequence is controllable, e.g.  can be paused
remote controllable = false --> running sequence is not interruptible until end of 
sequence

User programs Smart Appliance
(flex start)

Smart-Appl creates / calculates
Power Sequences()

Current time = start time()

currend time = end of
sequence()
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5.3.4.2.2 Propose start time without allocating flexible start 

 

sd Smart Appl asks CCM for a proposed start time for new flex start 

User Smart Appliance CCM 
intitated by Smart Appliance 
intitated by CCM 

Legend 

proceed with "Perform a flexible start" 

ref 
F102: S-Appl notifies (1-n alternative power sequences), job status = inactive, remote controllable = true 

ref 
F103: S-Appl calls CCM for a power sequence configuration 

as soon as CCM is able to determine starting time 

ref 
F103: CCM writes an active power sequence to S-Appl 

alt user decides according to feedback from CCM 
[user denies proposal from CCM and terminates sequence] 

[user accepts proposal and proceeds with Flexible Start] 

ref 
F104: S-Appl notifies job status = invalid, remote controllable = false 

ref 
F104: S-Appl notifies active power sequence, new job status = scheduled, remote controllable = true 

User programs Smart Appliance 
(propose starting time for a possible 
flex start) 

Smart-Appl creates / calculates 
Power Sequences() 

user decides based on results of CCM() 
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5.3.4.2.3 Calculate price for the sequence 

sd Calculation of price for sequence(s)

CCM

(from Actors)

Smart Appliance

(from Actors)

CCM has already been provided with 1-n alternative 
power sequences

ref

F103: S-Appl calls CCM to calculate the price for all prov ided power sequences

alt Price calculation before or after power sequence configuration

[Price calculation before CCM has configured power sequences]

[Price calculation after CCM has configured active power sequence]

ref

F103: S-Appl calls CCM to calculate the price for the activ e power sequence

ref

F103: CCM sends price calculation(s) to S-Appl

initiated by S-Appl

initiated by CCM

Legend
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5.3.4.2.4 CCM pause running sequence 

sd Pausing a running flex start sequence, CCM initiated

CCM

(from Actors)

Smart Appliance

(from Actors)

ref

F105: CCM writes job status = pause (if remote controllable = true, pausing is allowed and applicable)

initiated by S-Appl

initiated by CCM

Legend

ref

F104: S-Appl notifies job status = paused, remote controllable = true

some time later

ref

F105: CCM writes job status = run

ref

F104: S-Appl notifies job status = running, remote controllable = true/false

current time = running time()
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5.3.4.2.5 User pause running sequence 

sd Pausing a running flex start sequence, user initiated

UserSmart ApplianceCCM
initiated by Smart Appliance

initiated by CCM

Legend

ref

F104: S-Appl notifies job status = running, remote controllable = true/false

ref

F105: CCM writes job status = run

ref

F104: S-Appl notifies job status = paused, remote controllable = true

some time later

ref

F104: S-Appl notifies job status = running, remote controllable = true/false

alt Resumption

[S-Appl resumes autonomous]

[Sequence stays paused until CCM resumes it]

ref

F104: S-Appl notifies job status = paused, remote controllable = false (if pausing is applicable)

some time later

current time = running time()

user pauses S-Appl (e.g. openning the door)

user ends pause()
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5.3.4.2.6 Update starting time for flexible start 

sd update of activ e Power Sequence

Smart Appliance

(from Actors)

CCM

(from Actors)

initiated by S-Appl

initiated by CCM

Legend

ref

F104: S-Appl notifies NEW activ e power sequence, job status = scheduled, remote controllable = true

alt S-Appl confirms/denies new activ e power sequence

[S-Appl accepts new active power sequence]

[S-Appl denies new active power sequence, stays with old active power sequence]

ref

F104: S-Appl notifies OLD activ e power sequence, job status = scheduled, remote controllable = true

ref

F104: S-Appl notifies NEW activ e power sequence, job status = running, remote controllable = true

alt S-Appl confirms/denies new activ e power sequence

[S-Appl accepts new power sequence]

[S-Appl denies new active power sequence, stays with old active power sequence]

ref

F104: S-Appl notifies OLD activ e power sequence, job status = running, remote controllable = true

ref

F103: CCM writes new/updated activ e power sequence to S-Appl

ref

F103: CCM writes new/updated activ e power sequence (if allowed and applicable)

current time = < start time()

current time = runtime()
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5.3.4.2.7 Cancel sequence (either CCM-initiated or user-initiated / manual over-ride) 

sd Cancelling a running sequence

CCM

(from Actors)

Smart Appliance

(from Actors)

ref

F105: CCM writes job status = inv alid

ref

F104: S-Appl notifies job status = inv alid, remote controllable = false

opt Decativ ation/termination of sequence before end of cycle

[CCM deactivates sequence]

[S-Appl deactivates autonomous or confirms deactivation of CCM]

initiated by S-Appl

initiated by CCM

Legend

S-Appl enters now into the next individual status, e.g.
- washing machine needs to proceed with spinning
- washing machine goes into idle mode
- user prepares next flex start
- etc.
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5.3.5 Direct Load Control 

5.3.5.1 Use case structure 
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5.3.5.2 Sequence diagrams and functional decompositions 

5.3.5.2.1 Check capabilities to increase / decrease load 

sd Interaction

CCM

(from Actors)

Smart Appliance

(from Actors)

initiated by CCM

initiated by S-Appl

Legend

ref

F106: Check capabilities to increase / decrease load

ref

F106: Reply capabilities of Smart Appliance during runtime to increase / decrease load
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5.3.5.2.2 Advice Smart Appliance to increase / decrease load 

sd Interaction

CCM

(from Actors)

Smart Appliance

(from Actors)

initiated by CCM

initiated by S-Appl

Legend

ref

F106: Reply status

ref

F106: Write configuration to increase / decrease load
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5.3.5.2.3 Cancel / stop increase / decrease of load (resumption or manual over-ride) 

sd Interaction

CCM

(from Actors)

Smart Appliance

(from Actors)

initiated by CCM

initiated by S-Appl

Legend

ref

F106: Reply status

ref

F106: Resume normal operation / stop to increase / decrease load
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5.3.6 Emergency Blackout Prevention 

5.3.6.1 Use case structure 
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5.3.6.2 Sequence diagrams and functional decompositions 

5.3.6.2.1 Emergency Stand By mode, activation & termination by CCM 

sd Emergency Blackout Prev ention process

CCM

(from Actors)

Smart Appliance

(from Actors)

ref

F107: CCM writes job status = emergency, start time, end time (if av ailable)

ref

F104: S-Appl notifies new job status = emergency, remote controllable = true

certain time later, if applicable

ref

F107: CCM writes job status = run

initiated by S-Appl

initiated by CCM

Legend

ref

F104: S-Appl notifies new job status = old status before emergency

if 
Emergency Blackout Prevention
is allowed and part of a legal 
contract

current time = anytime,
device is switched on()
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5.3.6.2.2 User overrules Emergency Blackout mode by manual over-ride, if allowed 

sd Terminate Emergency mode by user

CCM

(from Actors)

Smart Appliance

(from Actors)

ref

F104: S-Appl notifies new job status = old status before emergency

if user does not accept emergency advice and 
interaction is allowed and part of a legal contract

initiated by S-Appl

initiated by CCM

Legend

ref

F107: CCM writes job status = emergency, start time, end time (if av ailable)

current status = running()

current status = emergency()
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5.3.7 Remote Programming 

5.3.7.1 Use case structure 

 

 

 

 

 

Full document details: BS EN 50631-1:2017

http://www.avadocuments.com/doc/bs-en-50631-1-2017
http://www.avadocuments.com/doc/bs-en-50631-1-2017


EN 50631-1:2017 (E) 

 

42 

5.3.7.2 Sequence diagrams and functional decompositions 

5.3.7.2.1 Program job on Smart Appliance 

sd Remote program job

CCM

(from Actors)

Smart Appliance

(from Actors)

ref

F105: CCM writes job status = ()

ref

F104: S-Appl notifies new job status = (), remote controllable = ()

Write job status to entity 0, 1-n
• start / run
• pause
• resume / run
• invalid/terminate sequence before end of cycle
• stop

Notify job status of entity 0, 1-n
• running, remote controllable = true/false
• paused, remote controllable = true/false
• invalid/terminated by user/error before end of cycle
• completed/end of sequence

initiated by S-Appl

initiated by CCM

Legend

remote controllable = true()
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5.3.7.2.2 Program value / content / level on Smart Appliance 
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5.3.8 Remote Monitoring 

5.3.8.1 Use case structure 
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5.3.8.2 Sequence diagrams and functional decompositions 

5.3.8.2.1 Read status of Smart Appliance (CCM requests from S-Appl) 

sd Read status of S-Appl

Smart Appliance

(from Actors)

CCM

(from Actors)

ref

F104: Read status of S-Appl

Read status of capabilities of entity 1-n
• time
• remaining time
• door status
• ice maker
• super freeze
• defrosting
• rinsing
• detergent (empty, full, level)

• container (e.g. detergent, water etc.) (full, empty, level, missing)

Read job status of entity 0,1-n

Notify job status of entity 0, 1-n
• off
• on
• idle, remote controllable = true/false
• scheduled/waiting for start, remote controllable = true/false
• running, remote controllable = true/false
• paused, remote controllable = true/false
• inactive/waiting for user input, remote controllable = true/false
• invalid/terminated by user/error before end of cycle
• completed/end of sequence

initiated by S-Appl

initiated by CCM

Legend

current time = any time()
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5.3.8.2.2 Notify status of Smart Appliance (S-Appl informs CCM) 

sd Notify status of S-Appl

CCM

(from Actors)

User

(from Actors)

initiated by S-Appl

initiated by CCM

Legend

ref

F104: S-Appl notifies status

Notify job status of entity 0, 1-n
• off
• on
• idle, remote controllable = true/false
• scheduled/waiting for start, remote controllable = 

true/false
• running, remote controllable = true/false
• paused, remote controllable = true/false
• inactive/waiting for user input, remote controllable 

= true/false
• invalid/terminated by user/error before end of 

cycle
• completed/end of sequence

Notify status of specific value of element of entity 
1-n / error messages
• time
• remaining time
• door status
• ice maker
• super freeze
• defrosting
• rinsing
• detergent (empty, full, level)

at any time()

 

 

Full document details: BS EN 50631-1:2017

http://www.avadocuments.com/doc/bs-en-50631-1-2017
http://www.avadocuments.com/doc/bs-en-50631-1-2017


EN 50631-1:2017 (E) 

47 

5.3.8.2.3 Request power consumption / power sequence from Smart Appliance 

sd Read power profile from S-Appl

CCM

(from Actors)

Smart Appliance

(from Actors)

inititated by S-Appl

initiated by CCM

Legend

ref

F104: CCM asks S-Appl to inform about activ e power sequence

ref

F104: S-Appl replies with the activ e power sequence

at any time()
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5.3.9 Manual Operation 

5.3.9.1 Use case structure 
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