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BS EN 535 : 1991

National foreword

This British Standard has been prepared under the direction of the Pigments,
Paints and Varnishes Standards Policy Committee and is the English language
version of EN 535 ‘Paints and varnishes — Determination of flow time by use of
flow cups’, published by the European Committee for Standardization (CEN).
EN 535 was produced as a result of international discussion in which the United
Kingdom took an active part.

BS EN 535 supersedes BS 3900 : Part A6 : 1986, which is withdrawn.

The only difference between BS EN 535 : 1991 and BS 3900 : Part A6 : 1986 is
the addition of a note to 7.1.1.

Additional information. In 5.1.4 a procedure is described for calibrating the ISO
flow cups using standard oils. Oils suitable for this purpose with the required

data of temperature dependence of kinematic viscosity may be obtained from the
Paint Research Association, Waldegrave Road, Teddington, Middlesex TW11 S8LD.

Compliance with a British Standard does not of itself confer immunity from
legal obligations.
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EUROPEAN STANDARD EN 535
NORME EUROPEENNE
EUROPAISCHE NORM August 1991

UDC 667.61 : 620.1 : 532.522

Descriptors: Paints, varnishes, tests, determination, flow time, viscosity, test equipment, orifices

English version

Paints and varnishes — Determination of flow time by

use of flow cups
(ISO 2431, edition 1984 modified)

Peintures et vernis — Détermination du Lacke und Anstrichstoffe — Bestimmung der
temps d’écoulement au moyen de coupes Auslaufzeit mit Auslaufbechen
d’écoulement (ISO 2431, Ausgabe 1984 modifiziert)

(ISO 2431, édition 1984 modifiée)

This European Standard was approved by CEN on 12 August 1991.
CEN members are bound to comply with the CEN/CENELEC Internal
Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CEN member.

This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CEN member into its own language and notified to the
Central Secretariat has the same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland
and United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europdisches Komitee fiir Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© CEN 1991 Copyright reserved to all CEN members
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Page 2
EN 535 : 1991

Foreword

This European Standard is the endorsement of

ISO 2431. Endorsement of ISO 2431 was
recommended by CEN/TC 139, Paints and
Varnishes, under whose competence this European
Standard will henceforth fall.

National Standards identical to this European
Standard shall be published at the latest by
92-02-26 and conflicting national standards shall be
withdrawn at the latest by 92-02-26.

The Standard was approved and in accordance with
the CEN/CENELEC Internal Regulations, the
following countries were bound to implement this
European Standard:

Austria, Belgium, Denmark, Finland, France,
Germany, Greece, Iceland, Ireland, Italy,

Luxembourg, Netherlands, Norway, Portugal,
Spain, Sweden, Switzerland, United Kingdom.

Endorsement notice

The text of the International Standard ISO 2431 :
1984 was approved by CEN as a European Standard
with agreed common modifications as given below:

Note to 7.1.1: When the test is carried out in
accordance with the calibration curves for the
different flow cups (i.e. 30 s < t < 100 s), none of
the different flow cups is suitable for the viscosity
range of 135 to 200 mm?/s.

It is therefore recommended to use the flow cups
for the following flow time ranges:

3-mm cup: 30 to 100 s
4-mm cup: 30 to 120 s
6-mm cup: 25 to 100 s.
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