BS EN 54-26:2015

BSI Standards Publication

Fire detection and fire alarm

systems
Part 26: Carbon monoxide detectors —
Point detectors

[
bSlo ..making excelleDoewriembst.

Document Sharing Hub

Full document details: BS EN 54-26:2015


http://www.avadocuments.com/doc/bs-en-54-26-2015
http://www.avadocuments.com/doc/bs-en-54-26-2015

BS EN 54-26:2015 BRITISH STANDARD

National foreword
This British Standard is the UK implementation of EN 54-26:2015.

The UK participation in its preparation was entrusted to Technical
Committee FSH/12/2, Fire detectors.

A list of organizations represented on this committee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

© The British Standards Institution 2015. Published by BSI Standards
Limited 2015

ISBN 978 0 580 81247 7
1CS 13.220.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 April 2015.

Amendments issued since publication
Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 54-26:2015


http://www.avadocuments.com/doc/bs-en-54-26-2015
http://www.avadocuments.com/doc/bs-en-54-26-2015

BS EN 54-26:2015
EUROPEAN STANDARD EN 54-26

NORME EUROPEENNE
EUROPAISCHE NORM April 2015

ICS 13.220.20

English Version

Fire detection and fire alarm systems - Part 26: Carbon
monoxide detectors - Point detectors

Systeme de détection et d'alarme incendie - Partie 26: Brandmeldeanlagen - Teil 26: Kohlenmonoxidmelder -
Détecteurs de monoxide de carbone - Détecteurs ponctuels Punktfoermige Melder

This European Standard was approved by CEN on 25 January 2015.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the CEN-CENELEC Management Centre or to any CEN member.

This European Standard exists in three official versions (English, French, German). A version in any other language made by translation
under the responsibility of a CEN member into its own language and notified to the CEN-CENELEC Management Centre has the same
status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech Republic, Denmark, Estonia,
Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania,
Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and United
Kingdom.

. — |

EUROPEAN COMMITTEE FOR STANDARDIZATION
COMITE EUROPEEN DE NORMALISATION
EUROPAISCHES KOMITEE FUR NORMUNG

CEN-CENELEC Management Centre: Avenue Marnix 17, B-1000 Brussels

© 2015 CEN  All rights of exploitation in any form and by any means reserved Ref. No. EN 54-26:2015 E
worldwide for CEN national Members.

Documents

Document Sharing Hub

Full document details: BS EN 54-26:2015


http://dx.doi.org/10.3403/30274687U
http://www.avadocuments.com/doc/bs-en-54-26-2015
http://www.avadocuments.com/doc/bs-en-54-26-2015

BS EN 54-26:2015
EN 54-26:2015 (E)

Contents Page
o1 =T o o 5
L T 11T T o N 7
1 85T o o - SN 8
2 NOIrMAtiVe refErENCES ..ot mn e s s e s s amn e s s anes 8
3 Terms, definitions and abbreviations............ccco e —— 9
31 Terms and definitioNS .......ccoo i 9
3.2 ADDreVviatioNs ..... ... 9
4 REQUIFEMENLES ... s sssssssssssssssssssssssssssssssssssssssnsnsnsnnnsnsnsnsnsnnnnnnnnnnnnnnnnnnnnnnnnn 9
4.1 1071 1= - | 9
4.2 Nominal activation conditions/Sensitivity .........cccccoiicciicmriiiicccccecrr e 9
4.21 Individual alarm indiCation ... ————— 9
4.2.2 Rate Sensitive CO reSPONSE .....coiccccicerrrrriiiiisssssnererrrsssssssssssesssssssssssssssesssssssssssssssenssassssssnsnsessssasssssnnsnes 9
4.2.3 Response to slowly developing fir@S.......cccccciviieiiiiisccsseerrr e e ssss e s e s s s s ssmnn e e e essssssnnmenes 9
S S =Y o 1= - = 1 T ] 17T 10
T S8 0 11 =Y o3 oY T o (=Y o 1= Lo 1= o U - T 10
2 T = o1 e Yo LWL 7] o Y| 13/ 10
T S0 N N1 g 1 o= 1 41T 4 10
4.3 Operational reliability .........ccccciciirii s r e e s s s nnne e e e e a e amnn e e e e e nnnnnn 10
4.3.1 Connection of ancillary deViCes........cccciiiiiiciirmiiiiiiiscc s ssssser e e s s ssms e e s se s s s s sssnme s e s e eessnsnnnnns 10
4.3.2 Monitoring of detachable detectors.............ccooiiiiiiiicccirr s 10
4.3.3 Manufacturer's adjuStMeENts ..........cccciiiiiiiicccccrrrr s sss e sm e e ee s s nnn e e e e e e e nnnnne 10
4.3.4 On-site adjustment of BENAVIOUN ... e 10
4.3.5 Software controlled detectors ... 11
0 T T 10T o T I =Y 40 4 JC] = 1 o 1 TSP 12
4.4 Tolerance to supply voltage — Variation in supply parameters.......ccccccccvmememmmrmemmmemememeeseeeeneeennn. 12
4.5 Performance parameters under fire conditions — Fire sensitivity .........ccccocccrmeriiiccccccennnnicccnns 12
4.6 Durability of nominal activation conditions/sensitivity .......ccccccceccciriiiiiinccccceeer e, 12
4.6.1 Temperature reSiStANCE ........c.ceeeeiiimemimmmimmirrrrrrrrrrrrrrrrrrrrrrrrrrrrr s rrsrssrrrssssssnssssnsssnnnsnsnnnnnnnnnnnnns 12
4.6.2 Humidity reSiStanCe.......coeeeeimiimiimiiiiiiiiieiiieirrr s nrrrnrrrrrrnnrnrnnarnnnannnnnnns 12
4.6.3 Corrosion resistance — SO; COIrosion (ENAUIrANCE) .......cceeririiiccisnerrerriisisssssserreressssssssmsesssesssssssnnes 13
4.6.4 Shock and vibration resistance............cccc i ———————— 13
4.6.5 Electrical stability — EMC, immunity (operational).........ccccccvriiciicmmmmnmniscccseeere s cseee e snnnes 13
4.6.6 Resistance to chemical agents ..........c.ceceeimmiimimimiiimiieimirrrrrrrrrrrr e rnrnnnnnnnes 13
5 Test and assessment Methods ............o i ————— 14
5.1 (7= 1= - | 14
5.1.1  Atmospheric conditions fOr teStS .........cccciiiiiiiiiiccc e 14
5.1.2 Operating conditions fOr teSts .......ccccciiiiiiiiiiiii s 14
5.1.3 Mounting arrangemENtS ........ccoieiiiiiiiiiiiiiiiii e —————————————————————— 14
L I I ] [T - 1T - 14
5.1.5 Measurement of CO reSpoNSe VAIUE..........cccccerriiiiiiissmereerissssssssmsessssssssssssssssessssssssssnssssssssassssssmsnsnees 14
5.1.6  ProviSion fOr tests ...t e 15
5.1.7  Test SCREAUIE ... 15
5.2 Nominal activation conditions/Sensitivity ........ccccccoveicciiimiiiicc s 16
5.21 Individual alarm indication ..o —————————— 16
5.2.2 Rate sensitive CO rESPONSE ........eiiiriiiiicireerrere s ssssssssese e e s s sssssssmse e s s essssssssssssessssssssssnssnssessesssssnnsnnnses 17
5.2.3 Response to slowly developing fires........cccccceriiiicciiimmmreiiisss e sssssr s s smne e e e s s s s ssnmeneeees 17
5.2.4 Repeatability......cccccciiiiiiiiiiiiiiiiiiii i —————————— 17
5.2.5 Directional dependENCe ........ccoiiiiiiiiiiiiiiiiii e ———————————————— 18
5.2.6 ReproduCibility.......cccooiiiiiiiiiiiiiiii e ——————————————— 18
Documents
2 Document Sharing Hub

Full document details: BS EN 54-26:2015


http://www.avadocuments.com/doc/bs-en-54-26-2015
http://www.avadocuments.com/doc/bs-en-54-26-2015

BS EN 54-26:2015
EN 54-26:2015 (E)

L0 Y - Y 1 ¢ 0T e 3 =T 40 = 19
5.3 Operational reliability......cccccocceiiiiisiiir i ——————— 19
5.3.1 Connection of ancillary devices .........ccccuciiiiiniiiiinni s —————— 19
5.3.2 Monitoring of detachable detectors ..........cccovviiiiiiiini e ——————— 19
5.3.3 Manufacturer's adjustments..........cccccciiiiiiiiiinni e ———————————— 19
5.3.4 On-site adjustment of behaviour ..o ————— 19
5.3.5 Software controlled detectors...........cccciiriiiiiniiiii e ————————— 19
5.3.6 Long term stability .......cccocvimiiiiiii e —————————— 19
5.4 Tolerance to SUPPlY VOIAGE .......coiceiiiiiiii i 20
5.4.1 Variation in supply parameters..........ooo i 20
5.5 Performance parameters under fire conditions ... e 21
5.5.1  Fire sensitiVity ..o ———— 21
5.6 Durability of nominal activation conditions/sensitivity.........ccccccceiriimminniiin e, 23
5.6.1 Temperature reSiStanCe ...... ... s s e nme e e e amnn e e e e s 23
5.6.2 Humidity reSiStance ........ccccciiiiiiiiiini i ——————————————— 25
5.6.3 Corrosion resistance — SO, corrosion (€NAUraNCe)..........ccccerriniiirmmnnsmr s ————_— 29
5.6.4 Shock and vibration resistance ..o —————— 30
5.6.5 Electrical stability.........ccccocviiiiiiiiiiiii i —————— 34
5.6.6 Resistance to chemical agents..........cccoiviiiiiiii i ————————— 35
6 Assessment and verification of constancy of performance (AVCP) ........ccccccinriiinnnninnnnnnnnennnn, 37
6.1 =Y 4 =T - 37
6.2 TYPe teSHING ..o ————————— 37
07 I € 1Y 4 =Y - | 37
6.2.2 Test samples, testing and compliance Criteria ... 38
070 T 1= T3 (= o Yo o £ 39
6.3 Factory production control (FPC).........cccouriiimiinimmisrss s s s sssss e 39
0 2R I € 1Y o = - | 39
0 0 & =Y [T =Y 30 1= 1 40
6.3.3 Product specifiC reqUIremMeNts...........oooiriiii e 42
6.3.4 Initial inspection of factory and FPC ..., 42
6.3.5 Continuous surveillance of FPC .........ccccciiiiiiii s s 43
6.3.6 Procedure for modifications..........ccccciiiniiiiinin s ——————————— 43
6.3.7 One-off products, pre-production products, (e.g. prototypes) and products produced in
very Iow qUaNtities ... ——— 43
7 L0 F L= o7 1T o 44
8 Marking, labelling and packaging.........ccccucierrinnmrmmnmn s 44
Annex A (normative) Gas test chamber for response value and cross-sensitivity .......c.ccccccniniinniiinnnnn 46
A1 =Y 4 =T - 46
A.2 Gas test chamber specification ............... i ———— 46
Annex B (normative) CO and smoke measuring instruments .........c.cccoccviniimnnn s, 48
B.1 =Y 4 =T - 48
B.2 CO measuring iNStrUMENt .......ooo i —————— 48
B.3 ObSCUration MEer ... —————————— 48
B.4 Measuring ionization chamber (MIC)..........cccciiimini 48
Annex C (normative) Fire test FOOM ... 49
Cc1 =Y 4 =T - 49
C.2 Fire test room specification..........o e 49
Annex D (informative) Establishing exposure levels of chemical agents...........cccciniinniiiicnnncicnnninienn 52
DA =Y 4 =T - 52
D.2 Establishing concentration of chemical agents for test gases 1 t0 9.......ccccoccvviiriinncciinnncee, 52
D.3 Verification of test chamber leakage...........cccocviiiiniiiiiinn s ————— 52
D.4 Establishing concentration of 0Zone .........ccccoiiiin s ——————— 52
Annex E (normative) Smouldering (pyrolysis) wood fire (TF2)........cccocvvmminiiimninnimnninsrnesness e 54
Documents

Document Sharin%Hub

Full document details: BS EN 54-26:2015


http://www.avadocuments.com/doc/bs-en-54-26-2015
http://www.avadocuments.com/doc/bs-en-54-26-2015

BS EN 54-26:2015
EN 54-26:2015 (E)

E.1 L€ 3 1= - | 54
E.2 = 54
E.3 Lo 1 o =1 = 54
E.4 Y4 1T 1= 1T L 54
E.5 Heating rate ... ——— 54
E.6 =3 Lo I o 8 (Y3 Ao oY L |5 L o T 54
E.7 Test validity Criteria ..o ———————— 54
Annex F (normative) Glowing smouldering cotton fire (TF3)......ccooriiiiiiiii s 59
F.1 L€ 3 1= - | 59
F.2 = 59
F.3 Y4 1T 1= 1T L 59
F.4 IGNIEION e 60
F.5 =3 Lo I o 8 (Y3 Ao oY L |5 L o T 60
F.6 Test validity Criteria ..o ——————————— 61
Annex G (informative) Information concerning the construction of the gas test chamber...................... 64
G.1 L€ 3 1= - | 64
G.2 Construction of the gas test chamber..........cccc i ——————— 64
Annex H (informative) Apparatus for impact test ... —— 66
H.1 L€ 3 1= - | 66
H.2 Apparatus CONSLIUCLION ... s mn e e s e e 66
Annex ZA (informative) Clauses of this European Standard addressing the provisions of the EU
Construction Products Regulation ... 69
=1 o [0 o =T ] 13/ 79
Documents
4 Document Sharing Hub

Full document details: BS EN 54-26:2015


http://www.avadocuments.com/doc/bs-en-54-26-2015
http://www.avadocuments.com/doc/bs-en-54-26-2015

BS EN 54-26:2015
EN 54-26:2015 (E)

Foreword

This document (EN 54-26:2015) has been prepared by Technical Committee CEN/TC 72 “Fire detection and
fire alarm systems”, the secretariat of which is held by BSI.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by October 2015, and conflicting national standards shall be withdrawn at
the latest by April 2019.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports the basic requirements of Regulation (EU) 305/2011.

For relationship with EU Regulations, see informative Annex ZA which is an integral part of this document.
EN 54, Fire detection and fire alarm systems, consists of the following parts:

— Part 1: Introduction;

— Part 2: Control and indicating equipment;

— Part 3: Fire alarm devices — Sounders;

— Part 4: Power supply equipment;

— Part 5: Heat detectors — Point detectors;

— Part 7: Smoke detectors — Point detectors using scattered light, transmitted light or ionization;
— Part 10: Flame detectors — Point detectors;

— Part 11: Manual call points;

— Part 12: Smoke detectors — Line detectors using an optical light beam;

— Part 13: Compatibility assessment of system components;

— Part 14: Guidelines for planning, design, installation, commissioning, use and maintenance
[CEN Technical Specification];

— Part 16: Voice alarm control and indicating equipment,

— Part 17: Short circuit isolators;

— Part 18: Input/output devices;

— Part 20: Aspirating smoke detectors;

— Part 21: Alarm transmission and fault warning routing equipment;

— Part 22: Resettable line-type heat detectors [currently at acceptance stage];

— Part 23: Fire alarm devices — Visual alarms devices;
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— Part 24: Components of voice alarm systems — Loudspeakers;

— Part 25: Components using radio links;

— Part 26: Carbon monoxide detectors — Point detectors [the present document];

— Part 27: Duct smoke detectors;

— Part 28: Non-resettable line type heat detectors [currently at drafting stage];

— Part 29: Multi-sensor fire detectors — Point detectors using a combination of smoke and heat sensors;

— Part 30: Multi-sensor fire detectors — Point detectors using a combination of carbon monoxide and heat
sensors;

— Part 31: Multi-sensor fire detectors — Point detectors using a combination of smoke, carbon monoxide
and optionally heat sensors;

— Part 32: Planning, design, installation, commissioning, use and maintenance of voice alarm systems
[currently at acceptance stage].

NOTE This list includes standards that are in preparation and other standards may be added. For current status of
published standards refer to www.cen.eu.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal,
Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.
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Introduction

Carbon monoxide (CO) is a product of the incomplete combustion of carbon-based materials. CO fire
detectors can react promptly to smouldering fires involving carbonaceous materials because CO does not
depend solely on convection, but also moves by diffusion. CO fire detectors might be better suited to
applications where other fire detection techniques are prone to false alarms, i.e. due to dust, steam and
cooking vapours.

The purpose of this standard is to ensure that carbon monoxide (CO) fire detectors have adequate sensitivity
and reliability for use in fire detection and fire alarm systems for residential commercial and industrial
premises. CO may not be produced in detectable quantities where pyrolysis of material rather than self-
sustained combustion occurs (e.g. overheating cables) or in the early stages of rapidly burning flaming fires
(e.g. liquid fuel fires). It is important that carbon monoxide fire detectors are only used where a risk
assessment indicates that they are appropriate for detecting the types of fires that may occur. CO fire
detectors should not be considered as a direct replacement for smoke detectors. CO fire detectors detect
carbon monoxide gas rather than the smoke particulates detected by optical and ionization smoke detectors.

A number of different methods for sensing CO are suitable. However, most sensors will also be influenced by
other gases and phenomena. Tests have therefore been included in the test schedule to assess cross-
sensitivity to substances normally present in the service environment that may affect the performance of the
detector.

As CO detectors are specifically well suited for the detection of incipient fires rather than flaming fires this
standard only includes tests to verify performance in smouldering fires. For this purpose, test fires TF2 and
TF3 from have been included in the test schedule. An additional validity criterion has been added to
each of these tests to make them suitable for evaluating CO fire detectors.
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1 Scope

This European Standard specifies requirements, test methods and performance criteria for point detectors
using carbon monoxide sensing for use in fire detection and fire alarm systems in and around buildings

(see EN 54-1:2011)).

This European Standard provides for the assessment and verification of consistency of performance (AVCP)
of carbon monoxide point detectors to this EN.

This European Standard does not apply to fire detectors incorporating at least one CO sensing element in
combination with other elements sensing different fire phenomena.

CO detectors having special characteristics suitable for the detection of specific fire risks are not covered by
this European Standard. The performance requirements for any additional functions are beyond the scope of
this European Standard (e.g. additional features or enhanced functionality for which this standard does not
define a test or assessment method).

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated references,
the latest edition of the referenced document (including any amendments) applies.

N 54-1:2011), Fire detection and fire alarm systems — Part 1: Introduction

N 54-7:2000"), Fire detection and fire alarm systems — Part 7: Smoke detectors — Point detectors using
scattered light, transmitted light or ionization

EN 50130-4:2011|, Alarm systems — Part 4: Electromagnetic compatibility — Product family standard:
Immunity requirements for components of fire, intruder, hold up, CCTV, access control and social alarm
systems

EN 60068-1:2014|, Environmental testing — Part 1: General and guidance (JEC 60068-1:2013)
EN 60068-2-1:2007, Environmental testing — Part 2-1: Tests — Test A: Cold (JEC 60068-2-1:2007)

EN 60068-2-2:2007, Environmental testing — Part 2-2: Tests — Test B: Dry heat (JEC 60068-2-2:2007)

EN 60068-2-6:2008, Environmental testing — Part 2-6: Tests — Test Fc: Vibration (sinusoidal) (IEC 60068-2-
6:2007)

EN 60068-2-27:2009, Environmental testing — Part 2-27: Tests — Test Ea and guidance: Shock (IEC 60068-
2-27:2008)

N 60068-2-30:2005, Environmental testing — Part 2-30: Tests — Test Db: Damp heat, cyclic (12 h + 12 h
cycle) E*EC 60068-2-30:2009)

N 60068-2-42:2003, Environmental testing — Part 2-42: Tests — Test Kc: Sulphur dioxide test for contacts
and connections (JEC 60068-2-42:200

N 60068-2-78:2013, Environmental testing — Part 2-78: Tests — Test Cab: Damp heat, steady state
EC 60068-2-78:2012

1) This document is currently impacted by the stand-alone amendments EN 54-7:2000/A1:2002 and
EN 54-7:2000/A2:2006.
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SO 209:2007, Wrought aluminium and aluminium alloys — Chemical composition and forms of products —
Part 1: Chemical composition

3 Terms, definitions and abbreviations

3.1 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 54-1:2011 and the following apply.
3141

CO response value

CO concentration in the proximity of the specimen at the moment that it generates an alarm signal, when

tested as described in 5.1.5

Note 1 to entry: The response value may depend on signal processing in the detector and in the control and indicating
equipment.

3.1.2

rate-sensitive
behaviour of a detector that depends on the rate of change of CO concentration

3.2 Abbreviations

EMC  Electromagnetic compatibility

4 Requirements
4.1 General

In order to comply with this standard, the detector shall meet the requirements of this clause, which shall be
verified by visual inspection or engineering assessment or shall be tested as described in Clause 5.

4.2 Nominal activation conditions/sensitivity
4.21 Individual alarm indication

The detector shall be provided with an integral red visual indicator, by which the individual detector that
released an alarm, can be identified, until the alarm condition is reset. Where other conditions of the detector
can be visually indicated, they shall be clearly distinguishable from the alarm indication, except when the
detector is switched into a service mode. For detachable detectors, the indicator may be integral with the base
or the detector head. The visual indicator shall be visible from a distance of 6 m directly below the detector, in
an ambient light intensity up to 500 lux when assessed as described in 5.2.1.

4.2.2 Rate sensitive CO response

The CO response value of the detector may depend on the rate of change of CO concentration in the vicinity
of the detector. Such behaviour may be incorporated in the detector design to improve the discrimination
between ambient CO levels and those generated by a fire. If such rate sensitive behaviour is included then it
shall not lead to a significant reduction in the detector’s sensitivity to fires, nor to a significant increase in the
probability of false alarm when assessed as specified in 5.2.2.

4.2.3 Response to slowly developing fires

Point carbon monoxide detectors may incorporate provision for “drift compensation”, for example to
compensate for sensor drift due ageing of the CO sensor or the build-up of contaminants in the detector, If
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such drift compensation is included, then it shall not lead to a significant change in the detector's sensitivity to
slowly developing fires when assessed as specified in 5.2.3.

4.2.4 Repeatability

The detector shall have stable behaviour with respect to its sensitivity after a number of alarm conditions and
shall meet the requirements specified in 5.2.4.

4.2.5 Directional dependence

The sensitivity of the detector shall not be unduly dependent on the direction of airflow around it and shall
meet the requirements specified in 5.2.5.

4.2.6 Reproducibility

The sensitivity of the detector shall not vary unduly from specimen to specimen and shall meet the
requirements specified in 5.2.6.

4.2.7 Air movement

The sensitivity of the detector shall not be unduly affected by the rate of the airflow and shall meet the
requirements specified in 5.2.7.

4.3 Operational reliability
4.3.1 Connection of ancillary devices

Where the detector provides for connections to ancillary devices (e.g. remote indicators, control relays), open-
or short-circuit failures of these connections shall not prevent the correct operation of the detector.

4.3.2 Monitoring of detachable detectors

For detachable detectors, a means shall be provided for a remote monitoring system (e.g. the control and
indicating equipment) to detect the removal of the head from the base, in order to give a fault signal.

4.3.3 Manufacturer's adjustments

It shall not be possible to change the manufacturer's settings except by special means (e.g. the use of a
special code or tool) or by breaking or removing a seal.

4.3.4 On-site adjustment of behaviour

If there is provision for on-site adjustment of the response behaviour of the detector then:

a) for each setting at which the manufacturer claims compliance with this standard, the detector shall comply
with the requirements of this standard, and access to the adjustment means shall only be possible by the
use of a code or special tool or by removing the detector from its base or mounting;

b) any setting(s) at which the manufacturer does not claim compliance with this standard, shall only be
accessible by the use of a code or special tool, and it shall be clearly marked on the detector or in the

associated data, that if these setting(s) are used, the detector does not comply with the standard.

These adjustments may be carried out at the detector or at the control and indicating equipment.
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4.3.5 Software controlled detectors
4.3.5.1 General

For detectors which rely on software control in order to fulfii the requirements of this standard, the
requirements of 4.3.5.2, 4.3.5.3 and 4.3.5.4 shall be met.

4.3.5.2 Software documentation
4.3.5.21 Design overview
The manufacturer shall submit documentation which gives an overview of the software design. This
documentation shall be in sufficient detail for the design to be inspected for compliance with this standard and
shall include at least the following:
a) a functional description of the main program flow (e.g. as a flow diagram or structogram) including:

1) a brief description of the modules and the functions that they perform;

2) the way in which the modules interact;

3) the overall hierarchy of the program;

4) the way in which the software interacts with the hardware of the detector;

5) the way in which the modules are called, including any interrupt processing;

b) a description of which areas of memory are used for the various purposes (e.g. the program, site specific
data and running data);

c) adesignation, by which the software and its version can be uniquely identified.
4.3.5.2.2 Design detail

The manufacturer shall have available detailed design documentation, which only needs to be provided if
required by the testing authority. It shall comprise at least the following:

a) an overview of the whole system configuration, including all software and hardware components;
b) a description of each module of the program, containing at least:

1) the name of the module;

2) adescription of the tasks performed;

3) a description of the interfaces, including the type of data transfer, the valid data range and the
checking for valid data;

c) full source code listings, as hard copy or in machine-readable form (e.g. ASCllI-code), including all global
and local variables, constants and labels used, and sufficient comment for the program flow to be
recognized;

d) details of any software tools used in the design and implementation phase (e.g. CASE-tools, compilers).

4.3.5.3 Software design

In order to ensure the reliability of the detector, the following requirements for software design shall apply:
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a) the software shall have a modular structure;

b) the design of the interfaces for manually and automatically generated data shall not permit invalid data to
cause error in the program operation;

c) the software shall be designed to avoid the occurrence of deadlock of the program flow.

4.3.54 The storage of programs and data

The program necessary to comply with this standard and any pre-set data, such as manufacturer's settings,
shall be held in non-volatile memory. Writing to areas of memory containing this program and data shall only
be possible by the use of some special tool or code and shall not be possible during normal operation of the
detector.

Site-specific data shall be held in memory which will retain data for at least two weeks without external power
to the detector, unless provision is made for the automatic renewal of such data, following loss of power,
within 1 h of power being restored.

4.3.6 Long term stability

The detectors shall be stable over long periods of time as specified in 5.3.6.

4.4 Tolerance to supply voltage — Variation in supply parameters

Within the specified range(s) of the supply parameters, the sensitivity of the detector shall not be unduly
dependent on these parameters (e.g. voltage) and shall meet the requirements specified in 5.4.1.

4.5 Performance parameters under fire conditions — Fire sensitivity

The detector shall have adequate sensitivity to incipient type fires that may occur in buildings as specified in
5.5.1.

4.6 Durability of nominal activation conditions/sensitivity

4.6.1 Temperature resistance

4.6.1.1  Dry heat (operational)

The detector shall function correctly at high ambient temperatures as specified in 5.6.1.1.

4.6.1.2 Dry heat (endurance)

The detector shall be capable of withstanding long term exposure to high temperature as specified in 5.6.1.2.
4.6.1.3 Cold (operational)

The detector shall function correctly at low ambient temperatures, as specified in 5.6.1.3.

4.6.2 Humidity resistance

4.6.21 Damp heat, cyclic (operational)

The detector shall function correctly at a high level of relative humidity with short period of condensation, as
specified in 5.6.2.1.
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4.6.2.2 Damp heat steady-state (operational)
The detector shall function correctly at high relative humidity (without condensation) as specified in 5.6.2.2.
4.6.2.3 Damp heat steady-state (endurance)

The detector shall be capable of withstanding long term exposure to a high level of continuous humidity as
specified in 5.6.2.3.

4.6.2.4 Low humidity, steady-state (operational)
The detector shall function correctly at low relative humidity as specified in 5.6.2.4.
4.6.3 Corrosion resistance — SO, corrosion (endurance)

The detector shall be capable of withstanding the corrosive effects of sulphur dioxide as an atmospheric
pollutant as specified in 5.6.3.

4.6.4 Shock and vibration resistance
4.6.41 Shock (operational)

The detector shall function correctly when submitted to mechanical shocks which are likely to occur in the
service environment as specified in 5.6.4.1.

4.6.4.2 Impact (operational)

The detector shall function correctly when submitted to mechanical impacts which it may sustain in the normal
service environment as specified in 5.6.4.2.

4.6.4.3 Vibration, sinusoidal (operational)

The detector shall function correctly when submitted to vibration at levels appropriate to its normal service
environment as specified in 5.6.4.3.

4.6.4.4 Vibration, sinusoidal (endurance)

The detector shall be capable of withstanding long exposure to vibration at levels appropriate to the service
environment as specified in 5.6.4.4.

4.6.5 Electrical stability — EMC, immunity (operational)

The detector shall operate correctly when submitted to electromagnetic interference as specified in 5.6.5.1.
4.6.6 Resistance to chemical agents

4.6.6.1 Exposure to high level of carbon monoxide

The detector shall be capable to withstand exposure to high levels of CO which may be encountered during a
fire condition as specified in 5.6.6.1.

4.6.6.2 Exposure to chemical agents at environmental concentrations

The detector shall be capable of withstanding the effects of exposure to atmospheric pollutants or chemicals
which may be encountered in the service environment as specified in 5.6.6.2.
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5 Test and assessment methods
5.1 General
5.1.1 Atmospheric conditions for tests

Unless otherwise stated in a test procedure, the testing shall be carried out after the test specimen has been
N 60068-1

allowed to stabilize in the standard atmospheric conditions for testing as described in as follows:
—  temperature: (15 to 35) °C;
— relative humidity: (25 to 75) %;
—  air pressure: (86 to 106) kPa.

If variations in these parameters have a significant effect on a measurement, then such variations should be
kept to a minimum during a series of measurements carried out as part of one test on one specimen.

The ambient concentration of CO shall not exceed 3 pl/l.
5.1.2 Operating conditions for tests

If a test method requires a specimen to be operational, then the specimen shall be connected to suitable
supply and monitoring equipment with characteristics as required by the manufacturer's data. Unless
otherwise specified in the test method, the supply parameters applied to the specimen shall be set within the
manufacturer's specified range(s) and shall remain substantially constant throughout the tests. The value
chosen for each parameter shall normally be the nominal value, or the mean of the specified range. If a test
procedure requires a specimen to be monitored to detect any alarm or fault signals, then connections shall be
made to any necessary ancillary devices (e.g.through wiring to an end-of-line device for conventional
detectors) to allow a fault signal to be recognized.

The details of the supply and monitoring equipment and the alarm criteria used should be given in the test
report.

5.1.3 Mounting arrangements

The specimen shall be mounted by its normal means of attachment and in its normal orientation in
accordance with the manufacturer's instructions. If these instructions describe more than one method of
mounting, or more than one acceptable orientation, then the method considered to be most unfavourable shall
be chosen for each test.

5.1.4 Tolerances

Unless otherwise stated, the tolerances for the environmental test parameters shall be as given in the basic
reference standards for the test (e.g. the relevant part of EN 60068).

If a requirement or test procedure does not specify a tolerance or deviation limits, then deviation limits
of £ 5 % shall be applied.

5.1.5 Measurement of CO response value
The specimen, for which the CO response value shall be measured, shall be installed in the gas test chamber,
described in Annex A, in its normal operating position, by its normal means of attachment. The orientation of

the specimen, relative to the direction of airflow, shall be the least sensitive orientation, as determined in the
directional dependence test, unless otherwise specified in the test procedure.
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Before commencing each measurement, the gas test chamber shall be purged with clean air to ensure that
the concentration of CO in the chamber is less than 1,5 pl/l.

The air velocity in the proximity of the specimen shall be (0,2 £ 0,04) m/s unless otherwise specified in the test
procedure.

Unless otherwise specified in the test procedure, the air temperature in the gas test chamber shall be
(23 = 5)°C and shall not vary by more than 5 K for all the measurements.

The specimen shall be connected to its supply and monitoring equipment as described in 5.1.2, and shall be
allowed to stabilize for a period of at least 15 min, unless otherwise specified by the manufacturer.

CO shall be introduced into the gas test chamber such that the rate of increase of CO concentration is
between 1 pl/l per min and 6 pl/l per min, unless otherwise specified in the test procedure. For detectors with a
rate sensitive behaviour, the manufacturer may specify a rate of increase within this range to ensure that the
measured CO response value is representative of the static CO response value of the detector.

The rate of increase in CO concentration shall be similar for all measurements on a particular detector type.

The CO concentration at the moment that the specimen gives an alarm shall be recorded as S (ul/l). This shall
be taken as the CO response value.

5.1.6 Provision for tests

The following shall be provided for testing compliance with this standard:

a) for detachable detectors: 25 detector heads and bases; for non-detachable detectors: 25 specimens;
b) the data required in Clause 8.

NOTE Detachable detectors comprise at least two parts; a base (socket) and a head (body). If the specimens are
detachable detectors, then the two, or more, parts together are regarded as a complete detector.

The specimens submitted shall be deemed representative of the normal production with regard to their
construction and calibration.

This implies that the mean response value of the 25 specimens found in the reproducibility test, 5.2.6, should
also represent the production mean, and that the limits specified in the reproducibility test should also be
applicable to the full sensitivity range anticipated during production.

5.1.7 Test schedule
The specimens shall be tested according to the following test schedule (see Table 1). After the reproducibility

test, the four least sensitive specimens (i.e. those with the highest response value shall be numbered 22 to
25), and the others shall be numbered 1 to 21 arbitrarily.
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Table 1 — Test schedule

Test Clause | Specimen No(s)
Repeatability 524 one chosen arbitrarily
Directional dependence 5.2.5 one chosen arbitrarily
Reproducibility 5.2.6 all specimens

Air movement 5.2.7 1

Long term stability 5.3.6 2

Variation in supply parameters 541 3

Dry heat (operational) 5.6.1.1 4

Dry heat (endurance) 5.6.1.2 5

Cold (operational) 5.6.1.3 6

Damp heat, cyclic (operational) 5.6.2.1 7

Damp heat, steady-state (operational) 5.6.2.2 8

Damp heat, steady-state (endurance) 5.6.2.3 9

Low humidity steady-state (operational) 5.6.2.4 10

Sulphur dioxide SO, corrosion (endurance) 5.6.3 11

Shock (operational) 5.6.4.1 12

Impact (operational) 5.6.4.2 13

Vibration, sinusoidal (operational) 5.6.4.3 14

Vibration, sinusoidal (endurance) 5.6.4.4 14

EMC, Immunity tests (operational) 5.6.5.1 15a

— Electrostatic discharge 162

— Radiated electromagnetic fields

— Conducted disturbances induced by electromagnetic fields 178

— Fast transient bursts 184

— Slow high energy voltage surge 198

Exposure to high levels of carbon monoxide 5.6.6.1 20

Exposure to chemical agents at environmental concentrations 5.6.6.2 21

Fire sensitivity 55.1 22,23, 24,25

@ In the interests of test economy, it is permitted to use the same specimen for more than one EMC test. In that case,
intermediate functional test(s) on the specimen(s) used for more than one test can be deleted, and the functional test
conducted at the end of the sequence of tests. However it should be noted that in the event of a failure, it may not be
possible to identify which test exposure caused the failure (see EN 50130—4:2011, Clause 4).

5.2 Nominal activation conditions/sensitivity
5.2.1 Individual alarm indication

A visual inspection of a specimen shall be conducted to verify that the detector meets the requirements for
individual alarm indication as specified in 4.2.1.

The specimen shall be checked for adequate visibility in an ambient light intensity of 500 lux.
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5.2.2 Rate sensitive CO response

The behaviour of the CO fire detector to rate sensitive CO response shall be assessed to meet the
requirements in 4.2.2 by analysis of the circuit/software, and/or by physical tests and simulations.

NOTE This approach is used as it is not practical to make tests with all possible rates of increase in CO
concentration.

The detector shall be deemed to meet the requirements of this clause if this assessment shows that the
detector will not signal an alarm condition when subjected to a step change in CO concentration of 10 pl/l,
superimposed on a background level between 0 pl/l and 1,5 pl/l.

5.2.3 Response to slowly developing fires

The behaviour of the CO fire detector to slowly developing fires shall be assessed to meet the requirements of
4.2.3 by analysis of the circuit/software, and/or by physical tests and simulations.

NOTE This approach is used as it is not practical to make tests with all possible rates of increase in CO
concentration.

The detector shall be deemed to meet the requirements of this clause if this assessment shows that:
a) where §;is the initial uncompensated CO response value and R is the rate at which the CO concentration
(S) varies with time, for any rate of increase R which is greater than S/4 per hour, the time for the detector

to give an alarm, ¢, does not exceed 1,6 x S;/ R by more than 100 s; and

b) the range of compensation is limited such that, throughout this range, the compensation does not cause
the CO response value of the detector to change from its initial value by a factor greater than 1,6.

5.2.4 Repeatability
5.24.1 Object of the test

To show that the detector has stable behaviour with respect to its sensitivity, even after a number of alarm
conditions.

5.24.2 Test procedure
The response value of the specimen to be tested shall be measured as described in 5.1.5 six times.

The specimen's orientation relative to the direction of airflow is arbitrary, but it shall be the same for all six
measurements.

The maximum response value shall be designated Spax, the minimum value shall be designated Sn.
5.24.3 Requirements

The detector shall be deemed to comply with the requirements of this sub-clause if:

a) the ratio AS of the response values Sy.x : Smin is N0t greater than 1,6; and

b) the lower response value S, is not less than 25 pl/l.
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5.2.5 Directional dependence
5.2.51 Object of the test

To confirm that the sensitivity of the detector is not unduly dependent on the direction of airflow around the
detector.

5.2.5.2 Test procedure

The response value of the specimen to be tested shall be measured eight times as described in 5.1.5, the
specimen being rotated 45° about its vertical axis between each measurement, so that the measurements are
taken for eight different orientations relative to the direction of air flow.

The maximum response value shall be designated Syax, the minimum value shall be designated Sqn.

The orientations, for which the maximum and minimum response values were measured, shall be noted.

In the following tests the orientation for which the maximum response was measured is referred to as the least
sensitive orientation, and the orientation for which the minimum response was measured is referred to as the
most sensitive orientation.

5.2.5.3 Requirements

The detector shall be deemed to comply with the requirements of this sub-clause if:

a) the ratio AS of the response values Syax : Smin is NOt greater than 1,6; and

b) the lower response value S, is not less than 25 pl/l.

5.2.6 Reproducibility

5.2.6.1 Object of the test

To show that the sensitivity of the detector does not vary unduly from specimen to specimen and to establish
response value data for comparison with the response values measured after the environmental tests.

5.2.6.2 Test procedure

The response value of each of the test specimens shall be measured as described in 5.1.5.

The mean of these response values shall be calculated and shall be designated §
The maximum response value shall be designated S,,.x and the minimum value shall be designated Sy
5.2.6.3 Requirements

The detector shall be deemed to comply with the requirements of this subclause if:

a) the ratio AS; of the response values Sy : § is not greater than 1,33 and the ratio AS, of the response
values S : Smin is not greater than 1,5; and

b) the minimum response value S, is not less than 25 pl/l.
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5.2.7 Air movement

5.2.7.1  Object of the test

To show that the sensitivity of the detector is not unduly affected by the rate of the airflow.
5.2.7.2 Test Procedure

The response value of the specimen to be tested shall be measured as described in 5.1.5 in the most and
least sensitive orientations, and shall be appropriately designated S 2)min @nd S0 2)max.

These measurements shall then be repeated but with an air velocity, in the proximity of the detector, of
(1 £0,2) m/s. The response values in these tests shall be designated S(1 oymin @aNd S(1,0ymax.

5.2.7.3 Requirements

The detector shall be deemed to comply with the requirements of this sub-clause if:

S +8 0
(0,2)max (0,2)min i
a) 0,625< <1,6; and
(1,0) max + S(I,O)min

b) the lowest response values Smin from Sio 2min @Nd S(1,0min iS NOt less than 25 pl/l.
5.3 Operational reliability
5.3.1 Connection of ancillary devices

A visual inspection of a specimen shall be conducted to verify that the detector meets the requirements for
connection of ancillary devices specified in 4.3.1.

5.3.2 Monitoring of detachable detectors

A visual inspection of a specimen shall be conducted to verify that the detector meets the requirements for
monitoring of detachable devices specified in 4.3.2.

5.3.3 Manufacturer's adjustments

A visual inspection of a specimen shall be conducted to verify that the detector meets the requirements for
manufacturer’s adjustments specified in 4.3.3.

5.3.4 On-site adjustment of behaviour

A visual inspection of a specimen shall be conducted to verify that the detector meets the requirements for on-
site adjustment of behaviour specified in 4.3.4.

5.3.5 Software controlled detectors

For detectors that rely on software for their operation, an assessment of the documentation provided by the
manufacturer shall be conducted to verify that the device complies with the requirements specified in 4.3.5.

5.3.6 Long term stability
5.3.6.1  Object of the test

To confirm that the detectors are stable over long periods of time.
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5.3.6.2 Test procedure

Throughout the duration of the test, the detector shall be connected to suitable supply and monitoring
equipment and shall be placed in laboratory atmospheric conditions (see 5.1.1).

The response value shall be measured as described in 5.1.5, after 84 days from the start of the test.

The highest of the values measured in this test and that measured for the same detector in the reproducibility
test shall be designated S,,.x. The lowest of the values measured in this test and that measured for the same
detector in the reproducibility test shall be designated Spin.

5.3.6.3 Requirements

The detector shall be deemed to comply with the requirements of this sub-clause if:

a) the detector shall emit neither alarm nor fault signals during the test when in air free of CO;

b) the ratio of the response values Spax : Smin Shall not be greater than 1,6;

c) the lowest response value S, shall not be less than 25 pl/l.

5.4 Tolerance to supply voltage

5.4.1 Variation in supply parameters

5.41.1  Object of the test

To show that, within the specified range(s) of the supply parameters (e.g. voltage), the sensitivity of the
detector is not unduly dependent on these parameters.

5.41.2 Test procedure

The response value of the specimen shall be measured as described in 5.1.5, at the upper and lower limits of
the supply parameter (e.g. voltage) range(s) specified by the manufacturer.

The maximum response value shall be designated S.x and the minimum value shall be designated Spn.

For conventional detectors the supply parameter is the dc voltage applied to the detector. For other types of
detector (e.g. analogue addressable) signal levels and timing may need to be considered. If necessary the
manufacturer may be requested to provide suitable supply equipment to allow the supply parameters to be
changed as required.

5.41.3 Requirements

The detector shall be deemed to comply with the requirements of this sub-clause if:

a) the ratio of the response values Siax : Smin Shall not be greater than 1,6, and

b) the lower response value S, shall not be less than 25 pi/l.
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5.5 Performance parameters under fire conditions
5.5.1 Fire sensitivity
5.51.1  Object of the test

To show that the detector has adequate sensitivity to incipient type fires for application in fire detection
systems for buildings.

5.5.1.2 Principle

The specimens are mounted in a standard fire test room and are exposed to a series of test fires designed to
produce smoke and CO.

5.5.1.3 Test procedure
5.5.1.3.1  Fire test room

The fire sensitivity tests shall be conducted in a rectangular room with a flat horizontal ceiling, and the
following dimensions:

— length: 9mto 11 m;
—  width: 6 mto8m;
—  height: 3,8mto4,2m.

The fire test room shall be equipped with the following measuring instruments arranged as indicated in
Annex C:

a) measuring ionization chamber (MIC);

b) obscuration meter;

c) temperature probe;

d) CO monitor.

5.5.1.3.2 Test Fires

The specimens shall be subjected to two test fires, TF2 and TF3 from EN 54-72) as amended by. The type,
quantity and arrangement of the fuel and the method of ignition are described in Annex E and Annex F, along
with the end of test condition and the required profile curve limits.

In order to be a valid test fire, the development of the fire shall be such that the profile curves of m against y, m
against time, and S against time fall within the specified limits, up to the time when all of the specimens have
generated an alarm signal or the end of test condition is reached, whichever is the earlier. If these conditions

are not met then the test is invalid and shall be repeated. It is permissible, and may be necessary, to adjust
the quantity, condition (e.g. moisture content) and arrangement of the fuel to obtain valid test fires.

2) This document is currently impacted by the stand-alone amendments EN 54-7:2000/A1:2002 and
EN 54-7:2000/A2:2006.
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5.5.1.3.3 Mounting of the specimens

The four specimens (Nos. 22, 23, 24 and 25) shall be mounted on the fire test room ceiling in the designated
area (see Annex C). The specimens shall be mounted in accordance with the manufacturer's instructions,
such that specimens are in the least sensitive orientation for CO relative to an assumed airflow from the
centre of the room to the specimen.

Each specimen shall be connected to its supply and monitoring equipment, as described in 5.1.2, and shall be
allowed to stabilize in its quiescent condition before the start of each test fire.

Detectors which dynamically modify their sensitivity in response to varying ambient conditions may require
special reset procedures and/or stabilization times. The manufacturer's guidance should be sought in such
cases to ensure that the state of the detectors at the start of each test is representative of their normal
quiescent state.

5.5.1.3.4 Initial conditions

Before each test fire the room shall be ventilated with clean air until it is free from smoke and CO, and so that
the conditions listed below can be obtained.

The ventilation system shall then be switched off and all doors, windows and other openings shall be closed.
The air in the room shall then be allowed to stabilize, and the following conditions shall be obtained before the
test is started:

—  air temperature T: (23 £ 5) °C;

— air movement: negligible;

— smoke density (ionization):  y < 0,05;

—  smoke density (optical): m < 0,02 dB/m;

—  CO concentration S<3ul

The stability of the air, and temperature gradients, affect the flow of smoke and CO within the room. This is
particularly important for test fires TF2 and TF3 which produce low thermal lift for the smoke and CO. It is
therefore recommended that the difference between the temperature near the floor and the ceiling is < 2 K,
and that local heat sources that can cause convection currents (e.g. lights and heaters) should be avoided. If it
is necessary for people to be in the room at the beginning of a test fire, they should leave as soon as possible,
taking care to produce the minimum disturbance to the air.

5.5.1.3.5 Recording of the fire parameters and response values

During each test fire the following fire parameters shall be recorded continuously or at least once per second.

Parameter Symbol Units
Temperature change AT K

Smoke density (ionization) y Dimensionless
Smoke density (optical) m dB/m

CO concentration S i/l

The measuring instruments used to record the values of y, m and S during the Test Fires are further specified
in Annex B.
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The alarm signal given by the supply and monitoring equipment shall be taken as the indication that a
specimen has responded to the test fire.

The time of response of each specimen shall be recorded along with the fire parameters y, m, S, and AT at the
moment of response.

5.5.1.4 Requirements

All four specimens shall generate an alarm signal, in each test fire, before the specified end of test condition is
reached.

5.6 Durability of nominal activation conditions/sensitivity
5.6.1 Temperature resistance

5.6.1.1  Dry heat (operational)

5.6.1.1.1  Object of the test

To demonstrate the ability of the detector to function correctly at high ambient temperatures appropriate to the
anticipated service environment.

5.6.1.1.2 Test procedure

The specimen to be tested shall be installed in the gas test chamber described in Annex A, in its least
sensitive orientation, with an initial air temperature of (23 £ 5) °C, and shall be connected to its supply and
monitoring equipment.

The gas test chamber shall be installed in a climatic chamber and the air temperature in the gas test chamber
shall then be increased to (55 * 2) °C, at a rate not exceeding 1 Kmin™", and maintained at this temperature
for 2 h.

The CO response value shall then be measured as described in 5.1.5 but with the temperature at (55 £ 2) °C.

The greater of the CO response value measured in this test and that measured for the same specimen in the
reproducibility test shall be designated S,.x and the lesser shall be designated Sp,,.

5.6.1.1.3 Requirements

The detector shall be deemed to comply with the requirements of this sub-clause if:

a) no false operations, including alarm or fault signals have occurred during the period that the temperature
is increasing to the conditioning temperature or during the conditioning period until the CO response
value is measured; and

b) the ratio AS of the CO response values Smax : Smin iS Not greater than 1,6; and

c) the lower response value Sy, is not less than 25 pl/l.

5.6.1.2 Dry heat (endurance)

5.6.1.21 Object of the test

To demonstrate the ability of the detector to withstand the long term effects of high temperature in the service
environment. (e.g. changes in electrical properties of materials, chemical reactions, etc.).
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5.6.1.2.2 Test procedure

5.6.1.2.21 Reference

The test apparatus and procedure shall be as described in EN 60068-2-2. Tests for non-heat-dissipating
specimens (i.e. Tests Ba or Bb in accordance with EN 60068-2-2:2007) will be applicable. Test Ba (with
sudden changes in temperature) may be used, to improve test economy, if it is known that the sudden change
in temperature will not be detrimental to the specimen.

5.6.1.2.2.2 State of the specimen during conditioning

The specimen shall be mounted as described in 5.1.3 but shall not be supplied with power during the
conditioning.

5.6.1.2.2.3 Conditioning

The following conditioning shall be applied:

—  temperature: (50 £ 2)°C
—  duration: 21d

NOTE This test is conducted at 50 °C due to the potentially detrimental effect on electrochemical cells if it was
conducted at 55 °C.

5.6.1.2.2.4 Final measurements

After a recovery period, of between 1 h and 2 h in standard laboratory conditions, the CO response value shall
be measured as described in 5.1.5.

The greater of the CO response value measured in this test and that measured for the same specimen in the
reproducibility test shall be designated S,,.x and the lesser shall be designated Syn.

5.6.1.2.3 Requirements
The detector shall be deemed to comply with the requirements of this sub-clause if:

a) no false operations, including alarm or fault signals, attributable to the endurance conditioning, have
occurred on reconnection of the specimen; and

b) the ratio AS of the CO response values Spax : Smin is not greater than 1,6; and
c) the lower response value Sy, is not less than 25 pl/l.

5.6.1.3 Cold (operational)

5.6.1.3.1 Object of the test

To demonstrate the ability of the detector to function correctly at low ambient temperatures appropriate to the
anticipated service environment.

5.6.1.3.2 Test procedure
5.6.1.3.2.1 Reference

The test apparatus and procedure shall be as described in EN 60068-2-1|, Test Ab and as described below.
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