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National foreword

This British Standard is the UK implementation of
EN 558:2008+A1:2011, incorporating corrigendum September 2010.
It supersedes BS EN 558:2008, which is withdrawn.

The start and finish of text introduced or altered by amendment is
indicated in the text by tags. Tags indicating changes to CEN text
carry the number of the CEN amendment. For example, text altered by
CEN amendment Al is indicated by ¢

The UK participation in its preparation was entrusted by

Technical Committee PSE/18, Industrial valves, steam traps, actuators
and safety devices against excessive pressure, to Subcommittee
PSE/18/1, Industrial valves, steam traps, actuators and safety devices
against excessive pressure - Valves - Basic standards.

A list of organizations represented on this subcommittee can be
obtained on request to its secretary.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

Compliance with a British Standard cannot confer immunity
from legal obligations.

Amendments/corrigenda issued since publication

Date Comments

30 June 2011 Implementation of CEN corrigendum September 2010:
Modification of Table 9

31 January 2012 Implementation of CEN amendment A1:2011
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Robinetterie industrielle - Dimensions face-a-face et face-a- Industriearmaturen - Baulangen von Armaturen aus Metall
axe de la robinetterie métallique utilisée dans les systémes zum Einbau in Rohrleitungen mit Flanschen - Nach PN und
de canalisations a brides - Appareils de robinetterie Class bezeichnete Armaturen

désignés PN et Class

European Standard was approved by CEN on 14 December 2007 and includes Corrigendum 1 issued by CEN on 1 September 2010 and
Amendment 1 approved by CEN on 13 November 2011.

CEN members are bound to comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration. Up-to-date lists and bibliographical references concerning such national
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status as the official versions.
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Foreword

This document (EN 558:2008+A1:2011) has been prepared by Technical Committee CEN/TC 69 “Industrial
valves”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by June 2012, and conflicting national standards shall be withdrawn at
the latest by June 2012.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document includes Amendment 1, approved by CEN on 2011-11-13 and Corrigendum 1, issued by CEN
on 2010-09-01.

The start and finish of text introduced or altered by amendment is indicated in the text by tags M.

The modifications of the related CEN Corrigendum have been implemented at the appropriate places in the
text and are indicated by the tags (ac].

This document supersedes [ EN 558:2008 ¢il.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, ltaly, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and United Kingdom.
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Introduction

The basic series given in this document are taken from the original series shown in Annex A (informative).
Changes made to the original series will not be automatically incorporated into this document.

The numbers of the existing ISO basic series are maintained as in ISO 5752:1982.
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1 Scope

This European Standard specifies the face-to-face (FTF) and centre-to-face (CTF) dimensions for PN and
Class designated metal valves used in flanged pipe systems.

This standard covers valves with the following PN, Class and DN values:
— PN 2,5; PN 6; PN 10; PN 16; PN 25; PN 40; PN 63; PN 100; PN 160; PN 250; PN 320; PN 400; PN 500
— Class 125; Class 150; Class 250; Class 300; Class 600; Class 900; Class 1 500; Class 2 500.

— DN 10; DN 15; DN 20; DN 25; DN 32; DN 40; DN 50; DN 65; DN 80; DN 100; DN 125; DN 150; DN 200;
DN 250; DN 300; DN 350; DN 400; DN 450; DN 500; DN 600; DN 700; DN 750; DN 800; DN 900;
DN 1 000; DN 1 200; DN 1 400; DN 1 600; DN 1 800; DN 2 000.

The face-to-face dimensions of flanged automatic steam traps are specified in EN 26554.

For valves in other shell materials than metal the same FTF and CTF dimensions may be used.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated refer-
ences, only the edition cited applies. For undated references, the latest edition of the referenced document
(including any amendments) applies.

N 736-1:1998, Valves - Terminology - Part 1: Definition of types of valves

ISO 5752:1982, Metal valves for use in flanged pipe systems — Face-to-face and centre-to-face dimensions

3 Terms and definitions

For the purposes of this European Standard, the terms and definitions of EN 736-1:1995, and the following
apply.

31

face-to-face dimensions (FTF)

(straight pattern valves)

distance, in millimetres, between the two planes perpendicular to the valve axis located at the extremities of the
body end ports or as specified in the relevant valve product standard (see Figures 1 to 3)

3.2

centre-to-face dimensions (CTF)

(angle pattern valves)

distance, in millimetres, between the plane located at the extremity of either body end port and perpendicular to
its axis and the axis of the other body end port (Figures 1 to 3)
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Key
a face-to-face (FTF)
b centre-to-face (CTF)

Figure 1 — Face to face and centre to face dimensions

Key
a face-to-face (FTF)
Type A TypeB

Figure 2 — Flanged valves PN and Class designated (flat and raised faces)
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Type C
Key

a face-to-face (FTF)

Type E Type F

Type G

Type H

Figure 3 — Flanged valves PN designated (spigot and recess)

Dimensions in millimetres
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b=a+127
C=3+64 c=2

6.k a 6.4

Large or small tongue

22 2

b=2+96 | a
C=3a+4L8 | b=2-32
Large or small groove L8 . 16 | Cza-16
. | |
I
Key

a for dimensions see Table 2
b face-to-face (FTF)
¢ centre-to-face (CTF)

Figure 4 — Flanged valves Class designated

4 Dimensions and tolerances

4.1 Basic series

The basic series of FTF and CTF dimensions shall be as given in Table 2.
4.2 Face-to-face and centre-to-face dimensions

421 General

The FTF and CTF dimensions shall be in accordance with Figures 1 to 4.

For each type of valve, the basic series to be taken into consideration are given in Table 4 to Table 14.
NOTE 1 Table 2 gives complete series. In Table 4 to Table 14 the columns of series may be incomplete.

NOTE 2 For certain sizes/types of valves, alternative dimensions are permitted and these are specified in Table 4 to
Table 14 as appropriate.

NOTE 3  The origin of the basic series is shown in Annex A (informative).

For Class designated valves with ring joint flanges, the FTF or CTF dimensions given in Table 2 shall be in-
creased by x as defined in the Table 1.
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Y1 70

Key

1 FTF = Dimension of Table 2 + x a face-to-face (FTF)
2 CTF = Dimension of Table 2 + 0,5 x b  centre-to-face (CTF)

Figure 5 - FTF and CTF dimensions for Class designated valves with ring joint flanges
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