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This British Standard is the UK implementation of EN 593:2009+A1:2011.
It supersedes BS EN 593:2009, which is withdrawn.
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in the text by tags. Tags indicating changes to CEN text carry the number of
the CEN amendment. For example, text altered by CEN amendment Al is
indicated by .

The UK participation in its preparation was entrusted to

Technical Committee PSE/18/3, Industrial valves, steam traps, actuators
and safety devices against excessive pressure - Part turn valves (Ball,
plug and butterfly).

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard Amendments/corrigenda issued since publication
was published under the
authority of the Standards
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Committee on 28 February Date Comments
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31 July 2011 Implementation of CEN amendment A1:2011.
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Foreword

This document (EN 593:2009+A1:2011) has been prepared by Technical Committee CEN/TC 69 “Industrial
valves”, the secretariat of which is held by AFNOR.

This European Standard shall be given the status of a national standard, either by publication of an identical
text or by endorsement, at the latest by September 2011 and conflicting national standards shall be withdrawn
at the latest by September 2011.

Attention is drawn to the possibility that some of the elements of this document may be the subject of patent
rights. CEN [and/or CENELEC] shall not be held responsible for identifying any or all such patent rights.

This document supersedes EN 593:2009.

This document includes Amendment 1, approved by CEN on 2011-01-17.

The start and finish of text introduced or altered by amendment is indicated in the text by tags M.
Informative Annexes A, B and C can be used for the practical application of this European Standard.

This document has been prepared under a mandate given to CEN by the European Commission and the
European Free Trade Association, and supports essential requirements of [~ EU Directive 97/23/EC ®il.

For relationship with EU Directive 97/23/EC ¢, see informative Annex ZA, which is an integral part of this
document.

According to the CEN/CENELEC Internal Regulations, the national standards organizations of the following
countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia, Cyprus, Czech
Republic, Denmark, Estonia, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia,
Lithuania, Luxembourg, Malta, Netherlands, Norway, Poland, Portugal, Romania, Slovakia, Slovenia, Spain,
Sweden, Switzerland and the United Kingdom.
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1 Scope

This European Standard specifies requirements for butterfly valves having metallic bodies for use in flanged or
butt welding piping systems and used for isolating, regulating or control applications.

The PN and Class ranges are:

PN25;PN6;PN10; PN16; PN 25; PN 40 ; Class 150 ; Class 300.

The DN range is:

— DN20;DN25;DN32;DN40;DN50; DN 65 ;DN 80 ;DN 100 ; DN 125 ; DN 150 ; DN 200 ; DN 250 ;
DN 300 ; DN 350 ; DN 400 ; DN 450 ; DN 500 ; DN 600 ; DN 700 ; DN 750 ; DN 800 ; DN 900 ; DN 1000 ;
DN 1200 ; DN 1400 ; DN 1600 ; DN 1800 ; DN 2000 ; DN 2200 ; DN 2400.

DN 750 is used only for Class 150 and Class 300.

For special application as industrial process control valves, see EN 1349 and EN 60534-2-1.

2 Normative references
The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

N 19:2002, Industrial valves — Marking of metallic valves

N 287-1, Qualification test of welders — Fusion welding — Part 1: Steels

, Industrial valves — Face-to-face and centre-to-face dimensions of metal valves for use in flanged
pipe systems — PN and Class designated valves

N 736-1:1998, Valves — Terminology — Part 1: Definition of types of valves
N 736-2:1997, Valves — Terminology — Part 2: Definition of components of valves
N 736-3:2008, Valves — Terminology — Part 3: Definition of terms

N 1092-1, Flanges and their joints — Circular flanges for pipes, valves, fittings and accessories, PN
designated — Part 1: Steel flanges

EN 1092-2:1997, Flanges and their joints — Circular flanges for pipes, valves, fittings and accessories, PN
designated — Part 2: Cast iron flanges

EN 1092-3:2003, Flanges and their joints — Circular flanges for pipes, valves, fittings and accessories, PN
designated — Part 3: Copper alloy flanges

EN 1092-4:2002, Flanges and their joints — Circular flanges for pipes, valves, fittings and accessories, PN
designated — Part 4: Aluminium alloy flanges

N 1267, Valves — Test of flow resistance using water as test fluid

N 1418, Welding personnel — Approval testing of welding operators for fusion welding and resistance weld
setters for fully mechanized and automatic welding of metallic materials
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N 1759-1, Flanges and their joints — Circular flanges for pipes, valves, fittings and accessories, Class
designated — Part 1: Steel flanges, NPS 1/2 to 24

EN 1759-3:2003, Flanges and their joints — Circular flanges for pipes, valves, fittings and accessories, Class
designated — Part 3: Copper alloy flanges

EN 1759-4:2003, Flanges and their joints — Circular flanges for pipes, valves, fittings and accessories, Class
designated — Part 4: Aluminium alloy flanges

N 10269, Steels and nickel alloys for fasteners with specified elevated and/or low temperature properties

EN 12266-1:2003, Industrial valves — Testing of valves — Part 1: Pressure tests, test procedures and
acceptance criteria — Mandatory requirements

N 12266-4, Industrial valves — Testing of valves — Part 2: Tests, test procedures and acceptance criteria —
Supplementary requirements

EN 12516-1:2008, Industrial valves — Shell design strength — Part 1: Tabulation method for steel valve
shells

EN 12516-2:2004, /ndustrial valves — Shell design strength — Part 2: Calculation method for steel valve
shells

EN 12516-3:2009, Valves — Shell design strength — Part 3: Experimental method

EN 12516-4:2008, Industrial valves — Shell design strength — Part 4: Calculation method for valve shells
manufactured in metallic materials other than steel

N 12570, Industrial valves — Method for sizing the operating element
N 12627, Industrial valves — Butt welding ends for steel valves
N 12982, Industrial valves — End-to-end and centre-to-end dimensions for butt welding end valves

N 60534-2-3, Industrial-process control valves — Part 2-3: Flow capacity — Test procedures
EC 60534-2-3:1997)

EN SO 1043-1, Plastics — Symbols and abbreviated terms — Part 1: Basic polymers and their special
characteristics (SO 1043-1:2001)

N ISO 5211\, Industrial valves — Part-turn actuator attachments (|ISO 5211:200
prEN ISO 104971), Testing of valves — Fire type-testing requirements (ISO/DIS 10497:2008)

N ISO 15607, Specification and qualification of welding procedures for metallic materials — General rules
SO 15607:2003)

SO 1629:1995, Rubber and lattices — Nomenclature

ASME B1.1:2003, Unified inch screw threads, UN and UNC thread form

1) Under preparation.
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http://dx.doi.org/10.3403/02679367
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3 Terms and definitions

For the purposes of this document, the terms and definitions given in EN 736-1:1995, EN 736-2:1997,
N 736-3:2008 and the following apply.

31
maximum allowable pressure, PS
maximum pressure for which the equipment is designed, as specified by the manufacturer

3.2
maximum allowable temperature, TS
maximum temperature for which the equipment is designed, as specified by the manufacturer

3.3
end of line service
condition that occurs when the downstream side of the valve is opened to atmosphere

3.4
driving shaft
shaft connected to the obturator to operate the valve in the case of a multi-shaft valve

3.5

double flanged butterfly valve

butterfly valve having double flanged body ends for connection to flanges of adjacent components by
individual bolting (see Figure 1)

CL LD

Figure 1 — Double flanged body
3.6
wafer butterfly valve
butterfly valve intended for clamping between flanges of adjacent components

NOTE Different body shapes are possible (see Figures 2, 3 and 4).
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