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BS EN 600 : 1996

National foreword

This British Standard has been prepared by Technical Committee CH/30 and is the
English language version of EN 600 : 1996 Natural rubber latex male condoms,
published by the European Committee for Standardization (CEN). EN 600 was
produced as a result of international discussion in which the United Kingdom took an
active part. It supersedes BS 3704 : 1989, which is withdrawn.

Cross-references

Publication referred to Corresponding British Standard
EN 10002-2 : 1991 BS EN 10002 Tenstile testing of metallic materials

Part 2 : 1992 Verification of the force measuring system of
the tensile testing machine

ISO 188 : 1982 BS 903 Physical testing of rubber
Part A19 : 1986 Heat resistance and accelerated ageing tests
ISO 2859-1 : 1989 BS 6001 Sampling procedures for inspection by attributes

Part 1 : 1991 Specification for sampling plans indexed by
acceptable quality level (AQL) for lot-by-lot inspection

Product certification. Users of this British Standard are advised to consider the
desirability of third-party certification of product conformity with this British Standard,
based on testing and continuing surveillance, which may be coupled with assessment
of a supplier’s quality systems against the appropriate standard in the BS EN ISO 9000
series. Enquiries as to the availability of third-party certification schemes will be
forwarded by BSI to the Association of Certification Bodies. If a third-party
certification scheme does not already exist, users should consider approaching an
appropriate body from the list of Association members.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.
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EUROPEAN STANDARD EN 600
NORME EUROPEENNE
EUROPAISCHE NORM February 1996

ICS 11.120.20

Descriptors: condoms, natural rubber, latex, dimensions, tests, tensile strength, bursting strength, detection, holes, colourfastness,
packing, labelling

English version

Natural rubber latex male condoms

Préservatifs masculins en latex de caoutchouc Kondome aus Naturkautschuklatex fiir Ménner
naturel

This European Standard was approved by CEN on 1995-12-16. CEN members are
bound to comply with the CEN/CENELEC Internal Regulations which stipulate the
conditions for giving this European Standard the status of a national standard
without any alteration.

Up-to-date lists and bibliographical references concerning such national standards
may be obtained on application to the Central Secretariat or to any CEN member.

This European Standard exists in three official versions (English, French, German).
A version in any other language made by translation under the responsibility of a
CEN member into its own language and notified to the Central Secretariat has the
same status as the official versions.

CEN members are the national standards bodies of Austria, Belgium, Denmark,
Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Netherlands,
Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

CEN

European Committee for Standardization
Comité Européen de Normalisation
Europiisches Komitee fiir Normung

Central Secretariat: rue de Stassart 36, B-1050 Brussels

© 1996 All rights of reproduction and communication in any form and by any means reserved to CEN and its

members
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0 Introduction

This European Standard covers the minimum
properties which address the essential requirements
detailed in the Medical Device Directive (EEC/93/42)
and was mandated by the Commission of the
European Communities and EFTA.

The intact latex film has been shown to be a barrier to
Human Immunodeficiency Virus (HIV)D, other
organisms responsible for the transmission of sexually
transmitted diseases (STD)2 and spermatozoa’). In
order that condoms can be effective in assisting in the
prevention of transmission of STDs and for
contraceptive purposes, it is essential that condoms fit
the penis properly, are free from holes, have adequate
physical strength so as not to break during use, are
correctly packaged to protect them during storage and
are correctly labelled to facilitate their use. All these
issues are addressed in this European Standard.

Condoms are mass-produced articles. Manufacturers
strive to achieve the lowest defect rate possible.
Inevitably there will be some variation between
individual condoms, and a small proportion of
condoms in each production run may contain defects.

The sampling plans and acceptable quality levels (AQL)
given in this European Standard are intended for
referee testing, e.g. by a notified body. Manufacturers
may devise and apply other quality-control measures
during production. These measures will be specific to
production methods and plants, and may differ
between manufacturers.

Condoms are not sterile medical devices, but
manufacturers should take appropriate precautions to
minimize microbiological contamination of the product
during manufacture and packaging. Reference to the
EN ISO 9000 series and associated guides is
recommended to meet this recommendation.

The condom and any lubricant, dressing material or
powder applied to it should not liberate substances in
amounts that are toxic, sensitizing, locally irritating or
otherwise harmful under normal conditions of use.
Reference should be made to EN 30993-1 for test

methods to evaluate the safety of condoms, particularly

in respect of the risk of local irritation and

sensitization. Manufacturers may be required to
provide data at the request of a notified body to
demonstrate the acceptability of their products.
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1 Scope

This European Standard specifies requirements for
male condoms made from compounded natural rubber
latex (referred to in this European Standard as
condoms) supplied to consumers and designed to
assist in the prevention of sexually transmitted
diseases and for contraceptive purposes.

NOTE 1. Guidance on the determination of properties of condoms

that have been stored after purchase is given in annex A, which
does not form a normative part of this European Standard.

NOTE 2. Recommendations on the storage of packaged condoms
are given in annex B, which does not form a normative part of this
European Standard.

2 Normative references

This European Standard incorporates by dated or
undated reference, provisions from other publications.
These normative references are cited at the
appropriate places in the text and the publications are
listed hereafter. For dated references, subsequent
amendments to or revisions of any of these
publications apply to this European Standard only
when incorporated in it by amendment or revision. For
undated references, the latest edition of the publication
referred to applies.

EN 10002-2 Metallic materials — Tensile testing —
Part 2: Verification of the force
measuring system of the tensile testing

machine

ISO 188 Rubber, vulcanized — Accelerated ageing
or heat-resistance tests

ISO 2859-1  Sampling procedures and tables for

nspection by attributes — Part 1:
Sampling plans indexed by acceptable
quality level (AQL) for lot-by-lot
inspection

DCORNELIS A.M., RIETMELJER et al. Condoms as physical and chemical barriers against HIV. JAMA, 1988 Vol. 259 No. 2.

2JUDSON FEN. In vitro evaluations of condoms with and without Nonoxynol 9 as physical and chemical barriers against Chlamydia
trachomatis, Herpes Simplex virus Type 2 and HIV. Sexually Transmitted Diseases, April-June 1989, pp. 51-56.

3)POPULATION INFORMATION PROGRAM. Update on Condoms. Products, protection, promotion, populatiorﬁ&)&sﬁ(ﬁglsgﬁ % g

Sept-Oct 1982.
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3 Definitions

For the purposes of this European Standard, the
following definitions apply.

3.1 lot

A number of condoms of the same design, colour,
shape, size and latex formulation, manufactured
continuously at essentially the same time, using the
same process, common lots of raw materials, common
equipment and packed with the same lubricant and
any other additive or dressing in the same type of
individual sealed container.

NOTE. This European Standard does not specify the size of a lot,
but it may be possible for a purchaser to do so as part of the
purchasing contract. Attention is drawn to the difficulties that can
be associated with the distribution and control of very large lots.
The recommended lot size for production is 150 000 and should
not exceed 500 000.

3.2 lot number

Number, or combination of numerals, symbols or
letters given by a manufacturer to each lot of
individually packaged condoms, to identify uniquely
that lot, and from which it is possible to trace that lot
through all stages of manufacture up to packaging.
3.3 identification number

Number, or combination of numerals, symbols or
letters given by a manufacturer to each lot of goods
packed in consumer packages to identify uniquely the
lot numbers of individual condoms contained in that
package, and from which it is possible to trace those
lots through all stages of packaging and distribution.

NOTE. The identification number may be the same as the lot
number of the individual packaged condoms if the consumer
package contains only one type of condom.

3.4 acceptable quality level; AQL

When a continuous series of lots is considered, the
quality level which for the purposes of sampling

inspection is the limit of a satisfactory process average.

3.5 visible hole

A hole in the condom that is visible under normal or
corrected vision.

3.6 non-visible hole

A hole in the condom that is not visible under normal
or corrected vision and is defined as a defect through
which a quantity of water can be forced by rolling a
condom containing 300 ml of water (or electrolyte) on
coloured absorbent paper such that all parts of the
surface of the condom are brought into contact with
the absorbent paper, the quantity of water being such
that it can be detected visually as a wet mark on the
paper.

3.7 inspection level

The inspection level defines a relationship between lot
size and sample size.

3.8 sampling plan

A specific plan which indicates the number of units of
product from each lot which are to be inspected
(sample size or series of sample sizes) and the
associated criteria for determining the acceptability of
the lot (acceptance and rejection numbers).

Full document details: BS EN 600:1996

4 Design

The open end of the condom shall terminate in an
integral bead.

NOTE. Condoms may be of the designs given in the following list,
which is not intended to be exhaustive: smooth, textured,
parallel-sided, non-parallel-sided, plain-ended, reservoir-ended, dry,
lubricated, transparent, translucent, opaque or coloured,
form-fitting.

5 Dimensions

When tested by the methods given in annexes C and D
respectively, taking 10 samples from each lot, the
minimum average length of the condom shall be not
less than 170 mm, and the average width shall equal
the nominal width stated by the manufacturer with a
limit deviation of * 2 mm. The nominal width shall be
in the range of 44 mm to 56 mm.

NOTE. Condoms marketed in Europe usually have a nominal
width of 52 mm.

6 Bursting volume and pressure

When tested as described in annex E, the bursting
volume shall not be less than 18 dm? and the bursting
pressure shall not be less than 1,0 kPa.

Each lot shall be sampled in accordance with

ISO 2859-1 general inspection level I. When tested as
described in annex E, the compliance level shall be an
AQL of 1,5.

NOTE 1. This inspection level meets the requirements of annex IV
point 6.3 of the Medical Device Directive, and does not entail

excessive sample sizes which would impact on manufacturing and
testing costs.

NOTE 2. A defective condom is defined as a condom which fails
the requirement for volume or the requirement for pressure, or
both requirements, i.e. a condom failing both requirements is
counted as one defective condom.

7 Tensile properties

7.1 Non-oven-treated condoms

When tested as described in annex F, taking one ring
sample from each of 13 condoms, the median tensile
properties shall be not less than the values given in

table 1.

Table 1. Tensile properties
Force at Elongation
break at break
N %

Normal strength condoms 39 700

Condoms for which a claim | 100 700

of extra strength is made!)

De.g. ‘extra strong’, ‘extra thick’.

7.2 Oven-treated condoms

After oven treatment as described in annex G, in
individual sealed containers, and when tested as
described in 7.1, the median tensile properties shall

conform to those given in table 1.
Documents
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8 Freedom from holes

Each lot shall be sampled in accordance with

ISO 2859-1 general inspection level I, but utilizing a
minimum sample size and corresponding
acceptance/rejection numbers equivalent to sample size
code letter M. When tested by either method described
in annex H, the compliance level for the sum of
condoms with visible and non-visible holes shall be an
AQL of 0,25.

NOTE 1. This inspection level meets the requirements of annex IV
point 6.3 of the Medical Device Directive, and does not entail
excessive samples sizes which would impact on manufacturing
and testing costs. A minimum sample size equivalent to sample

code letter M is necessary to ensure that an adequate assessment
of the quality of the lot is obtained.

NOTE 2. When using single normal sampling plans, a sample size
of 315 is utilized for all lot sizes up to 500 000. Code N
i.e. 500 samples, is used for lot sizes in excess of 500 000.

9 Colour fastness

Condoms which appear to contain a pigment or dye
shall not stain the absorbent paper when tested as
described in annex J. From each lot, 10 condoms shall
be tested.

© BSI 1996
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10 Packaging and labelling

The condom shall be packaged and labelled as
specified in annex K. From each lot, 10 consumer
packages and 10 individual sealed containers shall be
inspected for compliance.

NOTE 1. Under certain conditions, it may be permissible for the
manufacturer/distributor to correct faults associated with
packaging and labelling requirements and resubmit the lot for
further conformity testing. Examples include insertion of missing
instruction leaflets or repackaging of individual sealed containers
into new compliant consumer packages before placing on the
market.

NOTE 2. If condoms from the same lot are packed into different
consumer packages, then at least one consumer package of each
variant should be inspected. The number of packages inspected
should not exceed 10.
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