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Foreword

The text of document 31/680/FDIS, future edition 6 of IEC 60079-1, prepared by IEC TC 31, Equipment
for explosive atmospheres, was submitted to the IEC-CENELEC parallel vote and was approved by
CENELEC as EN 60079-1 on 2007-07-01.

This European Standard supersedes EN 60079-1:2004 + Corrigendum April 2006.

EN 60079-1:2007 contains the following significant technical changes with regard to EN 60079-1:2004:

revisions to Clause 5 regarding markings and conditions of safe use when a dimension of a flameproof
joint is other than the relevant minimum or maximum;

— revisions to Table 1 regarding maximum gap for flanged, cylindrical or spigot joints;
— revisions to Table 4 regarding requirements for taper threaded joints;

— revisions to Clause 10 regarding volume restrictions and test conditions associated with breathing and
draining devices;

— revisions to Clause 11 regarding requirements for fasteners, associated holes and blanking elements;
— revisions to Clause 12 regarding material restrictions associated with zinc and zinc alloys;

— revisions to Table 5 regarding conditions for the determination of maximum surface temperatures;

— revisions to Clause 15 regarding the determination of explosion pressure (reference pressure);

— revisions to Table 6 regarding the reduction in length of a threaded joint for nontransmission testing;
— revisions to Table 7 regarding the test factors to increase pressure or test gap (iE);

— revisions to Table 8 regarding the minimum distance of obstructions from flange openings;

— revisions to Clause 19 regarding tests for flameproofness;

— revisions to Clause 20 regarding a tabulated collection of marking requirements;

— revisions to Annex C regarding additional requirements for flameproof entry devices;

— revisions to Annex D regarding empty flameproof enclosures as Ex components;

— addition of a new Annex F regarding mechanical properties for screws and nuts; and

— addition of a new Annex G regarding equipment protection levels for Ex equipment.

This standard is to be used in conjunction with EN 60079-0:2004.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical

national standard or by endorsement (dop) 2008-04-01
— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2010-07-01
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This European Standard has been prepared under a mandate given to CENELEC by the European
Commission and the European Free Trade Association and covers essential requirements of
EC Directive ATEX (94/9/EC). See Annex ZZ.

Annexes ZA and ZZ have been added by CENELEC.
Endorsement notice

The text of the International Standard IEC 60079-1:2007 was approved by CENELEC as a European
Standard without any modification.

Documents

Document Sharing Hub

Full document details: BS EN 60079-1:2007


http://www.avadocuments.com/doc/bs-en-60079-1-2007
http://www.avadocuments.com/doc/bs-en-60079-1-2007

BS EN 60079-1:2007 -4-
EN 60079-1:2007 (E)

CONTENTS
O L L O I PN 5
S T o7 0 o 1= 3 7
2 NOIMaAtiVe T EIENCES ..o 7
3 Terms and definitioNs . ..o 8
4  Equipment grouping and temperature classification...........c..ccooiiiiii 10
5 FlameEProOf JOINES ...t 10
5.1 General reqUIremMeNntS .. .o e 10
5.2 Non-threaded JOINTS ... 11
5.3 Threaded JOINTS .. 17
5.4  Gaskets (INCIUAING O-FINGS) . euuiiniiiii e 18
5.5 Equipment using Capillari@s ... ... 19
B Cemented JOINTS L. e anas 20
G T € T=T o = - | PP 20
6.2 Mechanical Strength ... 20
6.3  Width of cemented JOINTS ... 20
@011 =Y T aTe [ oo - TP 20
Supplementary requirements for shafts and bearings ...........ccooiiiiiiiiiii 20
8.1  JOINES Of Shafls . e 20
82 BBaAIINMG S ittt 23
9 Light-transmitting Parts ..o e 23
10 Breathing and draining devices which form part of a flameproof enclosure ..................... 24
10.1 Openings for breathing or draining ... 24
10.2 Composition lIMItS ... e 24
10,3 DM BN S ONS ettt 24
10.4 Elements with measurable paths ... 24
10.5 Elements with non-measurable paths ... 24
10.6 Removable deViCes ... e 25
10.7 Mounting arrangements of the elements ...........coccoiiiiiii 25
10.8 Mechanical strength ... 25
10.9 Breathing devices and draining devices when used as Ex components.................. 25
11 Fasteners, associated holes and blanking elements ..o 28
12 Materials and mechanical strength of enclosures — Materials inside the enclosures........ 30
13 Entries for flameproof @nClOSUIresS ... 31
13,1 Cable Glands ..ouii i 31
13.2 Conduit SEaAlING TEVICES. ...t 32
13.3 Plugs and sockets and cable COUPIErS ... ..o 32
T34 BUSNINGS oo e e 33
14 Verification and eSS ... i e 33
ST I8/ 0130 1= T € PPN 34
15.1 Tests of ability of the enclosure to withstand pressure............c.ccociiiiiiii, 35
15.2 Test for non-transmission of an internal ignition ..o, 38
15.3 (Reserved for fULUIE USE) ..o e 41
15.4 Tests of flameproof enclosures with breathing and draining devices........ Docu.ments

Document Sharing Hub

Full document details: BS EN 60079-1:2007


http://www.avadocuments.com/doc/bs-en-60079-1-2007
http://www.avadocuments.com/doc/bs-en-60079-1-2007

-5- BS EN 60079-1:2007
EN 60079-1:2007 (E)

16 ROULINE 1SS et e 44
17 SWiItChgear fOr GroUP | ... e e e e e e e e 45
17.1 Means oOf 1SOIation ... ..o 45
LA Lo Yo T T o] oo V= S 45
18 Lampholders and [amp CapS .. cu e 46
18.1 Device preventing lamps WOrking l00S€ ........coiiiiiiiiii e 46
18.2 Holders and caps for lamps with cylindrical caps ........coooiiiiiiii 46
18.3 Holders for lamps with threaded Caps ........cc.oiiiiiiiii e 46
19 Non-metallic enclosures and non-metallic parts of enclosures ...............coooiiiiiii, 46
19.1 (Reserved fOr fULUIE USE) ..o e 47
19.2 Special constructional requirements ........ ..o 47
19.3 Supplementary requirements for type tests..... .o 47
24 0 T |V = U 41 o 48
201 GENEIAL .. 48
20.2 Caution and warning mMarkings ... 48
20.3 Informative Markings ......oouu i 48
Annex A (normative) Additional requirements for crimped ribbon elements and
multiple screen elements of breathing and draining devices ..........cc.ccooiiiiiiiinnn, 49
Annex B (normative) Additional requirements for elements, with non-measurable
paths, of breathing and draining deviCes ..o 50
B.1 Sintered metal elements .. ... 50
B.2 Pressed metal wire elements . ... ... 50
B.3  Metal foam elements ... 51
Annex C (normative) Additional requirements for flameproof entry devices .......................... 52
L I =Y o 1Y = 52
C.2 Constructional requIremMents .. ... 52
O T I/ o =30 1= £ PP 54
Annex D (normative) Empty flameproof enclosures as Ex components.............cc.cceeeeineennen. 59
3 g =Y o = Y 59
D.2  INtrodUuCtOry re€marks ... 59
D.3 Ex component enclosure requiremMents ........cc.oouiiiiiiii i 59
D.4 Utilization of an Ex component enclosure certificate to prepare an equipment
(o2 o ) o= = PP 61
Annex E (normative) Cells and batteries used in flameproof “d” enclosures ......................... 62
E. 1 IntrodUCIOry remMarKs ... e 62
E.2 Acceptable electrochemical Systems ........coiiiiiiiiii 62
E.3 General requirements for cells (or batteries) inside flameproof enclosures ............ 63
E.4 Arrangement of safety deViCes ......ovniiiiii i 63
E.5 Recharging of secondary cells inside flameproof enclosures .............c..cceoveveennen. 65
E.6 Rating of protection diodes and reliability of protection devices............................. 66
Annex F (informative) Mechanical properties for screws and nuts ............ccooiiiiiiiiinnnee. 67
Annex G (informative) Introduction of an alternative risk assessment method
encompassing “equipment protection levels’ for Ex equipment ... 68
G0 INtrOdUCHION L. e 68
G.1  Historical baCKgroUNG ... .. oo e 68
L € 1= = - | PP 69
G.3 Risk of ignition protection afforded ... 70
G4 IMplementation . . ..o 71
Annex ZA (normative) Normative references to international publications with their
corresponding European publications ..o 74
Annex ZZ (informative) Coverage of Essential Requirements of EC Directives..................... 76
BIDIIOGIAPNY .o Documents

Document Sharing Hub

Full document details: BS EN 60079-1:2007


http://www.avadocuments.com/doc/bs-en-60079-1-2007
http://www.avadocuments.com/doc/bs-en-60079-1-2007

BS EN 60079-1:2007 -6-
EN 60079-1:2007 (E)

Figure 1 — Example of construction for indirect checking of a flanged group |

LLE=TaaT=T oY o Te N o111 AP PP 11
Figures 3, 4, 5 — Holes in surfaces of flanged joints ...........ccooiiiiii i, 14
Figures 6, 7, 8 — Holes in surfaces of spigot jOINtS ..o, 14
Figure 9a — Example of a joint with partial cylindrical surfaces............ccoooiiiiiiiiinn, 15
Figure 9b — Example of serrated Joint.........cooiiiiii 15
Figures 10 to 16 — lllustration of the requirements concerning gaskets .............cccccoeviiiinnn. 19
Figure 17 — Example of cylindrical joint for shaft of rotating electrical machine ..................... 21
Figure 18 — Example of labyrinth joint for shaft of rotating electrical machine........................ 22
Figure 19 — Example of joint with floating gland for shaft of rotating electrical machine......... 22
Figure 20 — Joints of shaft glands of rotating electrical machines...................cocoviii i, 23
Figure 21 — Component test rig for breathing and draining devices .............ccooiiiiiiiinnn. 27
Figure 22 — Examples of blanking elements for unused apertures...............coooiiiiiiiinn. 30
Figure C.1 — Device for the sealing tests for cable glands............ccccooiiiii i, 55
Figure C.2 — Examples of Ex thread adapters ........ccoooiiiiiiiiii e, 58
Figure E.1 — Fitting of diode arrangement for three cells in series...........ccoocoviiiiii . 64
Figure E.2 — Fitting of blocking diodes to meet E.4.3 (third example) .........ccooiiiiiiinns 65

Table 1 — Minimum width of joint and maximum gap for enclosures of groups I, IIA and IIB ..16

Table 2 — Minimum width of joint and maximum gap for group |IC enclosures ....................... 17
Table 3 — Cylindrical threaded JOINTS .. ... 17
Table 4 — Taper threaded JOINTSA .. .. . i 18
Table 5 — Conditions for the determination of maximum surface temperature........................ 34
Table 6 — Reduction in length of a threaded joint for non-transmission test........................... 39
Table 7 — Test factors to increase pressure or test gap (/E) .coooeveiieriiiiiiiiiiin 39
Table 9 — Text of caution or warning Markings .........oiuiiiiiie e 48
Table 10 — Text of informative Markings.........ccoiiiiiiii e 48
Table C.1 — Tightening torque ValUES...........oouiiiiiiii e 57
Table E.1 — Acceptable primary Cells . ... e 62
Table E.2 — Acceptable secondary Cells ... 63
Table F.1 — Mechanical properties for screws and NUES...........ccoooviiii i 67
Table G.1 — Traditional relationship of EPLs to zones (no additional risk assessment)......... 70
Table G.2 — Description of risk of ignition protection provided...............coiiiii . 71
Documents

Document Sharing Hub

Full document details: BS EN 60079-1:2007


http://www.avadocuments.com/doc/bs-en-60079-1-2007
http://www.avadocuments.com/doc/bs-en-60079-1-2007

-7- BS EN 60079-1:2007
EN 60079-1:2007 (E)

EXPLOSIVE ATMOSPHERES -

Part 1: Equipment protection by flameproof enclosures “d”

1 Scope

This part of IEC 60079 contains specific requirements for the construction and testing of
electrical equipment with the type of protection flameproof enclosure “d”, intended for use in
explosive gas atmospheres.

This standard supplements and modifies the general requirements of IEC 60079-0. Where a
requirement of this standard conflicts with a requirement of IEC 60079-0, the requirement of
this standard will take precedence.

NOTE Equipment protection by flameproof enclosures “d” provides Equipment Protection Level (EPL) Gb. For further
information, see Annex G.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60061 (all parts), Lamp caps and holders together with gauges for the control of
interchangeability and safety

IEC 60079-0:2004, Electrical apparatus for explosive gas atmospheres — Part 0: General
requirements

IEC 60079-1-1, Electrical apparatus for explosive gas atmospheres — Part 1-1: Flameproof
enclosures “d” — Method of test for ascertainment of maximum experimental safe gap

IEC 60079-7, Explosive atmospheres — Part 7: Equipment protection by increased safety “e”
IEC 60079-11, Explosive atmospheres — Part 11: Equipment protection by intrinsic safety “i”

IEC 60079-14:2002, Electrical apparatus for explosive gas atmospheres — Part 14: Electrical
installations in hazardous areas (other than mines)

IEC 60086-1:2000, Primary batteries — Part 1. General

IEC 60112, Method for the determination of the proof and the comparative tracking indices of
solid insulating materials

IEC 60127 (all parts), Miniature fuses
IEC 60529:1989, Degrees of protection provided by enclosures (IP Code)

IEC 60623:2001, Secondary cells and batteries containing alkaline or other non-acid
electrolytes — Vented nickel-cadmium prismatic rechargeable single cells

IEC 60662:1980, High-pressure sodium vapour lamps

IEC 60695-11-10, Fire hazard testing — Part 11-10: Test flames — 50 W horizontal and vertical
flame test methods
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IEC 61951-1:2003, Secondary cells and batteries containing alkaline or other non-acid
electrolytes — Portable sealed rechargeable single cells — Part 1: Nickel-cadmium

IEC 61951-2:2003, Secondary cells and batteries containing alkaline or other non-acid
electrolytes — Portable sealed rechargeable single cells — Part 2:Nickel-metal hydride

ISO 185:1988, Grey cast iron — Classification

ISO 965-1:1998, ISO general-purpose metric screw threads — Tolerances — Part 1: Principles
and basic data

ISO 965-3:1998, /SO general-purpose metric screw threads — Tolerances — Part 3: Deviations
for constructional threads

ISO 2738:1999, Sintered metal materials, excluding hard metals — Permeable sintered metal
materials — Determination of density, oil content and open porosity

ISO 3864: 1984, Safety colours and safety signs
ISO 4003:1977, Permeable sintered metal materials — Determination of bubble test pore size
ISO 4022:1987, Permeable sintered metal materials — Determination of fluid permeability

ANSI/ASME B1.20.1-1983 (R2001), Pipe threads, general purpose (inch)

3 Terms and definitions

For the purposes of this document, the following terms and definitions, in addition to those
given in IEC 60079-0, apply.

NOTE Additional definitions applicable to explosive atmospheres can be found in IEC 60050-426.

3.1

flameproof enclosure “d”

enclosure in which the parts which can ignite an explosive gas atmosphere are placed and
which can withstand the pressure developed during an internal explosion of an explosive
mixture, and which prevents the transmission of the explosion to the explosive gas
atmosphere surrounding the enclosure

3.2

volume

total internal volume of the enclosure. However, for enclosures in which the contents are
essential in service, the volume to be considered is the remaining free volume

NOTE For luminaries, the volume is determined without lamps fitted.

3.3

flameproof joint or flamepath

place where the corresponding surfaces of two parts of an enclosure, or the conjunction of
enclosures, come together and which prevents the transmission of an internal explosion to
the explosive gas atmosphere surrounding the enclosure

3.4

width of flameproof joint

L

shortest path through a flameproof joint from the inside to the outside of an enclosure

NOTE This definition does not apply to threaded joints.
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3.5

distance

I

shortest path through a flameproof joint, when the width of the flameproof joint L is interrupted
by holes intended for the passage of fasteners for assembling the parts of the flameproof
enclosure

3.6

gap of flameproof joint

i

distance between the corresponding surfaces of a flameproof joint when the electrical
apparatus enclosure has been assembled

NOTE For cylindrical surfaces, forming cylindrical joints, the gap is the difference between the diameters of the
bore and the cylindrical component.

3.7

maximum experimental safe gap (for an explosive mixture)

MESG

maximum gap of a joint of 25 mm in width which prevents any transmission of an explosion
during 10 tests made under the conditions specified in IEC 60079-1-1

3.8
shaft
part of circular cross-section used for the transmission of rotary movement

3.9

operating rod

part used for the transmission of control movements which may be rotary or linear or a
combination of the two

3.10

pressure-piling

results of an ignition, in a compartment or subdivision of an enclosure, of a gas mixture pre-
compressed, for example, due to a primary ignition in another compartment or subdivision

3.11

quick-acting door or cover

door or cover provided with a device which permits opening or closing by a simple operation,
such as the movement of a lever or the rotation of a wheel. The device is arranged so that the
operation has two stages:

— one for locking or unlocking,

— another for opening or closing

3.12

door or cover fixed by threaded fasteners

door or cover, the opening or closing of which requires the manipulation of one or more
threaded fasteners (screws, studs, bolts or nuts)

3.13
threaded door or cover
door or cover which is assembled to a flameproof enclosure by a threaded flameproof joint

3.14

breathing device

device which permits an exchange between the atmosphere within an enclosure and the
surrounding atmosphere and which maintains the integrity of the type of protection
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3.15

draining device

device which permits liquids to flow out from an enclosure and which maintains the integrity of
the type of protection

3.16

Ex blanking element

threaded blanking element tested separately from the equipment enclosure but having an
equipment certificate and which is intended to be fitted to the equipment enclosure without
further consideration

NOTE 1 This does not preclude a component certificate for blanking elements in accordance with IEC 60079-0.
Examples of blanking elements are shown in Figure 22.

NOTE 2 Non-threaded blanking elements are not equipment.

3.17

Ex thread adapter

thread adapter tested separately from the enclosure but having an equipment certificate and
which is intended to be fitted to the equipment enclosure without further consideration

NOTE This does not preclude a component certificate for thread adapters in accordance with IEC 60079-0.
Examples of thread adapters are shown in Figure C.2.

3.18

Ex component enclosure

empty flameproof enclosure provided with an Ex component certificate, without the internal
equipment being defined, so as to enable the empty enclosure to be made available for
incorporation into an equipment certificate without the need for repetition of type testing

4 Equipment grouping and temperature classification

The equipment grouping and temperature classification defined in IEC 60079-0 for the use of
electrical equipment in explosive gas atmospheres apply to flameproof enclosures. The
subdivisions A, B and C for electrical equipment of Group Il also apply.

5 Flameproof joints

5.1 General requirements

All flameproof joints, whether permanently closed or designed to be opened from time to time,
shall comply, in the absence of pressure, with the appropriate requirements of Clause 5.

The design of joints shall be appropriate to the mechanical constraints applied to them.

The dimensions given in 5.2 to 5.5 inclusive specify the minimum or maximum values that
may be applied to the essential parameters of flamepaths. In instances where a dimension of
a flameproof joint is other than the relevant minimum or maximum (for example, in order to
comply with the test for non-transmission of an internal ignition), the equipment shall be
marked “X” according to 29.2 item i) of IEC 60079-0 and the specific conditions of use on the
certificate shall be in accordance with one of the following:

a) dimensions of the flameproof joints shall be detailed; or

b) specific drawing referenced that details the dimensions of the flameproof joints; or

c) specific guidance noted to contact the original manufacturer for information on the

dimensions of the flameproof joints.

The surface of joints may be protected against corrosion.
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Coating with paint or powder-coat finish is not permitted. Other coating material may be used
if the material and application procedure have been shown not to adversely affect the
flameproof properties of the joint.

A corrosion inhibiting grease may be applied to joint surfaces before assembly. The grease, if
applied, shall be of a type that does not harden because of ageing, does not contain an
evaporating solvent, and does not cause corrosion of the joint surfaces. Verification of
suitability shall be in accordance with the grease manufacturer's specifications.

Joint surfaces may be electroplated. The metal plating, if applied, shall not be more than
0,008 mm thick.

5.2 Non-threaded joints
5.2.1 Width of joints (L)

The width of joints shall not be less than the minimum values given in Tables 1 and 2. The
width of joints for cylindrical metallic parts press-fitted into the walls of a metallic flameproof
enclosure of a volume not greater than 2 000 cm3 may be reduced to 5 mm, if

— the design does not rely only on an interference fit to prevent the part being displaced
during the type tests of Clause 15, and

— the assembly meets the impact test requirements of IEC 60079-0, taking the worst-case
interference fit tolerances into account, and

— the external diameter of the press-fitted part, where the width of the joint is measured,
does not exceed 60 mm.

5.2.2 Gap (i)

The gap, if one exists, between the surfaces of a joint shall nowhere exceed the maximum
values given in Tables 1 and 2.

The surfaces of joints shall be such that their average roughness R, (derived from ISO 468)
does not exceed 6,3 um.

For flanged joints, there shall be no intentional gap between the surfaces, except for quick-
acting doors or covers.

For electrical equipment of group |, it shall be possible to check, directly or indirectly, the
gaps of flanged joints of covers and doors designed to be opened from time to time. Figure 1
shows an example of construction for indirect checking of a flameproof joint.

Flame proof

enclosure 7

Cylindrical dowel
driven into hole

N

Cover L

Width of joint/

!
\
I
\

Surface of cover
and dowel shall be
in the same plane IEC 541/07

Figure 1 — Example of construction for indirect checking of a flanged
group | flameproof joint Documents
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5.2.3 Spigot joints

For the determination of the width L of spigot joints, one of the following shall be taken into
account:

— the cylindrical part and the plane part (see Figure 2a). In this case, the gap shall nowhere
exceed the maximum values given in Tables 1 and 2;

— the cylindrical part only (see Figure 2b). In this case, the plane part need not comply with
the requirements of Tables 1 and 2.

NOTE For gaskets, see also 5.4.

c f

le
\

Y
‘ \ 1 \ 1
~
n l
% IEC 062/01 IEC 063/01

Figure 2a — Cylindrical part and plane part Figure 2b — Cylindrical part only

Key
L=c+d(l, A, 1IB, IIC)
c 26,0 mm (IIC)
> 3,0 mm (I, IIA, IIB)
d >0,50L (lIC)
f <1,0mm (I, lIA, lIB, lIC)
1 interior of enclosure

Figure 2 — Spigot joints
5.2.4 Holes in joint surfaces
Where a plane joint or the plane part or partial cylindrical surface (see 5.2.6) of a joint is
interrupted by holes intended for the passage of threaded fasteners for assembling the parts

of a flameproof enclosure, the distance / to the edge of the hole shall be equal to or greater
than

— 6 mm when the width of joint L is less than 12,5 mm,
— 8 mm when the width of joint L is equal to or greater than 12,5 mm but less than 25 mm,

— 9 mm when the width of joint L is equal to or greater than 25 mm.

NOTE The requirements for clearance holes of fasteners are specified in IEC 60079-0.

The distance / is determined as follows.

5.2.4.1 Flanged joints with holes outside the enclosure (see Figures 3 and 5)

The distance / is measured between each hole and the inside of the enclosure.

5.2.4.2 Flanged joints with holes inside the enclosure (see Figure 4)
The distance / is measured between each hole and the outside of the enclosure.
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5.2.4.3 Spigot joints where, to the edges of the holes, the joint consists of a cylindrical
part and a plane part (see Figure 6)

The distance [ is defined as follows:

— the sum of the width a of the cylindrical part and the width b of the plane part, if fis less
than or equal to 1 mm and if the gap of the cylindrical part is less than or equal to 0,2 mm
for electrical equipment of groups | and IIA, 0,15 mm for electrical equipment of group IIB,
or 0,1 mm for electrical equipment of group IIC (reduced gap); or

— the width b of the plane part alone, if either of the above-mentioned conditions is not met.

e e
.

1 |
Z ‘

N

L
L IEC 065/01
IEC 064/01
Figure 3 Figure 4
b f

i<0,20 mm (I,11A)

/ |

N | i<0,15 mm (IIB)
L i<0,10 mm (IIC)

IEC 066/01 .

I

«
+ IEC 1939/03
Figure 5 Figure 6
Documents

Document Sharing Hub

Full document details: BS EN 60079-1:2007


http://www.avadocuments.com/doc/bs-en-60079-1-2007
http://www.avadocuments.com/doc/bs-en-60079-1-2007

BS EN 60079-1:2007 -14-
EN 60079-1:2007 (E)

|
/7 ‘
| |
| 7
L S | /g L
‘ \1 w7 I
| |
& N BIINNNG # \1
N\ Ve
N |
/
IEC 069/01
/
IEC 068/01
Figure 7 Figure 8

Key

1 interior of enclosure
Figures 3, 4, 5 — Holes in surfaces of flanged joints

Figures 6, 7, 8 — Holes in surfaces of spigot joints

5.2.4.4 Spigot joints where, to the edges of the holes, the joint consists only of the plane
part (see Figures 7 and 8), in so far as plane joints are permitted (see 5.2.7)

The distance [/ is the width of the plane part between the inside of the enclosure and a hole,
where the hole is outside the enclosure (see Figure 7), or between a hole and the outside of
the enclosure where the hole is inside the enclosure (see Figure 8).

5.2.5 Conical joints
Where joints include conical surfaces, the width of the joint and the gap normal to the joint
surfaces shall comply with the relevant values in Tables 1 and 2. The gap shall be uniform

through the conical part. For electrical equipment of Group IIC, the cone angle shall not
exceed 5°.

NOTE The cone angle is taken to be the angle between the major axis of the cone and the surface of the cone.

5.2.6 Joints with partial cylindrical surfaces (not permitted for group IIC)

There shall be no intentional gap between the two parts (see Figure 9a).

The width of the joint shall comply with the requirements of Table 1.

The diameters of the cylindrical surfaces of the two parts forming the flameproof joint, and

their tolerances, shall ensure compliance with the relevant requirements for the gap of a
cylindrical joint as given in Table 1.
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IEC 070/01

Figure 9a — Example of a joint with partial cylindrical surfaces

5.2.7 Flanged joints for acetylene atmospheres

Flanged joints are only permitted for electrical equipment of group IIC intended for use in
explosive gas atmospheres containing acetylene provided all of the following conditions are met:

a) gapi<0,04 mm;

b) width L 29,5 mm; and

c) volume < 500 cm3.

5.2.8 Serrated joints

Serrated joints need not comply with the requirements of Tables 1 and 2 but shall have

a) at least five fully engaged serrations,
b) a pitch greater than or equal to 1,25 mm, and
c) an included angle of 60° (£5°).

Serrated joints shall not be used for moving parts.

Serrated joints shall satisfy the test requirements of 15.2, with the test gap, /g, between the mating
serrations as specified in 15.2, based on the manufacturer's maximum constructional gap, i¢.

If the manufacturer’s maximum constructional gap is different to that shown in Tables 1 or 2
for a flanged joint of the same length (determined by multiplying the pitch by the number of
serrations), the “conditions of use” requirements of 5.1 apply.

See Figure 9b.

X|
TS

Y>5T
‘ Test length = X
X, 1,5
T21,25mm
a=60° (+5°)
IEC 1940/03
Figure 9b — Example of serrated joint Documents
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Table 1 — Minimum width of joint and maximum gap for enclosures

-16-

of groups |, ll1A and IIB

Maximum gap
Minimum mm
Type of joint "r":::: l‘_’f For acr\;oalume For acr\:qoalume For acr\;oalume For acr\;oalume
mm V <100 100 < V < 500 500 < V < 2 000 V> 2000
v foa s | 0 Jua s [0 [uafus | 0 [ua | s
6 0,30 0,30 0,20 | - - - - - - - - -
Flanged, cylindrical 9,5 0,35 0,30 0,20 | 0,35 0,30 0,20 | 0,08 0,08 008 ]| - - -
or spigot joints 12,5 0,40 0,30 0,20 | 0,40 0,30 0,20 | 0,40 0,30 0,20 | 0,40 0,20 0,15
25 0,50 0,40 0,20 | 0,50 0,40 0,20 | 0,50 0,40 0,20 | 0,50 0,40 0,20
6 0,30 0,30 0,20 | - - - - - - - - -
9,5 0,35 0,30 0,20 | 0,35 0,30 0,20 | - - - - - -
bifr?rfgs 12,5 0,40 0,35 0,25 |0,40 0,30 020|040 030 020040 020 -
ng:'n”tgr]lgf' 25 0,50 0,40 0,30 | 0,50 0,40 0,25 | 0,50 0,40 0,25 | 0,50 0,40 0,20
shaft glands 40 0,60 0,50 0,40 | 0,60 0,50 0,30 | 0,60 0,50 0,30 [ 0,60 0,50 0,25
of rotating
electrical 6 0,45 045 0,30 | - - - - - - - - -
machines Roling- | 95 | 050 045 0351050 040 025| - - - | - - -
element 12,5 0,60 0,50 0,40 | 0,60 0,45 0,30 | 0,60 0,45 0,30 | 0,60 0,30 0,20
bearings 25 0,75 0,60 0,45 | 0,75 0,60 040|075 060 040|075 060 0,30
40 0,80 0,75 0,60 | 0,80 0,75 0,45 | 0,80 0,75 045|080 0,75 0,40
NOTE Constructional values rounded according to ISO 31-0 should be taken when determining the maximum gap.
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Table 2 — Minimum width of joint and maximum gap for group IIC enclosures

Minimum Maxmrlr#nm gap
L width of
Type of joint joint L For a volume For a volume For a volume For a volume
mm cm3 cm3 cm3 cm3
V<100 100 <V <500 500 <V <2000 vV >2 000
6 0,10 - - —
9,5 0,10 0,10 - -
Flanged joints@
15,8 0,10 0,10 0,04 -
25 0,10 0,10 0,04 0,04
c26 mm 12,5 0,15 0,15 0,15 -
Spigot
joints d=z05L 25 0,18P 0,18b 0,18P 0,18b
(22')9“fe L=c+d 40 0,20¢ 0,20¢ 0,20¢ 0,20¢
f<1mm
6 0,10 - - -
Cylindrical joints 9,5 0,10 0,10 - -
Spigot joints 12,5 0,15 0,15 0,15 -
(Figure 2b) 25 0,15 0,15 0,15 0,15
40 0,20 0,20 0,20 0,20
6 0,15 - - -
Cylindrical joints for _ _
shaft glands of 9.5 0,15 0,15
rotating electrical 12,5 0,25 0,25 0,25 —
machines with rolling
element bearings 25 0,25 0,25 0,25 0,25
40 0,30 0,30 0,30 0,30
a  Flanged joints are permitted for explosive mixtures of acetylene and air only in accordance with 5.2.7.
b Maximum gap of cylindrical part increased to 0,20 mm if f < 0,5 mm.
€ Maximum gap of cylindrical part increased to 0,25 mm if f < 0,5 mm.
NOTE The constructional values rounded according to ISO 31-0 should be taken when determining the maximum gap.

5.3 Threaded joints

Threaded joints shall comply with the requirements given in Tables 3 or 4.

Table 3 — Cylindrical threaded joints

Pitch >0,7 mma
Thread form and quality of fit Medium or fine tolerance quality according to 1ISO 965-1 and ISO 965-3b
Threads engaged >5

Depth of engagement

Volume <100 cm3 >5 mm

Volume >100 cm3 >8 mm

a  Where the pitch exceeds 2 mm, special manufacturing precautions may be necessary (for example, more
threads engaged) to ensure that the electrical equipment can pass the test for non-transmission of an
internal ignition which is prescribed in 15.2.

b Cylindrical threaded joints which do not conform with ISO 965-3 in respect of thread form or quality of fit, are
permitted if the test for non-transmission of an internal ignition, prescribed in 15.2, is passed, when the width of
the threaded joint specified by the manufacturer is reduced by the amount specified in Table 6.
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Table 4 — Taper threaded jointsa

Threads provided on each part >5b

a |nternal and external thread shall have the same nominal size.

b Threads shall conform to the NPT requirements of ANSI/ASME B1.20.1, and shall be made-up wrench tight.
Male threaded fittings with a shoulder or interruption shall be provided with:

1) an effective thread length not less than the “L2” dimension; and

2) alength not less than the “L4” dimension between the face of the shoulder and end of the fitting
thread.

Female threads shall gauge at “flush” to “2 turns large” using an L1 plug-gauge.

5.4 Gaskets (including O-rings)

If a gasket of compressible or elastic material is used, for example, to protect against the
ingress of moisture or dust or against leakage of a liquid, it shall be applied as a supplement,
that is to say neither be taken into account in the determination of the width of the flameproof
joint nor interrupt it.

The gasket shall then be mounted so that

— the permissible gap and width of flanged joints or the plane part of a spigot joint are
maintained,

— the minimum width of joint of a cylindrical joint or the cylindrical part of a spigot joint are
maintained before and after compression.

These requirements do not apply to cable glands (see 13.1) or to joints which contain a
sealing gasket of metal or of a non-flammable compressible material with a metallic sheath.
Such a sealing gasket contributes to the explosion protection, and in this case the gap
between each surface of the plane part shall be measured after compression. The minimum
width of the cylindrical part shall be maintained before and after compression.

o
7

\ ./1
1

% L
2
IEC 1941/03 IEC 073/01

Figure 10 Figure 11
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7. ﬁw

L L

3—|
d
w IEC 074/01 IEC 075/01

Figure 12 Figure 13

RN ™ 3\%\

Figure 14 Figure 15

IEC 077/01

Key

interior of enclosure

1 2 O-ring
3 gasket
4

metallic or metal sheath gasket

Z IEC 078/01 Figure 16

Figures 10 to 16 — lllustration of the requirements concerning gaskets

5.5 Equipment using capillaries

The capillaries shall either comply with the gap dimensions given in Table 1 or Table 2 for
cylindrical joints using 0 as the diameter of the inner part, or when the capillaries do not
conform to the gaps given in these tables, the equipment shall be evaluated in accordance
with the test for non-transmission of an internal ignition given in 15.2.
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6 Cemented joints

6.1 General

Parts of a flameproof enclosure may be cemented either directly into the wall of the enclosure
so as to form with the latter an inseparable assembly, or into a metallic frame such that the
assembly can be replaced as a unit without damaging the cement.

If a joint which is cemented does not fulfil the requirements of Clause 5, in the absence of the
cement it shall be subjected to the thermal endurance to heat and thermal endurance to cold
of IEC 60079-0.

6.2 Mechanical strength

Cemented joints are only permitted to ensure the sealing of the flameproof enclosure of which
they form a part. Arrangements shall be made in the construction so that the mechanical
strength of the assembly does not depend upon the adhesion of the cement alone. Cemented
joints shall comply with a test having overpressure and time in accordance with 15.1.3, with
compliance criteria in accordance with C.3.1.1.

6.3 Width of cemented joints

The shortest path through a cemented joint from the inside to the outside of a flameproof
enclosure of volume V shall be

>3 mm if V<10 cm3
>6 mm if 10 cm3 < V<100 cm3
>10 mm if vV >100 cm3

7 Operating rods

Where an operating rod passes through the wall of a flameproof enclosure, the following
requirements shall be met.

7.1 If the diameter of the operating rod exceeds the minimum width of the joint specified in
Tables 1 and 2, the width of the joint shall be at least equal to this diameter but without,
however, having to exceed 25 mm.

7.2 If the diametrical clearance is liable to be enlarged as a result of wear in normal service,
appropriate arrangements shall be made to facilitate a return to the original state, for
example, by means of a replaceable bush. Alternatively, gap enlargement due to wear may be
prevented by the use of bearings complying with Clause 8.

8 Supplementary requirements for shafts and bearings

8.1 Joints of shafts

Flameproof joints of shafts of rotating electrical machines shall be arranged so as not to be
subject to wear in normal service.

The flameproof joint may be

— acylindrical joint (see Figure 17), or

— a labyrinth joint (see Figure 18), or

— ajoint with a floating gland (see Figure 19). Documents
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8.1.1 Cylindrical joints

Where a cylindrical joint contains grooves for the retention of grease, the region containing
the grooves shall neither be taken into account when determining the width of a flameproof
joint nor interrupt it (see Figure 17).

The minimum radial clearance k (see Figure 20) of shafts of rotating electrical machines shall
not be less than 0,05 mm.

8.1.2 Labyrinth joints

Labyrinth joints which do not comply with the requirements of Tables 1 and 2 may
nevertheless be considered as complying with the requirements of this standard if the tests
specified in Clauses 14 through 16 are satisfied.

The minimum radial clearance k (see Figure 20) of shafts of rotating electrical machines shall
not be less than 0,05 mm.

8.1.3 Joints with floating glands

The determination of the maximum degree of float of the gland shall take account of the
clearance in the bearing and the permissible wear of the bearing as specified by the
manufacturer. The gland may move freely radially with the shaft and axially on the shaft but it
shall remain concentric with it. A device shall prevent rotation of the gland (see Figure 19).

Floating glands are not permitted for electrical equipment of group IIC.

Grooves for grease seals

IEC 542/07

Figure 17 — Example of cylindrical joint for shaft of rotating electrical machine

Documents

Document Sharing Hub

Full document details: BS EN 60079-1:2007


http://www.avadocuments.com/doc/bs-en-60079-1-2007
http://www.avadocuments.com/doc/bs-en-60079-1-2007

BS EN 60079-1:2007 -22-
EN 60079-1:2007 (E)

IEC 080/01

Figure 18 — Example of labyrinth joint for shaft of rotating electrical machine

IEC 081/01
Key

1 gap
2 stop to prevent rotation of gland

Figure 19 — Example of joint with floating gland for shaft of rotating electrical machine
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