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Foreword

The text of document 31J/150/FDIS, future edition 4 of IEC 60079-14, prepared by SC 31J, Classification 
of hazardous areas and installation requirements, of IEC TC 31, Equipment for explosive atmospheres, 
was submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as EN 60079-14 on 
2008-07-01.

This European Standard supersedes EN 60079-14:2003 and EN 61241-14:2004.

It constitutes a technical revision with respect to gases and vapours and incorporates the requirements 
for dusts from EN 61241-14:2004. The incorporation of requirements for dust is without technical change.

The significant technical changes with respect to EN 60079-14:2003 are as follows: 

– knowledge, skills and competencies of "Responsible Persons”, “Operatives" and "Designers" are 
explained in Annex F;

– Equipment Protection Levels (EPLs) have been introduced and are explained in the new Annex I;

– dust requirements included from EN 61241-14:2004.

NOTE Dust requirements are included as an interim presentation for the purpose of EN 60079-14:2008 and will be refined in a 
next edition with other required technical changes.

The following dates were fixed:

– latest date by which the EN has to be implemented 
at national level by publication of an identical 
national standard or by endorsement (dop) 2009-05-01

– latest date by which the national standards conflicting 
with the EN have to be withdrawn  (dow) 2011-07-01

Annexes ZA and ZB have been added by CENELEC.

__________

Endorsement notice

The text of the International Standard IEC 60079-14:2007 was approved by CENELEC as a European 
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

IEC/TS 60034-17 NOTE Harmonized as CLC/TS 60034-17:2004 (not modified).

IEC/TS 60034-25 NOTE Harmonized as CLC/TS 60034-25:2005 (not modified).

IEC 60332-2-2 NOTE Harmonized as EN 60332-2-2:2004 (not modified)

IEC 60742 NOTE Harmonized as EN 60742:1995 (modified). 
Superseded by EN 61558 series (partially modified)

IEC 61008-1 NOTE Harmonized as EN 61008-1:2004 (modified)

IEC 61010-1 NOTE Harmonized as EN 61010-1:2001 (not modified) 

IEC 61024-1 NOTE Superseded by IEC 62305-3, which is harmonized as EN 62305-3:2006 (modified)

__________
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EN 60079-14:2008 (E)
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nnex ZAA 
(normative)

Normative references to international publications 
with their corresponding European publications 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD 
applies.

Publication Year Title EN/HD Year
IEC 60034-1 – 1 ) Rotating electrical machines -

Part 1: Rating and performance
EN 60034-1 2004 2 )

IEC 60034-5 – 1) Rotating electrical machines -
Part 5: Degrees of protection provided by 
the integral design of rotating electrical 
machines (IP code) - Classification

EN 60034-5 2001 2)

IEC 60050-826 – 1) International Electrotechnical Vocabulary 
(IEV) - 
Part 826: Electrical installations

– – 

IEC 60060-1 – 1) High-voltage test techniques -
Part 1: General definitions and test 
requirements

HD 588.1 S1 1991 2)

IEC 60079 Series Explosive atmospheres EN 60079 Series
IEC 60079-0 (mod) – 1) Explosive atmospheres -

Part 0: Equipment – General requirements
EN 60079-0 2006 2)

IEC 60079-1 – 1) Explosive atmospheres -
Part 1: Equipment protection by flameproof 
enclosures "d" 

EN 60079-1 2007 2)

IEC 60079-2 – 1) Explosive atmospheres -
Part 2: Equipment protection by pressurized 
enclosure "p" 

EN 60079-2 2007 2)

IEC 60079-5 – 1) Explosive atmospheres -
Part 5: Equipment protection by powder 
filling "q"

EN 60079-5 2007 2)

IEC 60079-6 – 1) Explosive atmospheres -
Part 6: Equipment protection by oil 
immersion "o"

EN 60079-6 2007 2)

IEC 60079-7 – 1) Explosive atmospheres -
Part 7: Equipment protection by increased 
safety "e" 

EN 60079-7 2007 2)

IEC 60079-11 – 1) Explosive atmospheres -
Part 11: Equipment protection by intrinsic 
safety "i" 

EN 60079-11 2007 2)

IEC/TR 60079-13 – 1) Electrical apparatus for explosive gas 
atmospheres -
Part 13: Construction and use of rooms or 
buildings protected by pressurization

– – 

1) Undated reference.
2) Valid edition at date of issue.
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Publication Year Title EN/HD Year
IEC 60079-15 – 1) Electrical apparatus for explosive gas

atmospheres -
Part 15: Construction, test and marking of
type of protection "n" electrical apparatus

EN 60079-15 2005 2)

IEC/TR 60079-16 – 1) Electrical apparatus for explosive gas
atmospheres -
Part 16: Artificial ventilation for the 
protection of analyzer(s) houses

– – 

IEC 60079-18 – 1) Electrical apparatus for explosive gas
atmospheres -
Part 18: Construction, test and marking of
type of protection encapsulation "m" 
electrical apparatus

EN 60079-18
+ corr. April 

2004 2)

2006

IEC 60079-19 – 1) Explosive atmospheres -
Part 19: Equipment repair, overhaul and 
reclamation

EN 60079-19 2007 2)

IEC 60079-25 – 1) Electrical apparatus for explosive gas
atmospheres -
Part 25: Intrinsically safe systems

EN 60079-25
+ corr. April 

2004 2)

2006

IEC 60079-26 – 1) Explosive atmospheres -
Part 26: Equipment with equipment 
protection level (EPL) Ga

EN 60079-26 2007 2)

IEC 60079-27 – 1) Explosive atmospheres -
Part 27: Fieldbus intrinsically safe concept
(FISCO) 

EN 60079-27 2008 2)

IEC 60079-28 – 1) Explosive atmospheres -
Part 28: Protection of equipment and 
transmission systems using optical 
radiation

EN 60079-28 2007 2)

IEC 60079-29-1
(mod)

– 1) Explosive atmospheres -
Part 29-1: Gas detectors - Performance 
requirements of detectors for flammable 
gases

EN 60079-29-1 2007 2)

IEC 60079-29-2 – 1) Explosive atmospheres -
Part 29-2: Gas detectors - Selection,
installation, use and maintenance of
detectors for flammable gases and oxygen

EN 60079-29-2
+ corr. December

2007 2)

2007

IEC 60079-31 – 3) Explosive Atmospheres -
Part 31: Equipment dust ignition protection
by enclosure "tD"

EN 60079-31 – 3)

IEC 60243-1 – 1) Electrical strength of insulating materials -
Test methods -
Part 1: Tests at power frequencies

EN 60243-1 1998 2)

IEC 60332-1-2 – 1) Tests on electric and optical fibre cables
under fire conditions -
Part 1-2: Test for vertical flame propagation
for a single insulated wire or cable -
Procedure for 1 kW pre-mixed flame 

EN 60332-1-2 2004 2)

IEC 60364 (mod) Series Low-voltage electrical installations HD 60364/
HD 384

Series

3) To be published.
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Publication Year Title EN/HD Year
IEC 60364-4-41
(mod)

– 1) Low-voltage electrical installations -
Part 4-41: Protection for safety - Protection
against electric shock

HD 60364-4-41
+ corr. July

2007 2)

2007

IEC 60529 – 1) Degrees of protection provided by
enclosures (IP Code)

EN 60529 
+ corr. May

1991 2)

1993
IEC 60950 (mod) Series Information technology equipment - Safety EN 60950 Series

IEC 61010-1 – 1) Safety requirements for electrical 
equipment for measurement, control, and 
laboratory use - Part 1: General 
requirements

EN 61010-1
+ corr. June

2001 2)

2002

IEC 61241 Series Electrical apparatus for use in the 
presence of combustible dust

EN 61241 Series

IEC 61241-0 (mod) – 1) Electrical apparatus for use in the presence 
of combustible dust -
Part 0: General requirements

EN 61241-0 2006 2)

IEC 61241-1 – 1) Electrical apparatus for use in the 
presence of combustible dust -
Part 1: Protection by enclosures "tD"

EN 61241-1
+ corr. December

2004 2)

2006

IEC 61241-2-1 – 1) Electrical apparatus for use in the presence 
of combustible dust -
Part 2: Test methods -
Section 1: Methods for determining the 
minimum ignition temperatures of dust 

– – 

IEC 61241-4 – 1) Electrical apparatus for use in the 
presence of combustible dust -
Part 4: Type of protection 'pD' 

EN 61241-4 2006 2)

IEC 61241-10 – 1) Electrical apparatus for use in the presence 
of combustible dust -
Part 10: Classification of areas where 
combustible dusts are or may be present

EN 61241-10 2004 2)

IEC 61241-11 – 1) Electrical apparatus for use in the 
presence of combustible dust -
Part 11: Protection by intrinsic safety 'iD'

EN 61241-11 2006 2)

IEC 61285 – 1) Industrial-process control - Safety of
analyser houses

EN 61285 2004 2)

IEC 61558-2-6 – 1) Safety of power transformers, power supply
units and similar -
Part 2-6: Particular requirements for safety
isolating transformers for general use

EN 61558-2-6 1997 2)

IEC 62305-3 (mod) – 1) Protection against lightning -
Part 3: Physical damage to structures and 
life hazard

EN 62305-3
+ corr. September

2006 2)

2008

ISO 10807 – 1) Pipework - Corrugated flexible metallic
hose assemblies for the protection of
electric cables in explosive atmospheres

EN ISO 10807 1996 2)
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Annex ZB 
(informative)

ATEX Categories and Equipment Protection Levels (EPLs) 

This European Standard has been written to incorporate the concept of Equipment Protection Levels
(EPLs).

EPLs are analogous to the ATEX Categories, indeed the definitions are identical.

Wherever there is a reference to an EPL in the text it should be equated with the corresponding ATEX
Category:

- EPL ‘Ga’ equates to ATEX Category 1G;

- EPL ‘Gb’ equates to ATEX Category 2G;

- EPL ‘Gc’ equates to ATEX Category 3G;

- EPL ‘Da’ equates to ATEX Category 1D;

- EPL ‘Db’ equates to ATEX Category 2D;

- EPL ‘Dc’ equates to ATEX Category 3D.
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INTRODUCTION 

Preventive measures to reduce the explosion risk from flammable materials are based on 
three principles, which shall be applied in the following order:

1) Substitution 
2) Control 
3) Mitigation 

Substitution involves, for example, replacing a flammable material by one which is either not
flammable or less flammable. 

Control involves, for example: 

a) reducing the quantity of flammables; 
b) avoiding or minimising releases;
c) controlling the release;
d) preventing the formation of an explosive atmosphere; 
e) collecting and containing releases; and
f) avoiding ignition sources. 

NOTE 1 With the exception of item f), all of the above are part of the process of hazardous area classification.

Mitigation involves, for example: 

1) reducing the number of people exposed;
2) providing measures to avoid the propagation of an explosion;
3) providing explosion pressure relief; 
4) providing explosion pressure suppression; and 
5) providing suitable personal protective equipment.

NOTE 2 The above items are part of consequence management when considering risk.

Once the principles of substitution and control (items a) to e)) have been applied, the 
remaining hazardous areas should be classified into zones according to the likelihood of an 
explosive atmosphere being present (see IEC 60079-10 or IEC 61241-10). Such
classification, which may be used in conjunction with an assessment of the consequences of
an ignition, allows equipment protection levels to be determined and hence appropriate types
of protection to be specified for each location.

For an explosion to occur, an explosive atmosphere and a source of ignition need to co-exist.
Protective measures aim to reduce, to an acceptable level, the likelihood that the electrical
installation could become a source of ignition.  

By careful design of the electrical installation, it is frequently possible to locate much of the 
electrical equipment in less hazardous or non-hazardous areas.

When electrical equipment is to be installed in areas where dangerous concentrations and
quantities of flammable gases, vapours, mists or dusts may be present in the atmosphere,
protective measures are applied to reduce the likelihood of explosion due to ignition by arcs,
sparks or hot surfaces, produced either in normal operation or under specified fault 
conditions.

Many types of dust that are generated, processed, handled and stored, are combustible.
When ignited they can burn rapidly and with considerable explosive force if mixed with air in
the appropriate proportions. It is often necessary to use electrical apparatus in locations

BS EN 60079-14:2008 
EN 60079-14:2008 (E)

Full document details: BS EN 60079-14:2008

http://www.avadocuments.com/doc/bs-en-60079-14-2008
http://www.avadocuments.com/doc/bs-en-60079-14-2008


– 11 –

where such combustible materials are present, and suitable precautions must therefore be
taken to ensure that all such apparatus is adequately protected so as to reduce the likelihood 
of ignition of the external explosive atmosphere. In electrical apparatus, potential ignition
sources include electrical arcs and sparks, hot surfaces and frictional sparks. 

Areas where dust, flyings and fibres in air occur in dangerous quantities are classified as
hazardous and are divided into three zones according to the level of risk.

Combustible dust can be ignited by equipment in several ways:

• by surfaces of the apparatus that are above the minimum ignition temperature of the dust
concerned. The temperature at which a type of dust ignites is a function of the properties
of the dust, whether the dust is in a cloud or layer, the thickness of the layer and the 
geometry of the heat source;

• by arcing or sparking of electrical parts such as switches, contacts, commutators, brushes, 
or the like;

• by discharge of an accumulated electrostatic charge; 

• by radiated energy (e.g. electromagnetic radiation);

• by mechanical sparking or frictional sparking associated with the apparatus.

In order to avoid dust ignition hazards it is necessary that:

• the temperature of surfaces on which dust can be deposited, or which would be in contact 
with a dust cloud, is kept below the temperature limitation specified in this standard; 

• any electrical sparking parts, or parts having a temperature above the temperature limit
specified in this standard: 

• are contained in an enclosure which adequately prevents the ingress of dust, or

• the energy of electrical circuits is limited so as to avoid arcs, sparks or temperatures
capable of igniting combustible dust;

• any other ignition sources are avoided.

Several types of protection are available for electrical equipment in hazardous areas (see 
IEC 60079-0), and this standard gives the specific requirements for design, selection and 
erection of electrical installations in explosive atmospheres.

This part of IEC 60079 is supplementary to other relevant IEC standards, for example
IEC 60364 series as regards electrical installation requirements. This part also refers to 
IEC 60079-0 and its associated standards for the construction, testing and marking 
requirements of suitable electrical equipment.

This standard is based on the assumption that electrical equipment is correctly installed,
tested, maintained and used in accordance with its specified characteristics.

Inspection, maintenance and repair aspects play an important role in control of hazardous 
area installations and the user’s attention is drawn to IEC 60079-17 and IEC 60079-19 for
further information concerning these aspects.

In any industrial installation, irrespective of size, there may be numerous sources of ignition 
apart from those associated with electrical equipment. Precautions may be necessary to
ensure safety from other possible ignition sources, but guidance on this aspect is outside the
scope of this standard.

In IEC 61241-1, for protection by enclosure 'tD', two different types of practice, A and B, are 
specified and are intended to provide an equivalent level of protection.
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Both of these practices are in common use and the requirements of each should be followed 
without mixing either the apparatus requirements or selection/installation requirements of the 
two practices. They adopt different methodology with the primary differences being:

Practice A Practice B 

Written principally as performance based requirements Written as both performance and prescriptive based
requirements

Maximum surface temperature is determined with 5 mm
layer of dust and installation rules require 75 °C margin
between the surface temperature and ignition temperature
of the particular dust

Maximum surface temperature is determined with
12,5 mm layer of dust and installation rules require
25 °C margin between the surface temperature and
ignition temperature of the particular dust

A method of achieving the required dust ingress protection
by the use of resilient seals on joints and rubbing seals on
rotating or moving shafts or spindles and determining dust
ingress according to IEC 60529 -IP Code 

A method of achieving the required dust ingress
protection by specified widths and clearances between
joint faces and, in the case of shafts and spindles,
specified lengths and diametrical clearances between
moving and stationary parts and determining dust
ingress according to the heat cycling test
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EXPLOSIVE ATMOSPHERES – 

Part 14: Electrical installations design, selection and erection 

1 Scope 

This part of IEC 60079 contains the specific requirements for the design, selection and 
erection of electrical installations in hazardous areas associated with explosive atmospheres. 

Where the equipment is required to meet other environmental conditions, for example,
protection against ingress of water and resistance to corrosion, additional methods of
protection may be necessary. The method used should not adversely affect the integrity of the 
enclosure.  

The requirements of this standard apply only to the use of equipment under normal or near
normal atmospheric conditions. For other conditions, additional precautions may be
necessary. For example, most flammable materials and many materials which are normally
regarded as non-flammable might burn vigorously under conditions of oxygen enrichment.
Other precautions might also be necessary in the use of equipment under conditions of
extreme temperature and pressure. Such precautions are beyond the scope of this standard.

These requirements are in addition to the requirements for installations in non-hazardous 
areas.

This standard applies to all electrical equipment including fixed, portable, transportable and
personal, and installations, permanent or temporary.

It applies to installations at all voltages. 

This standard does not apply to

– electrical installations in mines susceptible to firedamp;
NOTE This standard may apply to electrical installations in mines where explosive gas atmospheres other 
than firedamp may be formed and to electrical installations in the surface installation of mines.

– inherently explosive situations and dust from explosives or pyrophoric substances (for
example explosives manufacturing and processing);

– rooms used for medical purposes; 
– electrical installations in areas where the hazard is due to hybrid mixtures of combustible 

dust and explosive gas, vapour or mist.

This standard does not take into account of any risk due to an emission of flammable or toxic
gas from the dust. 

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60034-1, Rotating electrical machines – Part 1: Rating and performance 

IEC 60034-5, Rotating electrical machines – Part 5: Degrees of protection provided by the 
integral design of rotating electrical machines (IP code) – Classification
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IEC 60050-826, International Electrotechnical Vocabulary – Part 826: Electrical installations

IEC 60060-1, High-voltage test techniques – Part 1: General definitions and test requirements

IEC 60079 (all parts), Explosive atmospheres

IEC 60079-0, Explosive atmospheres – Part 0: Equipment – General requirements

IEC 60079-1, Explosive atmospheres – Part 1: Equipment protection by flameproof
enclosures “d”

IEC 60079-2, Explosive atmospheres – Part 2: Equipment protection by pressurized enclosure
«p» 

IEC 60079-5, Explosive atmospheres – Part 5: Equipment protection by powder filling «q»

IEC 60079-6, Explosive atmospheres – Part 6: Equipment protection by oil immersion “o”

IEC 60079-7, Explosive atmospheres – Part 7: Equipment protection by increased safety “e”

IEC 60079-11, Explosive atmospheres – Part 11: Equipment protection by intrinsic safety "i"

IEC/TR 60079-13, Electrical apparatus for explosive gas atmospheres – Part 13: Construction 
and use of rooms or buildings protected by pressurization 

IEC 60079-14, Electrical apparatus for explosive gas atmospheres – Part 14:Electrical 
installations in hazardous areas (other than mines)

IEC 60079-15, Electrical apparatus for explosive gas atmospheres – Part 15: Construction,
test and marking of type of protection "n" electrical apparatus

IEC 60079-16, Electrical apparatus for explosive gas atmospheres – Part 16:Artificial 
ventilation for the protection of analyzer(s) houses

IEC 60079-18, Electrical apparatus for explosive gas atmospheres – Part 18:Construction,
test and marking of type of protection encapsulation "m" electrical apparatus

IEC 60079-19, Explosive atmospheres – Part 19: Equipment repair, overhaul and reclamation

IEC 60079-25, Electrical apparatus for explosive gas atmospheres – Part 25: Intrinsically safe
systems 

IEC 60079-26, Explosive atmospheres – Part 26: Equipment with equipment protection level
(EPL) Ga

IEC 60079-27, Electrical apparatus for explosive gas atmospheres – Part 27: Fieldbus
intrinsically safe concept (FISCO) and Fieldbus non-incendive concept (FNICO)

IEC 60079-28, Explosive atmospheres – Part 28: Protection of equipment and
transmissionsystems using optical radiation

IEC 60079-29-1, Explosive atmospheres – Part 29-1: Gas detectors – Performance
requirements of detectors for flammable gases 

IEC 60079-29-2, Explosive atmospheres – Part 29-2: Gas detectors – Selection, installation, 
use and maintenance of detectors for flammable gases and oxygen
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IEC 60079-31, Explosive atmospheres – Part 31: Equipment dust ignition protection by enclosure
“tD”1

IEC 60243-1, Electrical strength of insulating materials – Test methods – Part 1: Tests at
power frequencies

IEC 60332-1-2, Tests on electric and optical cables under fire conditions – Part 1-2: Test for
vertical flame propagation for a single insulated wire or cable-Procedure for 1KW pre-mixed
flame  

IEC 60364 (all parts) Low-voltage electrical installations

IEC 60364-4-41, Low-voltage electrical installations – Part 4-41: Protection for safety –
Protection against electric shock

IEC 60529, Degrees of protection provided by enclosure (IP code)

IEC 60950 (all parts), Information technology equipment – Safety

IEC 61010-1, Safety requirements for electrical equipment for measurement, control, and
laboratory use - Part 1: General requirements 

IEC 61241 (all parts), Electrical apparatus for use in the presence of combustible dust

IEC 61241-0, Electrical apparatus for use in the presence of combustible dust – Part 0: 
General requirements 

IEC 61241-1, Electrical apparatus for use in the presence of combustible dust – Part 1: 
Protection by enclosures "tD"

IEC 61241-2-1, Electrical apparatus for use in the presence of combustible dust – Part 2:
Test methods – Section 1: Methods for determining the minimum ignition temperatures of dust

IEC 61241-4, Electrical apparatus for use in the presence of combustible dust – Part 4:Type 
of protection "pD"

IEC 61241-10, Electrical apparatus for use in the presence of combustible dust – Part 10:
Classification of areas where combustible dusts are or may be present

IEC 61241-11, Electrical apparatus for use in the presence of combustible dust – Part 11:
Protection by intrinsic safety 'iD'

IEC 61285, Industrial process control – Safety of analyser houses

IEC 61558-2-6, Safety of power transformers, power supply units and similar – Part 2-6:
Particular requirements for safety isolating transformers for general use 

IEC 62305-3, Protection against lightning – Part 3 Physical damage to structures and life 
hazard

ISO 10807, Pipework – Corrugated flexible metallic hose assemblies for the protection of
electric cables in explosive atmospheres

——————— 
1 To be published 
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3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60079-0 and the
following apply.

NOTE Additional definitions applicable to explosive atmospheres can be found in IEC 60050-426.

3.1 General 

3.1.1 
competent body
individual or organization which can demonstrate appropriate technical knowledge and 
relevant skills to make the necessary assessments of the safety aspect under consideration 

3.1.2 
verification dossier
set of documents showing the compliance of electrical equipment and installations 

3.2 Hazardous areas

3.2.1 
hazardous area
area in which an explosive atmosphere is present, or may be expected to be present, in
quantities such as to require special precautions for the construction, installation and use of
equipment 

NOTE For the purposes of this standard, an area is a three-dimensional region or space.

3.2.2 
non-hazardous area
area in which an explosive atmosphere is not expected to be present in quantities such as to
require special precautions for the construction, installation and use of equipment

3.2.3 
group (of an electrical equipment for explosive atmospheres)
classification of electrical equipment related to the explosive atmosphere for which it is to be 
used 

NOTE Electrical equipment for use in explosive atmospheres is divided into three groups:

– group I: electrical equipment for mines susceptible to firedamp;

– group II (which can be divided into subgroups): electrical equipment for places with an explosive gas
atmosphere, other than mines susceptible to firedamp (see 5.5);

– group III (which can be divided into subgroups): electrical equipment for places with an explosive dust 
atmosphere (see 5.5).

3.2.4 
maximum permissible surface temperature 
highest temperature that a surface of electrical apparatus is allowed to reach in practical
service to avoid ignition

NOTE The maximum permissible surface temperature will depend upon the type of dust, whether as a cloud or
layer, if a layer, its thickness and the application of a safety factor. For details see 5.6.3.

3.2.5 
zones
hazardous areas classified into zones based upon the frequency of the occurrence and
duration of an explosive atmosphere 
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3.2.6 
zone 0
place in which an explosive atmosphere consisting of a mixture with air of flammable 
substances in the form of gas, vapour or mist is present continuously or for long periods or
frequently

3.2.7 
zone 1
place in which an explosive atmosphere consisting of a mixture with air of flammable 
substances in the form of gas, vapour or mist is likely to occur in normal operation
occasionally

3.2.8 
zone 2
place in which an explosive atmosphere consisting of a mixture with air of flammable 
substances in the form of gas, vapour or mist is not likely to occur in normal operation but, if it
does occur, will persist for a short period only

3.2.9 
zone 20
area in which an explosive atmosphere in the form of a cloud of combustible dust in air is
present continuously, or for long periods or frequently

3.2.10 
zone 21
area in which an explosive atmosphere in the form of a cloud of combustible dust in air is
likely to occur, occasionally, in normal operation 

3.2.11 
zone 22
area in which an explosive atmosphere in the form of a cloud of combustible dust in air is not
likely to occur in normal operation but, if it does occur, will persist for a short period only

3.3 Flameproof enclosure

3.3.1 
flameproof enclosure 'd'
type of protection in which the parts capable of igniting an explosive gas atmosphere are
provided with an enclosure which can withstand the pressure developed during an internal
explosion of an explosive mixture and which prevents the transmission of the explosion to the
explosive gas atmosphere surrounding the enclosure

3.3.2 
pressure-piling 
increased pressure resulting from an ignition, in a compartment or subdivision of an enclosure 
due to a gas mixture being pre-compressed, e.g. due to a primary ignition in another
compartment or subdivision

NOTE This may lead to a higher maximum pressure than would otherwise be expected.

3.4 Increased safety

3.4.1 
increased safety 'e'
type of protection applied to electrical equipment in which additional measures are applied so 
as to give increased security against the possibility of excessive temperatures and of the 
occurrence of arcs and sparks in normal service or under specified abnormal conditions 
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3.4.2 
initial starting current
IA 
highest r.m.s. value of current absorbed by an a.c. motor at rest or by an a.c. magnet with its
armature clamped in the position of maximum air gap, when supplied at the rated voltage and
rated frequency

3.4.3 
starting current ratio  
IA/IN 
ratio between initial starting current IA and rated current IN 

3.4.4 
time
tE 
time taken for an a.c. rotor or stator winding, when carrying the initial starting current IA, to be 
heated up to the limiting temperature from the temperature reached in rated service at the 
maximum ambient temperature 

3.5 Intrinsic safety – General

3.5.1 
intrinsic safety 'i'
type of protection based upon the restriction of electrical energy within equipment and of
interconnecting wiring exposed to an explosive atmosphere to a level below that which can 
cause ignition by either sparking or heating effects

NOTE Because of the method by which intrinsic safety is achieved, it is necessary to ensure that not only the
electrical equipment exposed to the explosive atmosphere but also other electrical equipment with which it is
interconnected is suitably constructed.

3.5.2 
intrinsically safe apparatus 
electrical apparatus in which all the circuits are intrinsically safe

NOTE Intrinsically safe apparatus should conform to IEC 60079-11, level of protection ‘ia’, ‘ib’ or ‘ic’.

3.5.3 
galvanic isolation 
arrangement within an item of intrinsically safe apparatus or associated apparatus which 
permits the transfer of signals or power between two circuits without any direct electrical
connection between the two

NOTE Galvanic isolation frequently utilizes either magnetic (transformer or relay) or opto-coupled elements.

3.5.4 
simple apparatus 
electrical component or combination of components of simple construction with well-defined
electrical parameters which is compatible with the intrinsic safety or energy-limited safety of 
the circuit in which it is used 

NOTE The following apparatus is considered to be simple apparatus:

a) passive components, e.g. switches, junction boxes, resistors and simple semi-conductor devices;

b) sources of stored energy with well-defined parameters, e.g. capacitors or inductors, whose values are
considered when determining the overall safety of the system;

c) sources of generated energy, e.g. thermocouples and photocells, which do not generate more than 1,5 V,
100 mA and 25 mW. Any inductance or capacitance present in these sources of energy are considered as in b)
above.

3.5.5 
intrinsically safe circuit
circuit in which all the equipment is either intrinsically safe apparatus or simple apparatus
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NOTE The circuit may also contain associated apparatus.

3.5.6 
intrinsically safe electrical system
assembly of interconnected items of electrical equipment, described in a descriptive system
document, in which the circuits or parts of circuits intended to be used in an explosive
atmosphere are intrinsically safe

3.5.7 
intrinsically safe sub-circuit
part of an intrinsically safe circuit which is galvanically isolated from another part or other
parts of the same intrinsically safe circuit 

3.6 Intrinsic safety parameters

3.6.1 
maximum external inductance to resistance ratio
(Lo/Ro) 
ratio of inductance (Lo) to resistance (Ro) of any external circuit connected to the connection 
facilities of the electrical equipment without invalidating intrinsic safety

3.7 Pressurization

3.7.1 
pressurization 'p'
technique of guarding against the ingress of the external atmosphere into an enclosure by
maintaining a protective gas therein at a pressure above that of the external atmosphere.

NOTE Pressurization should conform to IEC 60079-2 ‘px’, ‘py’ or ‘pz’.

3.7.2 
continuous dilution (flow)
continuous supply of a protective gas, after purging, at such a rate that the concentration of a 
flammable substance inside the pressurized enclosure is maintained at a value outside the
explosive limits at any potential ignition source (that is, outside the dilution area)

NOTE The dilution area is an area in the vicinity of an internal source of release where the concentration of a
flammable substance is not diluted to a safe concentration.

3.7.3 
leakage compensation
flow of protective gas sufficient to compensate for any leakage from the pressurized enclosure
and its ducts 

3.7.4 
static pressurization
maintenance of an overpressure within a pressurized enclosure without the addition of
protective gas in the hazardous area 

3.8 Type of protection 'n' 

3.8.1 
type of protection 'n'
type of protection applied to electrical equipment such that, in normal operation and in certain
specified abnormal conditions, it is not capable of igniting a surrounding explosive
atmosphere

NOTE 1 Type of protection  should conform to IEC 60079-15 ‘nA’, ‘nC’ or ‘nR’.

NOTE 2 Additionally, the requirements of the equipment standard are intended to ensure that a fault capable of
causing ignition is not likely to occur.

NOTE 3 An example of a specified abnormal condition is a luminaire with a failed lamp.
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3.8.2 
energy-limited apparatus 
electrical equipment in which the circuits and components are constructed according to the
concept of energy limitation 

3.8.3 
associated energy-limited apparatus 
electrical equipment which contains both energy-limited and non-energy-limited circuits and is
constructed so that the non-energy-limited circuits cannot adversely affect the energy-limited
circuits

3.9 
oil-immersion 'o' 
type of protection in which the electrical equipment or parts of the electrical equipment are
immersed in a protective liquid in such a way that an explosive gas atmosphere which may be
above the liquid or outside the enclosure cannot be ignited

3.10 
powder filling 'q' 
type of protection in which the parts capable of igniting an explosive gas atmosphere are fixed 
in position and completely surrounded by filling material to prevent the ignition of an external
explosive atmosphere

NOTE The type of protection may not prevent the surrounding explosive gas atmosphere from penetrating into the 
equipment and components and being ignited by the circuits. However, due to the small free volumes in the filling 
material and due to the quenching of a flame which may propagate through the paths in the filling material,an 
external explosion is prevented.

3.11 
encapsulation 'm'
type of protection whereby parts that are capable of igniting an explosive atmosphere by
either sparking or heating are enclosed in a compound in such a way that the explosive 
atmosphere cannot be ignited under operating or installation conditions

NOTE Encapsulation should conform to IEC 60079-18 ‘ma’, ‘mb’ or ‘mc’.

3.12 
dust ignition protection type 'tD'
type of protection whereby all electrical apparatus is protected by an enclosure to avoid 
ignition of a dust layer or cloud 

3.13 Electrical supply systems

3.13.1 
protective extra-low voltage  
(PELV)
electric system in which the voltage cannot exceed the value of extra-low voltage:

– under normal conditions, and
– under single fault conditions, except earth faults in other electric circuits

[IEV 826-12-32]

3.13.2 
safety extra-low voltage  
(SELV)
electric system in which the voltage cannot exceed the value of extra-low voltage:

– under normal conditions and
– under single fault conditions, including earth faults in other electric circuits

[IEV 826-12-31]

BS EN 60079-14:2008 
EN 60079-14:2008 (E)

Full document details: BS EN 60079-14:2008

http://www.avadocuments.com/doc/bs-en-60079-14-2008
http://www.avadocuments.com/doc/bs-en-60079-14-2008


– 21 –

3.14 Equipment

3.14.1 
fixed 
equipment fastened to a support, or otherwise secured in a specific location

[IEV 826-07-07]

3.14.2 
transportable
equipment not intended to be carried by a person nor intended for fixed installation

3.14.3 
portable
equipment intended to be carried by a person

3.14.4 
personal
equipment intended to be supported by a person’s body during normal use

4 General 

4.1 General requirements 

Hazardous areas are classified into zones 0, 1 and 2 for gases vapours and mists according 
to IEC 60079-10, and into zones 20, 21 and 22 for combustible dusts according to
IEC 61241-10 in order to facilitate the selection of appropriate electrical equipment and the 
design of suitable electrical installations.

Electrical equipment should, as far as is reasonably practicable, be located in non-hazardous
areas. Where it is not possible to do this, it should be located in an area with the lowest
requirements.

Electrical installations in hazardous areas shall also comply with the appropriate requirements
for installations in non-hazardous areas. However the requirements for non-hazardous areas
are insufficient for installations in hazardous areas. 

Electrical equipment and materials shall be installed and used within their electrical ratings for
power, voltage, current, frequency, duty and such other characteristics where non-conformity
might jeopardize the safety of the installation. In particular, care shall be taken to ensure that
the voltage and frequency are appropriate to the supply system with which the equipment is
used and that the temperature classification has been established for the correct voltage,
frequency and other parameters. 

All electrical equipment and wiring in hazardous areas shall be selected and installed in
accordance with Clauses 5 to 9 inclusive and the additional requirements for the particular
type of protection (Clauses 10 to 18).

Equipment shall be installed in accordance with its documentation. It shall be ensured that
replaceable items are of the correct type and rating. On completion of the erection, initial 
inspection of the equipment and installation shall be carried out in accordance with 
IEC 60079-17.

Installations should be designed and equipment and materials installed with a view to 
providing ease of access for inspection and maintenance (IEC 60079-17).

Equipment and systems used in exceptional circumstances, for example research,
development, pilot plant where explosion protected equipment is not available, need not meet
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the requirements of this standard, provided that the installation is under the supervision of a
competent body and one or more of the following conditions, as appropriate, are met:

– measures are taken to ensure that an explosive atmosphere does not occur; or
– measures are taken to ensure that this equipment is disconnected on the occurrence of an 

explosive atmosphere, in which case ignition after disconnection, e.g. due to heated parts,
shall be prevented also; or

– measures are taken to ensure that persons and the environment are not endangered by
fires or explosions.

In addition, the measures to be taken are laid down in writing by a competent body who:
– is familiar with the requirements for this, and any other relevant standards and code of

practice concerning the use of electrical equipment and systems for use in hazardous
areas,

– have access to all information necessary to carry out the assessment. 

4.2 Documentation 

It is necessary to ensure that any installation complies with the appropriate certificates as well
as with this standard and any other requirements specific to the plant on which the installation
takes place. To achieve this result, a verification dossier shall be prepared for every
installation and shall be either kept on the premises or stored in another location. In the latter
case, a document shall be left on the premises indicating who the owner or owners are and
where that information is kept, so that when required, copies may be obtained. 

In order to correctly install or extend an existing installation, the following information,
additional to that required for non-hazardous areas, is required, where applicable:  

• area classification documents (see IEC 60079-10 and IEC 61241-10) with plans showing
the classification and extent of the hazardous areas including the zoning (and maximum
permissible dust layer thickness if the hazard is due to combustible dust);

• optional assessment of consequences of ignition (see 5.3); 

• instructions for erection and connection;

• documents for electrical equipment with conditions of use, e.g. for equipment with
certificate numbers which have the suffix ‘X’;

• descriptive system document for the intrinsically safe system (see 12.2.5); 

• manufacturer's/qualified person's declaration;
 NOTE The manufacturer’s/qualified person’s declaration is applicable to situations where uncertified 

equipment (other than simple apparatus in intrinsically safe or energy-limited circuits) is used.

• necessary information to ensure correct installation of the equipment provided in a form
which is suitable to the personnel responsible for this activity (see IEC 60079-0 
Instructions);

• information necessary for inspection, e.g. list and location of equipment, spares, technical 
information (see IEC 60079-17);

• details of any relevant calculation, e.g. for purging rates for instruments or analyser
houses; 

• if repairs are to be carried out by the user or a repairer, information necessary for the 
repair of the electrical equipment (see IEC 60079-19);

• where applicable, gas or vapour classification in relation to the group or subgroup of the 
electrical equipment;

• temperature class or ignition temperature of the gas or vapour involved; 

• external influences and ambient temperature. 

Additional requirements in the case of dust:

BS EN 60079-14:2008 
EN 60079-14:2008 (E)

Full document details: BS EN 60079-14:2008

http://www.avadocuments.com/doc/bs-en-60079-14-2008
http://www.avadocuments.com/doc/bs-en-60079-14-2008


– 23 –

• documentation relating to the suitability of the equipment for the area and environment to
which it will be exposed, e.g. temperature ratings, type of protection, IP rating, corrosion 
resistance 

• material characteristics including electrical resistivity, the minimum ignition temperature of
the combustible dust cloud, minimum ignition temperature of the combustible dust layer
and minimum ignition energy of the combustible dust cloud shall be recorded;

• the plans showing types and details of wiring systems;

• records of selection criteria for cable entry systems for compliance with the requirements 
for the particular type of protection; 

• drawings and schedules relating to circuit identification.

NOTE The verification dossier may be kept as hard copy or in electronic form. Methods accepted by legislation in 
each country may vary the form in which the documentation will be legally accepted. 

4.3 Assurance of conformity of equipment 

4.3.1 Equipment with certificates according to IEC standards

Equipment with certificate according to IEC 60079 series, IEC 60079-29-1 and IEC 60079-29-
2 or IEC 61241 series, meets the requirements for hazardous areas, when selected and 
installed in accordance with this standard. 

4.3.2 Equipment without certificates according to IEC standards

Apart from simple apparatus used within an intrinsically safe circuit, the selection of
equipment for use in a hazardous area, which either has no certificate at all or it has a 
certificate but not in accordance with one of the standards listed in 4.3.1, shall be restricted to
circumstances where suitable  equipment with certificate is not obtainable. The justification for
the use of such equipment, along with the installation and marking requirements, shall be
made by the user, manufacturer or third party and be recorded in the verification dossier. The
following requirements of this standard, under these conditions, may not be applicable. 

4.3.3 Selection of repaired, second hand or existing equipment 

When it is intended that existing, second hand or repaired equipment is to be installed in a 
new installation, it shall only be reused if:

a) it can be verified that the  equipment is unmodified and is in a condition that meets the 
content of the original certificate  (including any repair or overhaul) and 

b) any changes to equipment standards relevant to the item considered do not require
additional safety precautions. 

NOTE 1 The act of introducing equipment where specifications are not identical to an existing installation may 
cause that installation to be deemed ‘new’.

NOTE 2 In the situation where equipment is dual certified (e.g. as intrinsically safe apparatus and independently
as flameproof apparatus) care should be taken that the type of protection used for its new intended location has
not been compromised by the way in which it was originally installed and subsequently maintained. Different
protection concepts have different maintenance requirements. In the above example: apparatus originally installed
as flameproof should only be used as flameproof unless it can be verified that there has been no damage to the 
safety components within the intrinsically safe circuit on which safety depends by, for example, an over-voltage at
the supply terminals or if it was originally installed as intrinsically safe then a check is required to ensure that there
has been no damage to the flamepaths before it can be used as flameproof.

4.4 Qualifications of personnel 

The design of the installation, the selection of equipment and the erection covered by this
standard shall be carried out only by persons whose training has included instruction on the
various types of protection and installation practices, relevant rules and regulations and on
the general principles of area classification. The competency of the person shall be relevant
to the type of work to be undertaken (see Annex F).
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Appropriate continuing education or training shall be undertaken by personnel on a regular
basis. 

NOTE Competency may be demonstrated in accordance with a training and assessment framework relevant to 
national regulations or standards or user requirements.

5 Selection of equipment (excluding cables and conduits)

5.1 Information requirements

In order to select the appropriate electrical equipment for hazardous areas, the following
information is required:

• classification of the hazardous area including the equipment protection level requirements
where applicable; 

• where applicable, gas, vapour or dust classification in relation to the group or subgroup of
the electrical equipment;

• temperature class or ignition temperature of the gas or vapour involved; 

• minimum ignition temperature of the combustible dust cloud, minimum ignition temperature 
of the combustible dust layer and minimum ignition energy of the combustible dust cloud; 

• external influences and ambient temperature.

It is recommended that the equipment protection levels (EPL) requirements are recorded on
the area classification drawing. This should also apply even if consequences have not been 
subjected to risk assessment (see 5.3 and Annex I).

5.2 Zones

Hazardous areas are classified into zones. Zoning does not take account of the potential
consequences of an explosion. 

NOTE The previous editions of this standard allocated protection concepts to zones, on the statistical basis that
the more frequent the occurrence of an explosive atmosphere, the greater the level of safety required against the
possibility of an ignition source. 

5.3 Relationship between Equipment protection levels (EPLs) and zones

Where only the zones are indentified in the area classification documentation, then the
relationship between EPL's and zones from Table 1 shall be followed.

Table 1 – Equipment protection levels (EPLs) where only zones are assigned

Zone Equipment protection levels (EPLs)

0 ‘Ga’

1 ‘Ga’ or ‘Gb’

2 ‘Ga’, ‘Gb’ or ‘Gc’

20 ‘Da’

21 ‘Da’ or ‘Db’

22 ‘Da’, ‘Db’ or ‘Dc’

Where the EPLs are identified in the area classification documentation, those requirements
for selection of the equipment shall be followed.

NOTE As an alternative to the relationship given in Table 1 between EPLs and zones, EPLs may be determined 
on the basis of risk, i.e. taking into account the consequences of an ignition. This may, under certain
circumstances, require a higher EPL or permit a lower EPL than the defined in Table 1.
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5.4 Selection of equipment according to EPLs

5.4.1 Relationship between EPLs and types of protection

The recognised types of protection according to IEC standards have been allocated EPLs
according to Table 2.

Table 2 – Relationship between types of protection and EPLs

EPL Type of protection  Code According to 
Intrinsically safe ‘ia’ IEC 60079-11

Encapsulation ‘ma’ IEC 60079-18 

Two independent types of protection 
each meeting EPL ’Gb’  IEC 60079-26 ‘Ga’

Protection of equipment and 
transmission systems using optical
radiation 

 IEC 60079-28 

Flameproof enclosures ‘d’ IEC 60079-1 

Increased safety ‘e’ IEC 60079-7 

Intrinsically safe ‘ib’ IEC 60079-11

Encapsulation ‘m’ 
‘mb’ IEC 60079-18 

Oil immersion ‘o’ IEC 60079-6

Pressurized enclosures ‘p’, ’px’
or ‘py’ IEC 60079-2 

Powder filling ‘q’ IEC 60079-5

Fieldbus intrinsically safe concept
(FISCO)  IEC 60079-27 

‘Gb’

Protection of equipment and 
transmission systems using optical
radiation 

 IEC 60079-28 

Intrinsically safe ‘ic’ IEC 60079-11

Encapsulation ‘mc’ IEC 60079-18 

Non-sparking ‘n’ or
‘nA’ IEC 60079-15 

Restricted breathing ‘nR’ IEC 60079-15 

Energy limitation ‘nL’ IEC 60079-15  

Sparking equipment ‘nC’ IEC 60079-15 

Pressurized enclosures ‘pz’ IEC 60079-2 

Fieldbus non-incendive concept (FNICO) IEC 60079-27 

‘Gc’

Protection of equipment and 
transmission systems using optical
radiation 

 IEC 60079-28 

Intrinsically safe 'iD' IEC 60079-11

Encapsulation 'mD' IEC 60079-18 'Da' 

Protection by enclosure 'tD' IEC 60079-31 

Intrinsically safe 'iD' IEC 60079-11

Encapsulation 'mD' IEC 60079-18 

Protection by enclosure 'tD' IEC 60079-31 
'Db' 

Pressurized enclosures 'pD' IEC 61241-4 

Intrinsically safe 'iD' IEC 60079-11

Encapsulation 'mD' IEC 60079-18 

Protection by enclosure 'tD' IEC 60079-31 
'Dc' 

Pressurized enclosures 'pD' IEC 61241-4 
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5.4.2 Equipment for use in locations requiring EPL 'Ga' or 'Da'

Electrical equipment and circuits can be used in locations requiring EPL ‘Ga’ or 'Da' if the 
equipment is either marked as EPL ‘Ga’ or 'Da' respectively or uses a type of protection listed
in Table 2 as meeting the requirements of EPL ‘Ga’ or 'Da' respectively. The installation shall 
comply with the requirements of this standard as appropriate to the type of protection 
employed. When ‘Ga’ is marked in accordance with 60079-26 for combined types of
protection, the installation shall simultaneously comply with the requirements of this standard
as appropriate to the types of protection employed.

5.4.3 Equipment for use in locations requiring EPL ‘Gb’ or 'Db'

Electrical equipment can be used in locations requiring EPL ‘Gb’ or 'Db' if the equipment is
either marked as EPL ‘Ga’,or‘Gb’ and ‘Da’ or ‘Db’ respectively or uses a type of protection
listed in Table 2 as meeting the requirements of EPL ‘Ga’ or ‘Gb’ and ‘Da’ or ‘Db’ respectively.
The installation shall comply with the requirements of this standard as appropriate to the type
of protection employed.

Where equipment meeting the requirements of EPL ‘Ga’ or ‘Da’ is installed in a location which 
only requires equipment to EPL ‘Gb’ or ‘Db’ respectively, it shall be installed in full
accordance with the requirements of all the types of protection employed  except as varied by
the additional requirements for the individual protection techniques.

5.4.4 Equipment for use in locations requiring EPL ‘Gc’ or ‘Dc’

Electrical equipment can be used in locations requiring EPL ‘Gc’ or ‘Dc’ respectively if the
equipment is either marked as EPL ‘Ga’ or ‘Gb’or, ‘Gc’ and ‘Da’or ‘Db’ or ‘Dc’ respectively or
uses any type of protection listed in Table 2. The installation shall comply with the 
requirements of this standard as appropriate to the type of protection employed.

Where equipment meeting the requirements of EPL ‘Ga’,or ‘Gb’ and ‘Da’ or ‘Db’ respectively
is installed in a location which only requires equipment to EPL ‘Gc’ or ‘Dc’ it shall be installed 
in full accordance with the requirements of all the types of protection employed except as
varied by the additional requirements for the individual protection techniques.

5.5 Selection according to equipment grouping

Electrical equipment shall be selected in accordance with Table 3.

Table 3 – Relationship between gas/vapour or dust subdivision 
and equipment group

Location gas/vapour or
dust subdivision 

Permitted equipment
group 

IIA II, IIA, IIB or IIC

IIB II, IIB or IIC

IIC II or IIC

IIIA IIIA, IIIB or IIIC

IIIB IIIB or IIIC

IIIC IIIC

Where electrical equipment is marked indicating suitability with a particular gas or vapour, it
shall not be used with other gases or vapours without a thorough assessment being carried
out by a competent body and the assessment results showing that it is suitable for such use.
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