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National foreword

This British Standard is the English language version of EN 60107-8:1997. It 
is identical with IEC 60107-8:1997.

The UK participation in its preparation was entrusted by Technical Committee 
EPL/100, Audio, video and multimedia systems and equipment, to 
Subcommittee EPL/100/1, Receiving equipment, which has the responsibility 
to:

— aid enquirers to understand the text;
— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the UK 
interests informed;
— monitor related international and European developments and 
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.
From 1 January 1997, all IEC publications have the number 60000 added to 
the old number. For instance, IEC 27-1 has been renumbered as IEC 60027-1. 
For a period of time during the change over from one numbering system to the 
other, publications may contain identifiers from both systems.
Cross-references
Attention is drawn to the fact that CEN and CENELEC Standards normally 
include an annex which lists normative references to international 
publications with their corresponding European publications. The British 
Standards which implement international or European publications referred 
to in this document may be found in the BSI Standards Catalogue under the 
section entitled “International Standards Correspondence Index”, or by using 
the “Find” facility of the BSI Standards Electronic Catalogue.
A British Standard does not purport to include all the necessary provisions of 
a contract. Users of British Standards are responsible for their correct 
application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
the EN title page, pages 2 to 44, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.
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Foreword

The text of document 100A/31/FDIS, future 
edition 1 of IEC 60107-8, prepared by SC 100A, 
Multimedia end-user equipment, of IEC TC 100, 
Audio, video and multimedia systems and 
equipment, was submitted to the IEC-CENELEC 
parallel vote and was approved by CENELEC as 
EN 60107-8 on 1997-07-01.
The following dates were fixed:

Annexes designated “normative” are part of the 
body of the standard.
Annexes designated “informative” are given for 
information only.
In this standard, Annex ZA is normative and
Annex A and Annex B are informative.
Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard 
IEC 60107-8:1997 was approved by CENELEC as a 
European Standard without any modification.
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1 General

1.1 Scope and object
The object of this part of IEC 60107 is to define quality parameters and to provide a guideline for 
measurement on D2-MAC/packet equipments, under uniform and repetitive conditions. The 
D2-MAC/packet process is specified in EBU SPB 489.
The specifications of the limit values of the various parameters of the equipments are outside the scope of 
this standard; however theoretical curves and references are provided which could be used as a guide for 
presentation of measurement results.
The characterization of signal performances at the radiofrequency interface is difficult to specify and 
measure; however, correlation elements between RF measurement and baseband measurement are given 
in Annex A. Relations between subjective quality assessment and objective measurement of parameters 
are developed in Annex B.

1.2 Normative references
The following normative documents contain provisions which, through reference in this text, constitute 
provisions of this part of IEC 60107. At the time of publication, the editions indicated were valid. All 
normative documents are subject to revision, and parties to agreements based on this part of IEC 60107 are 
encouraged to investigate the possibility of applying the most recent editions of the normative documents 
indicated below. Members of IEC and ISO maintain registers of currently valid International Standards.
IEC 60107-1:1977, Recommended methods of measurement on receivers for television broadcast 
transmissions — Part 1: General considerations — Electrical measurements other than those at 
audio-frequencies.
IEC 60107-5:1992, Recommended methods of measurement on receivers for television broadcast 
transmissions — Part 5: Electrical measurements on multichannel sound television receivers using the 
NICAM two-channel digital sound-system.
IEC 61079-2:1992, Methods of measurement on receivers for satellite broadcast transmissions in the 12 GHz 
band — Part 2: Electrical measurement on DBS tuner units.
IEC 61079-5:1993, Methods of measurement on receivers for satellite broadcast transmissions in the 12 GHz 
band — Part 5: Electrical measurements on decoder units for MAC/packet systems.
ITU-T Recommendation J.61:1990, Transmission performance of television circuits designed for use in 
international connections.
ITU-R Recommendation BT 601-5:1995, Encoding parameters of digital television for studios.
ITU-R Recommendation BO 650-2:1992, Standards for conventional television systems for satellite 
broadcasting in the channels defined by Appendix 30 of the Radio Regulations.
EBU SPB 489:1985, Specification of D2-MAC/packet system.

2 Definitions
For the purpose of this part of IEC 60107, the following definitions apply.

2.1 hypothetical reference chain

The distribution of global tolerances between the various elements of a television system, from the picture 
source to the display.
NOTE The notional block diagram of such a chain is shown in Figure 1 and each block is described below.

2.1.1 
studio encoder

single entity providing the D2-MAC/packet baseband signal

2.1.2 
modulator

this entity modulates the baseband signal into the appropriate signal for the foreseen 
transmission/broadcasting system
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2.1.3 
transmission/broadcasting system

the transmission/broadcasting system may be either:
— a terrestrial broadcasting system;
— a satellite broadcasting system;
— a distribution system on coaxial support;
— a distribution system on optical support.

2.1.4 
receiving equipment

the receiving equipment may be split into two parts: a demodulation unit and a decoding unit, or may 
consist of a decoding unit only
the demodulation unit comprises a radiofrequency input, a selection-demodulation unit and a baseband 
output
the decoding unit comprises a baseband input, a decoding unit, and an audiovisual components output

2.2 
interfaces

three types of interfaces can be distinguished: baseband (see also points 1, 4 and 5 of Figure 1), 
radiofrequency (see also points 2 and 3 of Figure 1) and audiovisual component signals (see also 
points 0, 6 and 7 of Figure 1)
NOTE 1 The receiving equipment interfaces are described below for a better understanding of the measurements 
(see points 0 to 7 of Figure 1).

a) point 3 shows the RF input from cable distribution or from outdoor unit for satellite reception;
b) point 5 shows the regulated baseband D2-MAC/packet output generally used for control and measurement;
c) point 6 shows the output interface of a D2-MAC/packet decoder used in IEC 61079-5 for measurements on the quality of the 
restored picture components;
d) point 7 shows another interface possibility which allows to use the current measurement equipment which is generally 
developed for measurement on Y, Cr and Cb. Unfortunately, its use requires the installation of a reference matrixing.

NOTE 2 Unless otherwise specified in this standard, the measurements are assumed to be done at point 5 and the decoded signal 
is assumed to be observed at point 6 of Figure 1.

2.3 Quality parameters for a D2-MAC/packet signal

2.3.1 Parameters for the MAC signal

2.3.1.1 
MAC analogue waveform

the MAC analogue waveform is derived directly from the 4 : 2 : 2 standard for digital television 
(see ITU-R 601-3). MAC coding consists of sequentially transmitting chrominance information compressed 
in a ratio of 3, and luminance information compressed in a ratio of 3/2. Based on the sampling frequencies 
used in 4 : 2 : 2 (13,5 MHz for luminance and 6,75 MHz for chrominance), the sampling frequency in MAC 
is 20,25 MHz, and the nominal band is 8,4 MHz (or 5,6 MHz in luminance after decompression)

2.3.1.2 
nominal signal amplitude

the difference between the white level and the black level transmitted in line 624
NOTE The nominal amplitude of the MAC signal is 1 V.

2.3.1.3 Distortion

2.3.1.3.1 
gain/frequency response distortion

the gain variation between the circuit input and output, over the frequency range extending from the frame 
frequency to the nominal system cut-off frequency, relative to the gain at an appropriate reference 
frequency

2.3.1.3.2 
phase distortion

the difference in degrees relative to the linear phase characteristic over a frequency band extending from, 
ideally, 0 Hz to a defined upper frequency
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2.3.1.3.3 
group delay time distortion

the difference between the group delay time for each frequency and the group delay time at a determined 
frequency, expressed in nanoseconds

2.3.1.3.4 
long time distortion

when a test signal simulating a sudden variation of the black or white luminance component, or vice versa, 
is applied to a circuit input, long time distortion appears if clamping level variations (medium grey level) 
of the signal at the output do not precisely follow the signal clamping level at the input. These variations 
are either in exponential form, or more frequently in dampened oscillatory form at very low frequency

2.3.1.3.5 
distortion of duration of the order of one frame

when a test signal simulating a variation of the luminance component from black to white with a period of 
the same order as the frame duration (40 ms), with an amplitude equal to the nominal amplitude of the 
luminance signal, is applied to the circuit input, distortion is defined as the modification to the shape of the 
test signal at the output

2.3.1.3.6 
distortion of duration of the order of one line

when a test signal simulating a variation of the black to white luminance component, with a period of the 
same order as the line duration, is applied to the circuit input, distortion is defined as the modification to 
the shape of the test signal at the output
NOTE A period with a duration equivalent to a few picture elements is excluded from the measurement at the start and at the end 
of the test signal.

2.3.1.3.7 
short duration distortion (transient response)

when a short impulse (or a fast transition) with an amplitude equal to the nominal amplitude of the 
luminance signal and with a determined shape is applied to the circuit input, the distortion is defined as 
the modification of the shape of the output impulse (or transition) relative to its original shape

2.3.1.3.8 
distortion due to echoes

distortion corresponding to the amplitude and phase superposition of the direct signal with the same signal 
delayed and attenuated

2.3.1.3.9 
low frequency non-linear distortion

the proportional error between the amplitude of the signal at the input and at the output of the circuit when 
the signal varies between the black and the white on the duration of one line for a defined value of the 
average component of the picture

2.3.1.4 Noise

2.3.1.4.1 
continuous random noise

the signal/noise ratio, in the case of continuous random noise, is defined as the ratio in decibels of the 
nominal luminance signal amplitude (1 V), to the Root Mean Square (r.m.s.) of the noise measured after 
limitation of the band
NOTE 1 The weighted signal/noise ratio is defined as the ratio in decibels of the nominal luminance signal amplitude to the r.m.s. 
noise value, measured after limitation of the band and weighted with a given network.
NOTE 2 The power measurement should be made with an instrument with a defined time constant or integration duration.

2.3.1.4.2 
low frequency noise

the signal-to-noise ratio is defined as the ratio in decibels between the nominal amplitude of the luminance 
signal (1 V) and the r.m.s. noise level. [The measurement is carried out in the bandwidth starting from 0 to 
half the line frequency (7,8 kHz)]
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NOTE A major source of low frequency noise is the clamp processing which introduces two types of noise:
— clamp noise, resulting from the transformation of the broadband noise into low frequency noise, due to the clamp processing;
— clamping impairment, resulting from the limited clamping performance on d.c. component restoration and on rejection of 
additive low frequencies such as 50 Hz or energy dispersal.

2.3.1.4.3 
clamping performance

the performance of a clamping circuit evaluated by measuring both the clamp noise and the clamping 
impairment, as defined in the note to 2.3.1.4.2
NOTE The optimization of the performances in each case is achieved by opposite adjustments of the same parameters (time 
constant). This leads to finding a compromise, depending on the conditions of use, between the desired performances in both cases.

2.3.1.4.4 
interferences

the signal to interference ratio is defined as the ratio in decibels of the nominal luminance signal 
amplitude (1 V) to the peak-to-peak interference amplitude

2.3.2 Data signals

2.3.2.1 
duobinary waveform

the digital signal containing sound and data information is coded in duobinary form, as described in the 
D2-MAC/packet system specification
NOTE The principle of this duobinary code is to provide coding at three levels (– 1, 0, + 1). The extreme levels represent logical 
level 1 and the intermediate level represents logical level 0. This electrical representation provides the advantage of compacting the 
contents of the spectral signal by a factor of two. The amplitude of the duobinary burst is 80 % of the amplitude of the picture signal 
without taking the overshoots into account (see Figure 2).

2.3.2.2 Quality parameters on the digital signal

2.3.2.2.1 
Bit Error Ratio (BER)

the ratio between the number of errors detected and the number of bits transmitted during a given period

2.3.2.2.2 
eye diagram

the superposition of all the configurations of the data signal (see Figure 2)

2.3.2.2.3 
equivalent degradation

the S/N ratios measured after adding a Gaussian noise to the received signal to obtain the selected bit error 
ratio and the expected S/N given by theory for the same bit error ratio
NOTE S is the nominal signal amplitude.
N is the noise power measured without weighting in a 5 MHz band, corresponding to the duobinary data spectrum bandwidth.

2.3.2.2.4 
operating margin

the difference between the received S/N ratio and the S/N ratio measured after adding a Gaussian noise to 
the received signal to obtain the selected bit error ratio
NOTE S is the nominal signal amplitude.
N is the noise power measured without weighting in a 5 MHz band, corresponding to the duobinary data spectrum bandwidth.

3 Measurements
3.1 Introduction

Measurement methods applicable to a D2-MAC/packet signal fall within two categories:
Manual methods which may be carried out using conventional measurement instruments (oscilloscope, 
noise measurement device, etc.) and similar to those used on PAL or SECAM composite signals.
Automatic methods which make considerable use of digital signal processing techniques and which can 
only be carried out by an automatic specialized measuring instrument.

BER Number of errors (T)
Number of bits transmitted (T)
--------------------------------------------------------------------------------------=
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In any case, the results of measurements depend not only on the performances of the equipment under test 
but also on the quality of the input signal and the accuracy of the measuring instruments, which, if known, 
shall be stated in the appropriate form. Alternatively, the results may be compared to those obtained, 
under the same conditions, from a reference equipment.
IEC 61079-1, IEC 61079-2, IEC 60107-1 and IEC 60107-2 contain specifications and recommendations 
that also apply to this standard.

3.2 General conditions

3.2.1 Introduction

Measurements shall be made in accordance with the following conditions to ensure repeatable results.

3.2.2 Testing site

Measurements shall be carried out at a location that is not subject to external radiofrequency interference. 
If interference cannot be avoided, the tests shall be carried out in a screened room.

3.2.3 Accuracy of measuring instruments

The accuracy of the measuring instruments used, if known, shall either be stated as a percentage or in 
decibels as appropriate.

3.2.4 Stabilization period

Unless otherwise specified, measurements should be started at the time when stabilization of the 
characteristics is obtained.

3.3 Description of test signals

Test signals start at the 244th line sample (sampling period T = 49,38 ns), they are preceded by the 10,4 4s 
duobinary burst and a clamp interval of 750 ns not shown on the figures illustrating these signals.

3.3.1 Test signal No. 1

Test signal No. 1 (see Figure 3 and Table 1) is a mandatory signal transmitted in line 312. It is designed 
for automatic measurement and consists of a bipolar bar signal with polarity inversion between even and 
odd frames. Positive and negative Blackman type pulses are contained in the even frame signal only.
The first part of the signal (k = 225 to 612) is provisionally fixed at 0 V. It may be used later for the 
insertion of complementary test signals.
NOTE A 6 T Blackman type pulse is defined as:

–3T k t k 3T: x(t) = 0,42 + 0,50 cos ; t/3T + 0,08 cos2 ; t/3T;
Otherwise: x(t) = 0;
where T is the 20,25 MHz clock period.

3.3.2 Test signal No. 2

Test signal No. 2 (see Figure 4 and Table 2) is a mandatory signal transmitted in line 623. It is designed 
for automatic measurements of noise and non-linear distortion at low frequencies. It includes a rising ramp 
(even frames) and falling ramp (odd frames). This inversion can establish a distinction between linear and 
non-linear distortion (distortion asymmetry).

3.3.3 Test signal No. 3

Test signal No. 3 (see Figure 5 and Table 3) is a mandatory signal transmitted in line 624. The first part of 
this line contains grey, white and black reference levels. The second part of the line contains a complex 
wobbulation.
In order to avoid taking non-linear phenomena into account, this wobbulation is transmitted on four frames 
with the following sequence:

— 1st even frame, real part, positive polarity;
— 1st odd frame, imaginary part, positive polarity;
— 2nd even frame, real part, negative polarity;
— 2nd odd frame, imaginary part, negative polarity.

Full document details: BS EN 60107-8:1997

http://dx.doi.org/10.3403/00553722U
http://dx.doi.org/10.3403/00553631U
http://dx.doi.org/10.3403/00001825U
http://dx.doi.org/10.3403/00001840U
http://www.avadocuments.com/doc/bs-en-60107-8-1997
http://www.avadocuments.com/doc/bs-en-60107-8-1997


EN 60107-8:1997

8 © BSI 11-1999

3.3.4 Test signal No. 4 (optional)

Test signal No. 4 (see Figure 6 and Table 4) is designed to evaluate linear distortion; it includes a bipolar 
pulse, a bar signal and eight modulated pulses (1 MHz to 8 MHz) with an amplitude of 500 mV. It can also 
be used with an amplitude of 1 V.
It shall be inserted in line 311 if it is used as a test line.
NOTE A pulse modulated at a frequency f (MHz) is a signal defined for a duration of 81 T according to the following equation:

k = 0 to 81, Yk = cos2(4 ; fk/81)sin2(; k/81),
where T is the 20,25 MHz clock period.

3.3.5 Test signal No. 5 (optional)

Test signal No. 5 (see Figure 7 and Table 5) is designed for the evaluation of low frequency non-linear 
distortion; it includes an eight-level step function.
It shall be inserted in line 1 if it is used as a test line.

3.3.6 Test signal No. 6 (optional)

Test signal No. 6 (see Figure 8 and Table 6) is designed for the amplitude frequency response; it is 
composed of eight frequency bursts (1 MHz to 8 MHz) with an amplitude of 500 mV, preceded by a 
reference bar. It may also be used with an amplitude of 1 V.
It shall be inserted in line 313 if it is used as a test signal.

4 Video signal measurement
4.1 Distortion measurements using test lines

Distortion measurements using test signals shall be carried out in the presence of one of the five following 
frame contents:

— program signal;
— 75 % colour bar pattern;
— uniform luminance signal variable from black to white, and chrominance at reference level;
— luminance signal alternating from black to white at a period of 2,5 seconds, chrominance at reference 
level;
— repetition of test signals on all lines in the signal.

4.1.1 Level measurements

Level or insertion gain measurements can be made on any test line which has a black level or a white level. 
However, it is recommended that line 624 is used.

4.1.2 Amplitude-frequency response

4.1.2.1 Manual measurement

This measurement is carried out by comparing the level of the eight frequency bursts (1 MHz to 8 MHz) on 
line 313 with the reference bar at the start of the line. This characteristic may also be evaluated from 
line 311 using (% G) in the chart given in Figure 9.

4.1.2.2 Automatic measurement

The automatic measurement uses the complex wobbulation signal transmitted in line 624. 
The amplitude-frequency response is obtained by comparing the module of the received complex 
wobbulation to the module of the theoretical signal. Non-linearities can be minimized using the two 
polarities and noise can be reduced by averaging.

4.1.3 Phase-frequency response

4.1.3.1 Manual measurement

It is practically impossible to carry out this measurement manually.

4.1.3.2 Automatic measurement

This measurement uses the complex wobbulation signal transmitted in line 624. The phase-frequency 
response is obtained by taking the Fourier transform phase after correction of the parabolic phase inherent 
to the characteristics of the wobbulation signal.
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4.1.4 Group delay frequency response

4.1.4.1 Manual measurement

The asymmetry affecting the base of each amplitude modulated impulse (1 MHz to 8 MHz) of line 311 can 
be used to evaluate the group delay frequency response by using the chart in Figure 9 (Tg).

4.1.4.2 Automatic measurement

The group delay frequency response is obtained by taking the derivative of the phase-frequency response 
obtained from the complex wobbulation signal on line 624.

4.1.5 Distortion of duration of the order of one line

This measurement is made with the test signal described in Figure 5a and can evaluate the ramp affecting 
a signal line in the neighbourhood of black to white and white to black transitions.
The slope of the break (ramp) shall be estimated by making a measurement either on line 624, or on a group 
of 10 to 20 lines.
The result of the measurement, corrected to one signal line, is expressed in per cent relative to the 
peak-to-peak amplitude between the black and white levels.

4.1.6 Short duration distortion: pulse/bar ratio

This measurement is made on line 312 (or 311 if present) and consists of estimating the difference in level 
between the negative 6T pulse peak and the black level (or the positive 6T pulse and the white level).

4.1.7 Short time distortion: response to a transient

The 4T transient of the black to white transition at the beginning of line 312 shall be compared with the 
chart given in Figure 10.

4.1.8 Measurement of low frequency non-linear distortion

4.1.8.1 Manual measurement

The measurement is made on a step function signal on line 1 (Figure 7) after differentiation. The result is 
expressed as a percentage relative to the largest amplitude of pulses resulting from the differentiation.

4.1.8.2 Automatic measurement

This measurement is made on a rising or falling ramp waveform signal on line 623 (Figure 4).
The proposed method consists of approaching the ramp using the least squares technique by a polynomial 
of degree K. An analysis of the polynomial coefficients gives information about the non-linear characteristic 
(quadratic, cubic, etc.).

4.2 Distortion measurements not feasible with test lines

4.2.1 Long time distortion

The long time distortion is normally only taken into account when it is in the form of very low frequency 
damped oscillations. It may be measured using any test signal provided that it can create appropriate 
switching of the average picture component (a luminance signal alternating from black to white at 
about 2,5 s will be suitable).
Three characteristics can be measured:

— the peak amplitude of the signal overshoot (expressed as a percentage of the nominal amplitude of the 
luminance signal);
— the time interval necessary for the oscillation amplitude to decay in a given ratio;
— the slope at the beginning of the phenomenon expressed in percent per second.

4.2.2 Distortions with a duration of the order of one frame

The test signal recommended for this measurement is such that:
— the chrominance component is at the grey level;
— the luminance component is at the white level in the first field (20 ms) and at the black level during 
the next field.
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The frame distortion value is obtained by expressing the difference between the maximum luminance 
signal level at the white (V2) and the level measured at the centre (V1), as a percentage. The distortion is 
obtained by the relation: 

In this measurement, the 250 4s at the beginning and the end of the period corresponding to the luminance 
signal at white are neglected.

4.3 Noise measurements

4.3.1 Continuous random noise

The measurement makes use of the following filters:
— high pass 200 kHz;
— low pass 7,5 MHz;
— the weighting filter obtained by similarity at a ratio of 1,5 on the unified weighting in ITU-R 
Recommendation 567-3 (see Figure 11).

4.3.1.1 Manual measurement

The measurement equipment, being synchronized to the signal, shall be able to choose a given line and to 
generate a measurement window after the duobinary burst.
The measurement may be carried out on any grey line of the frame blanking interval.

4.3.1.2 Automatic measurement

The noise analysis may be made on any test line. Noise may be estimated by taking the mean of a large 
number of observations of a single test line and subtracting this mean from each observation. These 
estimated noises can then be used to calculate the spectral density of the real noise and the S/N ratio of the 
luminance signal.
In practice, test line 623, which does not contain any high frequencies, is used.

4.3.2 Low frequency noise

Low frequency noise is measured in the frequency band 0 to 7,8 kHz, with a full frame grey level 
D2-MAC/packet signal. However, if the appropriate low-pass filter is not available, a 10 kHz low-pass filter 
may be used.

4.3.2.1 Manual measurement

The measurement equipment, being synchronized to the signal, shall be able to choose a given line and to 
generate a measurement window after the duobinary burst.

4.3.2.2 Automatic measurement

Low frequency noise is measured on the MAC part of the signal. High frequency noise is reduced by 
averaging the signal value within each line. The difference between this value and the expected value 
(mostly 0 V, except for lines 23 and 335 which are put to black level) leads to 625 values in each frame. 
Therefore, the spectral noise density can be estimated by Fourier transform. Computed on one frame, the 
obtained analysis pitch is 25 Hz, allowing separation between the different sources of noise up to 7,8 kHz.

4.3.3 Clamping performance evaluation

4.3.3.1 Clamp noise

The clamp noise is measured with the two following signals:
— a full frame grey level D2-MAC/packet signal;
— a broadband additive white noise signal, resulting in a given input S/N (e.g. 50 dB weighted).

Three measurements are realized in the frequency band of 0 to 7,8 kHz:
— noise measurement at the output of the equipment with the additive white noise signal: Bs1;
— noise measurement at the input of the equipment with the additive white noise signal: Be;
— noise measurement at the output of the equipment, without the additive white noise signal at the 
input: Bs2.
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Clamping noise for the given S/N ratio is then calculated as:

Bc = – 10 lg (10–Bs1/10 – 10–Be/10 – 10–Bs2/10)

4.3.3.2 Clamping impairment

The method consists of adding a sine signal to the input signal and measuring the attenuation ratio of the 
added signal at the output in decibels.
The sine signal characteristics are:

— frequency: 50 Hz;
— peak-to-peak level: 150 mV.

4.3.4 Interferences

The measure is carried out using a grey frame. Two configurations are considered.
a) Single sinusoidal interference
The interference level shall be compared with a chart giving the maximum allowable amplitude as a 
function of the frequency (see Figure B.3 and Figure B.4).
b) Multiple interference units with different frequencies
When there are three or less interferences, the level of each shall be less than the value given by the 
chart.
When the number of interferences N is greater than 3, the following relation shall be satisfied:

where
ai(f) is the amplitude of the ith interference at frequency f;

ri(f) is the maximum allowable amplitude for a single interference at frequency f (chart).

4.3.4.1 Manual measurement

The measurement may be carried out using a baseband spectral analyzer, provided that duobinary bursts 
are eliminated by an appropriate instrument.

4.3.4.2 Automatic measurement

An examination of the signal spectral density can separate erratic noise interference and calculate the 
signal to interference ratio making use of the previous relations.

4.3.5 Impulse noise

Impulse noise is related to the use of frequency modulation and it can be characterized using a threshold 
concept.
The threshold of a frequency demodulator is defined as the C/N ratio corresponding to a difference of 1 dB 
between the value of the measured S/N ratio and the theoretical value calculated using the relation given 
in A.3.1.1.
In general, this measurement is made in the presence of an unmodulated carrier and the value obtained is 
not directly related to subjective degradation of the picture quality.
It is therefore necessary to define another measurement which takes modulation into account and which 
can include the spectrum truncation phenomenon in the reception filter. The proposed measurement called 
dynamic threshold consists of modulating the carrier throughout the analog signal duration by a high 
frequency (for example 7 MHz) and high amplitude (1 V) sinusoidal signal which gives maximum 
frequency shift after modulation. The modulating signal is eliminated at the output of the frequency 
demodulator by a low-pass filter. This dynamic threshold is described as above, as the value of the C/N ratio 
corresponding to a difference of 1 dB between measured S/N and the theoretical S/N for Gaussian random 
noise alone.
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