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National foreword

This Part of BS 6083 has been prepared under the direction of the 
Electronic Equipment Standards Committee and is identical with IEC 
Publication 118-7:1983 “Hearing aids. Part 7: Measurement of the performance 
characteristics of hearing aids for quality inspection for delivery purposes” 
published by the International Electrotechnical Commission (IEC). This 
standard is also in agreement with Harmonization Document HD 450.7 S1 
published by the European Committee for Electrotechnical Standardization 
(CENELEC).
In 1993 the European Committee for Electrotechnical Standardization 
(CENELEC) accepted IEC 118-7:1983 as European Standard EN 60118-7:1993. 
As a consequence of implementing the European Standard this British Standard 
is renumbered as BS EN 60118-7 and any reference to BS 6083-7 should be read 
as a reference to BS EN 60118-7.
BS 6083 consists of the following Parts:

— Part 0:1984: Methods for measurement of electroacoustical characteristics;
— Part 1:1984: Methods for measurement of characteristics of hearing aids with 
induction pick-up coil input;
— Part 2:1984: Methods for measurement of electroacoustical characteristics of 
hearing aids with automatic gain control circuits;
— Part 3:1991: Methods for measurement of electroacoustical characteristics of 
hearing aid equipment not entirely worn on the listener;
— Part 4:1981: Specification for magnetic field strength in audio-frequency 
induction loops for hearing aid purposes;
— Part 5:1984: Specification for dimensions of the nipple and sealing device for 
insert earphones;
— Part 6:1985: Specification for characteristics of electrical input circuits for 
hearing aids;
— Part 7:1985: Methods for measurement of the performance characteristics of 
hearing aids for quality inspection on delivery;
— Part 8:1985: Methods for measurement of the performance characteristics of 
hearing aids under simulated in situ working conditions;
— Part 9:1986: Methods for measurement of characteristics of hearing aids with 
bone vibrator output;
— Part 10:1988: Guide to hearing aid standards;
— Part 11:1984: Specification for symbols and other markings on hearing aids 
and related equipment.

Terminology and conventions. The text of the International Standard has 
been approved as suitable for publication as a British Standard without 
deviation. Some terminology and certain conventions are not identical with those 
used in British Standards.
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A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Cross-references
International Standardsa Corresponding British Standards

IEC 68 BS 2011 Basic environmental testing procedures
(Most Parts are identical or technically equivalent to 
the corresponding IEC Parts) 
BS 6083 Hearing aids

IEC 118-0:1983 Part 0:1984 Methods for measurement of 
electroacoustical characteristics
(Identical)

IEC 118-1:1983 Part 1:1984 Method for measurement of characteristics 
of hearing aids with induction pick-up coil input
(Identical)

IEC 118-2:1983 Part 2:1984 Methods for measurement of 
electroacoustical characteristics of hearing aids with 
automatic gain control circuits
(Identical)

IEC 126:1973 BS 6111:1981 Specification for reference coupler for 
the measurement of hearing aids using earphones 
coupled to the ear by ear inserts
(Identical)

a Undated in the text.

Summary of pages
This document comprises a front cover, an inside front cover, pages i to iv, 
the EN title page, pages 2 to 12, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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