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National foreword

This British Standard is the UK implementation of EN 60127-3:2015. It
is identical to IEC 60127-3:2015. It supersedes BS EN 60127-3:199¢
which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee PEL/32, Fuses.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of
a contract. Users are responsible for its correct application.
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Published by BSI Standards Limited 2015
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 March 2015.
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Foreword

The text of document 32C/501/FDIS, future edition 3 of JEC 60127-3, prepared by SC 32C "Miniature
fuses" of IEC/TC 32 "Fuses" was submitted to the IEC-CENELEC parallel vote and approved by
CENELEC as EN 60127-3:2015.

The following dates are fixed:

¢ latest date by which the document has to be (dop) 2015-11-24
implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2018-02-24
standards conflicting with the
document have to be withdrawn

This document supersedes EN 60127-3:1996.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.

Endorsement notice

The text of the International Standard IEC 60127-3:2015 was approved by CENELEC as a European
Standard without any modification.

Documents

Document Sharing Hub

Full document details: BS EN 60127-3:2015


http://dx.doi.org/10.3403/00247593U
http://dx.doi.org/10.3403/00866548
http://www.avadocuments.com/doc/bs-en-60127-3-2015
http://www.avadocuments.com/doc/bs-en-60127-3-2015

BS EN 60127-3:2015
-3- EN 60127-3:2015

Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE 1 When an International Publication has been modified by common modifications, indicated by (mod), the relevant
EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here:
www.cenelec.eu.

Publication Year Title EN/HD Year
IEC 60068-2-21| - Environmental testing -- Part 2-21: Tests - EN 60068-2-21 -
Test U: Robustness of terminations and
integral mounting devices
2006  Miniature fuses -- Part 1: Definitions for 2006
miniature fuses and general requirements
for miniature fuse-links

-1
EC 60695-11-5 - Fire hazard testing -- Part 11-5: Test N 60695-11-5 -

flames - Needle-flame test method -
Apparatus, confirmatory test arrangement
and guidance
- Materials for printed boards and other -
interconnecting structures -- Part 2-7:
Reinforced base materials, clad and unclad
- Epoxide woven E-glass laminated sheet
of defined flammability (vertical burning
test), copper-clad

+EN 61249-2- 2005
7:2002/corrigendum
Sep. 2005
ISO 3 - Preferred numbers; Series of preferred - -
numbers
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INTRODUCTION

According to the wish expressed by the users of miniature fuses, all standards,
recommendations and other documents relating to miniature fuses should have the same
publication number in order to facilitate reference to fuses in other specifications, for example,
equipment specifications.

Furthermore, a single publication number and subdivision into parts would facilitate the
establishment of new standards, because clauses and subclauses containing general
requirements need not be repeated.

The new |EC 60127 series is thus subdivided as follows:
EC 60127, Miniature fuses (general title)

EC 60127-1, Miniature fuses — Part 1: Definitions for miniature fuses and general
requirements for miniature fuse-links

EC 60127-2, Miniature fuses — Part 2: Cartridge fuse-links
EC 60127-3, Miniature fuses — Part 3: Sub-miniature fuse-links

EC 60127-4, Miniature fuses — Part 4: Universal modular fuse-links (UMF) — Through-hole
and surface mount types

EC 60127-8, Miniature fuses — Part 5: Guidelines for quality assessment of miniature fuse-
links

, Miniature fuses — Part 6: Fuse-holders for miniature fuse-links

IEC 60127-7, Miniature fuses — Part 7: Miniature fuse-links for special applications

IEC 60127-8, (Free for further documents)

IEC 60127-9, (Free for further documents)

IEC 60127-10, Miniature fuses — Part 10: User guide for miniature fuses

This part of covers additional requirements, test equipment and standard sheets.

The Sl system of units is used throughout this standard.
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MINIATURE FUSES -

Part 3: Sub-miniature fuse-links

1 Scope

This part of |[EC 60127 is applicable to sub-miniature fuse-links adapted to printed circuits and
used for the protection of electric appliances, electronic equipment and component parts
thereof, normally intended to be used indoors.

It does not apply to sub-miniature fuse-links for appliances intended to be used under special
conditions, such as in a corrosive or explosive atmosphere.

This standard applies in addition to the requirements of [EC 60127-1.

The object of this standard is to define special and additional test methods for sub-miniature
fuse-links applying in addition to the requirements of JEC 60127-1|.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

IEC 60068-2-21, Environmental testing — Part 2-21: Tests — Test U: Robustness of
terminations and integral mounting devices

IEC 60127-1:2006, Miniature fuses — Part 1: Definitions for miniature fuses and general
requirements for miniature fuse-links
Amendment 1:2011

IEC 60695-11-5, Fire hazard testing — Part 11-5: Test flames — Needle-flame test method —
Apparatus, confirmatory test arrangement and guidance

EC 61249-2-7, Materials for printed boards and other interconnecting structures — Part 2-7:
Reinforced base materials clad and unclad — Epoxide woven E-glass laminated sheet of
defined flammability (vertical burning test), copper-clad

ISO 3, Preferred numbers — Series of preferred numbers

3 Terms and definitions

For the purposes of this document, the terms and definitions in Clause 3 of |JEC 60127-1:2004
apply.

4 General requirements

Clause 4 of |JEC 60127-1:2004 applies.
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5 Standard ratings

Clause 5 of |JEC 60127-1:2004 applies.

6 Marking

Clause 6 of |JEC 60127-1:2004 applies except as follows:

Addition:

6.4 Sub-miniature fuse-links according to standard sheets 3 and 4 may be provided with
markings for the rated current, the rated voltage and the time/current characteristic on the top
so that they are visible when the fuse-link is mounted.

Additional subclause:

6.5 Where marking is impractical due to space limitations, the relevant information should
appear on the smallest package and in the manufacturer’s technical literature.

7 General notes on tests

Clause 7 of |JEC 60127-1:2004 applies except as follows:

Addition:

7.2.1 For testing individual fuse ratings according to standard sheets 1 and 2, the number of
sub-miniature fuse-links required is 66, of which 12 are kept as spares. The testing schedule
is shown in Table 1.

For testing individual fuse ratings according to standard sheets 3 and 4, the number of fuse-
links required is 51, of which 12 are kept as spares. The testing schedule is shown in Table 2.

For the maximum ampere rating of a homogeneous series, the number of fuse-links required
in the case of fuse-links in accordance with standard sheets 1 and 2 is 56, of which 22 are
kept as spares. The testing schedule is shown in Table 3. The number of fuse-links required
in the case of fuse-links in accordance with standard sheets 3 and 4 is 51, of which 22 are
kept as spares. The testing schedule is shown in Table 4.

For the minimum ampere rating of a homogeneous series the number of fuse-links required is
38, of which 16 are kept as spares. The test schedule is shown in Table 5.

In addition to the test mentioned in 7.2.1 of |[EC 60127-1:2008, sub-miniature fuse-links shall
be taken and shall be tested or inspected in accordance with the following item e):

e) Sub-miniature fuse-link terminations (8.3)

Replacement:

7.3 Fuse-bases for testing

Fuse-links shall be mounted upon the appropriate test board (see Figure 1) by soldering.

This test board shall then be mounted on the test fuse-base (Figure 2). The test board shall
be made of epoxide woven glass fabric copper-clad laminated sheet, as defined in

IEC 61249-2-7. Documents
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The nominal sheet thickness shall be 1,6 mm.
The nominal thickness of the cooper layer shall be 0,035 mm (0,070 mm above 5 A).

Metal parts of the fuse-base shall be made of brass with copper content between 58 % and
70 %. Contact parts shall be silver-plated.

When two or more sub-miniature fuse-links are tested in series, the fuse-bases shall be
located so that there will be a spacing of not less than 50 mm between any two sub-miniature
fuse-links under test. The conductor connecting the fuse-bases together and connecting the
fuse-bases to the ammeter and the source of supply shall be insulated copper wire. The
length of each conductor shall be 250 mm and the cross-sectional area of the wire shall be
approximately 1 mm?2.
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NOTE Minimum land spacing is under consideration

(applicable when n is less than 2). In this case the diameter
of the terminal hole has to be reduced from 1,5 mm to 1,0 mm.

Dimensions in millimetres

Key

O copper layer, thickness 0,035 mm (0,070 mm for rated currents above 5 A)
U connection for voltage drop measurement

e 2,54 mm

n 1,2,3 ... (to be adapted depending on the length of the fuse-link)

n 1 for fuse-links up to and including 5 A

1
2 for fuse-links above 5 A

Figure 1 — Standard test board (see 7.3)
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