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National foreword
This British Standard is the English language version of EN 60127-4:1996, 
including amendments A1:2002 and A2:2003. It is identical with 
IEC 60127-4:1996, including amendments 1:2002 and 2:2003.

The start and finish of text introduced or altered by amendment is indicated in 
the text by tags !". Tags indicating changes to IEC text carry the number 
of the IEC amendment. For example, text altered by IEC amendment 1 is 
indicated by!".

The UK participation in its preparation was entrusted by Technical Committee 
PEL/32, Fuses, to Subcommittee PEL/32/3, Miniature fuses, which has the 
responsibility to:

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.

Cross-references

The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;
— present to the responsible international/European committee any 

enquiries on the interpretation, or proposals for change, and keep the 
UK interests informed;

— monitor related international and European developments and 
promulgate them in the UK.
Summary of pages

This document comprises a front cover, an inside front cover, pages i and ii, 
the EN title page, pages 2 to 27 and a back cover.

The BSI copyright notice displayed in this document indicates when the 
document was last issued.
Amendments issued since publication

Amd. No. Date Comments

14096 14 February 2003 See national foreword

14823 3 December 2003 See national foreword
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Miniature  fuses —                                                                                            
Part 4: Universal Modular Fuse-links (UMF)

(includes amendments A1:2002 and A2:2003)
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This European Standard was approved by CENELEC on 1996-10-01.
Amendment A1 was approved by CENELEC on 2002-07-01, amendment A2 was
approved by CENELEC on 2003-10-01. CENELEC members are bound to
comply with the CEN/CENELEC Internal Regulations which stipulate the
conditions for giving this European Standard the status of a national standard
without any alteration.
Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CENELEC member.
This European Standard exists in three official versions (English, French,
German). A version in any other language made by translation under the
responsibility of a CENELEC member into its own language and notified to the
Central Secretariat has the same status as the official versions.
CENELEC members are the national electrotechnical committees of Austria,
Belgium, Czech Republic, Denmark, Finland, France, Germany, Greece,
Hungary, Iceland, Ireland, Italy, Lithuania, Luxembourg, Malta, Netherlands,
Norway, Portugal, Slovakia, Spain, Sweden, Switzerland and United Kingdom.
CENELEC
European Committee for Electrotechnical Standardization

Comité Européen de Normalisation Electrotechnique
Europäisches Komitee für Elektrotechnische Normung

Central Secretariat: rue de Stassart 35, B-1050 Brussels
© 1996 Copyright reserved to CENELEC members
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Foreword

The text of document 32C/155/FDIS, future 
edition 2 of IEC 60127-4, prepared by SC 32C, 
Miniature fuses, of IEC TC 32, Fuses, was 
submitted to the IEC-CENELEC parallel vote and 
was approved by CENELEC as EN 60127-4 
on 1996-10-01.

The following dates were fixed:

For products which have complied with the relevant 
national standard before 1997-07-01, as shown by 
the manufacturer or by a certification body, this 
previous standard may continue to apply for 
production until 2002-07-01.

Annexes designated “normative” are part of the 
body of the standard.

In this standard, Annex ZA is normative.

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard                           
IEC 60127-4:1996 was approved by CENELEC as a 
European Standard without any modification.

Foreword to amendment A1
The text of document 32C/304/FDIS, future 
amendment 1 to IEC 60127-4:1996, prepared by 
SC 32C, Miniature fuses, of IEC TC 32, Fuses, was 
submitted to the IEC-CENELEC parallel vote and 
was approved by CENELEC as amendment A1 to 
EN 60127-4:1996 on 2002-07-01.

The following dates were fixed:

Annexes designated “normative” are part of the 
body of the standard.

Annexes designated “informative” are given for 
information only.

In this standard, Annex ZA is normative and    
Annex A is informative.

Annex ZA has been added by CENELEC.

Endorsement notice

The text of amendment 1:2002 to the International 
Standard IEC 60127-4:1996 was approved by 
CENELEC as an amendment to the European 
Standard without any modification.

In the official version, for Bibliography, the 
following note has to be added for the standard 
indicated:

Foreword to amendment A2
The text of document 32C/336/FDIS, future 
amendment 2 to IEC 60127-4:1996, prepared by 
SC 32C, Miniature fuses, of IEC TC 32, Fuses, was 
submitted to the IEC-CENELEC parallel vote and 
was approved by CENELEC as amendment A2 to 
EN 60127-4:1996 on 2003-10-01.

The following dates were fixed:

Endorsement notice

The text of amendment 2:2003 to the International 
Standard IEC 60127-4:1996 was approved by 
CENELEC as an amendment to the European 
Standard without any modification.

— latest date by which the EN 
has to be implemented at 
national level by 
publication of an identical 
national standard or by 
endorsement (dop) 1997-07-01

— latest date by which the 
national standards 
conflicting with the EN 
have to be withdrawn (dow) 1997-07-01

— latest date by which the 
amendment has to be 
implemented at national 
level by publication of an 
identical national standard 
or by endorsement (dop) 2003-04-01

— latest date by which the 
national standards 
conflicting with the 
amendment have to be 
withdrawn

(dow) 2005-07-
01

IEC 61191-2 NOTE Harmonized as EN 61191-2:1998 
(not modified).

ISO 9453 NOTE Harmonized as EN 29453:1993 
(not modified).

— latest date by which the 
amendment has to be 
implemented at national 
level by publication of an 
identical national standard 
or by endorsement (dop) 2004-07-01

— latest date by which the 
national standards 
conflicting with the 
amendment have to be 
withdrawn (dow) 2006-10-01
© BSI 3 December 20032
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Introduction 

The trend towards miniaturization of electronic equipment has caused users to require fuse-links of small 
dimensions, and of appropriate design for application to printed circuit boards or other substrate systems, 
possibly by automatic means. These fuse-links should be designed to incorporate a degree of 
non-interchangeability.

Rated voltages of 32 V, 63 V, 125 V, and 250 V are specified together with the following characteristics: 
very quick acting (FF), quick acting (F), time-lag (T) and long time-lag (TT).

Because of the increasing importance of limitation of transient overvoltages in new technology, 
recommendations are included for limits to the overvoltages produced by these fuses under specified test 
conditions related to typical circuit configurations.

The option is given to specify the breaking capacity with alternating current or direct current; it is 
considered that fuses that meet the d.c. requirement will meet the a.c. requirement; however, testing is 
required to validate this. Fuses may be dual rated, in which case the manufacturer’s literature should be 
referred to.

The users of miniature fuses express the wish that all standards, recommendations and other documents 
relating to miniature fuses should have the same publication number in order to facilitate reference to 
fuses in other specifications, for example, equipment specifications.

Furthermore, a single publication number and subdivision into parts would facilitate the establishment of 
new standards, because clauses and subclauses containing general requirements need not be repeated.

The new IEC 60127 series is thus subdivided as follows:

The fourth part of this standard covers additional requirements, test equipment and standard sheets for 
UMFs.

It should be read in conjunction with other parts of the IEC 60127 series.

IEC 60127, Miniature fuses (general title).
IEC 60127-1, Part 1: Definitions for miniature fuses and general requirements for miniature fuselinks.
IEC 60127-2, Part 2: Cartridge fuse-links.
IEC 60127-3, Part 3: Sub-miniature fuse-links.
IEC 60127-4, Part 4: Universal Modular Fuse-links (UMF).
IEC 60127-5, Part 5: Guidelines for quality assessment of miniature fuse-links.
IEC 60127-6, Part 6: Fuse-holders for miniature fuse-links.
IEC 60127-7, (Free for further documents).
IEC 60127-8, (Free for further documents).
IEC 60127-9, Part 9: Test-holders and test-circuits.
IEC 60127-10, Part 10: User guide.
4 © BSI 3 December 2003
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Section 1. Additional requirements and test 
equipment

1 Scope and object

1.1 This part of IEC 60127 relates to Universal Modular Fuse-links (UMF) for printed circuits and other 
substrate systems, used for the protection of electric appliances, electronic equipment, and component 
parts thereof, normally intended to be used indoors.

It does not apply to fuse-links for appliances intended to be used under special conditions, such as in a 
corrosive or explosive atmosphere.

These fuses are normally intended to be mounted or replaced only by appropriately skilled persons using 
specialized equipment.

Fuse-links for use in fuse-holders are under consideration.

This standard applies in addition to the requirements of IEC 60127-1.

1.2 The objects of this part of IEC 60127 are as given in IEC 60127-1, with the additional requirement of a 
degree of non-interchangeability.

2 Normative references
The following normative documents contain provisions which, through reference in this text, constitute 
provisions of this part of IEC 60127. At the time of publication, the editions indicated were valid. All 
normative documents are subject to revision and parties to agreements based on this part of IEC 60127 are 
encouraged to investigate the possibility of applying the most recent editions of the normative documents 
indicated below. Members of IEC and ISO maintain registers of currently valid International Standards.

IEC 60068-2-20:1979, Environmental testing — Part 2: Tests — Test T: Soldering.

!IEC 60068-2-21:1999, Environmental testing — Part 2-21: Tests — Test U: Robustness of terminations 
and integral mounting devices."

IEC 60068-2-58:1989, Environmental testing — Part 2: Tests — Test Td: Solderability, resistance to 
dissolution of metallization and to soldering heat of Surface Mounting Devices (SMD).

IEC 60115-1:1982, Fixed resistors for use in electronic equipment — Part 1: Generic specification.
Amendment 2 (1987)
Amendment 3 (1989)
Amendment 4 (1993)

IEC 60115-8:1989, Fixed resistors for use in electronic equipment — Part 8: Sectional specification: Fixed 
chip resistors.

IEC 60127-1:1988, Miniature fuses — Part 1: Definitions for miniature fuses and general requirements for 
miniature fuse-links.

IEC 60194:1988, Terms and definitions for printed circuits.

IEC 60249-2-5:1987, Base materials for printed circuits — Part 2: Specifications —                                     
Specification No. 5: Epoxide woven glass fabric copper-clad laminated sheet, of defined flammability 
(vertical burning test).

IEC 60326-3:1991, Printed boards — Part 3: Design and use of printed boards.

IEC 60664-1:1992, Insulation coordination for equipment within low-voltage systems — Part 1: Principles, 
requirements and tests.

ISO 3:1973, Preferred numbers — Series of preferred numbers.

3 Definitions
The definitions given in Clause 3 of IEC 60127-1 apply for the purpose of this part of IEC 60127, with the 
addition of the following:

3.7.1
through-hole fuse-link
a through-hole fuse-link is a UMF designed for soldering directly into a printed wiring board, with insertion 
of its leads in suitably designed holes
© BSI 3 December 2003 5
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3.7.2
surface mount fuse-link
a surface mount fuse-link is a UMF designed for direct conductive attachment by solder or other means on 
to the surface of a substrate, without insertion of its leads in suitably designed holes or sockets

3.28
land
portion of a conductive pattern usually but not exclusively used for the connection and/or attachment of 
components (see IEC 60194)
NOTE Further definitions which may be useful in the application of surface mount fuse-links may be found in IEC 60115-1                          
and IEC 60115-8.

4 General requirements (see IEC 60127-1)

5 Standard ratings

5.1 Rated voltage

See standard sheets.

5.2 Rated current

See Table 2 for preferred ratings.

5.3 Rated breaking capacity

See standard sheets.

6 Marking

In addition to the requirements of Clause 6 in IEC 60127-1, the following criteria are to be observed:

6.1 In addition to the requirements of 6.1 in IEC 60127-1, each UMF shall be marked with the following:

e) for fuse-links rated at 250 V, a symbol denoting the breaking capacity. This symbol shall be placed 
between the marking for rated current and the marking for rated voltage.

These symbols are:

H: denoting high-breaking capacity;

I: denoting intermediate-breaking capacity;

L: denoting low-breaking capacity.

f) the distinctive symbol shown in Figure 1;

g) the letters a.c. before the voltage for devices designed solely for alternating current application.

6.4 Colour coding for Universal Modular Fuse-links

Under consideration.

6.5 For fuse-links rated at 125 V or less, where marking is impractical due to space limitations, the 
relevant information should appear on the smallest pack size, and in the manufacturer’s technical 
literature.

7 General notes on tests
In addition to the requirements of Clause 7 in IEC 60127-1, the following criteria are to be observed:
6 © BSI 3 December 2003
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7.2 Type tests

7.2.1 #For testing of individual fuse ratings according to standard sheets 1 and 2 see Table 1. For 
fuse-links, designed and rated both for a.c. and d.c., the number of fuse-links required is 63. For fuse-links 
designed only for a.c., the number of fuse-links required is 48. There are 9 spares.

For the maximum ampere rating of a homogeneous series according to standard sheets 1 and 2         
see Table 3. For fuse-links, designed and rated both for a.c. and d.c., the number of fuse-links required is 
53. For fuse-links designed only for a.c., the number of fuse-links required is 48. There are 19 spares.

For the minimum ampere rating of a homogeneous series according to standard sheets 1 and 2         
see Table 4. For fuse-links, designed and rated both for a.c. and d.c., the number of fuse-links required is 
38. For fuse-links designed only for a.c., the number of fuse-links required is 33. There are 16 spares.$

7.3 Fuse-bases for tests

7.3.1 General requirements

Fuse-links shall be mounted upon the appropriate test board (see!7.3.2 or 7.3.3" as appropriate) by 
soldering.

This test board shall then be mounted on the test fuse-base (Figure 4). The test board shall be made of 
epoxide woven glass fabric copper-clad laminated sheet, as defined in IEC 60249-2-5.

— The nominal sheet thickness shall be 1,6 mm.
— The nominal thickness of copper layer shall be 0,035 mm.

Metal parts of the fuse-base shall be made of brass with a copper content between 58 % and 70 %. Contact 
parts shall be silver-plated.

When two or more fuse-links are tested in series, the test fuse-bases shall be located so that there will be 
a spacing of not less than 50 mm between any two fuse-links under test. The conductor connecting the test 
fuse-bases together, and connecting the test fuse-bases to the ammeter and the source of supply, shall be 
insulated copper wire. The length of each conductor shall be 250 mm, and the cross-sectional area of the 
wire shall be approximately 1 mm2.

7.3.2 Through-hole fuse-links (standard sheet 1)

For electrical tests upon fuse-links covered by standard sheet 1, the fuse-link shall be mounted on the test 
board shown in Figure 2 in the pair of holes appropriate to the spacing of the terminations.

7.3.3 Surface mount fuse-links (standard sheet 2)

For electrical tests upon fuse-links covered by standard sheet 2, the fuse-link shall be mounted on the test 
board shown in Figure 3. Mounting shall be carried out as specified in 8.8.
© BSI 3 December 2003 7
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