
BRITISH STANDARD BS EN 
60169-25:1994
IEC 169-25:
1992

Radio-frequency 
connectors —

Part 25: Two-pole screw (3/4-20 UNEF) 
coupled connectors for use with 
shielded balanced cables having twin 
inner conductors with inner diameter 
of outer conductor 13,56 mm 
(0,534 in)(Type TWHN)

The European Standard EN 60169-25:1993 has the status of a 
British Standard

UDC 621.316.541.029.5/.7

Full document details: BS EN 60169-25:1994

http://www.avadocuments.com/doc/bs-en-60169-25-1994
http://www.avadocuments.com/doc/bs-en-60169-25-1994


BS EN 60169-25:1994

This British Standard, having 
been prepared under the 
direction of the Electronic 
Components Standards 
Policy Committee, was 
published under the 
authority of the Standards 
Board and comes into 
effect on 
15 March 1994

© BSI 01-2000

The following BSI references 
relate to the work on this 
standard:
Committee reference ECL/6
Draft announced in BSI News 
January 1994

ISBN 0 580 22837 1

Cooperating organizations

The European Committee for Electrotechnical Standardization (CENELEC), 
under whose supervision this European Standard was prepared, comprises the 
national committees of the following countries:

Austria Italy

Belgium Luxembourg

Denmark Netherlands

Finland Norway

France Portugal

Germany Spain

Greece Sweden

Iceland Switzerland

Ireland United Kingdom

Amendments issued since publication

Amd. No. Date Comments

Full document details: BS EN 60169-25:1994

http://www.avadocuments.com/doc/bs-en-60169-25-1994
http://www.avadocuments.com/doc/bs-en-60169-25-1994


BS EN 60169-25:1994

© BSI 01-2000 i

Contents

Page
Cooperating organizations Inside front cover
National foreword ii
Foreword 2
Text of EN 60169-25 3
National annex NA (informative) Committees responsible Inside back cover

Full document details: BS EN 60169-25:1994

http://dx.doi.org/10.3403/00326046U
http://www.avadocuments.com/doc/bs-en-60169-25-1994
http://www.avadocuments.com/doc/bs-en-60169-25-1994


BS EN 60169-25:1994

ii © BSI 01-2000

National foreword

This British Standard has been prepared under the direction of the Electronic 
Components Standards Policy Committee, and is the English language version of 
EN 60169-25:1993 Radio-frequency connectors — Part 25: Two-pole 
screw (3/4 -20 UNEF) coupled connectors for use with shielded balanced cables 
having twin inner conductors with inner diameter of outer 
conductor 13,56 mm (0,534 in) (Type TWHN), published by the European 
Committee for Electrotechnical Standardization (CENELEC). It is identical with 
IEC 169-25:1992 published by the International Electrotechnical Committee 
(IEC).
A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
the EN title page, pages 2 to 6, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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