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National foreword

This British Standard has been prepared by Technical Committee EPL/12 and is 
the English language version of EN 60244-9:1994 Methods of measurement for 
radio transmitters. Part 9: Performance characteristics of television transposers, 
published by the European Committee for Electrotechnical Standardization 
(CENELEC). It is identical with IEC 244-9:1993, published by the International 
Electrotechnical Commission (IEC) and is part of a series describing 
recommended methods of measurement for assessing the performance of radio 
transmitters.
This Part describes the methods of measurement for assessing the performance 
characteristics of television transposers and is intended to be used for type tests 
and acceptance or factory tests. Reference is also made to methods described in 
other publications listed in clause 2 of this Part.
To facilitate reproduction, some of the figures retain the French text.
Textual errors. When implementing the English language version of 
EN 60244-9 as the national standard, the textual errors listed below were 
discovered. They have been reported to the IEC and to CENELEC in a proposal 
to amend the text of the international and European Standards.

On page 2, the endorsement notice carries an editorial correction which, in the 
interests of clarity, has not been implemented in the text.
On pages 19 and 20, the figures in Annex A which are labelled as Figure 1, 
Figure 2 and Figure 3 should be labelled respectively as Figure A.1, 
Figure A.2 and Figure A.3.

Other Parts of BS EN 60244 published to date are:
— Part 5:1995, Performance characteristics of television transmitters.
— Part 8:1995, Performance characteristics of vestigial-sideband demodulators 
used for testing television transmitters and transposers.
— Part 10:1993, Methods of measurement for television transmitters and 
transposers employing insertion test signals.
— Part 11:1993, Transposers for FM sound broadcasting.
— Part 12:1994, Guideline for drawing up descriptive leaflets for transmitters 
and transposers for sound and television broadcasting.
— Section 12.1:1994, Characteristics to be specified.
— Section 12.2:1994, Characteristics to be specified.
— Part 13:1993, Performance characteristics for FM sound broadcasting.

It is anticipated that other Parts of IEC Publication 244 will be published as 
identical British Standards, subject to their harmonization by CENELEC.

Cross-references

Publication referred to Corresponding British Standard

EN 60215:1989 BS 3192:1990 Safety requirements for radio transmitting 
equipment
BS EN 60244 Methods of measurement for radio 
transmitters

EN 60244-5:1994 Part 5:1995 Performance characteristics of television 
transmitters

EN 60244-10:1993 Part 10:1993 Methods of measurement for television 
transmitters and transposers employing insertion test 
signals 
Part 12 Guideline for drawing up descriptive leaflets for 
transmitters and transposers for sound and television 
broadcasting

EN 60244-12-1:1993 Section 12.1:1994 Characteristics to be specified
EN 60244-12-2:1993 Section 12.2:1994 Specification sheets
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A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Publication referred to Corresponding British Standard

EN 60244-13:1993 Part 13:1993 Performance characteristics for FM sound 
broadcasting

Summary of pages
This document comprises a front cover, an inside front cover, pages i to iv, 
the EN title page, pages 2 to 24, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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Foreword

The CENELEC questionnaire procedure, performed 
for finding out whether or not the International 
Standard IEC 244-9:1993 could be accepted without 
textual changes, has shown that no common 
modifications were necessary for acceptance as a 
European Standard.
The reference document was submitted to the 
CENELEC members for formal vote and was 
approved by CENELEC as EN 60244-9 
on 5 July 1994.
The following dates were fixed:

Annexes designated “normative” are part of the 
body of the standard. Annexes designated 
“informative” are given only for information. In this 
standard, Annex A, Annex B, and Annex ZA are 
normative and Annex C is informative.

Endorsement notice1)

The text of the International Standard 
IEC 244-9:1993 was approved by CENELEC as a 
European Standard without any modification.
The following editorial correction applies to the 
English text of IEC 244-9:1993:
Replace the title of Figure 1 by:
Example for a template for an 
amplitude/intermediate frequency and 
amplitude/radio frequency characteristic for 
Systems B and G.

Contents

Page
Foreword 2
Introduction 3

1 Scope 3
2 Normative references 3
3 General terms and definitions 3
4 General conditions of operation 4
5 General conditions of measurements 4
6 General transposer characteristics 5
7 Stability of the characteristic vision 

levels and output power 9
8 Linear distortion 10
9 Non-linear distortion 11

10 Wave-form distortion 12
11 Unwanted modulation 13
12 Unwanted emissions and changes 

in performance caused by feedback 
from output to input 15

13 Impairments of the performance 
caused by coupling between output 
and input 16

14 Special measurements for data signals 
in the vision signal 17

15 Method of measurement of the sound 
channel(s) 17

Annex A (normative) Input and output 
signal arrangements 19
Annex B (normative) Input impedance 21
Annex C (informative) Noise figure and 
signal-to-noise ratios 21
Annex ZA (normative) Other international 
publications quoted in this standard with 
the references of the relevant European 
publications 24
Figure 1 — Example for a template for 
an amplitude/radiofrequency characteristic 
for systems B and G 18
Figure 1 — Arrangement A using a 
three (Four) radio-frequency generators 19
Figure 2 — Arrangement B using a 
double-sideband test modulator 20
Figure 3 — Arrangement C using a test 
transmitter 20
Table C.1 — Amplitude relationships and 
correction factors for converting 
signal-to-noise ratios 23

— latest date of publication 
of an identical national 
standard (dop) 1995-07-15

— latest date of withdrawal 
of conflicting national 
standards (dow) 1995-07-15

1) See national foreword for details of textual error.
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Introduction
International Standard IEC 244-9 is one of a series 
of parts of IEC 244.
A number of existing parts of IEC 244 are currently 
under review and several of these will be revised or 
withdrawn. When this process is complete, this 
series of publications will comprise one part dealing 
with general characteristics, with cross-references 
to relevant CCIR publications and the Radio 
Regulations, and a number of specialized parts, 
each dealing with particular types of transmitters.

1 Scope
This part of IEC 244 contains the method of 
measurement to assess the performance 
characteristics of television transposers. To assess 
all other characteristics, this standard is to be used 
in conjunction with the publications quoted in 
clause 2.
This standard is intended to be used for type tests 
and acceptance or factory tests.
It is not mandatory to measure all the described 
characteristics. Additional measurements may be 
carried out by agreement between customer and 
manufacturer.
The performance characteristics measured in 
accordance with this standard makes possible the 
comparison of the results of measurements made by 
different observers.
Limiting values for acceptable performance are not 
covered by this standard but, in connection with the 
presentation of measured characteristics, some data 
are given for clarity.

2 Normative references
The following normative documents contain 
provisions which, through reference in this text, 
constitute provisions of this part of IEC 244. At the 
time of publication, the editions indicated were 
valid. All normative documents are subject to 
revision, and parties to agreements based on this 
part of IEC 244 are encouraged to investigate the 
possibility of applying the most recent editions of 
the normative documents indicated below. Members 
of IEC and ISO maintain registers of currently valid 
International Standards.
IEC 215:1987, Safety requirements for radio 
transmitting equipment.  Amendment 1 (1990)
IEC 244-1:1968, Methods of measurement for radio 
transmitters — Part 1: General conditions of 
measurement frequency, output power and power 
consumption (revision under consideration). 

IEC 244-5:1992, Methods of measurement for radio 
transmitters — Part 5: Performance characteristics 
of television transmitters. 
IEC 244-10:1986, Methods of measurement for radio 
transmitters — Part 10: Methods of measurement for 
television transmitters and transposers employing 
insertion test signals. 
IEC 244-12-1:1989, Methods of measurement for 
radio transmitters — Part 12: Guideline for drawing 
up descriptive leaflets for transmitters and 
transposers for sound and television 
broadcasting — Characteristics to be specified. 
IEC 244-12-2:1989, Methods of measurement for 
radio transmitters — Part 12: Guideline for drawing 
up descriptive leaflets for transmitters and 
transposers for sound and television broadcasting — 
Specification sheets. 
IEC 244-13:1991, Methods of measurement for 
radio transmitters — Part 13: Performance 
characteristics for FM sound broadcasting. 
IEC 487-1:1984, Methods of measurement for 
equipment used in terrestrial radio-relay systems — 
Part 1: Measurements common to sub-systems and 
simulated radio-relay systems. 
IEC 864-1:1986, Standardization of 
interconnections between broadcasting transmitters 
or transmitter systems and supervisory equipment — 
Part 1: Interface standards for systems using 
dedicated interconnections. Amendment 1 (1987)
CCIR Recommendation 468-4:1986, Measurement of 
audio frequency noise voltage level in sound 
broadcasting. 
CCIR Recommendation 567-1:1986, Transmission 
performance of television circuits designed for use in 
international connections. 
CCIR Recommendation 653:1986, Teletext systems. 
CCIR Report 624-3:1986, Characteristics of 
television systems. 
CCIR Report 795-2:1986, Transmission of two or 
more sound programmes or information channels in 
television. 

3 General terms and definitions
3.1 
television transposer

the term “television transposer” is used in this 
standard to refer to the equipment in a television 
relay station which is connected between the feeder 
terminations of the receiving aerial and the 
transmitting aerial and in which a frequency 
transposition is performed without demodulation 
and modulation
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in some television relay stations, equipment is used 
in which no frequency transposition takes place. 
Such equipment is termed an “active deflector”. 
Most of the measurements described in this 
standard also apply to active deflectors

3.2 
description of the television system and other 
relevant information

see Annex A of IEC 244-5

3.3 
definition of performance characteristics

the definitions are given in the clause describing the 
method of measurements, and are in line with those 
given in IEC 244-12

3.4 
standard video test signals

the video test signals are identified by a letter 
symbol. They are described in Annex B of IEC 244-5

3.5 Definitions relating to the transposer 
output signal

3.5.1 
rated output power

the rated output power is defined as the peak 
envelope power of the vision signal. The term “rated 
output power” is used for various measurements in 
this standard

3.5.2 
reference output level

the reference output level is the level corresponding 
to the specified rated output power

3.6 Definitions relating to the transposer 
input signal

3.6.1 
input voltage

the voltage of the vision signal at the input of a 
transposer with negative (or positive) modulation of 
the vision carrier is the r.m.s. voltage, expressed in 
millivolts [dB(mV)] or microvolts [dB(4V)], of a 
sinusoidal signal with an amplitude corresponding 
to the peak envelope level of the vision signal

3.6.2 
reference input level

the reference input level (100 % or 0 dB) is the level 
corresponding to the peak envelope value of a vision 
signal of given voltage (see 3.6.1 above) which 
produces the rated output power after appropriate 
adjustment of the transposer gain controls

3.6.3 
input voltage range

the input voltage range of a transposer is the range 
of input voltages within which the transposer’s 
performance specification applies

4 General conditions of operation
The transposer shall be tested under the following 
conditions:

a) Any device for the suppression of unwanted 
signals, irrespective of whether or not it is located 
inside the transposer, shall be considered as a 
part of the transposer for the purpose of this 
standard.
b) Unless otherwise specified, the measurements 
shall be made under normal operating conditions 
and at rated output power. If required, they shall 
be repeated under extreme environmental 
conditions, in accordance with the equipment 
specification.
The power supply voltage and environmental 
conditions shall be stated with the measurement 
results.
c) Due to practical limitations on the position of 
receiving and transmitting aerials, there will be 
some coupling between them.

Where such coupling is specified, all the transposer 
tests shall be carried out with the coupling 
simulated by feeding part of the output signal to the 
input of the transposer by means of directional 
couplers inserted in the input and output 
connections of the transposer. For further details, 
see Figure A.1 to Figure A.3 of Annex A.

5 General conditions of measurements
Because a television transposer is a piece of 
equipment with radio-frequency input and output, 
most of the measurements are based on 
radio-frequency input and output signals only. 
Some measurements shall be carried out on video 
and audio signals using a DSB (double-sideband) 
modulator or test transmitter and a VSB 
(vestigial-sideband) demodulator.

5.1 Measuring arrangements

For the purposes of measurement, the transposer 
can be considered in terms of input and output 
characteristics, and of transmission performance.
Depending on the particular measurements, one of 
the three measuring arrangements described below 
may be employed.
Details of the arrangements are given in Annex A.

— Arrangement A (Figure A.1 of Annex A)
The arrangement is built up from three (four) 
radio-frequency generators, each connected to a 
passive matching and combining network. The 
combined output is connected to the transposer 
input via an adjustable attenuator.
With this arrangement, the tests do not rely 
upon the process of modulation and 
demodulation as in B and C below.
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