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National foreword

This British Standard is the official English language version of
EN 60252-2:2003. It is identical with IEC 60252-2:2003.

The UK participation in its preparation was entrusted to Technical Committee
PEL/33, Power capacitors, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of

British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 43 and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments
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Foreword

The text of document 33/389/FDIS, future edition 1 of IEC 60252-2, prepared by IEC TC 33, Power
capacitors, was submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as
EN 60252-2 on 2003-06-01.

The following dates were fixed:
— latest date by which the EN has to be implemented
at national level by publication of an identical

national standard or by endorsement (dop) 2004-03-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2006-06-01

Annexes designated "normative" are part of the body of the standard.
In this standard, annexes A and ZA are normative.
Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 60252-2:2003 was approved by CENELEC as a European
Standard without any modification.
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AC MOTOR CAPACITORS -

Part 2: Motor start capacitors

1 General

1.1 Scope and object

This International Standard applies to motor start capacitors intended for connection to
windings of asynchronous motors supplied from a single-phase system having the frequency
of the mains.

This standard covers impregnated or unimpregnated metallized motor start capacitors having
a dielectric of paper or plastic film, or a combination of both and electrolytic motor start
capacitors with non-solid electrolyte, with rated voltages up to and including 660 V.

1.2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60068-2-6:1995, Environmental testing — Part 2: Tests — Test Fc: Vibration (sinusoidal)
IEC 60068-2-14:1984, Environmental testing — Part 2: Tests — Test N: Change of temperature
IEC 60068-2-20:1979, Environmental testing — Part 2: Tests — Test T: Soldering

IEC 60068-2-21:1999, Environmental testing — Part 2-21: Tests — Test U: Robustness of
terminations and integral mounting devices

IEC 60068-2-78:2001, Environmental testing — Part 2-78: Tests — Test Cab: Damp heat,
steady state

IEC 60112:1979, Method for determining the comparative and the proof tracking indices of
solid insulating materials under moist conditions

IEC 60309-1:1999, Plugs, socket-outlets and couplers for industrial purposes — Part 1:
General requirements

IEC 60529:1989, Degrees of protection provided by enclosures (IP Code)

IEC 60695-2-10:2000, Fire hazard testing — Part 2-10: Glowing/hot-wire based test methods
— Glow-wire apparatus and common test procedure

IEC 60695-2-11:2000, Fire hazard testing — Part 2-11: Glowing/hot-wire based test methods —
Glow-wire flammability test method for end-products

ISO 4046: Paper, board, pulps and related terms — Vocabulary
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1.3 Definitions

For the purposes of this document, the following definitions apply.

1.3.1

motor running capacitor

power capacitor which, when used in conjunction with an auxiliary winding of a motor, assists
the motor to start and improves the torque under running conditions

NOTE The running capacitor is usually connected permanently to the motor winding and remains in circuit
throughout the running period of the motor. During the starting period, if it is in parallel with the starting capacitor,
it helps to start the motor.

1.3.2

motor starting capacitor

power capacitor which provides a leading current to an auxiliary winding of a motor and which
is switched out of circuit once the motor is running

1.3.3
metal foil capacitor
capacitor, the electrodes of which consist of metal foils or strips separated by a dielectric

1.3.4
metallized capacitor
capacitor, in which the electrodes consist of a metallic deposit on the dielectric

1.3.5

self-healing capacitor

capacitor, the electrical properties of which, after local breakdown of the dielectric, are rapidly
and essentially self-restored

1.3.6

discharge device of a capacitor

device which may be incorporated in a capacitor, capable of reducing the voltage between the
terminals effectively to zero, within a given time, after the capacitor has been disconnected
from a network

1.3.7
continuous operation

operation with no time limit within the normal life of the capacitor

1.3.8

intermittent operation

operation in which periods with the capacitor energized are followed by intervals during which
the capacitor is unenergized

1.3.9

starting operation

special type of intermittent operation in which the capacitor is energized for only a very short
period while the motor is accelerating to rated speed

1.3.10

rated duty cycle

rated value indicating the rate of intermittent or starting duty for which a capacitor is suitable.
It is specified by the duty cycle duration, in minutes, and the percentage of the time during
which the capacitor is energized
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1.3.11
duty cycle duration
total time of one energized and one unenergized interval during the intermittent operation

1.3.12
relative operation time
percentage of the cycle duration in which the capacitor is energized

1.3.13

capacitor for continuous and starting operation

capacitor designed to operate at one voltage when in continuous operation and at a different
(usually higher) voltage when in starting operation

1.3.14

minimum permissible capacitor operating temperature

minimum permissible temperature on the outside of the case at the moment of switching on
the capacitor

1.3.15

maximum permissible capacitor operating temperature (z.)

maximum permissible temperature of the hottest area of the outside of the capacitor case
during operation

1.3.16
rated voltage of a capacitor (Uy)
r.m.s. value of the alternating voltage for which the capacitor has been designed

1.3.17

maximum voltage

maximum r.m.s. voltage permissible at the starting capacitor terminals between the point of
starting and the instant at which the capacitor is disconnected

1.3.18
rated frequency of a capacitor (fy)
highest frequency for which the capacitor has been designed

1.3.19
rated capacitance of a capacitor (Cy)
capacitance value for which the capacitor has been designed

1.3.20
rated current of a capacitor (1)
r.m.s. value of the alternating current at the rated voltage and frequency

1.3.21

rated output of a capacitor (Qy)

reactive power derived from the rated values of capacitance, frequency and voltage
(or current)

1.3.22
capacitor losses
active power dissipated by a capacitor

NOTE Unless otherwise stated, the capacitor losses will be understood to include losses in fuses and discharge
resistors forming an integral part of the capacitor.
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1.3.23

tangent of loss angle (tan delta) of a capacitor

ratio between the equivalent series resistance and the capacitive reactance of a capacitor
at specified sinusoidal alternating voltage and frequency

1.3.24
power factor
ratio between the active power and the apparent power of a capacitor

1.3.25

capacitive leakage current (only for capacitors with a metal case)

current flowing through a conductor connecting the metallic case to earth, when the capacitor
is energized from an a.c. supply system with an earthed neutral

1.3.26

type of capacitor

capacitors are considered to be of the same type when of similar constructional form, the
same constructional technology, same rated voltage, same climatic category and same kind of
operation. Capacitors of the same type can differ only in rated capacitance and size. Minor
differences between terminations and mounting devices are permitted

NOTE The same construction includes, for example, the same dielectric material, dielectric thickness and type
of case (metal or plastic).

1.3.27

model of capacitor

capacitors are considered to be of the same model when they are of the same construction
and have the same functional and dimensional characteristics within the tolerance limits and
are consequently interchangeable

1.3.28
class of safety protection
degree of safety protection identified by one of three codes to be marked on the capacitor

(P2) indicates that the capacitor type has been designed to fail in the open-circuit mode
only and is protected against fire or shock hazard. Compliance is verified by the test
described in 2.1.16

(P1) indicates that the capacitor type may fail in the open-circuit or short-circuit mode and
is protected against fire or shock hazard. Compliance is verified by the test described
in2.1.16

(PO) indicates that the capacitor type has no specific failure protection
This subclause does not apply to electrolytic capacitors.

1.4 Service conditions
1.4.1 Normal service conditions

This standard gives requirements for capacitors intended for use under the following
conditions:

a) altitude: not exceeding 2 000 m;

b) residual voltage at energization: shall not exceed 10 % rated voltage (see notes to 2.3.4
and 3.3.4);
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c) pollution: capacitors included in the scope of this standard are designed for operation in
lightly polluted atmospheres;

NOTE The IEC has not yet established a definition for “lightly polluted”. When this definition is established
by the IEC, it will be incorporated in this standard.

d) operating temperature: between —40 °C and +100 °C (see 1.3.14 and 1.3.15).

The preferred minimum and maximum permissible capacitor operating temperatures are
as follows:

— minimum temperatures: —40 °C, -25 °C, -=10 °C and 0 °C;
— maximum temperatures: 55 °C, 70 °C, 85 °C and 100 °C.

Capacitors shall be suitable for transport and storage at temperatures down to —25 °C, or
the minimum operating temperature, whichever is the lower, without adverse effect on
their quality;

e) damp heat severity: between 4 days and 56 days. The preferred severity is 21 days.

(The damp heat severity shall be selected from the values indicated by IEC 60068-2-78,
i.e.: 4 days, 10 days, 21 days and 56 days.)

Capacitors are classified in climatic categories defined by the minimum and maximum
permissible capacitor operating temperatures and damp heat severity: i.e. 10/70/21
indicates that the minimum and the maximum permissible capacitor operating temper-
atures are =10 °C and 70 °C and the damp heat severity is 21 days.

1.5 Preferred tolerances on capacitance

Preferred tolerances are as follows: +5 %, +10 % and 15 %.

Asymmetric tolerances are permitted but no tolerance shall exceed 15 %.

2 Self-healing motor start capacitors

2.1 Quality requirements and tests
2.1.1 Test requirements
2111 General

This clause gives the test requirements for self-healing motor start capacitors.

2.1.1.2 Test conditions

Unless otherwise specified for a particular test or measurement, the temperature of the
capacitor dielectric shall be in the range +15 °C to +35 °C and shall be recorded.

If corrections are necessary, the reference temperature shall be +20 °C.

NOTE It may be assumed that the dielectric temperature is the same as the ambient temperature, provided that
the capacitor has been left in an unenergized state at this ambient temperature for an adequate period, depending
on the size of the capacitor.
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2.1.2 Nature of tests

The tests specified are of two sorts:
a) type tests;

b) routine tests.

21.21 Type tests

Type tests are intended to prove the soundness of the design of the capacitor and its
suitability for operation under the conditions detailed in this standard.

Type tests are carried out by the manufacturer and/or the test authority if there is need for
an approval.

These tests may be carried out under the supervision of a proper authority which will issue
a certified record and/or type approval.

2.1.2.2 Routine tests

Routine tests shall be carried out by the manufacturer on every capacitor before delivery.

2.1.3 Type tests
2.1.31 Test procedure

The samples of each model selected for the type tests shall be divided into groups, as
indicated in Table 1.

Capacitors forming the sample shall have successfully passed the routine tests indicated
in2.1.4.1.

Each test group shall contain equal numbers of capacitors of the highest capacitance and the
lowest capacitance in the range.

The manufacturer shall provide data on the ratio of capacitance per outer total surface area
of the case of each capacitance value in the range.

The capacitor with the maximum capacitance per unit surface area shall also be tested if this
ratio exceeds that of the maximum capacitance value in the range by 10 % or more.

Similarly, the capacitor with the minimum capacitance per unit area shall also be tested if
the ratio is less than that of the minimum capacitance value in the range by 10 % or more.

“Area” denotes total outer surface area of the capacitor case with the exception of small
protrusions, terminals and fixing studs.

2.1.3.2 Extent of qualification

2.1.3.2.1 A type test on a single model qualifies only the model tested. When the type test is
performed on two models of the same type but of different rated capacitance value, selected
under the rules of 2.1.3.1, the qualification is valid for all models of the same type having
rated capacitance between the two tested values.
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2.1.3.2.2 The qualification tests carried out successfully on a capacitor model having a
certain capacitance tolerance are valid also for capacitors of the same model but having
a different capacitance tolerance of up to twice the limits of the declared tolerance. For
example, £5 % would cover up to £10 %, and £10 % would cover up to +20 %. A smaller
tolerance than the declared tolerance is not permitted. For example, a type approval for
+10 % would not cover £5 %.

2.1.3.2.3 Occasionally, in current practice, capacitors are required with a capacitance
tolerance that is not symmetrical with respect to the rated capacitance value.

When a type test is carried out successfully on a capacitor model having a symmetrical
capacitance tolerance, the relevant qualification is valid also for capacitors of the same model
having a non-symmetrical capacitance provided that the total range of non-symmetrical
tolerance is
a) within the total range of capacitance allowed in 2.1.3.2.2,
and
b) greater than, or equal to, that of the tested capacitor model. For example, qualification for
+5 would allow values such as tgo %, ffo %, fg %, +(1)0 % but not *1° %.

Table 1 — Type test schedule

Number Number Numb
of samples of failures p ;Jml er
Group Tests Subclause to be allowed in ° "a| urgs
inspected first test allowe
in retest
a b
Visual examination 2.1.6
Check markings 2.4
Check of dimensions 2.1.10 4
. 8 [4] 0
1 Mechanical tests 2.1.1
(excluding soldering)
Sealing tests 2.1.12
(if applicable)
d
2 Endurance test 2.1.13 42 [21] 2 0
Soldering (if applicable) 2.1.11.2
Damp heat test 2.1.14
1 C
3 Voltage test between terminals 2.1.7 12 [6] 0
Voltage test between terminals 2.1.8
and case
4 Self-healing test 2.1.15 1¢
(if applicable) 20 [10] 0
5 Destruction test 2.1.16 20 [10] 1€ 0
(if marked on the capacitor) 10 [5]
6 Resistance to heat, fire and 2.1.17 3
tracking (not applicable to (terminal
capacitors with lead terminations) housing only) 0 0
@ The number of samples specified allows for retest if required. The number in square brackets indicates the actual
number required for the test. All numbers indicate the sample quantity for each capacitance value tested. If a range
is tested, then the quantity indicated in the table will apply to both the highest capacitance, lowest capacitance or
any other intermediate value required to be tested in the range according to 2.1.3.1.
b A capacitor which fails on more than one test is counted as one defective capacitor.
C For groups 1, 3 and 4 a retest is allowed with 1 failure. No failures are allowed in these retests.
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Table 1 (continued)

d For group 2, no retest is required with 1 failure. With two failures a retest is required, with no more failures
allowed.

€ For group 5, see 2.1.16 which allows a retest under special conditions in the event of one failure.

f' Three samples of terminal housing (parts of insulating material retaining terminals in position) are needed for the
tests described in 2.1.17.

One sample is required for the ball-pressure test (2.1.17.1), one for the glow-wire test (2.1.17.2) and one for the
tracking test (2.1.17.3).

When the number of defects for each group and the total number of defective capacitors do
not exceed the figures indicated in Table 1, the capacitor model shall be deemed to comply
with this standard.

When a capacitor is designed to operate under two or more different conditions (rated
voltages, classes, rated duty cycles, etc.), the following tests shall be performed, once only,
at the highest test voltage:

i) voltage test between terminals (see 2.1.7);

ii) voltage test between terminals and case (see 2.1.8);

iii) self-healing test (see 2.1.15).

The endurance test shall be performed for every voltage rating and under every operating

condition marked on the capacitor. The number of samples to be inspected shall be calculated
accordingly.

2.1.4 Routine tests
2141 Test procedure

Capacitors shall be subjected to the following tests in the stated order:

D

sealing test, if applicable (see 2.1.12);

O

voltage test between terminals (see 2.1.7);

o O

)
)
) voltage test between terminals and case (see 2.1.8);
) visual examination (see 2.1.6);

)

D

capacitance measurement (see 2.1.9);

—h

) tangent of loss angle (see 2.1.5).

2.1.5 Tangent of the loss-angle measurement

The tangent of the loss-angle limit and the measuring frequency shall be defined by the
manufacturer.

2.1.6 Visual examination

The condition, workmanship, marking and finish shall be satisfactory. The marking shall be
legible during the life of the capacitor.

There shall be no seepage of any filling material or other visible damage.

2.1.7 \Voltage test between the terminals

In type tests, capacitors shall be subjected to an a.c. voltage test as specified in Table 2. The
test shall be carried out with a substantially sinusoidal voltage at the rated frequency.
The test may be carried out at 50 Hz or 60 Hz. Documents
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A higher frequency may be used at the manufacturer’s discretion.

Table 2 — Test voltages

Ratio of test Type test time Routine test time
Type of capacitor voltage to rated
a.c. voltage S S
Self-healing capacitor 1,2 10 2

2.1.8 Voltage test between terminals and case
Capacitors shall be capable of withstanding without breakdown, for 60 s, a test between

terminals (joined together) and the case, with a substantially sinusoidal voltage of a frequency
as near as possible to the rated frequency and of the following r.m.s. value:

twice the rated voltage + 1000 V but not less than 2 000 V.

If the capacitor case is of insulating material, in type tests the test voltage shall be applied
between the terminals and the metal mountings, if any, or between the terminals and a metal
foil wrapped tightly round the surface of the case. In routine tests the test voltage shall be
applied between the terminals and a metal part, if any.

No routine test is required if the case is made entirely of insulating material.
During the test, no dielectric breakdown or flashover shall occur.

2.1.9 Capacitance measurement

The capacitance shall be measured using a method which excludes errors due to harmonics.

The precision of measurement shall be better than 5 % of the total tolerance band. For type
tests the absolute precision shall be 0,2 % maximum.

Type and routine testing shall be carried out at between 0,9 and 1,1 times the rated voltage
and at the rated frequency.

Other measuring voltages and frequencies are permitted if it can be demonstrated that the
capacitance measured does not deviate from the true value by more than 0,2 %.

2.1.10 Check of dimensions

Dimensions of the case, of the terminals and of the fixing arrangements shall comply with
those indicated in the drawing, taking tolerances into account.

In addition, minimum creepage distances and clearances indicated in Table 4 shall be
checked.

2.1.11 Mechanical tests

These tests shall be carried out in conformity with the relevant test in IEC 60068-2.

Documents

Document Sharing Hub

Full document details: BS EN 60252-2:2003


http://www.avadocuments.com/doc/bs-en-60252-2-2003
http://www.avadocuments.com/doc/bs-en-60252-2-2003

