BS EN 60268-3:2013

BSI Standards Publication

Sound system equipment

Part 3: Amplifiers

[
bSlo ..making excelleDoewriembst.

Document Sharing Hub

Full document details: BS EN 60268-3:2013


http://www.avadocuments.com/doc/bs-en-60268-3-2013
http://www.avadocuments.com/doc/bs-en-60268-3-2013

BS EN 60268-3:2013 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 60268-3:2013. It is
identical to IEC 60268-3:2013. It supersedes BS EN 60268-3:2001| which is
withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
EPL/100, Audio, video and multimedia systems and equipment.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

© The British Standards Institution 2013.
Published by BSI Standards Limited 2013

ISBN 978 0 580 79790 3
ICS 33.160.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the Standards
Policy and Strategy Committee on 31 July 2013.

Amendments/corrigenda issued since publication
Date Text affected

Documents

Document Sharing Hub

Full document details: BS EN 60268-3:2013


http://dx.doi.org/10.3403/02217944
http://www.avadocuments.com/doc/bs-en-60268-3-2013
http://www.avadocuments.com/doc/bs-en-60268-3-2013

BS EN 60268-3:2013

EUROPEAN STANDARD EN 60268-3
NORME EUROPEENNE

EUROPAISCHE NORM June 2013
ICS 33.160.10 Supersedes EN 60268-3:2000

English version

Sound system equipment -
Part 3: Amplifiers
(IEC 60268-3:2013)

Equipements pour systémes Elektroakustische Gerate -
électroacoustiques - Teil 3: Verstarker
Partie 3: amplificateurs (IEC 60268-3:2013)

(CEI 60268-3:2013)

This European Standard was approved by CENELEC on 2013-05-28. CENELEC members are bound to comply
with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the CEN-CENELEC Management Centre or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and notified
to the CEN-CENELEC Management Centre has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Bulgaria, Croatia, Cyprus,
the Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France, Germany,
Greece, Hungary, Iceland, Ireland, ltaly, Latvia, Lithuania, Luxembourg, Malta, the Netherlands, Norway, Poland,
Portugal, Romania, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and the United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europaisches Komitee fiir Elektrotechnische Normung

Management Centre: Avenue Marnix 17, B - 1000 Brussels

© 2013 CENELEC -  All rights of exploitation in any form and by any means reserved worldwide for CENELEC members.

Ref. No. EN 60268-3:2013 E

Documents

Document Sharing Hub

Full document details: BS EN 60268-3:2013


http://dx.doi.org/10.3403/02217944U
http://dx.doi.org/10.3403/02217944
http://www.avadocuments.com/doc/bs-en-60268-3-2013
http://www.avadocuments.com/doc/bs-en-60268-3-2013

BS EN 60268-3:2013
EN 60268-3:2013 -2-

Foreword

The text of document 100/2010A/CDV, future edition 4 of |JEC 60268-3, prepared by IEC/TC 100 "Audio,
video and multimedia systems and equipment" was submitted to the IEC-CENELEC parallel vote and
approved by CENELEC as EN 60268-3:2013.

The following dates are fixed:

¢ latest date by which the document has (dop) 2014-02-28
to be implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2016-05-28
standards conflicting with the
document have to be withdrawn

This document supersedes EN 60268-3:2000.

EN 60268-3:2013 includes the following significant technical changes with respect to EN 60268-3:2000:
— rated condition of multi-channel amplifier is expanded;

— arrangement for the D-class amplifier is added;

— method of measurement for output power (distortion-limited) is expanded;

— Annex B is newly added.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent
rights.

Endorsement notice

The text of the International Standard IEC 60268-3:2013 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:
EC 60268-5:200 NOTE Harmonised as EN 60268-5:2003 (not modified).
EC 61604 series NOTE Harmonised in EN 61604 series.

Documents

Document Sharing Hub

Full document details: BS EN 60268-3:2013


http://dx.doi.org/10.3403/00287102U
http://dx.doi.org/10.3403/02217944
http://dx.doi.org/10.3403/02217944
http://dx.doi.org/10.3403/02859400
http://dx.doi.org/10.3403/02859400
http://dx.doi.org/10.3403/01065078U
http://dx.doi.org/10.3403/01065078U
http://www.avadocuments.com/doc/bs-en-60268-3-2013
http://www.avadocuments.com/doc/bs-en-60268-3-2013

BS EN 60268-3:2013
-3- EN 60268-3:2013

Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.

Publication Year Title EN/HD Year

IEC 60065 (mod) 2001  Audio, video and similar electronic apparatus -EN 60065 2002

+ corr. August 2002  Safety requirements + corr. August 2007

+ A1 (mod) 2005 + A1 2006

+ A2 (mod) 2010 + A2 2010
+A11 2008
+A12 2011

IEC 60268-1 1985 Sound system equipment - HD 483.1 S2 1989

+ A1 1988 Part 1: General

+ A2 1988

IEC 60268-2 1987  Sound system equipment - HD 483.2 S2 1993

+ A1 1991  Part 2: Explanation of general terms and

calculation methods
IEC 60417 Data- Graphical symbols for use on equipment - -
base
IEC 61000-4-13 2002  Electromagnetic compatibility (EMC) - EN 61000-4-13 2002
+ A1 2009 Part 4-13: Testing and measurement + A1 2009

techniques - Harmonics and interharmonics
including mains signalling at a.c. power port,
low frequency immunity tests

IEC 61000-4-17 1999  Electromagnetic compatibility (EMC) - EN 61000-4-17 1999

+ A1 2001 Part 4-17: Testing and measurement + A1 2004

+ A2 2008 techniques - Ripple on d.c. input power port + A2 2009
immunity test

EC 61000-4-29 2000 Electromagnetic compatibility (EMC) - N 61000-4-29 2000

Part 4-29: Testing and measurement
techniques - Voltage dips, short interruptions
and voltage variations on d.c. input power port
immunity tests

EC 61938 1996  Audio, video and audiovisual systems - N 61938 1997
Interconnections and matching values - + corr. February 1997

Preferred matching values of analogue signals
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SOUND SYSTEM EQUIPMENT -

Part 3: Amplifiers

1 Scope

This part of IEC 60268 applies to analogue amplifiers, and the analogue parts of
analogue/digital amplifiers, which form part of a sound system for professional or household
applications. It specifies the characteristics which should be included in specifications of
amplifiers and the corresponding methods of measurement.

NOTE The methods of measurement for digital amplifiers and similar equipment are given in |EC 61604 [4] 1)

In general, the specified methods of measurement are those which are seen to be most
directly related to the characteristics. This does not exclude the use of other methods which
give equivalent results.

In general, the methods are based on the simplest measuring equipment which can provide
useful results. This does not exclude the use of more complex equipment which can give
higher accuracy and/or allow automatic measurement and recording of results.

Rated conditions and standard measuring conditions are specified in order to allow
measurements to be reliably repeated.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any
amendments) applies.

IEC 60065:2001, Audio, video and similar electronic apparatus — Safety requirements
Amendment 1:2005
Amendment 2:2010

IEC 60268-1:1984, Sound system equipment — Part 1: General
Amendment 1:1988
Amendment 2:1988

IEC 60268-2:1987, Sound system equipment — Part 2: Explanation of general terms and
calculation methods
Amendment 1:1991

IEC 60417, Graphical symbols for use on equipment. Available from: http://www.graphical-
symbols.info/equipment

IEC 61000-4-13:2002, Electromagnetic compatibility (EMC) — Part 4-13: Testing and
measurement techniques — Harmonics and interharmonics including mains signalling at a.c.
power port, low frequency immunity tests

Amendment 1:2009

1 Numbers in square brackets refer to the Bibliography. Documents
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IEC 61000-4-17:1999, Electromagnetic Compatibility (EMC) — Part 4-17: Testing and
measurement techniques — Ripple on d.c. input power port immunity test

Amendment 1:2001

Amendment 2:2008

IEC 61000-4-29:2000, Electromagnetic Compatibility (EMC) — Part 4-29: Testing and
measurement techniques — Voltage dips, short interruptions and voltage variations on d.c.
input power ports immunity tests

IEC 61938:1996, Audio, video and audiovisual systems — Interconnections and matching
values — Preferred matching values of analogue signals

3 Conditions

3.1 Rated conditions and standard measuring conditions
3.1.1 Overview

For convenience in specifying how amplifiers shall be set up for measurement, sets of
conditions are specified in this standard, under the titles of rated conditions and standard
measuring conditions.

A full explanation of the term "rated" is given in |EC 60268-3.

The rated conditions for amplifiers are:

— rated power supply voltage;

— rated source impedance;

— rated source e.m.f;

— rated load impedance;

— rated total harmonic distortion, or rated (distortion-limited) output voltage or power;
— rated mechanical and climatic conditions.

NOTE 1 Total harmonic distortion and (distortion-limited) output voltage or power are interdependent. Both cannot
be taken as rated conditions simultaneously because normally a given sample amplifier produces less than rated
total harmonic distortion at rated output voltage or power.

NOTE 2 If the power supply frequency is critical, it is also a rated condition.

To obtain the correct conditions for measurements, the values for the above-mentioned rated
conditions shall be taken from the manufacturer's specification. These values themselves are
not subject to measurement but they constitute the basis for measuring the other characteristics.

Methods of measurement for these other characteristics are given in this standard and the
manufacturer is either required or permitted to state 'rated values' for these characteristics in
the specification of the equipment. These include

— rated voltage gain;

— rated distortion limited output voltage or power (when not adopted as a rated condition);

— rated signal-to-noise ratio;

— rated equivalent noise source e.m.f.
3.1.2 Rated conditions

An amplifier, considered as a four-terminal network with regard to a specified pair of input
terminals and a specified pair of output terminals, shall be understood to be working under
rated conditions when the following conditions are fulfilled: Documents
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a) the amplifier is connected to its rated power supply;

b) the source e.m.f. is connected in series with the rated source impedance to the input
terminals;

NOTE 1 Multi-channel amplifiers can be specified with any number of channels driven, or all channels. See
Annex B. The input signal can be applied simultaneously to all inputs of similar channels.

c) the output terminals are terminated with the rated load impedance;

NOTE 2 For the measurement of Class D amplifiers, the low pass filter can_be connected between the
analyser and the rated load impedance. The low pass filter (analogue) is given in |EC 61606-1 (see Figure 2).

d) the terminals which are not used during the measurement are terminated, if necessary, as
specified by the manufacturer;

e) the source e.m.f. is a sinusoidal voltage equal to the rated source e.m.f. at an appropriate
frequency. Unless there is a special reason to the contrary, this frequency shall be the
standard reference frequency of 1 000 Hz according to [EC 60268-1|.

Such a reason could be that the standard reference frequency is outside or near the limit
of the effective frequency range of the amplifier;

f) the volume control, if any, is set to such a position that the rated distortion-limited output
voltage appears at the output terminals;

g) the tone controls, if any, are set to a specified position to give the specified frequency
response, generally the flat frequency response;

h) the balance control(s), if any, is (are) set to the mechanical central position;
i) the rated mechanical and climatic conditions according to |EC 60268-1 are complied with.

Figure 1 shows block diagrams of amplifiers with some rated conditions stated.

Amplifiers for which the rated distortion-limited output power exceeds the rated temperature-
limited output power are likely to be subject to overheating when operated under rated
conditions for an extended period of time. For these amplifiers, rated conditions shall be
maintained for no longer than can be tolerated by the amplifier.

3.1.3 Standard measuring conditions

These are obtained by bringing the amplifier under rated conditions (see 3.1.2) and then
reducing the source e.m.f. to a level of =10 dB referred to the rated source e.m.f.

3.2 Other conditions

If supplementary data of the amplifier are presented, applying to other than the rated or
standard measuring conditions, for example at different frequencies or at different settings of
controls, then the conditions shall be fully defined in the presentation. These conditions shall,
if possible, be chosen according to the recommendations made in the relevant clauses of this
standard.

The procedures for supplementary measurements may be derived from the measurement
procedures given for the standard conditions. If special precautions are necessary to ensure
accuracy, these shall be indicated together with the measurement procedure involved.

4 Classes of operation

Class A: in which the current in each active device supplying the load current is greater than
zero throughout each cycle of the signal for all values of load current up to and including the
value determined by the rated output power or voltage and the rated load impedance.

Class B: in which the current in each active device supplying the load current is equal to zero
for exactly one-half of each cycle of load current.
Documents
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NOTE 1 In common usage, the term Class B is extended to the case where current flows for slightly more than
one half-cycle.

NOTE 2 Classes G and H are modifications of class B with improved efficiency.

Class AB: in which the current in at least one of the active devices supplying the load current
is zero for some part of each cycle of load current for some range of values of load current not
exceeding the value defined by the rated output power or voltage and the rated load
impedance.

NOTE 3 At sufficiently low signal levels, a Class AB amplifier usually operates in Class A.

Class D: in which all active power devices are switched between fully on and fully off at a rate
faster than the highest frequency of interest, and where the wanted signal is encoded in the
switching pattern.

NOTE 4 Other classes of operation have been commercialized but no formal definitions of such classes have
been submitted for standardization.

5 Interchangeable parts

For type measurements, interchangeable parts shall have characteristics as close as is
reasonably practicable to the mean characteristics specified for these parts.

For measurements on a particular sample, the interchangeable parts supplied with that
amplifier shall be used.

6 Automatic controls

The amplifier may contain automatic control circuits such as limiters, compressors, expanders
and electronic fader circuits. These circuits make certain characteristics of the amplifier
dependent either on a signal passing through the amplifier itself or on an external control
signal. When measuring the characteristics of such an amplifier, the automatic control circuits
shall be disabled, except when measuring their characteristics.

7 Power supply

Measurements shall be made with the amplifier connected to rated power supply. Care shall
be taken to maintain the power supply voltage at the rated value during the measurement. If
the manufacturer claims power supply voltage tolerances exceeding +10 %, then the
characteristics to be specified shall also be stated for the upper and lower limits of these
tolerances.

Additional measurements may be made at the upper and lower limits claimed as tolerable for
the power supply voltage, the power supply frequency and the a.c. power supply harmonics or
the d.c. power supply ripple.

WARNING - The power supply voltage tolerances specified by the manufacturer shall
not be exceeded.

8 Position of the volume controls

If a characteristic is measured at only one position of the volume control, the control shall be
at the position corresponding to rated conditions (see 3.1.2), unless a maximum or minimum
position of the control is inherent in the characteristic to be measured.
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If the characteristic is to be measured for several settings of the volume control, then
the position for rated conditions shall be included, other preferred settings being maximum,
and -3 dB, —6 dB, —10 dB, —20 dB and —40 dB with respect to the setting for rated conditions.

Volume controls belonging to channels not being measured shall, if possible, be put in the
minimum position, unless otherwise stated.

9 Pre-conditioning for measurements

Before beginning measurements on an amplifier, it shall be operated under approximately
standard measuring conditions for a period of 1 h, or as specified by the manufacturer.

Before operating the amplifier the manufacturer's instructions concerning initial operation
should be studied.

The amplifier is then brought under standard measuring conditions (see 3.1.3). Due to internal
heating, the output voltage may subsequently vary with time. Unless excessive, this effect is
ignored during the pre-conditioning period. When the pre-conditioning period is over, the
amplifier shall be brought under rated conditions or standard measuring conditions, as
required.

10 Series of measurements

If a series of measurements is made, the amplifier should preferably be maintained under
standard measuring conditions in the periods between measurements.

If the amplifier has to be put out of operation for an extended period between measurements,
then pre-conditioning according to Clause 9 shall be repeated before each set of
measurements, unless this can be shown to be unnecessary.

11 Variable consumption apparatus

Sound system equipment shall be considered as variable consumption apparatus if it contains
one or more power amplifiers operating in the Class AB, B, or D modes, in which the d.c.
power supply for the output stages is either electronically regulated by means of series control
elements or is not regulated.

NOTE 1 Variable consumption apparatus is defined in IEC 60065:1976 2 as '‘apparatus in which the power
consumption can vary more than 15 % due to changes in load impedances of the output circuit or in signal
parameters', but no definition appears in the fifth (1985) or sixth (1998) editions.

NOTE 2 Where the d.c. supply is regulated by shunt control elements, the power consumption is usually, if not
always, substantially constant. The apparatus, however, behaves in some respects as a variable consumption
apparatus, and, in particular, the text of 14.7.4.1 still applies.

All the measurements contained in this standard may be performed on variable consumption
apparatus, in most cases with no special problems. However, certain problems may occur in
the measurement of hum and rated distortion-limited output power, and some additional
measurements are valuable in assessing the performance of such apparatus (see the note of
14.6.3.1 and item c) of 14.14.3).

12 Marking

Principles for marking the terminals and controls are given in |JEC 60268-1.

2 |EC 60065:1976, Safety requirements for mains operated electronic and related apparatus for I/
similar general use *Dﬁ)aﬂiﬁents
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Marking may concern

— personal safety and prevention of spread of fire, in the sense of IEC 60065;
— safety in case of faulty connections;
— indications relating to normal operation, according to IEC 60417.

Marking can neither prevent incorrect operation nor provide complete operating instructions. It
therefore has to be considered in conjunction with adequate means for preventing dangerous
or faulty operation, and with the directions for use included in the user's instructions. Care
should be taken that marking is unambiguous and as clearly understandable as possible.

Terminals for the interconnection of equipment, which are inaccessible without the use of a
tool when the equipment has been installed, shall be clearly and unambiguously identified
with respect to the manufacturer's instructions for installation. It may be assumed that these
instructions are to be read by adequately skilled personnel.

13 Operating environment

Measurements, especially those including temperature measurements, shall be carried out
with the amplifier mounted in a situation similar to that in which it is to be used. Restrictions
on mounting and special ventilation requirements shall be stated by the manufacturer and
form part of the rated conditions (see 3.1.2). See also IEC 60065 or other appropriate
IEC safety standard.

14 Characteristics to be specified, and their methods of measurement

14.1 Power supply characteristics
14.1.1 Characteristics to be specified

The following information shall (except where indicated as optional) be stated by the
manufacturer in the locations indicated, for each pair of terminals to be connected to the
power supply and for each position of the power supply voltage selector, if any:

a) the type of power supply (d.c. or a.c.); on the equipment and in the specification;

b) the rated power supply voltage (this is a rated condition, see 3.1.2); on the equipment and
in the specification;

c) the power supply frequency or range of frequencies (this may be a rated condition, see
3.1.2); on the equipment and in the specification;

d) the power drawn, under rated conditions, expressed in watts; on the equipment and in the
specification;

e) for variable consumption apparatus (see Clause 11), the power drawn from the power
supply may optionally be expressed as a function of output voltage or power from zero to
the rated value, with specified load impedances, including the rated load impedance. This
characteristic is particularly of value for equipment which may be operated from batteries.
It may be presented as a graph.

If, in items d) or e) above, the apparent power drawn is significantly greater than the true
power, the apparent power should be stated in addition.

14.1.2 Method of measurement

The amplifier is brought under rated conditions. The power drawn from the power supply is
measured in watts by means of a wattmeter:

a) with rated source e.m.f., see 14.5.3;

b) with the source e.m.f. according to standard measuring conditions; Documents
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c) for variable consumption apparatus, at various values of output voltage or power from
zero to the rated value.

14.2 Tolerance of (long-term) power supply voltage variations
14.2.1 Characteristic to be specified

The tolerance of power supply voltage variation, such that, for any power supply voltage
within the stated limits:

a) the upper limit of working voltage is not exceeded for any condition of normal operation;
this applies particularly to such components as semiconductor devices and electrolytic
capacitors;

b) the tolerances of the heater voltage of electronic tubes used in the amplifier are not
exceeded;

c) the maximum permissible temperature is not exceeded in any component when the
amplifier works under standard measuring conditions — except as regards power supply
voltage — for an extended period of time;

d) neither output nor gain is subject to excessive variations;
e) the signal-to-hum ratio is not reduced by more than 3 dB with respect to the rated value.
Amplifiers designed to take their power supply from the mains are generally not subject to

power supply variations exceeding + 10 %. Such variations do not generally require a special
design of amplifier.

Amplifiers designed to take their power supply from batteries or small converters may be
subject to larger variations of power supply voltage, which may be due to changing load, the
temperature of batteries or the gradual decrease of battery voltage during life or discharge.

The rated value shall be stated by the manufacturer in the specification. If the manufacturer
states that the amplifier tolerates power supply voltage variations not exceeding + 10 %, then
compliance with requirements a), b) and c) is considered to be within the scope of normal
amplifier design. Compliance with requirements d) and e) shall be checked.

If the manufacturer states that the amplifier will tolerate power supply voltage variations
exceeding = 10 %, the specification shall give details of any special means for compensating
such variations and the proper working of these means shall be checked if possible.
Compliance with requirements a) to e) shall be checked.

14.2.2 Methods of measurement
14.2.2.1 Temperature
The amplifier is brought under standard measuring conditions.

a) If a rated temperature-limited output power is given, the source e.m.f. shall be adjusted so
that this value of output power is obtained.

b) The power supply voltage is adjusted to the upper limit stated by the manufacturer and the
source e.m.f. readjusted, if necessary, to restore the output power to the value specified in
item a).

c) The amplifier shall be capable of working continuously under these conditions for at least
4 h without any component exceeding the maximum permissible temperature.

14.2.2.2 Variations of output and gain

The amplifier is brought under rated conditions, the total harmonic distortion being measured
by the method given in 14.12.3.2.

a) The source e.m.f. Eg and the output voltage U, are measured. Documents
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b) The power supply voltage is varied step by step over the range specified by the
manufacturer. For each value of the power supply voltage chosen, the source e.m.f. Eg is
readjusted to obtain the initial total harmonic distortion, and the source e.m.f. ES' and the
output voltage Uy' are measured.

NOTE Over the range of permitted supply voltage, both ES' and U,' are usually substantially proportional to the
power supply voltage, where no voltage regulation is provided.

14.2.2.3 Hum

The amplifier is brought under standard measuring conditions and the source e.m.f then
reduced to zero.
a) The signal-to-hum ratio is measured as indicated in 14.14.

b) The power supply voltage is varied step by step over the range specified by the manufacturer.
For each value of the power supply voltage chosen, the hum voltage at the output is
measured and the signal-to-hum ratio computed. It is expressed as the ratio in decibels of
the rated output voltage to the measured hum voltage.

14.3 Tolerance of power supply frequency variations
14.3.1 Characteristics to be specified

The tolerance of power supply frequency variation, such that, for any power supply frequency
within the stated limits:

a) the maximum permissible temperature is not exceeded in any component when the
amplifier is under standard measuring conditions — except as regards power supply
frequency — for at least 4 h;

b) the output voltage and the total harmonic distortion of the amplifier are not subject to
significant variations;

c) the signal-to-hum ratio is not reduced by more than 3 dB with respect to the rated value.

The manufacturer shall state the rated value in the specification.

Compliance with requirement a) is considered to be within the scope of normal amplifier
design.

NOTE Increase in temperature of components might occur, particularly in the power supply portion, at the lower
end of the power supply frequency range.

14.3.2 Methods of measurement
14.3.2.1 Variations of output voltage and total harmonic distortion

The amplifier is brought under rated conditions, the total harmonic distortion being measured
by the method given in 14.12.4.2.

a) The source e.m.f. Eg and the output voltage U, are measured.

b) The power supply frequency is varied step by step over the range specified by the
manufacturer. For each value of the power supply frequency chosen, the output voltage
Uo' and the total harmonic distortion are measured.

c) Neither the voltage U,' nor the total harmonic distortion shall be subject to significant
variations within the specified power supply frequency range.

14.3.2.2 Hum

The method of measurement is as given in 14.2.2.3, except that the power supply frequency
is varied instead of the power supply voltage.

NOTE The worst signal-to-hum ratio is generally found at the lower limit of power supply frequency. Documents
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14.4 Tolerance of power supply harmonics and ripple
14.4.1 Characteristics to be specified
The following characteristics should be specified.

a) The tolerance of power supply harmonics, such that, within the stated tolerance range

1) the variations of the rectified power supply voltage due to changes in the peak-to-r.m.s.
ratio of power supply voltage do not exceed the variation due to the permissible power
supply voltage variations specified according to 14.2.1;

2) the signal-to-hum ratio is not reduced by more than 3 dB with respect to the rated
value.

Requirement 1) implies that the tolerance of a.c. power supply harmonics does not exceed the
smallest tolerance, either positive or negative, specified for the power supply voltage
according to 14.2.1.

b) The tolerance of ripple on the d.c. power supply, such that, within the stated tolerance
range

1) the variations of the power supply voltage do not exceed the variation due to the
permissible power supply voltage variations specified according to 14.2.1;

2) the signal-to-noise ratio is not reduced by more than 3 dB with respect to the rated
value.

The manufacturer may optionally state these tolerance ranges in the specification.

14.4.2 Methods of measurement
The methods of measurement are specified in other IEC standards:

a) Power supply harmonics
See |[EC 61000-4-13.

b) Ripple
See |EC 61000-4-117.

c) Voltage dips, short interruptions and voltage variations
See |EC 61000-4-29.

14.5 Input characteristics
14.5.1 Rated source impedance, characteristic to be specified

The internal impedance, stated by the manufacturer in the specification, of the source
supplying the signal to the amplifier.

Unless otherwise specified, the rated source impedance is assumed to be a constant pure
resistance.

NOTE The manufacturer can also give the range of source impedances which is considered tolerable in practice.

If the rated source impedance is not stated by the manufacturer, the appropriate impedance
specified in [EC 61938 shall be used.

14.5.2 Input impedance
14.5.2.1 Characteristics to be specified
The internal impedance measured between the input terminals:

a) under standard measuring conditions; the rated value shall be stated in (he :peggﬁ%ments
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b) at other signal frequencies; this may optionally be stated in the specification, except where
the variation with frequency may be important (such as for inputs for magnetic tape heads
or pick-ups for analogue disc records), in which case sufficient additional data shall be
given.

14.5.2.2 Methods of measurement
14.5.2.2.1 General

In the methods given in 14.5.2.2.2 and 14.5.2.2.3 the modulus of the input impedance is
measured. If more information is required (such as the values of the components of an
equivalent circuit representing the input impedance over a range of frequencies) then one of
the methods given in 14.5.2.2.4 or 14.5.2.2.5 may be used.

14.5.2.2.2 Balanced input

The amplifier is brought under standard measuring conditions, using a source free from earth
(or chassis), as shown in Figure 3 a).

a) The input voltage Uq is measured by means of a voltmeter with balanced input, whose
input impedance is high compared with the input impedance of the amplifier.

b) The amplifier is then substituted by a calibrated variable resistor, which is adjusted so that
the voltmeter again reads Uq. The value of the variable resistor is then equal to the
modulus of the input impedance of the amplifier at the standard reference frequency.

c) The measurement may be repeated at other signal frequencies, preferably standard one-
third octave band centre frequencies (see |EC 60268-1).

If the input impedance of the amplifier is high compared with the rated source resistance, it is

difficult to determine precisely the setting of the variable resistor which gives a voltmeter

reading equal to U,. In other words, the sensitivity of the method of measurement is low. This

effect can be overcome by increasing the source impedance for this measurement, to a value
of 10 or more times the rated source impedance.

The input impedance of the voltmeter also affects the sensitivity of the measurement. It
should therefore be high compared with the parallel combination of the source impedance
used for the measurement and the input impedance of the amplifier.

The position of the volume control may affect the input impedance. If so, the measurements
should be repeated at different positions of the control and the positions reported with the
results. The source e.m.f. should be adjusted to maintain the output voltage at 10 dB below
the rated value, unless this would require the overload source e.m.f. to be exceeded.

14.5.2.2.3 Unbalanced input

The amplifier is brought under standard measuring conditions, the common input terminal
being connected to earth (see Figure 3 b)).

a) The input voltage U4 is measured by means of a voltmeter, the input impedance of which
is high compared with that of the amplifier.

b) The amplifier is then substituted by a calibrated variable resistor, which is adjusted so that
the voltmeter again reads U¢. The value of the variable resistor is then equal to the
modulus of the input impedance of the amplifier at the standard reference frequency.

c) The measurement may be repeated at other signal frequencies, preferably standard one-
third octave band centre frequencies (see |[EC 60268-1).
14.5.2.2.4 Measurement of input impedance using a bridge

The amplifier is brought under standard measuring conditions.
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a) The signal source is then replaced by the 'unknown' terminals of a suitable audio-
frequency bridge. It is essential to ensure that the amplifier is not overloaded by the signal
from the bridge.

NOTE 1 A suitable bridge has means for adjusting the voltage across the 'unknown' terminals (usually by
adjusting the input voltage to the bridge network).

NOTE 2 For a balanced input, a high-quality unity-ratio transformer can be included between the bridge and
the input terminals of the amplifier, or a battery-operated bridge could be used.

b) The bridge controls are adjusted to achieve balance, and the input impedance is then read
from the controls.
14.5.2.2.5 Measurement of input impedance using two values of source resistance

The amplifier is brought under standard measuring conditions.

a) The gain-limited effective frequency range is then measured (see 14.11.2).

b) The measurement is repeated with a known value of source resistance, at least 10 times
the rated input impedance, the source e.m.f. being increased to restore the output voltage
to 10 dB below the rated value. The new value of source e.m.f. is noted.

c) The input impedance at any frequency can be calculated, using simple circuit theory, from
the ratios of the source e.m.f.s and the ratios of the gains measured in steps a) and b), if
the ratio of the gains is sufficiently large to give the required accuracy.

Approximate values can be calculated from the limit frequencies of the gain-limited effective
frequency range determined in step b).

NOTE 1 At high frequencies, the input impedance can usually be represented quite accurately by the parallel
combination of a resistor and a capacitor. At low frequencies, the input impedance might behave as a parallel
combination of a resistor and an inductor or as a series combination of a resistor and a capacitor.

NOTE 2 This method involves assumptions that the input impedance is not influenced by the value of source

resistance and that the resistive component of the input impedance is substantially independent of frequency. In
some cases, one or both of these assumptions might not be justified.

14.5.3 Rated source e.m.f., characteristic to be specified

The e.m.f. stated by the manufacturer in the specification, which, when connected to the input
terminals in series with the rated source impedance, gives rated distortion-limited output
voltage across the rated load impedance at a specified, appropriate setting of the controls.

14.5.4 Minimum source e.m.f. for rated distortion-limited output voltage

14.5.4.1 Characteristic to be specified

The e.m.f. which, when connected to the input terminals in series with the rated source
impedance, gives rated distortion-limited output voltage across the rated load impedance with

the volume control(s), if any, set for maximum gain and the tone control(s), if any, set as
specified for rated conditions.

If a volume control is provided, the rated source e.m.f. should obviously be equal to or greater
than the minimum source e.m.f. for rated output voltage. If there is no volume control, the
rated source e.m.f. is equal to the rated value of minimum source e.m.f. for rated output
voltage.

The manufacturer may optionally state the rated value in the specification.

14.5.4.2 Method of measurement
The amplifier is brought under rated conditions.

a) The output voltage Uy is measured.
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b) The volume control is adjusted for maximum gain and the source e.m.f. is readjusted to
restore the initial output voltage.

c¢) The minimum source e.m.f. Eg is then measured.
14.6 Output characteristics
14.6.1 Rated load impedance, characteristic to be specified

The impedance, stated by the manufacturer in the specification and preferably marked on the
equipment, to which the output terminals shall be connected for measuring purposes.

Unless otherwise specified by the manufacturer, the rated load impedance shall be assumed
to be a constant pure resistance.

More than one value of rated impedance may be specified. The corresponding values of
output voltage or power and rated total harmonic distortion shall be specified with each rated
value of load impedance. They may be presented in a table, as in the following example:

Rated load impedance Rated output power Rated THD
Q W %
16 10 0,2
8 20 0,2
4 40 0,25

A range of values may be specified, provided the above data is given for the highest and
lowest values of rated impedance, as follows:

Rated load impedance Rated output power Rated THD
Q w %
16 10 0,2
Any intermediate value - -
4 40 0,25

The amplifier shall meet the relevant electrical safety requirements (normally those specified
in IEC 60065) for each value of rated load impedance.

14.6.2 Output source impedance
14.6.2.1 Characteristic to be specified

The internal impedance measured between the output terminals under specified conditions.
The manufacturer shall state the rated value in the specification.

14.6.2.2 Method of measurement

The amplifier is brought under standard measuring conditions. Then the source e.m.f. is
reduced to zero and the rated load impedance is disconnected.

a) A sinusoidal current source of internal impedance at least 10 times the expected value of
the output source impedance is connected, in series with an ammeter, to the output
terminals of the amplifier. A voltmeter is also connected to the output terminals. The
current is then adjusted to the value which would flow through the output terminals under
standard measuring conditions.

b) The value of this current may be calculated as the current which would produce a voltage
level of —10 dB referred to the rated (distortion-limited) output voltage across the rated
load impedance.

c) The voltage across the output terminals Uy is then measured.
d) The measurement may be repeated at other signal frequencies.

e) The output source impedance is then calculated according to the following formﬂ%cuments

1Z] = U2/l
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