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National foreword

This British Standard is the official English language version of
EN 60269-4-1:2002 and includes a CENELEC corrigendum of May 2002. It is 
based on IEC 60269-4-1:2002.

The UK participation in its preparation was entrusted to Technical Committee 
PEL/32, Fuses, which has the responsibility to: 

A list of organizations represented on this committee can be obtained on 
request to its secretary.

From 1 January 1997, all IEC publications have the number 60000 added to 
the old number. For instance, IEC 27-1 has been renumbered as IEC 60027-1. 
For a period of time during the change over from one numbering system to the 
other, publications may contain identifiers from both systems.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Search” facility of the BSI Electronic Catalogue or of British 
Standards Online.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible European committee any enquiries on the 
interpretation, or proposals for change, and keep the UK interests 
informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 17 and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.

Amendments issued since publication

Amd. No. Date Comments

Full document details: BS EN 60269-4-1:2002

http://www.avadocuments.com/doc/bs-en-60269-4-1-2002
http://www.avadocuments.com/doc/bs-en-60269-4-1-2002


EUROPEAN STANDARD EN 60269-4-1
NORME EUROPÉENNE

EUROPÄISCHE NORM May 2002

CENELEC
European Committee for Electrotechnical Standardization

Comité Européen de Normalisation Electrotechnique
Europäisches Komitee für Elektrotechnische Normung

Central Secretariat: rue de Stassart 35, B - 1050 Brussels

© 2002 CENELEC - All rights of exploitation in any form and by any means reserved worldwide for CENELEC members.

Ref. No. EN 60269-4-1:2002 E

ICS 29.120.50

English version

Low-voltage fuses
Part 4-1: Supplementary requirements for fuse-links

for the protection of semiconductor devices -
Sections I to III: Examples of types of standardized fuse-links

(IEC 60269-4-1:2002)

Fusibles basse tension
Partie 4-1: Prescriptions supplémentaires
concernant les éléments de remplacement
utilisés pour la protection des dispositifs
à semi-conducteurs -
Sections I à III: Exemples d'éléments
de remplacement normalisés
(CEI 60269-4-1:2002)

Niederspannungssicherungen
Teil 4-1: Zusätzliche Anforderungen
an Sicherungseinsätze zum Schutz
von Halbleiter-Bauelementen -
Hauptabschnitte I bis III: Beispiele
für genormte Typen der Sicherungseinsätze
(IEC 60269-4-1:2002)
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Foreword

The text of document 32B/387/FDIS, future edition 1 of IEC 60269-4-1, prepared by SC 32B,
Low-voltage fuses, of IEC TC 32, Fuses, was submitted to the IEC-CENELEC parallel vote and was
approved by CENELEC as EN 60269-4-1 on 2002-05-01.

The following dates were fixed:

– latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2003-02-01

– latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2005-05-01

__________

Endorsement notice

The text of the International Standard IEC 60269-4-1:2002 was approved by CENELEC as a European
Standard without any modification.

__________
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