BRITISH STANDARD BS EN |
60297-3-103:

2004

Mechanical structures
for electronic
equipment —
Dimensions of
mechanical structures

of the 482,6 mm (19 in)
series —

Part 3-103: Keying and alignment pin

The European Standard EN 60297-3-103:2004 has the status of a
British Standard

ICS 31.240

-t
5l

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

msTvETTTETAS T
British Standards

Full document details: BS EN 60297-3-103:2004


http://dx.doi.org/10.3403/30099450U
http://www.avadocuments.com/doc/bs-en-60297-3-103-2004
http://www.avadocuments.com/doc/bs-en-60297-3-103-2004

BS EN 60297-3-103:2004

This British Standard was
published under the authority
of the Standards Policy and
Strategy Committee

on 30 June 2006

© BSI 2006

ISBN 0 580 45256 5

National foreword

This British Standard is the official English language version of
EN 60297-3-103:2004. It is identical with IEC 60297-3-103:2004. It supersedes
BS EN 60297-5-104:2001 and [BS EN 60297-5-105:2001] which are withdrawn.

The UK participation in its preparation was entrusted to Technical Committee
EPL/48/4, Mechanical structures for electronic equipment, which has the
responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of British
Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 16, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication
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Structures mécaniques Bauweisen flr elektronische
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This European Standard was approved by CENELEC on 2004-09-01. CENELEC members are bound to
comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the Central Secretariat or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and
notified to the Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Cyprus, Czech
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Foreword

The text of document 48D/301/FDIS, future edition 1 of JEC 60297-3-103, prepared by SC 48D,
Mechanical structures for electronic equipment, of IEC TC 48, Electromechanical components and
mechanical structures for electronic equipment, was submitted to the IEC-CENELEC parallel vote and
was approved by CENELEC as EN 60297-3-103 on 2004-09-01.

This European Standard supersedes EN 60297-5-104:2001 and EN 60297-5-105:2001].

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2005-06-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2007-09-01

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 60297-3-103:2004 was approved by CENELEC as a
European Standard without any modification.
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INTRODUCTION

The “Dimensions of mechanical structures of the 482,6 mm (19 in) standards are defined in
IEC 60297. To the original IEC 60297-3:1988 publication was added Amendment 1:1995. The
additional requirements were published in |EC 60297-4:1995 with Amendment 1:1999.

The extended requirements were published in the IEC 60297-5-1XX series (2001).
Responding to market requirements and for more clarity it became necessary to merge and
technically enhance these standard “parts” into 3 “new” standards for subracks and
associated plug-in units. This “merged” standard series now defined as |EC 60297-3-101,
IEC 60297-3-102 and JEC 60297-3-103 explains its relationship to the previous “fragmented”
IEC 60297-X standards, see Figure 1.

The nomenclature of these new standards has been revised. The relationship to IEC 60297-1
(Part 1: Panels and Racks) has been maintained. The relationship to
Cabinets and pitches of rack structures) has been maintained. The relationship to
(Part 1: Climatic, mechanical tests and safety aspects for cabinets, racks, subracks and
chassis) and IEC TS 61587-3 (Part 3: Electromagnetic shielding performance tests for

cabinets, racks and subracks) has been added.

IEC 60297-3-109 defines only the interface dimensions for an alignment pin and a keying
device which are additional to those defined in JEC 60297-3-101.

New Old
“merged” standard series “fragmented“ standard series
Subracks and associated Subracks and associated
plug-in units plug-in units
Subracks and plug-in units EC 60297-3
] EC 60297-4
IEC 60297-3-101 <:I EC 60297-5-102
EC 60297-5-103
EC 60297-5-107

EC 60297-5-101
Subracks and plug-in units: EC 60297-4

—  Injector/extractor handle <:|
IEC 60297-3-102

EC 60297-5-104

Subracks and plug-in units: =
—| Keying and alignment pin <::| EC 60297-5-105

JEC 60297-3-103

IEC 1089/04

Figure 1 — Relationship between the new |[EC 60297-3 series
and the old IEC 60297 series
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