BRITISH STANDARD BS EN |
60297-3-104:

2006

Mechanical structures
for electronic
equipment —
Dimensions of
mechanical structures
of the 482,6 mm (19 in)

series —

Part 3-104: Connector dependent
interface dimensions of subracks and
plug-in units

The European Standard EN 60297-3-104:2006 has the status of a
British Standard

ICS 31.240

zs

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

b
British Standards

Full document details: BS EN 60297-3-104:2006


http://dx.doi.org/10.3403/30117496U
http://www.avadocuments.com/doc/bs-en-60297-3-104-2006
http://www.avadocuments.com/doc/bs-en-60297-3-104-2006

BS EN 60297-3-104:2006

National foreword

This British Standard was published by BSI. It is the UK implementation of
EN 60297-3-104:2006. It is identical with IEC 60297-3-104:2006.

The UK participation in its preparation was entrusted to Technical Committee
EPL/48, Electromechanical components and mechanical structures for
electronic equipment.

A list of organizations represented on EPL/48 can be obtained on request to its
secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was Amendments issued since publication
published under the authority
of the Standards Policy and

Strategy Committee Amd. No. Date Comments

on 30 April 2007

© BSI 2007

ISBN 978 0 580 50468 6 Pocuments

Document Sharing Hub

Full document details: BS EN 60297-3-104:2006


http://www.avadocuments.com/doc/bs-en-60297-3-104-2006
http://www.avadocuments.com/doc/bs-en-60297-3-104-2006

EUROPEAN STANDARD EN 60297-3-104

NORME EUROPEENNE
EUROPAISCHE NORM June 2006

ICS 31.240

English version

Mechanical structures for electronic equipment -
Dimensions of mechanical structures
of the 482,6 mm (19 in) series
Part 3-104: Connector dependent interface dimensions
of subracks and plug-in units
(IEC 60297-3-104:2006)

Structures mécaniques pour équipements Bauweisen fir elektronische

électroniques - Einrichtungen -
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Foreword

The text of document 48D/337/FDIS, future edition 1 of JEC 60297-3-104, prepared by SC 48D,
Mechanical structures for electronic equipment, of IEC TC 48, Electromechanical components and
mechanical structures for electronic equipment, was submitted to the IEC-CENELEC parallel vote and
was approved by CENELEC as EN 60297-3-104 on 2006-06-01.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2007-03-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2009-06-01

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 60297-3-104:2006 was approved by CENELEC as a European
Standard without any modification.
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MECHANICAL STRUCTURES FOR ELECTRONIC EQUIPMENT -
DIMENSIONS OF MECHANICAL STRUCTURES
OF THE 482,6 mm (19 in) SERIES -

Part 3-104: Connector dependent interface dimensions
of subracks and plug-in units

1 Scope and object

This part of IEC 60297 covers the connector dependent interface dimensions for subracks and
plug-in units in accordance with subracks of JEC 60297-3-101. In this part of IEC 60297, the
two-part connectors of the series |EC 60603-4, |EC 61076-4-101, JEC 61076-4-113 are
concerned. Since the connector specific standards contain the dimensions of the connectors
only, it is the intention of this part of IEC 60297 to introduce the related subrack and plug-in
unit interface dimensions if the connectors mentioned are applied. This standard will also
provide dimensional guidelines for the implementation of other connectors by definition of the
relationship between subrack mounting pitches and the position of board- type plug-in units
and backplanes.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60297-3-101], Mechanical structures for electronic equipment — Dimensions of mechanical
structures of the 482,6 mm (19 in) series — Part 3-101: Subracks and associated plug-in units

IEC 60603-2:1995, Connectors for frequencies below 3 MHz for use with printed boards —
Part 2: Detail specification for two-part connectors with assessed quality, for printed boards,
for basic grid of 2,54 mm (0,1 in) with common mounting features

EC 60917-1, Modular order for the development of mechanical structures for electronic
equipment practices — Part 1: Generic standard

IEC 61076-4-101:2001, Connectors for electronic equipment — Part 4-101: Printed board
connectors with assessed quality — Detail specification for two-part connector modules,

having a basic grid of 2,0 mm for printed boards and backplanes in accordance with
EC 6091

IEC 61076-4-113:2009, Connectors for electronic equipment — Printed board connectors —
Part 4-113: Detail specification for two-part connectors having 5 rows with a grid of 2,54 mm
for printed boards and backplanes in bus applications

3 Terms and definitions

For the purposes of this document, the terms and definitions given in |[EC 60917-1| apply.
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