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Foreword 

The text of document 48D/381/FDIS, future edition 1 of IEC 60297-3-105, prepared by SC 48D,
Mechanical structures for electronic equipment, of IEC TC 48, Electromechanical components and
mechanical structures for electronic equipment, was submitted to the IEC-CENELEC parallel vote and
was approved by CENELEC as EN 60297-3-105 on 2008-12-01.

The following dates were fixed:

– latest date by which the EN has to be implemented 
at national level by publication of an identical
national standard or by endorsement (dop) 2009-09-01

– latest date by which the national standards conflicting
with the EN have to be withdrawn  (dow) 2011-12-01

Annex ZA has been added by CENELEC.

__________

Endorsement notice

The text of the International Standard IEC 60297-3-105:2008 was approved by CENELEC as a European
Standard without any modification.

__________
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD
applies.

Publication Year Title EN/HD Year
IEC 60050-581 -1) International Electrotechnical Vocabulary

(IEV) - 
Part 581: Electromechanical components for
electronic equipment 

- - 

IEC 60297-3-100 -1) Mechanical structures for electronic
equipment - Dimensions of mechanical 
structures of the 482,6 mm (19 in) series -
Part 3-100: Basic dimensions of front panels, 
subracks, chassis, racks and cabinets

EN 60297-3-100 20092)

IEC 60917-1 -1) Modular order for the development of
mechanical structures for electronic
equipment practices -
Part 1: Generic standard 

EN 60917-1 19982)

IEC 61587-1 -1) Mechanical structures for electronic
equipment - Tests for IEC 60917 and 
IEC 60297 -
Part 1: Climatic, mechanical tests and safety
aspects for cabinets, racks, subracks and 
chassis 

EN 61587-1 20072)

IEC 61587-2 -1) Mechanical structures for electronic
equipment - Tests for IEC 60917 and 
IEC 60297 -
Part 2: Seismic tests for cabinets and racks

EN 61587-2 20012)

IEC 61587-3 -1) Mechanical structures for electronic
equipment - Tests for IEC 60917 and 
IEC 60297 -
Part 3: Electromagnetic shielding performance 
tests for cabinets, racks and subracks

EN 61587-3 20062)

1) Undated reference.
2) Valid edition at date of issue.
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