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National foreword

This British Standard has been prepared by Technical Committee NFE/35 and is the
English language version of : 1996, Aluminium and aluminium alloys —
Wrought forging stock — Part 1: Technical conditions for inspection and delivery
published by the European Committee for Standardization (CEN).

Cross-references

Publications referred to Corresponding British Standards

BS EN 515 : 1993 Aluminium and aluminium alloys —
Wrought products — Temper designations
EN 573-3 BS EN 573 Aluminium and aluminium alloys — Chemical

composition and _form of wrought products
Part 3: 1995 Chemical composition

BS EN 603 Aluminium and aluminium alloys — Wrought

Jforging stock
EN 603-2 Part 2: Mechanical properties
BS EN 603 Aluminium and aluminium alloys — Wrought
Jforging stock
EN 603-3 Part 3: Tolerances on dimensions and form
EN 10002- BS EN 1000 Tensile testing of metallic materials
Part 1: 1990 Method of test at ambient temperature
EN 10204 BS EN 10204 : 1991 Metallic products — Type of inspection
document
ISO 468 Assessment of surface texture

Part 1: 1988 Methods and instrumentation

together with B , BS EN 5734 BS EN 5734,
BS EN 586-2 BS EN 603-2 and [EN 604-1 partially supersedes BS 1479 : 1972. When
prEN 586-1 is published, BS 1479 : 1972 will be withdrawn.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.
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