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Foreword
The text of document 56/929/FDIS, future edition 1 of JEC 60300-3-14, prepared by IEC TC 56,
Dependability, was submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as
N 60300-3-14 on 2004-05-01.
The following dates were fixed:
— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2005-02-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow)  2007-05-01

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 60300-3-14:2004 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following note has to be added for the standard indicated:

S0 9000 NOTE Harmonized as EN 1SO 9000:200( (not modified).

Documents

Document Sharing Hub

Full document details: BS EN 60300-3-14:2004


http://dx.doi.org/10.3403/03054844U
http://dx.doi.org/10.3403/03054844U
http://dx.doi.org/10.3403/BSENISO9000
http://dx.doi.org/10.3403/02170691
http://www.avadocuments.com/doc/bs-en-60300-3-14-2004
http://www.avadocuments.com/doc/bs-en-60300-3-14-2004

Page 3

EN 60300-3-14:2004
CONTENTS

INTRODUGCTION ... ettt et e et e e et e e e e e et e e e e e ennns 5
LS ToTo] o 1 YOO 6
NOIMaAtIVE FEIEIENCES ... e 6
Terms, definitions and @CrONYMS ...t e e a s 7

3.1 Terms and definitioNs .. ..o 7

K T N o] 0] 0 17/ 12 T 10

4  Maintenance and maintenance SUPPOrt OVEIVIEW ........c.oeiiiiiiiiiii i 10
4.1 Life CYCIE @SPECTES .. et 10
g O R € 7= 1= ¥ 10

4.1.2 Scenarios for maintenance and maintenance support...........ccccoeeeiiiiiennnn. 11

4.1.3 Concept and definition phase ... 12

4.1.4 Design and development phase........ccooiiiiiiiiiiiii 12

4.1.5 Manufacturing phase ... 13

4.1.6 Installation Phase . ..o 13

4.1.7 Operation and maintenance phase ..o 13

4.1.8 Disposal Phase . e 14

4.2 Description of Mainte@NaNCe .........oouiiiiiii 14
421 GENEIAL e 14

4.2.2 Maintenance policy and CONCEPt.......ooiiriiiiiii i 14

4.2.3 INdenture [EVEIS ... 15

4.2.4 Maintenance eCheloNS . ... 15

4.2.5 Preventive and corrective maintenance .............coocoiiiiiiii 15

4.3 Description of maintenance SUPPOrt........cooiiiiiii 16

5 Management respOoNnSIDIlItY . ... 16
5.1 Management cOmmitment. ... ..o s 16

ST O 1 1= (] 14 1=Y PPN 17

5.3  MaintenanCe POlICY ... uieie e 17

5.4 Planning of maintenance and maintenance support..........cooocoiiiiiiiiiin i 17

5.5 Responsibility, authority and communication ... 17

6 Maintenance process implementation ... ... 18
B.1  GBNEIAl .. 18

6.2 MaintenanCe ManagemMent. . ...t 18

6.3 Maintenance and maintenance support planning ..o 19
B.3.1  GONEIAI oot 19

6.3.2 Determination of maintenance support.........ccooviiiii i 20

6.3.3 Maintenance task identification................coooi i 21

6.3.4 Maintenance task analysSiS.....cccooiiiiiiiii s 22

6.3.5 Identification of maintenance support resources ...........cocoooiiiiiiiiiiinnnL 22

6.4 MaintenancCe Preparation ... ... 23

6.5 Maintenance eXeCULION ... ..ot 23

Documents

Document Sharing Hub

Full document details: BS EN 60300-3-14:2004


http://www.avadocuments.com/doc/bs-en-60300-3-14-2004
http://www.avadocuments.com/doc/bs-en-60300-3-14-2004

Page 4
EN 60300-3-14:2004

7 ReESOUICE ManNagemMeENnt. .. ... 24

7.1 ProviSion Of FESOUIMCES ...t 24

7.2 HUMAN FESOUICES ..ottt ettt et ettt et et e eneenes 25

.21 GENEIAl i 25

7282 1 - 11 2 Y1 T S P 25

7.3 INfrastrUCIUIrE ... 26

T30 GONEIAI et 26

7.3.2  SUPPOrt @QUIPMENT .. e 26

7.3.3 Built-in test equipment (BITE) ......coooiiiiii 28

7.3.4 Maintenance facilities ..o 28

7.3.5 Administration and technical facilities ... 28

7.3.6  Computerized maintenance information systems ...............cooeiiiiiiiinennn, 29

7.4  INfOrmMatioNn FESOUICES .. . i e 29

T4 GENEIAL i 29

T7.4.2 DoCUMENTALION .. 29

7.4.3 Maintenance information ... 32

7.5  Materials and SpPare PartS ..o 33

.51 GENEIAl e 33

7.5.2 Spare parts quantification.............coooiiii 33

7.5.3 Spare parts identification...........coooiiii 35

8 Measurement, analysis and Improvement ... .. ... 36

B GBNEIAl e 36

8.2  Monitoring and MeasuUrEemMeENt ... .. ..o 36

8.2.1  GBNEIAI oot 36

8.2.2 Customer-related measurement......... ... 36

8.2.3 Maintenance-related measurement............oooiiiiiiii 37

8.3  MaintenanCe aSSESSMENT ... i e 37

8.4 MaintenancCe iIMPrOVEMENT. ... .ot 38

8.5 MoOdifiCatiONS . .eii 38

Annex A (informative) Factors affecting maintenance and maintenance support .................. 39

AT G NETAL s 39

A.2  Application 10 COmMPleX SYSIEMS ... 39

A.3 Factors during the design pPhase ... 39

A.4 Factors during the operation and maintenance phase ............cocoiiiiiiiii 40
Annex ZA (informative) Normative references to international publications with their

corresponding European publiCations ..ot 43

Bl O g AP Y e 42

Figure 1 — Maintenance and maintenance support during the life cycle ...........c..ccoooiiis 11

Figure 2 — Interrelationship of maintenance terms..............cooiiiiiiii e, 14

Figure 3 — Types of maintenance tasks .........coiiiiiiii i 16

Figure 4 — MaintenanCe PrOCESSES . ..t it ittt e 18

Figure 5 — Maintenance and maintenance support planning process ..........ccocceviiiiiiiiiieenaans. 20

Figure 6 — Spare parts proviSioning PrOCESS ......iuuiiein i e e 35

Documents

Document Sharing Hub

Full document details: BS EN 60300-3-14:2004


http://www.avadocuments.com/doc/bs-en-60300-3-14-2004
http://www.avadocuments.com/doc/bs-en-60300-3-14-2004

Page 5
EN 60300-3-14:2004

INTRODUCTION

The provision of maintenance and maintenance support is a key element in ensuring the
dependability of items (products, equipment and systems) throughout their life cycle. Proper
functionality, capability and dependability performance are achieved by providing the
necessary maintenance and maintenance support in conjunction with appropriate design,
quality manufacturing, and sound operating practices.

The amount and type of maintenance and maintenance support depends on customer needs,
the nature of the item, its condition, required availability and other factors. As these factors
change, especially during the operation and maintenance phase, maintenance and
maintenance support may need to be adjusted.

A number of different functions, such as maintenance management and asset management,
include maintenance and maintenance support. This standard does not preclude their use, but
does indicate what should be addressed under these headings.

Inadequate, excessive or incorrect maintenance can cause failures, which may significantly
reduce the availability of items and result in greatly increased cost due to loss of performance
and possible secondary damage. The reduced availability often produces operational
penalties and a consequent loss of revenue, which can be significantly greater than the cost
of maintenance or even the cost of the original failure. Safety may also be affected and in
some industries this may be the most important consideration.

This standard provides a more general approach to maintenance and maintenance support
than used in integrated logistic support (ILS). ILS is a method by which all logistic support
services are considered and provided for customers as an integral part of product
development. This standard addresses the case for complex systems where maintenance and
maintenance support need to be adjusted to specific situations during both the design phase
and the operation and maintenance phase.
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DEPENDABILITY MANAGEMENT -

Part 3-14: Application guide —
Maintenance and maintenance support

1 Scope

This part of IEC 60300 describes a framework for maintenance and maintenance support and
the various minimal common practices that should be undertaken. The purpose of this
standard is to outline, in a generic manner, management, processes and techniques related to
maintenance and maintenance support that are necessary to achieve adequate dependability
to meet the operational needs of the customer.

NOTE 1__Maintenance and maintenance support are a major element of dependability as described in |EC 60300-1
and JEC 60300-7.

In some cases, regulatory and other mandatory requirements need to be considered.
Maintenance and maintenance support requirements and obligations may therefore need to
be specified in a contract, which cites this standard.

This standard is intended for use by a wide range of suppliers, maintenance support
organizations and users and can be applied to all items.

This standard is applicable to items, which include all types of products, equipment and
systems (hardware and associated software). Most of these require a certain level of
maintenance to ensure that their required functionality, dependability, capability, economic,
safety and regulatory requirements are achieved.

NOTE 2 For consistency, this standard will use the term “item” as defined in 3.1.5, except where the context
requires otherwise.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60300-1:2003, Dependability management — Part 1: Dependability management systems

IEC_60300-2:2004, Dependability management — Part 2: Guidelines for dependability
management

EC 60300-3-2, Dependability management — Part 3: Application guide — Section 2: Collection
of dependability data from the field

EC 60300-3-3, Dependability management — Part 3: Application guide — Section 3: Life cycle
costing

IEC 60300-3-10d, Dependability management — Part 3-10: Application guide — Maintainability
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IEC 60300-3-11, Dependability management — Part 3-11: Application guide — Reliability
centred maintenance

IEC 60300-3-12, Dependability management — Part 3-12: Application guide — Integrated
logistic support

EC 60706-3, Guide on maintainability of equipment — Part 3: Sections Six and Seven —
Verification and collection, analysis and presentation of data

EC 60706-9, Guide on maintainability of equipment — Part 5: Section 4: Diagnostic testing

EC 60812, Analysis techniques for system reliability — Procedure for failure mode and effects
analysis (FMEA)

EC 61028, Fault tree analysis (FTA)

EC 61649, Goodness-of-fit tests, confidence intervals and lower confidence limits for Weibull
distributed data

3 Terms, definitions and acronyms

3.1 Terms and definitions

For the purposes of this document the following definitions apply.

3.1.1

corrective maintenance

maintenance carried out after fault recognition and intended to put an item into a state in
which it can perform a required function

NOTE In French, the term “dépannage” sometimes implies a provisional restoration.

[IEV 191-07-08:1990]

3.1.2

dependability

collective term used to describe the availability performance and its influencing factors:
reliability performance, maintainability performance and maintenance support performance

NOTE Dependability is used only for general descriptions in non-quantitative terms.

[IEV 191-02-03:1990]

3.1.3
indenture level
level of subdivision of an item from the point of view of a maintenance action

NOTE 1 Examples of indenture levels could be a subsystem, a circuit board, a component.

NOTE 2 The indenture level depends on the complexity of the item’s construction, the accessibility to subitems,
skill level of maintenance personnel, test equipment facilities, safety considerations, etc.

[IEV 191-07-05:1990]

3.1.4

integrated logistic support

ILS

management method by which all the logistic support services required by a customer can be
brought together in a structured way and in harmony with a product
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3.1.5

item

any part, component, device, subsystem, functional unit, equipment or system that can be
individually considered

NOTE 1 An item may consist of hardware, software or both, and may also, in particular cases, include people.

NOTE 2 In French the term “entité” is preferred to the term “dispositif” due to its more general meaning. The term
“dispositif” is also the common equivalent to the English term “device”.

NOTE 3 In French the term “individu” is used mainly in statistics.

NOTE 4 A number of items, e.g. a population of items or a sample, may itself be considered as an item.

[IEV 191-01-01:1990]

3.1.6
level of maintenance
set of maintenance actions to be carried out at a specified indenture level

NOTE Examples of a maintenance action are replacing a component, a printed circuit board, a subsystem, etc.

[IEV 191-07-06:1990]

3.1.7

maintainability (performance)

ability of an item under given conditions of use, to be retained in, or restored to, a state in
which it can perform a required function, when maintenance is performed under given
conditions and using stated procedures and resources

NOTE The term “maintainability” is also used as a measure of maintainability performance (see 191-13-01).

[IEV 191-02-07:1990]

3.1.8

maintenance

combination of all technical and administrative actions, including supervision actions,
intended to retain an item in, or restore it to, a state in which it can perform a required
function

[IEV 191-07-01:1990]

3.1.9

maintenance action

maintenance task

sequence of elementary maintenance activities carried out for a given purpose

NOTE Examples are fault diagnosis, fault localization, function check-out, or combinations thereof.

[IEV 191-07-18:1990]

3.1.10

maintenance concept

interrelationship between the maintenance echelons, the indenture levels and the levels of
maintenance to be applied for the maintenance of an item

3.1.11

maintenance echelon

position in an organization where specified levels of maintenance are to be carried out on an
item

NOTE 1 Examples of maintenance echelons are: field, repair shop, manufacturer.

NOTE 2 The maintenance echelon is characterized by the level of skill of the personnel, the facilities available,
the location, etc.

[IEV 191-07-04:1990] Documents
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3.1.12

maintenance policy

general approach to the provision of maintenance and maintenance support based on the
objectives and policies of owners, users and customers

3.1.13

maintenance support

resources required to maintain an item under a given maintenance concept and guided by a
maintenance policy

NOTE Resources include human resources, support equipment, materials and spare parts, maintenance facilities,
documentation, information and maintenance information systems.

3.1.14

maintenance support performance

ability of a maintenance organization, under given conditions, to provide upon demand, the
resources required to maintain an item, under a given maintenance concept and guided by a
maintenance policy

NOTE The given conditions are related to the item itself and to the conditions under which the item is used and
maintained.

[IEV 191-02-08:1990, modified]

3.1.15

preventive maintenance

maintenance carried out at predetermined intervals or according to prescribed criteria and
intended to reduce the probability of failure or the degradation of the functioning of an item

[IEV 191-07-07:1990]
NOTE 1 Preventive maintenance includes condition-based tasks that consist of condition monitoring, inspection
and functional testing.

NOTE 2 Predetermined intervals apply to repair or replacement that are carried out at specific intervals such as
elapsed time, operating hours, distance, number of cycles or other relevant measures.

3.1.16
product
any specified deliverable goods or service

NOTE 1 In the context of dependability, a product may be simple (e.g. a device, a software algorithm) or complex
(e.g. a system or an integrated network comprising of hardware, software and human elements and support
facilities and activities).

NOTE 2 A product has its own life cycle phases.

3.1.17
scheduled maintenance
preventive maintenance carried out in accordance with an established time schedule

[IEV 191-07-10:1990]

3.1.18
system
set of interrelated or interacting elements

[(SO 9000:200d, 3.2.1]

NOTE 1 In the context of dependability, a system will have

a) a defined purpose expressed in terms of required functions;
b) stated conditions of operation/use (191-01-12);
c) defined boundaries.

NOTE 2 The structure of a system may be hierarchical.
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3.1.19
testability

qualitative design characteristic which determines the degree to which an item can be tested
under stated conditions

3.1.20

unscheduled maintenance
maintenance carried out, not in accordance with an established time schedule, but after
reception of an indication regarding the state of an item

[IEV 191-07-11:1990]

3.2 Acronyms

ATE
BITE
CBIT
COTS
FMEA
FMECA
ILS
IBIT
LORA
MTBF
MTTF
POST
RCM
STTE

4 Maintenance and maintenance support overview

automatic test equipment

built-in test equipment

continuous built-in test
commercial-off-the-shelf

failure mode and effects analysis
failure mode, effects and criticality analysis
integrated logistic support
interruptive built-in test

level of repair analysis

mean operating time between failures
mean time to failure

power on self test

reliability centred maintenance
special to type test equipment

4.1 Life cycle aspects

4.1.1 General

Maintenance and maintenance support need to be considered during all phases of the life
cycle. The specific tasks that need to be carried out are outlined in this clause and are
illustrated in Figure 1.

The major maintenance driver is the initial design, which determines the maintainability of an
item. Where an item is designed by one organization and used as part of a larger system or
used within different applications or environments, the design of the system has to ensure

that the inherent maintainability of the item is not degraded.

The dependability that can be achieved during operation is greatly influenced by decisions
that are made during the early phases of the life cycle. Planning for maintenance and
maintenance support should be considered as early as possible so that trade-offs can be
considered between functional needs, capability, life cycle cost (see ),
reliability, maintainability and maintenance support.

Full document details: BS EN 60300-3-14:2004
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Life cycle phase | Concept and | Design and Operation and
Task or process definition | development [Manufacturing| Installation | maintenance Disposal

1. General customer needs,
constraints and
requirements

S
2. Required reliability, <>
<—>

maintainability and

testability
3. General maintenance
support definition
4. Failure mode and effects <::’>
analysis
5. Definition of maintenance
concept <::>

6. Planning of maintenance <:>

support resources

7. Reliability Centred <::'>

Maintenance

8. Preparation of technical <

111

documentation

9. Preparation and provision
of training

10. Verification of
maintenance activities and
maintenance

11. Provision of spare parts,
tools, support equipment,
information systems and
facilities

12. Gathering of
maintenance-related <
information

13. Management of
maintenance

14. Maintenance preparation

15. Maintenance execution

16. Measurement and
analysis of maintenance
performance

17. Maintenance
improvement/modification

18. Elimination of @
maintenance activities and

support resources

VY

A

LIL S &

IEC 260/04
Figure 1 — Maintenance and maintenance support during the life cycle

4.1.2 Scenarios for maintenance and maintenance support

There are different scenarios for planning and providing maintenance and maintenance
support, depending on who takes responsibility for their implementation and in which phase of
the life cycle they occur.

A common scenario for many items is that the manufacturer provides complete maintenance
and maintenance support services as an integrated component of the delivery of the product.
These services are either provided on a contractual basis or are accessed as needed by the
user. The planning and provision of maintenance and maintenance support can thus occur
during design and development and remains the primary responsibility of the manufacturer,
vendor or other outsourced support organization. The user of the product depends primarily
upon this network to supply total support services during the operation and maintenance
phase. In this case, the end user environment and support capabilities are known and the
application of integrated logistic support should apply in these cases (see |JEC 60300-3-12)
with the development of the maintenance and maintenance support undertaken as part of the

design and development process. Documents
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Another common scenario is that item vendors provide only basic or standardized main-
tenance support planning. Users then provide the required maintenance and maintenance
support for their specific application, often using internal resources. This occurs especially
when existing products are combined into complex systems by another vendor or organization
and are then supplied to a user. The responsibility for developing maintenance and
maintenance support then needs to be established between the vendor and user.

Maintenance and maintenance support recommendations require flexibility because there is a
wide range of different support scenarios. Information on factors that may result in changes to
maintenance and maintenance support at the various stages of the life cycle by owners,
operators and users is provided in Annex A.

4.1.3 Concept and definition phase

It is important to consider maintenance and maintenance support at the earliest stage of the
life cycle. Decisions made at this point may enhance or limit the effectiveness of maintenance
support in later life cycle phases.

During the concept and definition stage, this can be achieved by identifying a conceptual
maintenance policy that consists of the following:

— general maintenance and maintenance support objectives, customer needs, regulatory
requirements and constraints;

— required availability, reliability, maintainability and testability;
— general maintenance and maintenance support definition.

4.1.4 Design and development phase

Specific maintenance and maintenance support needs are identified during the design and
development phase based on the needs identified in the previous phase. Availability,
performance, production, safety and economic objectives are often dependent on achieving a
high degree of reliability, maintainability and maintenance support. Maintainability aspects are
outlined in JEC 60300-3-10. Operational and environmental factors are also important
considerations. A failure mode, effects and criticality analysis (FMECA) may be carried out to
evaluate the design and identify unacceptable failure modes. These may be addressed by
redesign, restrictions to operational use, maintenance or some other solution.

For items such as software, consumer products or military equipment, maintenance and
maintenance support are planned, tested and provided during this phase. Customers should
be consulted to ensure their needs are met but they usually depend upon suppliers or other
support organizations to provide maintenance and maintenance support services during the
life of the product or systems. This scenario is known as custom development and an
integrated logistic support approach is recommended as described in |[EC 60300-3-12.

In other instances, a supplier manufactures a product that is then integrated into a larger
system such as a manufacturing facility, process plant or telecommunications network by an
independent design and construction organization. The original supplier provides basic
maintenance support planning but the design and construction organization should consider
the consequences of the use of the products and integration in the final system design.

Final aspects of maintenance and maintenance support may be established and implemented
by the user, operator or customer (see Annex A). The developer of the maintenance and
maintenance support plan and the user should determine the maintenance concept early in
the design. Regardless of who finalizes maintenance and maintenance support needs, these
should be established prior to operation so that they can be planned properly. Maintenance
and maintenance support resources may be derived from a reliability centred maintenance
analysis as described in JEC 60300-3-11| or by other methods.
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