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National foreword

This British Standard has been prepared by Technical Committee GEL/55 (formerly
CIL/55) and is the English language version of EN 60317-35:1994 Specifications for
particular types of winding wires Part 35: Solderable polyurethane enamelled round
copper wire, class 155, with a bonding layer, including amendments A1:1998 and
A2:2000, published by the European Committee for Electrotechnical Standardization
(CENELEC). It is identical with IEC 60317-35:1992, including amendments 1:1997
and 2:1999, published by the International Electrotechnical Commission (IEC).

The introduction to IEC 60317-35 reads as follows.

ªThis part of IEC 60317 forms an element of a series of standards which deals with
insulated wires used for windings in electrical equipment. The series has three groups
describing:

1) methods of test (IEC 851);

2) specifications (IEC 317);

3) packaging (IEC 264).º

NOTE 1 This Part of BS EN 60317 should be read in conjunction with BS EN 60317-0-1 General
requirements. Enamelled round copper wire.

NOTE 2 Reference should be made to BS 6811:Part 0 General introduction and list of Parts, which
lists all standards in the BS 6811 series and gives their relationships with IEC publications.

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages i and ii, the
EN title page, page iv, pages 1 to 4, an inside back cover and a back cover.

The BSI copyright notice displayed throughout this document indicates when the
document was last issued.

Sidelining in this document indicates the most recent changes by amendment.
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