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National foreword

This British Standard is the English language version of EN 60335-2-24:1999. 
It is identical with IEC 60335-2-24, Ed 4.1:1999, including amendment 2:1999. 
It supersedes BS EN 60335-2-24:1994 which will be withdrawn 
on 1 August 2006.
The UK participation in its preparation was entrusted by Technical Committee 
CPL/61, Safety of household and similar electrical appliances, to Subcommittee 
CPL/61/3, Refrigerators and food freezers, which has the responsibility to:

— aid enquirers to understand the text;
— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the UK 
interests informed;
— monitor related international and European developments and 
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on 
request to its secretary.
From 1 January 1997, all IEC publications have the number 60000 added to 
the old number. For instance, IEC 27-1 has been renumbered as IEC 60027-1. 
For a period of time during the change over from one numbering system to the 
other, publications may contain identifiers from both systems.

Cross-references

Attention is drawn to the fact that CEN and CENELEC Standards normally 
include an annex which lists normative references to international 
publications with their corresponding European publications. The British 
Standards which implement these international or European publications 
referred to in this document may be found in the BSI Standards Catalogue 
under the section entitled “International Standards Correspondence Index”, or 
by using the “Find” facility of the BSI Standards Electronic Catalogue.
A British Standard does not purport to include all the necessary provisions of 
a contract. Users of British Standards are responsible for their correct 
application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
the EN title page, pages 2 to 32 and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on 
the inside front cover.

Amendments issued since publication

Amd. No. Date Comments
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Foreword

The text of document 61C/96/FDIS, future 4th 
edition of IEC 60335-2-24 prepared by 
subcommittee 61C of the IEC Technical 
Committee 61, was submitted to the 
IEC-CENELEC parallel vote in March 1997 but 
the draft did not receive sufficient support in 
CENELEC. The comments were discussed during 
the Brussels meeting of CENELEC TC 61 in 
May 1998, when it was decided to submit a 
draft for EN 60335-2-24 consisting of 
IEC 60335-2-24:1997 and its future amendment 1, 
document 61C/135/FDIS, to the formal vote.
This draft was circulated in March 1999 and 
was approved by CENELEC as EN 60335-2-24 
on 1999-08-01.
This European Standard replaces 
EN 60335-2-24:1994 and its amendments.
The following dates are applicable:

This standard has to be used in conjunction with 
EN 60335-1, Safety of household and similar 
electrical appliances, Part 1: General requirements. 
It was established on the basis of the 1994 edition of 
that standard. Amendments and revisions of part 1 
have also to be taken into account and the dates 
when such changes become applicable will be stated 
in the relevant amendment or revision of part 1.
This part 2 supplements or modifies the 
corresponding clauses of EN 60335-1, so as to 
convert it into the European Standard: Safety 
requirements for electric refrigerating appliances 
and ice-makers.

When a particular subclause of part 1 is not 
mentioned in this part 2, that subclause applies as 
far as is reasonable. When this standard states 
“addition”, “modification” or “replacement”, the 
relevant text of part 1 is to be adapted accordingly.
Subclauses, notes, tables and figures which are 
additional to those in part 1 are numbered starting 
with 101. Annexes which are additional to those in 
part 1 are labelled AA, BB, etc.
There are no special national conditions causing a 
deviation from this European Standard, other than 
those listed in Annex ZA to EN 60335-1.
There are no national deviations from this 
European Standard other than those listed in 
Annex ZB of EN 60335-1.
NOTE The following print types are used:

— requirements: in roman type;
— test specifications: in italic type;
— notes: in small roman type.

Words in bold in the text are defined in clause 2. When a 
definition of part 1 concerns an adjective, the adjective and the 
associated noun are also in bold.

— latest date by which the 
EN has to be 
implemented at national 
level by publication of an 
identical national 
standard or by 
endorsement (dop) 2000-05-01

— date on which national 
standards conflicting 
with the EN have to 
be withdrawn (dow) 2006-08-01
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Introduction
An investigation by CENELEC TC 61 has concluded that all risks from products within the scope of this 
standard are fully covered by the Low Voltage Directive, 73/23/EEC. If the product has mechanical moving 
parts, a risk assessment in accordance with the Machinery Directive, 89/392/EEC, has shown that the risks 
are mainly of electrical origin and consequently this directive is not applicable. However, the relevant 
essential safety requirements of the Machinery Directive are covered by this standard together with the 
principal objectives of the Low Voltage Directive.

1 Scope
This clause of part 1 is replaced by:
This standard deals with the safety of the following appliances, their rated voltage being not more 
than 250 V for single-phase appliances, 480 V for other appliances and 24 V d.c. for appliances when 
battery operated.
This standard also deals with the safety of ice-cream appliances intended for household use, their rated 
voltage being not more than 250 V for single-phase appliances and 480 V for other appliances.
It also deals with compression-type appliances for household and similar use, which use flammable 
refrigerants.

— refrigerating appliances for household and similar use;
— ice-makers incorporating a motor-compressor and ice-makers intended to be incorporated in frozen 
food storage compartments;
— refrigerating appliances and ice-makers for use in camping, touring caravans and boats for 
leisure purposes.

These appliances may be operated from the mains, from a separate battery or operated either from the 
mains or from a separate battery.
This standard does not cover features of the construction and operation of those refrigerating appliances 
which are dealt with in ISO standards.
Appliances not intended for normal household use but which nevertheless may be a source of danger to the 
public, such as appliances intended to be used by laymen in shops, in light industry and on farms, are 
within the scope of this standard.
As far as is practicable, this standard deals with the common hazards presented by appliances which are 
encountered by all persons in and around the home.
This standard does not in general take into account

— the use of appliances by young children or infirm persons without supervision;
— playing with the appliance by young children.

NOTE 1 Attention is drawn to the fact that
— for appliances intended to be used in vehicles or on board ships or aircraft, additional requirements may be necessary;
— in many countries additional requirements are specified by national health authorities, the national authorities responsible for 
the protection of labour and the national authorities responsible for transportation.

NOTE 2 This standard does not apply to 
— appliances intended to be used in the open air;
— appliances designed exclusively for industrial purposes;
— appliances intended to be used in locations where special conditions prevail, such as the presence of a corrosive or explosive 
atmosphere (dust, vapour or gas);
— appliances incorporating a battery intended as a power supply for the refrigerating function;
— appliances assembled on site by the installer;
— appliances with remote motor-compressors;
— motor-compressors (IEC 60335-2-34);
— commercial dispensing appliances and vending appliances (IEC 60335-2-75);
— commercial ice-cream appliances.
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2 Definitions
This clause of part 1 is applicable except as follows:
2.2.9 Replacement:
normal operation: Operation of the appliance under the following conditions:
2.2.9.1 refrigerating appliances are operated at an ambient temperature according to 4.7, empty, with 
the doors and lids closed. User adjustable temperature control devices which control the operation of the 
motor-compressor in compression-type appliances, are short-circuited or otherwise rendered 
inoperative.
2.2.9.2 ice-makers are operated at an ambient temperature according to 4.7, with the supply water at a 
temperature of 15 °C ± 2 °C.
2.2.9.3 incorporated ice-makers are operated at the normal temperature of the frozen food storage 
compartment, with the supply water at a temperature of 15 °C ± 2 °C.
2.2.9.4 
normal operation of an ice-cream appliance 
operation of the appliance using the maximum quantity of the mixture of ingredients indicated in the 
instructions. The mixture used being that which gives the most unfavourable results, the mixture being at 
an initial temperature of 23 °C ± 2 °C
2.101 
refrigerating appliance
enclosed thermally insulated appliance of suitable volume for household use, cooled by an incorporated 
device and having one or more compartments intended for the preservation of foodstuffs
2.102 
compression-type appliance
appliance in which refrigeration is effected by the vaporization at low pressure in a heat exchanger 
(evaporator) of a liquid refrigerant, the vapour thus formed being restored to the liquid state by 
mechanical compression at a higher pressure and subsequent cooling in another heat exchanger 
(condenser)
2.103 
ice-maker
appliance in which ice is made by freezing water by a device consuming electrical energy and having a 
compartment for storing the ice
2.104 
incorporated ice-maker
ice-maker specially designed to be incorporated into a frozen food storage compartment and without 
independent means for freezing water
2.105 
heating system
heating element with associated components such as timers, switches, thermostats and other controls
2.106 
absorption-type appliance
appliance in which refrigeration is effected by the evaporation in a heat exchanger (evaporator) of a liquid 
refrigerant, in the liquid state, the resulting vapour being then absorbed by an absorbent medium from 
which it is subsequently expelled at a higher partial vapour pressure by heating and liquefied by cooling 
in another heat exchanger (condenser)
2.107 
condenser
heat exchanger in which, after compression, vaporized refrigerant is liquefied by losing heat to an external 
cooling medium
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2.108 
evaporator
heat exchanger in which, after pressure reduction, the liquid refrigerant is vaporized by absorbing heat 
from the medium to be refrigerated
2.109 
flammable refrigerant
refrigerant with a flammability classification of group 2 or 3 according to ISO 5149
NOTE For refrigerant blends which have more than one flammability classification the most unfavourable classification is taken 
for the purpose of this definition

2.110 
ice-cream appliance
compression-type appliance which is used to make ice-cream
2.111 
free space
space with a volume exceeding 60 l where a child can be entrapped and which is accessible after opening 
any door, lid or drawer and removing any detachable internal part, including shelves, containers or 
removable drawers which are themselves only accessible after opening any door or lid. In calculating the 
volume, a space with any single dimension not exceeding 150 mm or any two orthogonal dimensions each 
of which do not exceed 200 mm is ignored

3 General requirement
This clause of part 1 is applicable except as follows:
Addition:
NOTE 101 The use of flammable refrigerants involves additional hazards which are not associated with appliances using 
non-flammable refrigerants.
This standard addresses the hazards due to ignition of leaked flammable refrigerant by potential ignition sources associated with 
the appliance.
The hazard due to ignition of leaked flammable refrigerant by an external potential ignition source associated with the 
environment in which the appliance is installed is compensated by the low probability of ignition.

4 General conditions for the tests
This clause of part 1 is applicable except as follows:
4.2 Addition:
At least one additional specially prepared sample is required for the tests of 22.107.
NOTE 1 Separate samples of the motor compressors may be needed for the tests of 19.1.
NOTE 2 The test of 22.7 may be carried out on separate samples.
NOTE 3 Due to the potentially hazardous nature of the tests of 22.107, 22.108 and 22.109, special precautions may need to be taken 
when carrying out the tests.

4.3 Addition:
Before starting the tests:

— ice-cream appliances are operated empty at rated voltage for 1 h or the maximum setting of an 
incorporated timer, whichever is shorter;
— other compression-type appliances shall be operated at rated voltage for at least 24 h, then 
switched off and left to stand for at least 12 h.

The test of 11.102 is carried out immediately after the tests of clause 13.
The test of 15.105 is carried out immediately after the test of 11.102.
The tests of 15.102, 15.103 and 15.104 are carried out immediately after the test of 15.2.
4.4 Replacement:
Tests are carried out using each source of energy (electricity, gas or other fuel) in turn. Gas appliances are 
supplied at the appropriate rated pressure.
Tests are additionally carried out with all combinations of energy sources supplied simultaneously unless 
this is prevented by interlocking devices.
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4.7 Addition:
For ice-cream appliances, tests specified in clauses 10, 11 and 13 are carried out at an ambient 
temperature of 23 °C ± 2 °C.
For other appliances, tests specified in clauses 10, 11, 13 and subclause 19.103 are carried out at an 
ambient temperature of:

32 °C ± 1 °C on appliances of extended temperate (SN) and temperate (N) classes;
38 °C ± 1 °C on appliances of subtropical (ST) class;
43 °C ± 1 °C on appliances of tropical (T) class;

Before starting these tests, the appliance with the doors or lids open is brought to within 2 K of the ambient 
temperature specified.
Appliances classified for several climatic classes are tested at the ambient temperature relevant to the 
highest climatic class.
Other tests are carried out at an ambient temperature of 20 °C ± 5 °C.
NOTE Steady conditions are considered to be established when three successive readings of the temperature, taken at 
approximately 60 min intervals, at the same point of any operating cycle, do not differ by more than 1 K.

4.8.1 Addition:
Appliances which can be battery operated are tested at the more unfavourable polarity when the supply 
terminals or terminations for the connection of the battery have no indication for polarity.
4.9 Addition:
Appliances incorporating an ice-maker are tested with the ice-maker operating to give the most 
unfavourable results.
4.101 Appliances which are constructed so that an ice-maker may be incorporated are tested with the 
intended ice-maker.
4.102 Unless otherwise stated, compression-type appliances with heating systems and Peltier-type 
appliances are tested as combined appliances.
4.10 Addition
For the tests of 22.107, 22.108 and 22.109, the appliance is empty and installed as outlined below:
Built-in appliances are installed in accordance with the instructions for installation.
Other appliances are placed in a test enclosure, the walls enclosing the appliance as near to all its sides and 
the top of the appliance as possible, unless the manufacturer indicates in the instructions for installation 
that a free distance shall be observed from the walls or the ceiling, in which case this distance is observed 
during the test.
4.103 Compression-type appliances which use flammable refrigerants and which, according to the 
instructions, may be used with other electrical appliances inside a food storage compartment are tested with 
such recommended appliances incorporated and being operated as in normal use.
NOTE Examples of such electrical appliances are ice-cream makers and deodorizers.

5 Void

6 Classification
This clause of part 1 is applicable except as follows:
6.101 Appliances, other than ice-cream appliances, shall be of one or more of the following climatic 
classes:

— appliances of extended temperate class (SN);
— appliances of temperate class (N);
— appliances of subtropical class (ST);
— appliances of tropical class (T).

Compliance is checked by inspection.
NOTE The climatic classes are specified in ISO standards.
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