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European foreword 

The text of document 59K/293/FDIS, future edition 2 of IEC 60350-2, prepared by 
SC 59K "Performance of household and similar electrical cooking appliances" of IEC/TC 59 
"Performance of household and similar electrical appliances" was submitted to the IEC-CENELEC 
parallel vote and approved by CENELEC as EN 60350-2:2018. 

A draft amendment, which covers common modifications to IEC 60350-2 (59K/287/CDV), was 
prepared by CLC/TC 59X "Performance of household and similar electrical appliances" and approved 
by CENELEC. 

The following dates are fixed: 
 
latest date by which this document has to be 
implemented at national level by publication 
of an identical national standard or by 
endorsement 

(dop) 2018-07-19 

latest date by which the national standards 
conflicting with this document have to be 
withdrawn 

(dow) 2021-01-19 

 
This document supersedes EN 60350-2:2013. 

An Excel 97-2003 data calculation program is available with this document for the automatic 
calculation of the energy consumption. 

Attention is drawn to the possibility that some of the elements of this document may be the 
subject of patent rights. CENELEC shall not be held responsible for identifying any or all 
such patent rights. 
 
Clauses, subclauses, notes, tables, figures and annexes which are additional to those in 
IEC 60350-2:2017 are prefixed “Z”. 
 
This document has been prepared under a mandate given to CENELEC by the European Commission 
and the European Free Trade Association, and supports essential requirements of EU Regulations. 
 
For the relationship with EU Regulations see informative Annex ZZA and Annex ZZB which are 
integral parts of this document. 

Endorsement notice 

The text of the International Standard IEC 60350-2:2017 was approved by CENELEC as a 
European Standard with agreed common modifications. 
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Annex ZA 
(normative) 

 
Normative references to international publications 

with their corresponding European publications 
 
The following documents, in whole or in part, are normatively referenced in this document and are 
indispensable for its application. For dated references, only the edition cited applies. For undated 
references, the latest edition of the referenced document (including any amendments) applies. 
 
NOTE 1 When an International Publication has been modified by common modifications, indicated by (mod), the relevant 
EN/HD applies. 
 
NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here: 
www.cenelec.eu 
 
Publication Year Title EN/HD Year 
     

IEC 60584-2 1982 Thermocouples -  
Part 2: Tolerances 

EN 60584-2 1993  

IEC 62301 - Electrical and electronic household and 
office equipment - Measurement of low 
power consumption 

EN 50564 - 

ISO 80000-1 2009  Quantities and units -  
Part 1: General 

EN ISO 80000-1 2013  

CIE 15.2  Colorimetry - -  
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Annex ZB 
(informative) 

 
Uncertainty of measurements 

 
Following IEC/TR 61923 “Household electrical appliances – Method of measuring performance – 
Assessment of repeatability and reproducibility”, the following expanded uncertainties for 
measurements according to this European Standard may be assumed.  
 
In 2011, a round robin test was performed with 12 laboratories participating from all over Europe. One 
of the objectives was to check the robustness and precision of the measurement of energy 
consumption. Three technologies were tested: “solid plate”, “radiant heater”, “induction”, along with 
three technologies for the control system: “switch”, “energy regulator”, and “electronic control”. The 
size of the hobs is the most common one on the market: 60 cm with 4 cooking zones. To cover a 
reasonable amount of labor only one cooking zone with a diameter of 180 mm were considered.  
Results were analyzed by CLC/TC 59X/WG 10 together with CECED, and expanded uncertainties 
were calculated as shown in Table ZB.1.  
 

Table ZB.1 – Relative expanded uncertainty a of measured values of this European Standard 
Measured parameter 

 
Relative expanded uncertainty a of 
measured values of this European 
Standard Measured parameter  

Relative expanded uncertainty of 
measured value b  

(k = 2)  
energy consumption per cooking 
zone calculated per kg 

2,75 %  

Energy consumption per cooking 
area calculated per kg 

c 

Energy consumption per hob 
calculated per kg 

c 

a The expanded uncertainty only describes the uncertainty of the measuring 
method while the variance of the product is not included.  

b These values are the average of measurement figures taken from different 
technology, see above. 

c Not measured in this ring test. 
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Annex ZZA 
(informative) 

 
Relationship between this European Standard and the ecodesign requirements 

of Commission Regulation (EU) No 66/2014 aimed to be covered 
 
This European Standard has been prepared under a Commission’s standardization request M/495 
Standardization mandate to CEN, CENELEC and ETSI under Directive 2009/125/EC relating to 
harmonized standards in the field of Ecodesign to provide one voluntary means of conforming to the 
ecodesign requirements of Commission Regulation (EU) No 66/2014 of 14 January 2013 
implementing Directive 2009/125/EC of the European Parliament and of the Council with regard to 
ecodesign requirements for household hobs and range hoods [OJ L 29/33, 31.01.2014]. 
 
Once this standard is cited in the Official Journal of the European Union under that Regulation, 
compliance with the normative clauses of this standard given in Table ZZA.1 confers, within the limits 
of the scope of this standard, a presumption of conformity with the corresponding ecodesign 
requirements of that Regulation and associated EFTA Regulations. 
 
Table ZZA.1 — Correspondence between this European Standard and Commission 
Regulation (EU) No 66/2014 of 14 January 2014 implementing Directive 2009/125/EC of 
the European Parliament and of the Council with regard to ecodesign requirements for 
household hobs [OJ L 29/33, 31.01.2014] and Commission’s standardization request 
M/495 Standardization mandate to CEN, CENELEC and ETSI under Directive 
2009/125/EC relating to harmonized standards in the field of Ecodesign 

Ecodesign requirements of 
Regulation No 66/2014 

[OJ L 29/33, 31.01.2014] 

Clause(s) / sub-clause(s) 
of this EN 

 

Remarks / Notes 
 

General description of the 
appliance model; number of 
cooking zones and/or areas; the 
heating technology. 

1 Scope 
2 Normative references 
3 Terms and definitions 
 

  

Determining the size of cooking 
zones and cooking areas. 

 6.3 Cooking zones and cooking 
areas 

  

Measuring the energy 
consumption of a cooking zone 
or a cooking area of a domestic 
hob for one standardized 
cooking cycle.  

5 General conditions for the 
measurement 
7.1 General 
7.2 Purpose 
7.3 Determine a cookware set to 
assess a hob with cooking zones 
7.4 Positioning the cookware on a 
cooking zone 
7.5 Procedure for measuring the 
energy consumption of a cooking 
process 
Annex A.1 (normative) General 
Annex A.2 Hob with cooking area 
Annex A.3 Positioning on a cooking 
area 
Annex B (informative) Aids for 
measuring the energy consumption 
according to clause 7 
Annex C (informative) Examples 
how to select and position the 

Excluding 5.6.2 as this 
alternative cookware leads 
only to comparative testing 
results. 

Full document details: BS EN 60350-2:2018

https://doi.org/10.3403/01364635U
https://doi.org/10.3403/01364635U
http://www.avadocuments.com/doc/bs-en-60350-2-2018
http://www.avadocuments.com/doc/bs-en-60350-2-2018


EN 60350-2:2018 

7 

cookware for 
86 measurements according to 
clause 7 and Annex A 
F.3 Stainless steel for bottom 
material of the standardized 
cookware  
F.4 Cookware for measuring the 
energy consumption and heating up 
time 

Evaluation of the result on 
energy consumption and 
determining the normalized 
energy consumption in Wh / 
1000 g water. 

7.5.4 Evaluation and calculation 
 

 

Calculation sheet  Annex E (informative) Data and 
Calculation Sheet: Energy 
consumption of a cooking 
process (see clause 7 and Annex A) 
 

 

 
WARNING 1 — Presumption of conformity stays valid only as long as a reference to this European 
Standard is maintained in the list published in the Official Journal of the European Union. Users of this 
standard should consult frequently the latest list published in the Official Journal of the European 
Union. 

WARNING 2 — Other Union legislation may be applicable to the products falling within the scope of 
this standard. 
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Annex ZZB 
(informative) 

 
Relationship between this European Standard and the ecodesign requirements 

of Commission Regulation (EC) No 1275/2008 aimed to be covered 
 
This European Standard has been prepared under a Commission’s standardization request M/439 
Mandate to CEN, CENELEC and ETSI for standardization in the field of standby and off modes power 
consumption measurement for energy using products (EuPs) to provide one voluntary means of 
conforming to the ecodesign requirements of Commission Regulation (EC) No 1275/2008 of 17 
December 2008 implementing Directive 2005/32/EC of the European Parliament and of the Council 
with regard to ecodesign requirements for standby and off mode electric power consumption of 
electrical and electronic household and office equipment [OJ L 339, 18.12.2008].  
 
Once this standard is cited in the Official Journal of the European Union under that Regulation, 
compliance with the normative clauses of this standard given in Table ZZC.1 confers, within the limits 
of the scope of this standard, a presumption of conformity with the corresponding ecodesign 
requirements of that Regulation and associated EFTA regulations. 
 
Table ZZB.1 – Correspondence between this European Standard and Commission 
Regulation (EC) No 1275/2008 of 17 December 2008 implementing Directive 2005/32/EC 
of the European Parliament and of the Council with regard to ecodesign requirements 
for standby and off mode electric power consumption of electrical and electronic 
household and office equipment [OJ L 339, 18.12.2008] and Commission’s 
standardization request M/439 Mandate to CEN, CENELEC and ETSI for standardization 
in the field of standby and off modes power consumption measurement for energy 
using products (EuPs) 

Ecodesign 
requirements of 

Regulation (EC) No 
1275/2008 [OJ L 339, 

18.12.2008]  
 

Clause(s) and subclause(s) 
of this EN 

Remarks / Notes 

Power consumption 
requirements for 
standby- and off-mode 

12 Power measurement of low power modes  

 
WARNING 1 — Presumption of conformity stays valid only as long as a reference to this European 
Standard is maintained in the list published in the Official Journal of the European Union. Users of this 
standard should consult frequently the latest list published in the Official Journal of the European 
Union. 

WARNING 2 — Other Union legislation may be applicable to the products falling within the scope of 
this standard. 
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INTERNATIONAL ELECTROTECHNICAL COMMISSION 

____________ 

HOUSEHOLD ELECTRIC COOKING APPLIANCES –  

Part 2: Hobs – Methods for measuring performance 

FOREWORD 
1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising

all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 60350-2 has been prepared by subcommittee 59K: Performance of 
household and similar electrical cooking appliances, of IEC technical committee TC 59: 
Performance of household and similar electrical appliances. 

This second edition cancels and replaces the first edition published in 2011. This edition 
constitutes a technical revision. 

This edition includes the following significant technical changes with respect to the previous 
edition: 

a) terms and definitions revised and new definitions added (see 3);
b) following the new market trend, requirements related to so-called flexible and free

induction zones – in this document named as cooking areas – are added;
c) specification for standardized and alternative cookware is introduced (see 5.6);
d) measurement procedure reflecting a household-like cooking process for measuring the

energy consumption is introduced (see Clause 7 and Annex A);
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e) revision of measurement procedure for determining the accuracy of control (see Clause 8);
f) new reproducible measurement procedure for assessing the heat distribution (see

Clause 9);
g) additional requirements (according to IEC 62301:2011) on how to measure low-power

modes.

In this document, terms in bold characters are defined in Clause 3. 

This standard contains attached files in the form of a spreadsheet. These files are intended to 
be used as a complement and do not form an integral part of the standard.  

The text of this International Standard is based on the following documents: 

FDIS Report on voting 

59K/293/FDIS 59K/294/RVD 

Full information on the voting for the approval of this International Standard can be found in 
the report on voting indicated in the above table. 

This document has been drafted in accordance with the ISO/IEC Directives, Part 2. 

A list of all parts in the IEC 60350 series, published under the general title Household electric 
cooking appliances, can be found on the IEC website. 

The committee has decided that the contents of this document will remain unchanged until the 
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to 
the specific document. At this date, the document will be  

• reconfirmed,

• withdrawn,

• replaced by a revised edition, or

• amended.

A bilingual version of this publication may be issued at a later date. 

IMPORTANT – The 'colour inside' logo on the cover page of this publication indicates 
that it contains colours which are considered to be useful for the correct 
understanding of its contents. Users should therefore print this document using a 
colour printer. 
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HOUSEHOLD ELECTRIC COOKING APPLIANCES –  

Part 2: Hobs – Methods for measuring performance 

1 Scope 

This part of IEC 60350 defines methods for measuring the performance of electric hobs for 
household use. 

Appliances covered by this document can be built-in or designed to be placed on a work 
surface. The hob can also be a part of a cooking range. 

This document does not apply to portable appliances for cooking, grilling and similar functions 
(see IEC 61817). 

This document defines the main performance characteristics of hobs which are of interest to 
the user and specifies methods for measuring these characteristics. 

This document does not specify a classification or ranking for performance. 

NOTE 1 Some of the tests which are specified in this document are not considered to be reproducible since the 
results can vary between laboratories. They are therefore intended for comparative testing purposes only. 

NOTE 2 This document does not deal with safety requirements (IEC 60335-2-6 and IEC 60335-2-9). 

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their 
content constitutes requirements of this document. For dated references, only the edition 
cited applies. For undated references, the latest edition of the referenced document (including 
any amendments) applies. 

IEC 62301:2011, Household electrical appliances – Measurement of standby power 

IEC 60364-5-54, Low-voltage electrical installations – Part 5-54: Selection and erection of 
electrical equipment – Earthing arrangements and protective conductors 

ISO 80000-1:2009, Quantities and units – Part 1: General 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

ISO and IEC maintain terminological databases for use in standardization at the following 
addresses: 

• IEC Electropedia: available at http://www.electropedia.org/

• ISO Online browsing platform: available at http://www.iso.org/obp

3.1  
cooking range 
appliance having a hob and at least one oven and which may incorporate a grill 
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Note 1 to entry: Methods for measuring performance of ovens are described in IEC 60350-1. 

3.2  
hob 
appliance or part of an appliance which incorporates one or more cooking zones and/or 
cooking areas including a control unit 

Note 1 to entry: A hob is also known as a cooktop. 

Note 2 to entry: The control unit can be included in the hob itself or integrated in a cooking range. 

3.3  
cooking zone 
limitative marking on the surface of a hob where one cookware is placed and heated or an 
attached area to the surface 

EXAMPLE 

A cooking zone can be: 

– a single zone or a multiple zone (see 3.4 and 3.5);

– a solid hotplate (see 3.6);

– a tubular hotplate (see 3.7);

– a radiant cooking zone (see 3.8);

– an induction cooking zone (see 3.9).

Note 1 to entry: Cooking zones which are used without cookware but by positioning the food directly on the 
surface are not included. 

Note 2 to entry: Sometimes there is a decoration symbol, e.g. a cross, to mark the centre of the cooking zone 
additionally. 

3.4  
single zone 
cooking zone marked for one cookware size 

3.5  
multiple zone 
cooking zone marked for more than one cookware size and shape which can be circular, 
elliptical or a combination 

EXAMPLE 1 Circular multiple zone for three different cookware sizes: 

[IEC 60417-Pr17-001] 

EXAMPLE 2 Circular and elliptical multiple zone: 

[IEC 60417-5492:2002-10] 
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3.6  
solid hotplate 
cooking zone having a closed surface, which is usually constructed from cast iron, with an 
integrated heating element 

3.7  
tubular hotplate 
cooking zone having a surface which is formed by the configuration of a tubular heated 
heating element in a substantially flat plane 

3.8  
radiant cooking zone 
cooking zone on which the pan is heated by means of a radiant heating element below the 
glass ceramic which could have a heating ribbon, heating spiral or a tungsten wire which is 
located in a quartz glass bulb or combination of these 

3.9  
induction cooking zone 
cooking zone on which the pan is heated by means of an induction element below the glass 
ceramic or similar where the eddy currents are inducted in the bottom of the pan by a 
magnetic field 

3.10  
cooking area without limitative markings 
area where cookware is placed and heated by an inducted magnetic field without limitative 
markings 

EXAMPLE See Figure A.1 

Note 1 to entry: Cooking areas which are used without cookware but by positioning the food directly on the 
surface are not included. 

Note 2 to entry: Sometimes there are one or more decoration symbols, e.g. a cross, on the cooking area to mark 
the centre position where the cookware is placed. 

3.11  
cooking area with limitative markings 
area where cookware is placed and heated by an inducted magnetic field where the area is 
marked to show the limits where more than one cookware can be used simultaneously while 
the cookware pieces can be used and controlled separately from each other at the same time 

EXAMPLE See Figure A.2 

Note 1 to entry: Cooking areas which are used without cookware but by positioning the food directly on the 
surface are not included. 

Note 2 to entry: The cooking area is also used combined for one cookware, even if there is more than one 
control. 

3.12  
control 
part of the hob for adjusting the power or temperature respectively of a cooking zone or a 
cooking area for one piece of cookware, independent from technical solution (e.g. knobs, 
touch controls etc.) 

Note 1 to entry: The power is generally indicated as numbers, but also temperature values and symbols are 
possible. 

Note 2 to entry: Controls integrated outside of the hob in a separate device or as part of a built-in-oven are also 
included. 
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3.13  
warming zone 
area used for keeping food warm usually not used for cooking 

Note 1 to entry: Normally one power setting exists – on and off. 

3.14  
maximum power 
maximum possible power setting while only one cookware is used 

Note 1 to entry: Boost function is considered. 

3.15  
standardized cookware 
cookware that is in accordance with the specification of 5.6.1 

3.16  
alternative cookware 
commercially available cookware that is in accordance with the requirements given in 5.6.2 

3.17  
set to off mode 
action where the product is switched off using appliance controls or switches that are 
accessible and intended for operation by the user during normal use to attain the lowest 
power consumption that may persist for an indefinite time while connected to a main power 
source and used in accordance with the manufacturer’s instructions 

Note 1 to entry: All actions required to set to off mode like for example remove the cookware etc are considered. 

Note 2 to entry: For definition of off mode IEC 62301 is relevant. 

3.18  
set to standby mode 
action where the product is switched to standby using appliance controls or switches that are 
accessible and intended for operation by the user during normal use to attain the lowest 
power consumption that may persist for an indefinite time while connected to a main power 
source and used in accordance with the manufacturer’s instructions 

Note 1 to entry: For definition of standby mode IEC 62301 is relevant. 

4 List of measurements 

4.1 Dimensions and mass 
– overall dimensions (see 6.1);
– cooking zones per hob (see 6.2);
– level of solid hotplates (see 6.3);
– distance between the cooking zones (see 6.4);
– mass of the appliance (see 6.5).

4.2 Cooking zones and cooking areas 
– energy consumption and time for heating (see Clause 7 and Annex A);
– ability to control the temperature of a load (see Clause 8);
– heat distribution (see Clause 9);
– heat performance of hobs (see Clause 10);
– smallest detected diameter for induction cooking zones (see Clause 11);
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4.3 Cleaning 
– spillage capacity for hobs (see Clause 13).

5 General conditions for the measurements 

5.1 Test room 

The tests are carried out in a substantially draught-free room in which the laboratory ambient 
temperature is maintained at (20 ± 5) °C. 

Only for the measurements described in Clause 7 shall an ambient temperature of (23 ± 2) °C 
be maintained throughout the entire test. 

This ambient temperature is measured at a point that is at the same height as the hob 
positioned at working height and at a distance of 0,5 m diagonally from one of the front edges 
of the appliance. 

NOTE The working height is normally between 800 mm and 1 000 mm. 

The measurement of the ambient temperature shall not be influenced by the appliance itself 
or by any other appliance. 

The absolute air pressure shall be between 913 hPa and 1 063 hPa. 

5.2 Electricity supply 

The appliance is supplied at rated voltage with a relative tolerance of ±1 %. 

If the appliance has a rated voltage range, the tests are carried out at the nominal voltage of 
the country where the appliance is intended to be used. 

For the test described in Clause 7, the supply voltage shall be maintained at the main terminal 
at 230 V with a relative tolerance of ±1 % or at 400 V with a relative tolerance of ±1 % as 
defined by the manufacturer’s installation guide, while the heating elements are switched on. 

The supply voltage shall be essentially sinusoidal. 

NOTE In case of a fixed cable, the plug (or the end of the cable) is the reference point to maintain the voltage. 

The supply frequency shall be at a nominal 50 Hz with a relative tolerance of ± 1 %.

5.3 Instrumentation and measurements 

Instruments used and measurements made for this document shall comply with the 
specifications in Table 1 and Table 2. 
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Table 1 – Instruments 

Parameter Unit Minimum 
resolution 

Minimum 
accuracy 

Additional 
requirements 

Mass (clause 7) g 0,5 g ≤ 1 000 g ± 1 g 

> 1 000 g ± 3 g 

Temperature 

– ambient temperature °C 0,1 °C ± 1 K 

– temperature of the
water load (clause 7)

°C 0,1 °C ± 0,5 K 3 mm steel tube 

– temperature of the oil
(clause 8)

°C 0,1 °C ± 0,5 K 

Time s 1 s ± 1 s 

Energy Wh - ± 1 % Very quick electronic 
on/off periods shall be 
taken into account by 

measurement 
techniques. 

Air pressure hPa 1 hPa ± 1 % 

Table 2 – Measurements 

Parameter Unit Minimum 
resolution 

Minimum 
accuracy 

Additional 
requirements 

Voltage V - ± 0,5 % - 

Temperature and 
energy consumption 
measurement (Clause 7) 

- - Sampling rate ≤ 1 s 
(digital measurement 

data) 

For Clause 12, the power 
measurement 
requirements shall be in 
accordance with 
IEC 62301 

- - According to 
IEC 62301 

The required accuracy of temperature measurement in the water load (Clause 7) can be 
fulfilled by calibrating the temperature measurement or, for instance, by a PT100 sensor 
according to IEC 60751. 

If numbers have to be rounded, they shall be rounded to the nearest number according to 
ISO 80000-1:2009, B.3, Rule B. If the rounding takes place to the right of the comma, the 
omitted places shall not be filled with zeros. 

5.4 Positioning the appliance 

The hob or the cooking range is installed in accordance with the instructions for its 
installation. 

If no instructions for its installation are given, a cooking range is positioned between kitchen 
cabinets with its back to the wall and tabletop hobs are positioned away from sidewalls. 
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5.5 Initial conditions 

The appliance shall be at the laboratory's ambient temperature at the beginning of each test. 
Forced cooling may be used to assist in reducing the temperature. 

All tests are carried out with the default factory settings. Ensure that no network is connected 
to the appliance for the duration of the measurement. 

5.6 Cookware 

5.6.1 Standardized cookware 

5.6.1.1 General 

Cookware is an integral part of the cooking process; it affects different process parameters 
such as the adaptation of a cooking zone, the required settings and the needed cooking time. 

A sufficient degree of reproducibility is only guaranteed if a piece of standardized cookware 
and lid is used as described in 5.6.1. 

Hobs working exclusively with a piece of supplied cookware and not with household-like 
cookware shall be tested with its supplied cookware, but it shall be covered with a lid in 
accordance with Table 3. 

NOTE Suppliers for the stainless steel and for the cookware are indicated in Clauses F.3 and F.4. 

5.6.1.2 Standardized cookware – bottom material and construction 
– Material: stainless steel AISI type 430, non-shiny surface;
– Thickness: 6 mm ± 0.2 mm (see Figure 1);
– Dimensions as specified in Table 3;
– Flatness of bottom plate as specified in Table 3;

A convex shaped bottom plate is not allowed. The flatness of the base has to be checked
before starting a measurement.

– Annealing required.
For a sufficient permeability of the cookware bottom, the disc has to be annealed. The
annealing should be done for approximately 2 h at approximately 650 °C in a nitriding-
furnace.

Grinding for adjustment after alteration is allowed within the given tolerances of (6 ± 0,2) mm. 

5.6.1.3 Standardized cookware – sidewall 
– Material: stainless steel AISI type 304;
– Thickness: 1 mm ± 0,05 mm;
– Shape: cylindrical without handles or protrusions (see Figure 1).

The sidewall is fixed to the bottom plate with heat resistant glue. 

The sidewall of the cookware can be built up of a metal sheet. The metal sheet is rolled and 
welded to a sheet-metal jacket. The sidewall can be fixed additionally by three welding points 
to the bottom, but the required bottom flatness has to be checked. 
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5.6.1.4 Standardized cookware – lid with temperature sensor 
– Material: aluminium; 
– Thickness: 2 mm ± 0,05 mm; 
– Dimensions as specified in Table 3; 
– With holes, where each hole on the circle of the lid has diameter of (16 ± 0,1) mm; the 

holes shall be evenly distributed on the circle (see Figure 1). 

NOTE 1 The thermal energy which is needed to keep the water boiling for a real cooking process, including 
evaporation and the energy absorption of the food during the simmering phase, is considered for the holes. 

The flat lid is adapted to accommodate a temperature sensor in the centre. The temperature 
sensor is positioned (15 ± 1) mm above the inner cookware bottom. To achieve this, place a 
(15 ± 1) mm reference block on the bottom of the cookware. Mark the sensors and tighten the 
screws. 

NOTE 2 An example how to fix the temperature sensor to the lid is shown in Annex B. 

In order to reduce measurement noise generated by the electromagnetic field of an induction 
cooking zone or cooking area, the lid of the cookware shall be connected to ground through 
a clamp (see Figure 1 d)). The ground connection of the electric installation of the testing 
laboratory shall be according to IEC 60364-5-54. 

NOTE 3 An earthed wire of 2 mm2 cross section and a maximum length of 2 m is welded to the metallic clamp. 

5.6.1.5 Standardized cookware – dimensions and water amounts 

The standardized cookware sizes and water amounts are defined in Table 3. 

Table 3 – Sizes of standardized cookware and water amounts 

Diameter 
of the 

cookware 
bottom 

(outside) 

Diameter 
of the lid 

Lid hole 
circle 

diameter 

Number 
of 

holes 
on the 
circle 

Total 
cookware 

height 
(outside) 

Flatness 
of 

cookware 
bottom 

Water 
load 

Cooking 
zone 
size 

category 

Standardised 
cookware 
categories 

mm mm mm  mm mm g mm  

120 ± 0,5 130 ± 1 80 ± 1 7 125 ± 0,5 ≥ 0 
< 0,075 650 ≥ 100  

< 130 
A 

150 ± 0,5 165 ± 1 110 ± 1 11 125 ± 0,5 ≥ 0 
< 0,075 1 030 ≥ 130  

< 160 

180 ± 0,5 200 ± 1 140 ± 1 16 125 ± 0,5 ≥ 0 
< 0,075 1 500 ≥ 160  

< 190 B 

210 ± 0,5 230 ± 1 170 ± 1 22 125 ± 0,5 ≥ 0 
< 0,1 2 050 ≥ 190  

< 220 
C 

240 ± 0,5 265 ± 1 200 ± 1 29 125 ± 0,5 ≥ 0 
< 0,1 2 700 ≥ 220  

< 250 

270 ± 0,5 300 ± 1 230/210 a ± 1 18/18 a 125 ± 0,5 ≥ 0 
< 0,15 3 420 ≥ 250 

< 280 

D 300 ± 0,5 330 ± 1 260/210 a ± 1 23/22 a 125 ± 0,5 ≥ 0 
< 0,15 4 240 ≥ 280  

< 310 

330 ± 0,5 365 ± 1 290/270 a ± 1 27/27 a 125 ± 0,5 ≥ 0 
< 0,15 5 140 ≥ 310 

≤ 330 
a Number of holes are arranged on two hole circles. 

 

NOTE The standardised cookware categories in Table 3 are only relevant for the standardized cookware. 
Categories are necessary to make sure that different cookware sizes – as relevant in a household – are 
considered. 
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Dimensions in millimetres 

 

Key 

A side wall 

B heat-resistant glue 

C bottom plate 

D detail of the edge 

a) Example for a cookware size of 180 mm in diameter 

 

C B 

A 

D D 

5 max. 

6 
± 

0,
2 

1 

1 
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Table

		Data and Calculation Sheet: energy consumption of a cooking process (see 7.1.Z6)

				Brand & Factory:								Hob Type / Model:								Testlab:

				Rated Voltage:						V		Supply Voltage:						V		Operator:

				Rated Power:						kW		Number of Controls (see 6.2.Z1):								Date:

				Cooking zone:								Cooking area:								cookware diameter:						mm

				Type of cooking zone (see 3.3)										without limitave marking:				o		water load (mcw)						g

				Cooking Zone Dimension (see 6.2.Z2):								mm		with limitative marking:				o		cookware position:

																				cookware ID no.:

				7.1.Z6.1.1 Determine Tc

				no.		ambient air pressure (hPa)		ambient temperature (°C)		start water temperature (°C)		time when power level is switched off (hh:mm:ss)		T70 (°C)		Highest  temperature value (°C)		Overshoot TO (K)		Result 
Tc (°C)		Fixed  
Tc (°C) used

																		calc.		calc.														0.000 kWh

		7.1.Z6.2 Measuring energy consumption

		no.		ambient air pressure (hPa)		ambient temperature (°C)		start water temperature (°C)		tc  (hh:mm:ss)		Tc 
target (°C)		Tc (°C)		continous power level		average continous power (W)		t90
(hh:mm:ss)		energy consumption (Wh)		Ts  (°C) final temperature		total test time (hh:mm:ss)		Ecw    total energy consumption (Wh)

		Energy consumption of a single cookware under test, normalized to 1000 g water (Wh)																										calc.



&C&"Arial,Fett"&14Annex ZD
&"Arial,Standard"&12(informative)

&L&"Arial,Fett"&9Note: Cells with content "calc." have to be calculated.
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