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European foreword

The text of document 40/2408/FDIS, future edition 3 of |EC 60393-§, prepared by IEC/TC 40
"Capacitors and resistors for electronic equipment" was submitted to the IEC-CENELEC parallel vote
and approved by CENELEC as EN 60393-5:2016.
The following dates are fixed:
e latest date by which the document has to be implemented at (dop) 2016-10-18

national level by publication of an identical national

standard or by endorsement

¢ latest date by which the national standards conflicting with (dow)  2019-01-18
the document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.

Endorsement notice

The text of the International Standard IEC 60393-5:2015 was approved by CENELEC as a European
Standard without any modification.
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Normative references to international publications
with their corresponding European publications

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE 1 When an International Publication has been modified by common modifications, indicated by (mod), the relevant

EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here:

www.cenelec.eu.

Publication Year
EC 6006% -

EC 60068-1 2013
EC 60068-2-1 2007
EC 60068-2-2 2007
EC 60393-1 2008
EC 60915 -

EC 61193-2 2007
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mounted, shaft-operated electronic
components
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Selection and use of sampling plans for
inspection of electronic components and
packages
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

POTENTIOMETERS FOR USE IN ELECTRONIC EQUIPMENT -

Part 5: Sectional specification — Single-turn rotary low-power
wirewound and non-wirewound potentiometers

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply |IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard |EC 60393-§ has been prepared by IEC technical committee 40:
Capacitors and resistors for electronic equipment.

This third edition cancels and replaces the second edition published in 1992 and constitutes a
technical revision.

This edition includes the following significant technical changes with respect to the previous
edition:

a) revision of the information on the assessment level EZ and FZ (zero nonconforming);

b) complete editorial revision.
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The text of this standard is based on the following documents:

FDIS

Report on voting

40/2408/FDIS

40/2423/RVD

Full information on the voting for the approval of this standard can be found in the report on

voting indicated in the above table.

This International Standard is to be used in conjunction with |EC 60393-1:2008.

A list of all parts in the IEC 60363 series, published under the general title Potentiometers for
use in electronic equipment, can be found on the IEC website.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

The committee has decided that the contents of this publication will remain unchanged until
the stability date indicated on the IEC web site under "http://webstore.iec.ch" in the data

related to the specific publication. At this date, the publication will be

* reconfirmed,

e withdrawn,

* replaced by a revised edition, or
*+ amended.

Full document details: BS EN 60393-5:2016
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POTENTIOMETERS FOR USE IN ELECTRONIC EQUIPMENT -

Part 5: Sectional specification — Single-turn rotary low-power
wirewound and non-wirewound potentiometers

1 General

1.1 Scope
This part of IEC 60393 applies to single-turn rotary low-power wirewound and non-wirewound

potentiometers, with a rated dissipation less than to 10 W. These potentiometers are primarily
intended for use in electronic equipment.

This part of IEC 60393 prescribes preferred ratings and characteristics and selects from
EC 60393-1|, appropriate quality assessment procedures, tests and measuring methods. It

provides general performance requirements for this type of potentiometer.
This standard gives the minimum performance requirements and test severities.

1.2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any
amendments) applies.

EC 60062, Marking codes for resistors and capacitors

IEC 60068-1:2013, Environmental testing — Part 1: General and guidance

IEC 60068-2-1:2007, Environmental testing — Part 2-1: Tests — Test A: Cold

IEC 60068-2-2:2007, Environmental testing — Part 2-2: Tests — Test B: Dry heat

IEC 60393-1:2008, Potentiometers for use in electronic equipment — Part 1: Generic
specification

EC 60918, Capacitors and resistors for use in electronic equipment — Preferred dimensions
of shaft ends, bushes and for the mounting of single-hole, bush-mounted, shaft-operated
electronic components

IEC 61193-2:2007, Quality assessment systems — Part 2: Selection and use of sampling
plans for inspection of electronic components and packages

1.3 Information to be given in a detail specification
1.3.1 General

Detail specifications shall be derived from the relevant blank detail specification.

Detail specifications shall not specify requirements inferior to those of the generic, sectional
or blank detail specification. When more severe requirements are included, they shall be
listed in a subclause of the detail specification and indicated in the test schgdules, for

example by an asterisk. ocuments
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The information given in 1.3.3 and 1.3.4 may, for convenience, be presented in tabular form.

The following information shall be given in each detail specification and the values quoted
shall preferably be selected from those given in the appropriate clause of this sectional
specification.

1.3.2 Outline drawing and dimensions

The detail specification shall incorporate an illustration of the potentiometer being specified.
Where space is insufficient to show the detail dimensions required for inspection purposes,
such dimensions shall appear on a drawing forming an annex to the detail specification, as
shown in Figure 1.

IEC

Figure 1 — Outline drawing and dimensions

The drawing shall give the following details:

— the dimensions of the shaft and bush. These may be given either on the outline drawing or

by reference to ;
— any locating devices;
— the total mechanical travel;
— the effective electrical travel;
— the angle of ineffective mechanical travel;
— the switch angle (if applicable);
— the dimensions of the switch, if fitted, and the location of terminations;
— the dimensions which shall be measured in accordance with JEC 60393-1:2008, 4.4.2;
— any other dimensional information which will adequately describe the potentiometer.

All dimensions shall preferably be stated in millimetres, however, when the original
dimensions are given in inches, the converted metric dimensions in millimetres shall be added.

When the potentiometer is not designed for use on printed boards, this shall be clearly
indicated in the detail specification.

1.3.3 Mounting

The detail specification shall specify the method of mounting to be applied for the voltage
proof and the insulation resistance tests and for the application of the vibration and shock
tests. The potentiometers shall be mounted by their normal means, but the design may be
such that special mounting fixtures are required. In this case, the detail specification shall

describe the mounting fixtures that shall be used for the voltage proof and thedg&lﬁtﬁqents
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resistance tests and for the application of the vibration and shock tests. For the latter tests
the mounting shall be such that there shall be no parasitic vibration.

1.3.4 Style

See |EC 60393-1:2008, 2.2.2.

The style shall be presented by a double-letter code, e.g. AB, which is arbitrarily chosen for
each detail specification.

The style designation, therefore, has no meaning unless the number of the detail specification
is also given.

1.3.5 Resistance law

See 2.1.6.

1.3.6 Ratings and characteristics
1.3.6.1 General

The ratings and characteristics shall be in accordance with the relevant clauses of this
specification together with the following:

1.3.6.2 Nominal total resistance range

See |[EC 60393-1:200§, 2.3.2

When products approved according to the detail specification have different ranges, the
following statement should be added:

“The range of values available in each style is given in the register of approvals, available for
example on the website http://www.iecq.org”.

The qualified products list “QPL” style is given in the register of approvals, available for
example on the website stated above.

1.3.7 Marking

The detail specification shall specify the content of the marking on the potentiometer and on
the package. Deviations from 1.4 of this sectional specification shall be specifically stated.

1.3.8 Ordering information

The detail specification shall indicate that the following information, in clear or in coded form,
is required when ordering:

a) nominal total resistance and tolerance on nominal total resistance;

b) resistance law (if other than linear);

c) number and issue reference of the detail specification and style reference;

d) shaft and bush dimensions, if not implicit in the style reference.
1.3.9 Additional information

The detail specification may include information which is not required to be verified by the
inspection procedure, such as circuit diagrams, curves, drawings and notes needed for the
clarification of the detail specification.
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