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National foreword

This British Standard is the UK implementation of EN 60432-3:2013. It is
identical to IEC 60432-3:2012. It supersedes BS EN 60432-3:2003+A2:2008
which is withdrawn.

The UK participation in its preparation was entrusted by Technical Committee
CPL/34, Lamps and Related Equipment, to Subcommittee CPL/34/1, Electric
lamps.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct applica-

tion. © The British Standards Institution 2013.
Published by BSI Standards Limited 2013.
ISBN 978 0 580 75568 2

ICS 29.140.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 January 2013.

Amendments issued since publication
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Foreword

The text of document 34A/1567/FDIS, future edition 2 of [EC 60432-3, prepared by SC 34A "Lamps"
of IEC/TC 34 "Lamps and related equipment", was submitted to the IEC-CENELEC parallel vote and
approved by CENELEC as EN 60432-3:2013.

The following dates are fixed:

¢ latest date by which the document has (dop) 2013-07-18
to be implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2015-08-08
standards conflicting with the
document have to be withdrawn

This document supersedes EN 60432-3:2003 + A1:2005 + A2:2008.

EN 60432-3:2013 includes the following significant technical changes with respect to
EN 60432-3:2003 + A1:2005 + A2:2008:

- adapting the cold fill pressure requirements and tests for self-shielded lamps to the state of the
technology;

- introduction of requirements to fully cover photobiological safety according to EN 62471

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.
This standard covers the Principle Elements of the Safety Objectives for Electrical Equipment
Designed for Use within Certain Voltage Limits (LVD - 2006/95/EC).

Endorsement notice

The text of the International Standard IEC 60432-3:2012 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

NOTE Harmonised as .

NOTE Harmonised as HD 60269-3.

IEC 60335-2-56:2002 NOTE Harmonised as EN 60335-2-56:2003 (not modified).
IEC 60432-2:1999 NOTE Harmonised as (modified).

IEC 60432-2:1999/A1:2005  NOTE Harmonised as EN 60432-2:2000/A1:2005 (modified).
IEC 60598-1 NOTE Harmonised as EN 60598-1.

IEC 60598-2 Series NOTE Harmonised as EN 60598-2 Series (partially modified).
NOTE Harmonised as .

NOTE Harmonised as EN 60838-1.
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Annex ZA
(normative)

Normative references to international publications

with their corresponding European publications

EN 60432-3:2013

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.
Publication

IEC 60050-845

EC 60061-1

IEC 60061-4

EC 6035

IEC 60432-1
(mod)

IEC 62471

IEC/TR 62471-2

Year

1999

Full document details: BS EN 60432-3:2013

Title EN/HD
International Electrotechnical Vocabulary -

(IEV) -

Chapter 845: Lighting

Lamp caps and holders together N 60061-1

with gauges for the control of
interchangeability and safety -
Part 1: Lamp caps

Lamp caps and holders together
with gauges for the control of

interchangeability and safety -

Part 3: Gauges

Lamp caps and holders together
with gauges for the control of

interchangeability and safety -

Part 4: Guidelines and general information

Tungsten halogen lamps (non-vehicle) - N 6035

Performance specifications

Incandescent lamps - Safety specifications - EN 60432-1
Part 1: Tungsten filament lamps for domestic
and similar general lighting purposes

Photobiological safety of lamps and lamp N 62471
systems

Photobiological safety of lamps and lamp -
systems -

Part 2: Guidance on manufacturing
requirements relating to non-laser optical
radiation safety

Year

2000
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INCANDESCENT LAMPS -
SAFETY SPECIFICATIONS -

Part 3: Tungsten halogen lamps (non-vehicle)

1 General

1.1  Scope

This part of IEC 60432 specifies the safety requirements for single-capped and double-capped
tungsten halogen lamps, having rated voltages of up to 250 V, used for the following
applications:

o projection (including cinematograph and still projection),

e photographic (including studio),

o floodlighting,

e special purpose,

e general purpose,

« stage lighting,

This International Standard does not apply to general purpose single-capped tungsten halogen

lamps, covered by IEC 60432-2, that are used as replacement for conventional tungsten
filament lamps.

This part of IEC 60432 covers photobiological safety according to IEC 62471 and
IEC/TR 62471-2. Lamps covered by this part of IEC 60432 do not reach risk levels that require
risk group marking if they are

a) floodlight lamps,
b) general purpose capsule lamps, or
c) general purpose reflector lamps.

1.2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments)
applies.

IEC 60050-845, International Electrotechnical Vocabulary - Part 845: Lighting
Available from: http://www.electropedia.org/

EC 60061-1, Lamp caps and holders together with gauges for the control of interchangeability
and safety — Part 1: Lamp caps

EC 60061-3, Lamp caps and holders together with gauges for the control of interchangeability
and safety — Part 3: Gauges

IEC 60061-4, Lamp caps and holders together with gauges for the control of interchangeability
and safety — Part 4: Guidelines and general information

EC 60357, Tungsten halogen lamps (non-vehicle) — Performance specifications
IEC 60357, Tung gen lamps ( ) P Documents
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IEC 60432-1:1999, Incandescent lamps — Safety specifications — Part 1: Tungsten filament
lamps for domestic and similar general lighting purposes

IEC 62471, Photobiological safety of lamps and lamp systems

IEC/TR 62471-2, Photobiological safety of lamps and lamp systems — Part 2: Guidance on
manufacturing requirements relating to non-laser optical radiation safety

1.3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60050-845 as well as
the following apply.

1.3.1
tungsten halogen lamp
gas-filled lamp containing halogens or halogen compounds, the filament being of tungsten

1.3.2
single-capped tungsten halogen lamp
tungsten halogen lamp having a single cap or base

1.3.3
double-capped tungsten halogen lamp
tungsten halogen lamp having a cap or base on each end of the lamp

1.3.4
extra low voltage tungsten halogen lamp
tungsten halogen lamp with a rated voltage lower than 50 V

Note 1 to entry: Abbreviated: ELV tungsten halogen lamp.

1.3.5

extra low voltage low-pressure tungsten halogen lamp

tungsten halogen lamp with a gas pressure below a certain value and a rated voltage less than
orequalto 12V

1.3.6
self-shielded tungsten halogen lamp
tungsten halogen lamp for which the luminaire needs no protective shield

Note 1 to entry: Abbreviated: self-shielded lamp.

Examples of self-shielded tungsten halogen lamps are:

= ELV tungsten halogen lamps with integral outer envelope;

= ELV low-pressure tungsten halogen lamps;

. mains voltage tungsten halogen lamps which conform to IEC 60432-2;

L] mains voltage tungsten halogen lamps which conform to the relevant clauses of this standard.

1.3.7
outer envelope
transparent or translucent enclosure containing a tungsten halogen light source

Note 1 to entry: The enclosure can also consist of a reflector with integral front cover.
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1.3.8

rated voltage

voltage or voltage range specified in this standard or assigned by the manufacturer or
responsible vendor

Note 1 to entry: If lamps are marked with a voltage range, they are appropriate for use on any supply voltage
within that range.

1.3.9
test voltage
rated voltage unless otherwise specified

Note 1 to entry: If lamps are marked with a voltage range, the test voltage is the mean of the voltage range,
unless otherwise specified.

1.3.10
rated wattage
wattage specified in this standard or assigned by the manufacturer or responsible vendor

1.3.11
rated current
current specified in this standard or assigned by the manufacturer or responsible vendor

1.3.12
test current
rated current unless otherwise specified

1.3.13
specific effective radiant UV power
effective power of the UV radiation of a lamp related to its luminous flux

Note 1 to entry: The specific effective radiant UV power is expressed in: mW/kim.

For a reflector lamp, this is the effective irradiance of the UV radiation related to the
illuminance.

Note 2 _to entry: The effective irradiance of the UV radiation related to the illuminance is expressed in
mW/(m2kix).

Note 3 to entry: The effective power (or irradiance) of the UV radiation is obtained by weighting the spectral power
distribution of the lamp with the action spectrum published by the American Conference of Governmental Industrial
Hygienists (ACGIH), which is endorsed by the World Health Organization (WHO) and recommended by the
International Radiation Protection Association (IRPA). For references, see Bibliography.

1.3.14

maximum pinch temperature

maximum temperature which the components in the pinch/seal of a lamp are designed to
withstand over the expected life of the lamp

1.3.15

maximum lamp cap-contact, base-pin or base-post temperature

maximum temperature of the lamp cap-contact, base-pin or base-post, which should be
observed to safeguard electrical contact over the expected life of the lamp

1.3.16

maximum cap temperature

maximum temperature for which the components in the cap area of a lamp are designed
to withstand over the expected life of the lamp
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1.3.17

maximum reflector-rim temperature

maximum temperature for which the connection between front cover and reflector is designed
to withstand over the expected life of the lamp

1.3.18

group
lamps for the same application as defined by the scope of this standard

1.3.19

type
lamps of the same group having the same nominal wattage, bulb shape and cap

1.3.20

family

grouping of lamps characterized by common features such as materials, components and/or
method of processing

1.3.21

design test

test made on a sample for the purpose of checking compliance of the design of a family, group
or a number of groups with the requirements of the relevant clause

1.3.22

periodic test

test, or series of tests, repeated at intervals in order to check that a product does not deviate in
certain respects from the given design

1.3.23
running test
test repeated at frequent intervals to provide data for assessment

1.3.24

batch

all lamps in one family and/or group and identified as such and put forward at one time for
checking compliance

1.3.25

whole production

production during a period of twelve months of all types of lamps within the scope of this
standard and nominated in a list of the manufacturer for inclusion in the certificate

1.3.26

breakdown

plasma discharge between two points inside the bulb of the lamp with maximum difference of
electrical potential

Note 1 to entry: For the purposes of this standard, it is assumed that breakdown has occurred if the current
exceeds the rated current by a factor of 5 (under consideration).

2 Requirements

2.1 General

Tungsten halogen lamps shall be so designed and constructed that in normal use they present
no danger to the user or surroundings.
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