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Foreword

The text of the International Standard IEC 60456:2003, prepared by SC 59D, Home laundry
appliances, of IEC TC 59, Performance of household electrical appliances, together with the
common modifications prepared by the Technical Committee CENELEC TC 59X, Consumer
information related to household electrical appliances, was submitted to the formal vote and
was approved by CENELEC as EN 60456 on 2004-10-01.

This European Standard supersedes EN 60456:1999 + A11:2001 + A12:2001 + A13:2003.

Many of the changes in the new IEC 60456:2003 had already been included in
EN 60456:1999/A12:2001 and A13:2003. Consequently, the only significant technical
difference with the previous edition of the European Standard is the allowance of three
alternative methods to condition the load.

It is not expected that this new version EN 60456 will influence energy label declaration in any
way.

The following dates were fixed:
— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2005-10-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2007-01-01

In this standard, the following print types are used:

test specifications: in italic type;

— notes: in small roman type;

other text: in roman type.
words in bold in the text are defined in Clause 3.

Clauses, subclauses and notes that are additional to those in IEC 60456 are prefixed with the
letter Z.

Documents

Document Sharing Hub

Full document details: BS EN 60456:2005


http://www.avadocuments.com/doc/bs-en-60456-2005
http://www.avadocuments.com/doc/bs-en-60456-2005

-3- BS EN 60456:2005

Contents
S ToTo ] o1 PP 6
NOIMaAtIVE FEIEIENCES ... e 6
Terms, definitions, symbols and dimensioNS ... ..o 7
3.1 Terms and definitioNS ... s 7
3.2 S YMIDOIS ot 8
G TR T I T 0 =Y o 1= T ) o T 10
RAtEA CAPACITY L.t 10
5 General conditions for MeasSUrEmMENtS. ... ..iiui i 11
N 1= 11 =1 PSP 11
5.2 Resources and ambient conditions ... ..o 11
5.3 Reference washing MacChine. ... ..o 12
LT /=1 = = £ PP 12
6.1  BaAS l0a0S ..ot 12
8.2 U S A0 ittt e 13
6.3 Preparation of the base load ... 14
6.4  S0iled 1St SIIIPS . e ittt 15
LS T B =1 (=T o =T o £ TP 17
7 Instrumentation and @CCUIACY ... ..ieiiii e 17
T M A8 S ot s 17
7.2 Ambient tempPerature ... 17
7.3 Ambient NUMIItY ... 17
7.4  Water tempPerature ..o 17
7.5 Water VOIUME o s 17
A S T V- £ g o (=TS U 17
AL - (Y o =T (e L 1Y PP 17
7.8 EleCtriCal @Nergy .ooeiiii i 17
48 12 1= PPN 17
70 PH 17
7.11 Reflectance measurement for test samMples ........c.ocooiiiiiiiiiii i 18
8  Washing PerfOrmMaNCe ... .. e 18
8.l GBNEIAl e 18
8.2 Material and eqUIPMENt .. . e 18
8.3 PrOCEAUIE .ot e 19
8.4  EVaAlUAI ON Lo s 20
9 RINSING PEIfOIMANCE ..ot e 22
0. GBNEIAl e 22
0.2 SPIN EXITAC O .. ettt 23
0.3 PrOCEAUIE .ot e 23
9.4  EValUAtiON (o s 24
10 Spin extraction PErfOrMaANCE .. ...ttt e eaas 25
0.1 GNEIAL ... 25
IO IS o Yo=Y [ ] = 25
10.3 EValUAtiON oo 25

Documents

Document Sharing Hub

Full document details: BS EN 60456:2005


http://www.avadocuments.com/doc/bs-en-60456-2005
http://www.avadocuments.com/doc/bs-en-60456-2005

BS EN 60456:2005 —4-

11 Water and energy consumption and programme time ............coooiiiiiiiiiiiiii e 26
R R Y o =Y - 26
IO o Yo=Y o LU 26
T3 BVaAIUATION L 26

12 Shrinkage during the wool wash programme...........c..coiiiiiii 27
T2.1  GBNEIAL it 27
12.2 Material and equUIPMENt ... e 27
T2.3 PrOCEAUIE ..ot 28
12.4 EValUation .o 29

13 Data to b Fe PO eA oo e 30

Z1 Determination of the maximum spin speed ........cooiiiiiiiiii e 30

Z2 Determination of airborne acoustical NOISE ..........ociiiiiiiiii i 30

Z3 Tolerances and CONtrol PrOCEAUIES ........uie i e s 31
Z3.1 ENergy CONSUMPTION ...ttt et et en e 31
Z3.2 Water CONSUMTION ..ttt e e e e e e enees 31
Z3.3 SPIN SPEEA . et 31
Z3.4 SPIN eXIraClion ... 31
Z3.5 Washing PerfOrmManCe. ... ... 32
Z3.6 Programme dUFation . ... 32
Z3.7 RiINSING €ffiCIBNCY ovuiiii 32

Annex A (normative) Description of the reference washing machine and method of use....... 33

Annex B (normative) Specifications for base loads..........coooiiiiiiii 38

Annex C (normative) Handling of load and calculation of weighted average age

of the Cotton base 10ad ..o 41

Annex D (normative) The bone-dry method ..o, 50

Annex E (normative) Specification of specimen with standardized soiling ...............cc..oocnn. 51

Annex F (normative) Reference detergents ... ..o 55

Annex G (informative) Procedure for the programming of the reference

WaShiNG MaAChINE .. . e 57

Annex H (normative) Data to be reported.........coooiiiiiiiiii 83

Annex | (informative) SUPPIIEIS .. .ou i 86

Annex J (informative) Example for the exchange of load items for a 5 kg cotton load

to achieve weighted average age of the load between 30 and 50 test cycles.......... 87

L] o 1o o =Y o 2 128 P 89

Figure 1 — Attached test Strip ... 16

Figure 2 — Positions for measuring soiled test PIECEeS........c.civiiiiiiiiii 20

Figure 3 — W00l Shrinkage SPECIMEN .. ..o e e e 28

Figure A.1 — Indication of the position for measuring the temperature............................... 37

Figure G.1 — Cotton 40 °C - Principle structure of the reference programme ........................ 62

Figure G.2 — Cotton 60 °C — Principle structure of the reference programme ........................ 66

Figure G.3 — Cotton 85 °C — Principle structure of the reference programme ........................ 70

Figure G.4 — Easy-care textiles 40 °C — Principle structure of the reference programme........ 74

Figure G.5 — Easy-care textiles 60 °C — Principle structure of the reference programme....... 78

Figure G.6 — Wool 40 °C — Principle structure of the reference programme......_...... Docu.ments

Document Sharing Hub

Full document details: BS EN 60456:2005


http://www.avadocuments.com/doc/bs-en-60456-2005
http://www.avadocuments.com/doc/bs-en-60456-2005

-5-— BS EN 60456:2005

Full document details: BS EN 60456:2005

Table 1 — Number of items in the cotton test load for various rated capacities ...................... 13
Table 2 — Number of soiled test strips referring to rated capacity .............cooeiiiiiiiiiinn. 16
Table A.1 — Specification of the reference washing machine......................ccoiiin . 33
Table A.2 — Wash programme for COttoNn ... 34
Table A.3 — Wash programme for easy-care textiles ..., 35
Table A.4 — Wash programme fOr WOOI ........c.oiuiiiiii e 36
Table B.1 — Specification of the cotton base load textiles..........coccoeiiiiiiiiiiii . 38
Table B.2 — Specification of the easy-care base load textiles...........cc.ccooiii . 40
Table C.1 — Order of placing load items into the machine ..., 41
Table E.1 — Ratios and tolerances for the different programmes of standardized soils .......... 53
Table F.1 — Composition of the reference detergent A* ..., 55
Table F.2 — Composition of reference detergent C ... 56
Table G.1 — References to programming inStruCtions ...........coooiiiiiiiiiii e, 57
Table G.2 — Cotton 40 °C — Programming instructions for FOM 71 MP/Lab ........................... 59
Table G.3 — Cotton 40 °C — Programming instructions for FOM 71 MP............cccooviiiiienne. 60
Table G.4 — Cotton 60 °C — Programming instructions for FOM 71 MP/Lab ........................... 63
Table G.5 — Cotton 60 °C — Programming instructions for FOM 71 MP ..., 64
Table G.6 — Cotton 85 °C — Programming instructions for FOM 71 MP/Lab ........................... 67
Table G.7 — Cotton 85 °C — Programming instructions for FOM 71 MP............cccooiiiiiininn. 68
Table G.8 — Easy-care textiles 40 °C — Programming instructions for FOM 71 MP/Lab.......... 71
Table G.9 — Easy-care textiles 40 °C — Programming instructions for FOM 71 MP ................ 72
Table G.10 — Easy-care textiles 60 °C — Programming instructions for FOM 71 MP/Lab........ 75
Table G.11 — Easy-care textiles 60 °C — Programming instructions for FOM 71 MP .............. 76
Table G.12 — Wool 40 °C — Programming instructions for FOM 71 MP/Lab ........................... 79
Table G.13 — Wool 40 °C — Programming instructions for FOM 71 MP ............ccooiiiinnnn. 80
Table H.1 — Data for machine under test (x=optional) ...........ccoiiiiiiii i, 83
Table H.2 — Cycle data, parameters and resultS...........coooiiiiiiiiiiii e 84
Table H.3 — Basic parameters, equipment and materials..............cocooiiiiiii 85
Table H.4 — Weighted @ge . ... 85
Documents

Document Sharing Hub


http://www.avadocuments.com/doc/bs-en-60456-2005
http://www.avadocuments.com/doc/bs-en-60456-2005

BS EN 60456:2005 -6-

1 Scope

This International Standard deals with methods for measuring the performance of clothes
washing machines for household use, with or without heating devices and for cold and/or hot
water supply. It also deals with appliances for water extraction by centrifugal force and is
applicable to appliances for both washing and drying textiles (called washer-dryers) with
respect to their washing performance.

The object is to state and define the principal performance characteristics of household
electric washing machines and spin extractors and to describe the standard methods for
measuring these characteristics.

This standard is concerned neither with safety nor with performance requirements.
NOTE 1 This standard applies also to washing machines for communal use in blocks of flats or in launderettes,
but washing machines for commercial laundries are not included.

NOTE 2 While this standard includes testing requirements for all types of washing machines, to date there has
been only limited testing and evaluation of other than horizontal drum washing machines to this standard.

This European Standard also specifies, as far as necessary, the test methods which shall
be applied in accordance with the Commission's Directive 95/12/EC of 23 May 1995
implementing Council Directive 92/75/EEC with regard to energy labelling of household
washing machines.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

EN 12127, Textiles — Fabrics — Determination of mass per unit area using small samples

EN 60704-2-4, Test code for the determination of airborne acoustical noise emitted by
household and similar electrical appliances — Part 2: Particular requirements for washing
machines and spin extractors (IEC 60704-2-4)

EN 60704-3, Test code for the determination of airborne acoustical noise emitted by
household and similar electrical appliances — Part 3: Procedure for determining and verifying
declared noise emission values (IEC 60740-3)

EN 60734, Household electrical appliances — Performance - Hard water for testing
(IEC 60734)

EN 62053-21, Electricity metering equipment (a.c.) — Particular requirements — Part 21: Static
meters for active energy (classes 1 and 2) (IEC 62053-21)

ISO 2060, Textiles — Yarn from packages — Determination of linear density (mass per unit
length) by the skein method (Endorsed as EN ISO 2060)

ISO 2061, Textiles — Determination of twist in yarns — Direct counting method (Endorsed as
EN ISO 2061)

ISO 3801, Textiles — Woven fabrics — Determination of mass per unit length

ISO 7211-2, Textiles — Woven fabrics — Construction — Methods of analysis — Part 2:
Determination of number of threads per unit length Documents
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3 Terms, definitions, symbols and dimensions

3.1 Terms and definitions

For the purposes of this document, the following definitions apply.

3.11

washing machine

appliance for cleaning and rinsing of textiles using water which may also have a means of
extracting excess water from the textiles

3.1.2

agitator washing machine

washing machine in which the textiles are substantially immersed in the washing water,
the mechanical action being produced by a device moving about or along its vertical axis
with a reciprocating motion (an agitator). This device usually extends above the maximum
water level

3.1.3

horizontal drum washing machine

washing machine in which the textiles are placed in a horizontal or inclined drum and
partially immersed in the washing water, the mechanical action being produced by rotation of
the drum about its axis, the movement being either continuous or periodically reversed

314

impeller washing machine

washing machine in which the textiles are substantially immersed in the washing water, the
mechanical action being produced by a device rotating about its axis continuously or which
reverses after a number of revolutions (an impeller). The uppermost point of this device is
substantially below the minimum water level

3.1.5

nutator washing machine

washing machine in which the textiles are placed in a vertical axis basket and partially
immersed in the washing water, the mechanical action being produced by a nutation plate in
the bottom of the basket, the movement being either continuous or periodically with or without
reversion

3.1.6

washer-dryer

washing machine which includes both a water extraction (spin) function and also a means for
drying the textiles, usually by heating and tumbling

3.1.7
spin extractor
water-extracting appliance in which water is removed from textiles by centrifugal action

3.1.8

spin extraction

water-extracting function by which water is removed from textiles by centrifugal action. This is
usually included as a function of a washing machine but may also be performed in a spin
extractor

3.1.9
base load
textile load without soiled test strips
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3.1.10
test load
base load plus soiled test strips or wool shrinkage specimens

3.1.11

programme

series of operations which are pre-defined within the washing machine and which are
declared as suitable for washing certain textile types

3.1.12

cycle

complete washing process, as defined by the programme selected, consisting of a series of
different operations (wash, rinse, spin, etc.)

3.1.13

rated capacity

maximum mass in kg of dry textiles of a particular defined type, declared by the manufacturer
that can be treated in a programme

3.2 Symbols

3.21 Symbols relating to Clause 8

Cy the sum of the average reflectance values (Y-values) in each test cycle

C the average sum of the reflectance values (Y-values) for each of the four types of
soilings, for all test cycles

th t the sum of the reflectance value in each test cycle of the washing machine under test

es

aest the average sum of the reflectance values of the washing machine under test

Cref the average sum of the reflectance values in each test cycle of the reference
washing machine

m the number of soiling types per test cycle

n the number of soiled test strips per test cycle

P confidence interval for ¢

q ratio between the washing machine under test, (_Ttest, and the reference washing

machine, Gy
standard deviation of the ratio ¢

sc the standard deviation of C;

the standard deviation for each soiling within a given test cycle

fw-1, 0,05 the “Student T” factor for (w-1) degrees of freedom for a confidence of 95 % (i.e.
2,776 for five test cycles equals four degrees of freedom)

w the number of test cycles

X; the average reflectance values for each soil type

Xjj the average reflectance value of the individual readings for each soiled test piece

3.2.2 Symbols relating to Clause 9

Am the amount of wash alkali remaining in the textiles
Ar the increased concentration of alkalinity in extracted water
W the concentration of alkalinity in extracted water Documents
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the concentration of alkalinity in tap water
measured in the washing machine under test

measured in the reference washing machine with the relevant programme as
described in Annex A

the mass of the conditioned base load (g)

the mass of base load after spin extraction (g)

rinsing index

the mean of rinse indices for all cycles excluding the result of the first test cycle
the rinsing index from one test cycle

standard deviation between the test cycles

Symbols relating to Clause 10

remaining moisture
the mass of the conditioned base load (g)
the mass of base load after spin extraction (g)

Symbols relating to Clause 11

the measured cold water inlet temperature (°C)

the measured hot water inlet temperature (°C)

the volume of the cold water used during an operation ()

the volume of external hot water used during operation (I)

the cold water energy correction for the operation (kWh)

the total cold water energy correction determined during the test (kWh)
the total electrical energy metered during the test (kWh)

the calculated hot water energy for the operation (kWh)

the calculated total hot water energy determined during the test (kWh)
total energy (kWh)

Symbols relating to Clause 12

the percentage of the length shrinkage (%)
the shrinkage rate
the shrinkage rate index

the mean measurements (width or length), of the washed wool shrinkage
specimens of the previous wool programme test cycle

the mean measurements (width or length) of the washed wool shrinkage
specimens, after each wool programme test cycle

the percentage of the width shrinkage (%)

the arithmetic mean of the individual readings for each set of three measurements

the individual readings for each set of three measurements
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3.2.6 Symbols relating to C.6

A weighted average age of the load as number of test cycles
a; age of item; (after conditioning)

n; number of items; (of the same type and age)

w; weight per piece given in Table B.1

3.3 Dimensions

vertical dimension measured from the lower edge (on the floor) to a
horizontal plane at the maximum height of the appliance, with the door/lid
closed. If adjustable levelling feet are provided, they shall be moved up and
down to determine minimum and maximum possible heights.

Height a4

maximum vertical dimension measured from the lower edge (on the floor) to
a horizontal plane at the maximum height of the appliance with the door/lid
open. If adjustable leveling feet are provided, they shall be moved up and
down to determine minimum and maximum possible heights.

Height as

Width & horizontal dimension, between the sides, as measured between two parallel

vertical planes against the sides of the appliance including all projections.

Depth ¢4 horizontal dimension as measured from a vertical rear plane against the
appliance and the most prominent part of the front, knobs and handles not

being taken into account, with the door/lid closed.

horizontal dimension as measured from a vertical rear plane against the
appliance and the most prominent part of the front, knobs and handles also
being taken into account, with the door/lid open.

Depth c»

the volume of a horizontal drum washing machine, nutator type washing
machine or spin extractor is determined as the inside volume, in litres, of
the drum or basket in which the textiles are placed, after the subtraction of
ribs or other inward protrusions, etc. The volume of an impeller or agitator
washing machine is the volume of the bowl, after the subtraction of ribs,
agitator and/or other inward protrusions, to the maximum water level of the
washing machine when filled without a load.

Drum volume

NOTE The method of measurement of the drum volume is under consideration.
4 Rated capacity

[C) The rated capacity for measurements to determine values to be declared for the 60 °C
cotton cycle according to the Commission’s Directive on energy labelling is the value
declared by the manufacturer as highest amount of cotton textiles to be washed, given in the
instruction manual or on the energy label supplied with the machine, whatever is higher.

If the rated capacity is not declared, the rated capacity for a cotton load shall be deduced
from the volume of the drum according to the following ratios:

— horizontal drum washing machine 1kg/131;
— agitator washing machine 1kg/151;
— impeller washing machine 1kg /201l
— nutator washing machine 1kg/101;
— spin extractor 1kg/4,61.

If the rated capacity for easy care textiles and woollens is not specified by the manufacturer,
the load shall be respectively 40 % and 20 % of that for cotton.
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When the manufacturer gives a range of values for the rated capacity for a particular textile
type, the highest value shall be used.

NOTE For different textile types the rated capacity of an appliance is usually different.
5 General conditions for measurements

5.1 General

The measurements shall generally be carried out on a new machine installed and used in
accordance with the manufacturer’s instructions, except as required by this standard. If there
is more than one option for installation, the one chosen for testing shall be reported. Before
commencing measurements the machine shall be run for two complete test cycles at
maximum temperature, the first without load and with 50 g of the reference detergent and the
second without load and without detergent.

[©) Washing performance, spin extraction, time and water and energy consumption shall be
tested in the same cycle.

For the purpose of energy labelling according to the Commission Directive mentioned in
Clause 1, the 60 °C cotton programme shall be used without pre-wash in accordance with the
manufacturers instruction.

5.2 Resources and ambient conditions
5.2.1 Electricity supply

The supply voltage shall be maintained at 230 V + 1%.

The supply frequency shall be 50 Hz + 1%.
NOTE Voltage stabilisers should be designed such that the normal operation of the washing machine does not

cause undue distortion of the voltage waveform.

5.2.2 Water supply

For all processes on the test load a water hardness of (2,5 + 0,2) mmol/l shall be used for all
programmes. If water hardness needs to be adjusted, it shall be prepared according to
IEC 60734.

Text Deleted

When carrying out measurements to determine values to be declared for the 60 °C cotton cycle
according to the Commission Directive on energy labelling the temperature of the water supply
shall be (15 + 2) °C.

The temperature of the water supply shall be:

— for cold water (15 £ 2) °C;

— for hot water temperature indicated by the manufacturer £ 2 °C, or (60 + 2) °C, if no
value is given.

When the manufacturer specifies a hot water temperature range, which includes (60 + 2) °C,
the hot water temperature shall be set at (60 + 2) °C. When the manufacturer specifies a hot
water temperature range, which does not include (60 + 2) °C, the hot water temperature shall
be set at the end of the temperature range which is closest to (60 +2) °C. When the
manufacturer specifies a single temperature with a tolerance, then that temperature shall
be used.
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The static (gauge) pressure of the water supply at each water inlet shall be maintained at
(240 + 50) kPa throughout the test, including filling.

The measured water temperature and pressure shall be reported.
For appliances without heating elements the use of hot water is permitted.

5.2.3 Ambient temperature

The ambient temperature of the room shall be maintained at (23 + 2) °C throughout the test.
The measured ambient temperature shall be reported.

5.3 Reference washing machine

A reference washing machine shall run in parallel with the washing machine being tested,
applying the same procedure to both machines to provide a measure of relative performance
and reproducible results. Specifications for the reference washing machine are given in
Annex A.

NOTE The ratios and tolerances of optical reflectance between the different programmes given in E.4.3 may be
used as general qualification criteria for the test system.

At each run it shall be checked that no detergent remains in the detergent dispenser.

6 Materials

6.1 Base loads
6.1.1 Cotton base load

The cotton base load shall consist of sheets, pillowcases and hand-towels as specified in
Annex B.

The test load consists of the base load and the soiled test strips as specified in 6.4. The test
load is adjusted so that it corresponds to the rated capacity for the specified programme of
the test machine. The number of sheets, pillowcases and hand-towels in the cotton base load
for various rated capacities is given in Table 1. Final adjustment of the test load including
the soiled test strips is made by adding the required number of hand towels so that the total
mass is as close as possible to the rated capacity, using the weight as measured during the
last conditioning of the textiles at the commencement of the present series of test cycles.
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Table 1 — Number of items in the cotton test load for various rated capacities

Rated capacity Number of sheets 2 _Number of Number of hand-towels

kg pillowcases 2

2 1 2
2,5 1 3

3 1 4

3,5 2 3

4 2 4

4,5 2 6

5 2 6

5,5 2 8 Number required

6 2 8 to make the test load after the addition of the

soiled test strips of 6.4 as close as possible

6,5 2 10 (£ 60 g) to the rated capacity.

7 2 12

7,5 3 12

8 3 14

8,5 3 16

9 3 18

9,5 3 20

10 3 22

a8 For rated capacities other than those specified in Table 1, the number of sheets and pillowcases in the test
load shall be equal to that specified for the next lower capacity, with the balance of the rated capacity made up
with hand-towels.

6.1.2 Easy-care textile base load

The easy-care textile base load shall consist of men’s shirts and pillowcases as defined in
Annex B.

The easy-care textile base load consists of an equal number of shirts and pillowcases. Final
adjustment of the test load is made after adding the soiled test strips in 6.4, by adding or
subtracting one shirt or one pillowcase whichever adjusts the test load to be closest to the
rated capacity.

If the manufacturer declares the easy-care textile load as a “number of shirts”, the rated
capacity (kg) shall be the number of shirts multiplied by 0,2.

6.1.3 Polyester textile base load for wool programme

The base load shall consist of double knitted polyester textile test pieces as defined in
Annex B.

The test load consists of the base load and three wool shrinkage specimens as defined
in 12.2. The test load should be adjusted by adding or subtracting the number of base load
items to be closest to the rated capacity.

6.2 Usage

An item shall not be used for more than 80 test cycles, not counting pre-treatment and the
normalization cycles between two test series.
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To minimise the influence of ageing of the textiles, the cotton base load shall consist of items
that are well distributed in age for all different types of items to give a weighted average age
of the load between 30 and 50 test cycles, using the nominal weight given in Annex B.
An example of how this can be achieved is given in Annex J and how average age of the load
can be calculated is given in C.6. The average age shall be reported.

To minimise the influence of ageing of the textiles, half of the easy care base load should
consist of items used up to 40 times and the other half more than 40 times. Additionally the
easy-care base load shall consist of items, both shirts and pillowcases, that are well
distributed in age to give a weighted average age of the load between 20 and 60 test cycles.

6.3 Preparation of the base load

6.3.1 Pre-treatment

New textile items shall be treated before their first use by undergoing the normalization wash
process five times, as defined in 6.3.2 but without intermediate drying and using 15 g/kg of

the reference detergent A*. This is followed by normalization according to 6.3.2 and by
conditioning according to 6.3.3.

The polyester textile base load does not have to be pre-treated.

6.3.2 Normalization

After each test run of five cycles the base load shall be normalized. Normalization of the
loads is followed by conditioning according to 6.3.3.

For normalization, wash the base load in a reference washing machine (without detergent).

For cotton textiles, use the 60 °C cotton reference programme without pre-wash but including
rinsing and spinning and then dry to a final moisture content of approximately 0 % in a tumble
dryer.

For easy-care textiles, use the 60 °C easy-care textile reference programme without pre-
wash but including rinsing and spinning and then dry to a final moisture content of about 2 %
in a tumble dryer.

The polyester textile base load does not have to be normalized.

6.3.3 Conditioning

All textiles have to be dried to below 0 % moisture content and then stretched or flattened
by hand before conditioning.

The textiles shall be hung singly and separately so that air can freely circulate. The load is left
in an ambient temperature of (20 + 2) °C and relative humidity (65 + 5) % for a period of not
less than 15 h.

Alternatively the textiles are left in an ambient temperature of (20 + 2) °C and relative
humidity (65 + 5) % until the weight of the load has changed by less than 0,5 % for two
successive measurements. These measurements are carried out at intervals of 2 h or more.

As an alternative the bone-dry method of Annex D may be used.

The method used shall be reported.
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6.4 Soiled test strips
6.4.1 Characteristics
Different types of soiling are used to enable the following characteristics to be measured:

— the scouring effect, chiefly due to mechanical and thermal action, the test piece used
being soiled with a mixture of carbon black and mineral oil;

— the removal of protein pigments, the test piece used being soiled with blood;

— the removal of organic pigments, the test piece used being soiled with chocolate and milk;

— the bleaching effect, the test piece used being soiled with red wine.

The definitions of test pieces with standardized soiling are given in Annex E.

6.4.2 Preparation and fixing of soiled test strips

Soiled test strips consist of square pieces measuring (150 + 5) mm x (150 £ 5) mm, carrying
different types of standard artificial soil and joined together into a strip with the different kinds
of soil in the following order:

— unsoiled piece;

— carbon black/mineral oil;

— blood;

— chocolate and milk;

— red wine.

Orientations in the following text refer to a plan view of the towel and soil strip in Figure 1.

[©) Towels to which soiled test strips are attached for a washing performance test shall be
flattened by hand prior to attachment. Attach the soil strips to the towels as follows.

e The front side of the soil strip (i.e. the side marked with the serial number) shall be placed
face down, with the unsoiled swatch placed at the “12 o’clock” position.

o The towel is then placed centrally to the left of the soil strip such that the left edge of
the soil strip overlaps (underneath) the towel. This overlap shall be (10 £ 5) mm.

e The soil strip is fastened to the towel in this position by sewing or using non-metallic
fasteners.
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Unsoiled piece

(manufacturer’s

marking underneath)

> Soiled pieces
Overlapping
. 10 mm £5 mm
Hand-towel or pillowcase

e The towels for fixing the strips have to be flattened.
e The strip lies upon the towel.
e The side of the strip with the supplier and serial number (e.g. EMPA xxx) is on the underside.
e The unsoiled part of the strip has to be sewn on the right top of the long side of the towel.
e The strip has to be sewn on the towel as shown in the figure above. The seam distance to the strip and towel

edges shall be less than 10 mm.

Figure 1 — Attached test strip

The number of soiled test strips used for a washing test is proportional to the rated capacity,
and is determined in Table 2:

Table 2 — Number of soiled test strips referring to rated capacity

Rated capacity in kg Number of soiled test strips

Rated capacity < 2,5 2
2,5 < rated capacity < 3,5
3,5 < rated capacity < 4,5
4,5 < rated capacity < 5,5
5,5 < rated capacity < 6,5
6,5 < rated capacity < 7,5
7,5 < rated capacity < 8,5
8,5 < rated capacity < 9,5 9

© N o g b~ W

and so on
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6.5 Detergents

The specification and dosage for the IEC 60456 reference detergents A* and C are given in
Annex F.

IO When carrying out measurements to determine the performance of washing machines
according to the Commission's Directive on Energy Labelling only detergent A* shall be
used.

NOTE The IEC 60456 reference detergent A is no longer available.
7 Instrumentation and accuracy
Instruments having the following accuracy shall be used for tests.

71 Mass

Mass shall be accurate to + 0,1 %.

7.2 Ambient temperature

Ambient temperature shall be accurate to + 1,0 K including non-linearity error in the
temperature range 10 °C to 50 °C.

7.3 Ambient humidity

Ambient humidity shall be accurate to £ 3 % over the temperature range 15 °C to 25 °C.

7.4 Water temperature

Water temperature shall have a resolution of at least 0,2 K and an accuracy of +0,5K
including non-linearity error, at the nominal temperature measured.

7.5 Water volume

Water volume shall be accurate to £+ 1 %.

NOTE Devices using viscosity should be calibrated at the actual nominal temperature + 5 K, and the nominal
flow rate.

7.6 Water pressure

Water pressure shall be accurate to + 5 %

7.7 Water hardness

Water hardness shall be accurate to + 0,2 mmol/I.

7.8 Electrical energy

Energy meters used shall fulfil EN 62053-21 class 1 specification.

7.9 Time

Time shall be accurate to + 5 s.

7.10 pH

pH shall be accurate to pH + 0,1 over a temperature range of 10 °C to 20 °C. Documents
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7.11 Reflectance measurement for test samples

Optical measurements of the different types of washed test strip pieces are made with a
spectral photometer. The measuring conditions are indicated below:

Measuring instrument spectral photometers that provide reflectance data at a minimum
of 16 wavelengths spaced at 20 nm intervals, or closer, between
400 nm and 700 nm

Parameter tristimulus value Y (CIE Nr. 15.2, 1986)

Illuminant / observer D65/ 10°

Measuring geometry d/8°

UV-filter UV barrier at 420 nm, i.e. measurement without UV radiation
Measuring diameter minimum 20 mm

Gloss / specular excluded, i.e. measurement with open gloss / specular trap
Calibration each time the spectral photometer is switched on, or at least once

per working day with:

e white standard: barium sulphate tablet or certified
white ceramic tile

e black standard: black body or light trap or certified black
ceramic tile

e or using procedures as specified by the instrument
manufacturer

The spectral photometer shall be tested at least once a year for its operating efficiency.

For general handling of the device and further information about calibration observe the
operating instructions for use.

8 Washing performance

8.1 General

This clause contains specifications for the test procedure using soiled test strips, which are
washed together with a base load (i.e. the test load). The purpose of this test is to evaluate
the typical soil removal performance of the washing machine under test, in relation to the
reference washing machine, see 5.3.

NOTE The test in this clause may be combined with the rinsing test in Clause 9, the spin extraction test in
Clause 10, and the measurements in Clause 11.

8.2 Material and equipment
The test load consists of a dry base load in accordance with 6.1 of either cotton or easy care
textiles with soiled test strips in accordance with 6.4, or a polyester textile base load with test

pieces in accordance with 12.2. The total mass of the test load shall correspond to the rated
capacity for the specified textile type.

The detergent and dosage shall be in accordance with 6.5.

An iron or an ironing appliance with a surface temperature between 130 °C and 150 °C shall
be used.
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8.3 Procedure
8.3.1 General

For the determination of the washing performance both the reference machine and the
machine under test shall be loaded with the test load in the same way from bottom to top, as
described in C.5, putting in all articles in a flat way. Soiled test strips and detergent from the
same batch shall be used for the test machine and the reference machine.

All handling of the load and the strips shall be equal for the reference machine and the
machine under test.

8.3.2 Cotton test load

The cotton test load shall be loaded to the washing machine in the order indicated in C.2.
The required average age of the load shall be adjusted so that it complies with
the requirements in 6.2 (an example of how this can be achieved is given in Annex J).

8.3.3 Easy care textile test load

The test load shall be evenly spread in the washing machine. The required average age of
the load shall be adjusted so that it complies with the requirements of 6.2.

8.3.4 Test

The reference machine shall perform a start up cycle before each cycle.

The machine under test shall be at ambient temperature before starting a cycle. For energy
label purposes only one cycle per day shall be done, unless it is verified that all parts of the
machine under test are at ambient temperature.

The dispenser, if any, of the machine under test and of the reference machine is cleaned and
dried before each cycle. It shall be ensured that in the reference machine the detergent is
totally dispensed during the water intake for the main wash.

The programme shall be selected in accordance with the manufacturer’s instructions.

NOTE 1 If there are several options or if the instructions are not clear, the manufacturer should be consulted.

Parallel to each test cycle of the washing machine a cycle is performed on the reference
washing machine (always with reference loads defined in A.2 to A.4) under the same
conditions with a reference programme (according to Table G.4) (C].

The reference programmes and detergent dosages are specified in Annex A and shall be
reported.

IO If a detergent dispenser is incorporated in the washing machine the detergent shall
exclusively be filled into the dispenser in accordance with the manufacturer's instructions, if
any, for normal use. If some detergent remains in the dispenser the dispenser shall be
cleaned before the next run.

NOTE 2 In order to minimise the influence of laboratory conditions and test materials, a reference programme

should be selected that is intended for a similar purpose when compared to the programme on the test machine
(load type, claimed wash temperature).

At least five complete test cycles, called a series, shall be carried out using the selected
programme. The first cycle has to be done with a normalized base load. For each test
cycle, new soiled test strips shall be used.
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In circumstances where one of the test cycles on either the test machine or the reference
machine is invalid (e.g. power failure, washing machine breaks down, instrumentation or
control gear fault or failure), it is possible to conduct a sixth test cycle in the series under
identical conditions.

If evidence is given that one of the test cycles was made incorrectly, a sixth test cycle may
be added under identical conditions. The reason for the extra cycle shall be reported. The
incorrect cycle is eliminated completely from the evaluation.

Normalization is carried out only after this sixth test cycle.

If more than one cycle is invalid in a series, then the whole series is invalid, irrespective of
the reason.

After the completion of the washing programme, all test strips are dried by ironing using a
method that avoids surface “shine” (i.e. ironed between two pieces of fabric, or with an ironing
appliance or press). Washed and ironed soiled test strips are to be stored in the absence of
light at ambient temperature according to 5.2.3 until reflectance measurements are done.

NOTE 3 Residual humidity in the soiled test strips will influence the measurement results, as will overheating
during ironing.

NOTE 4 Instead of ironing similar methods may be used, if proven to give the same result.

The reflectance measurements are carried out with not less than four layers of the same
washed soiled type piece as backing for the pieces being measured. Every washed piece is
measured twice on both sides, at the positions indicated in Figure 2. The average value of the
four readings is reported as the value for that soiled test piece.

= front

= back

IEC 2452/03

Positions for measuring soiled test pieces are in the centre of the four square quadrants

Figure 2 — Positions for measuring soiled test pieces

8.4 Evaluation

The calculation is carried out in different steps as follows:

Steps a) to d) are calculated for both the washing machine under test and the reference
washing machine.
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a) The average reflectance values X; for each soil type i is given as the mean value per test
cycle of the readings for each of the »n soiled test pieces used in the test, calculated as
follows:

where

Xjj is the average reflectance value of the individual readings for each soiled test piece;

n is the number of soiled test strips per test cycle.

NOTE The standard deviation s, for each soil type i, i.e. xl_j, within a given test cycle may be calculated as:

b) The sum C; of the average reflectance values (Y-values) in each test cycle is calculated
as follows:

where

Xi is the average reflectance value for each soil type, as calculated in a);

m is the number of soiling types per test cycle.

c) The average sum C of the reflectance values (Y-values) for each of the four types of
soilings, for all test cycles is calculated as follows:

w
Y G
C=k=1
w
where

C, is the sum of the average reflectance values (Y-values) in each test cycle, as
calculated in b);

w is the number of test cycles.

d) The standard deviation s~ of C;, is defined as:

where

C, is the sum of the average reflectance values (Y-values) in each test cycle, as
calculated in b);

C is the average sum of the reflectance values (Y-values) in each of the four types of
soiling, for all test cycles. This is calculated in c);

w is the number of test cycles.

Documents

Document Sharing Hub

Full document details: BS EN 60456:2005


http://www.avadocuments.com/doc/bs-en-60456-2005
http://www.avadocuments.com/doc/bs-en-60456-2005

BS EN 60456:2005 -22 -

e) The ratio g of the average sum is calculated as:

— C_test

q
Cref

Cwst Is the average sum of the reflectance values for the washing machine under test,
as calculated in c);

C. is the average sum of the reflectance values for the reference washing machine,
as calculated in c).

f) The standard deviation s, of the ratio g, is defined as:

%} (C_ktest _q)2
k= 1 Cref
S, =
w—1
where
C, is the sum of the reflectance value in each test cycle of the washing machine
test
under test, as calculated in b);
Cref is the average sum of the reflectance value in each test cycle of the reference
machine, as calculated in c);
q is the ratio of the average sum, as calculated in e);
w is the number of test cycles.

g) The confidential interval p for the ratio of the average sum is defined as:

S‘I
pP=9q J—r_\/— 1,1, 0,05
w

where

s is the standard deviation of the ratio ¢, as calculated in f);

q

tw-1 005 i the “Student T" factor for (w-1) degrees of freedom for a confidence level of
95 % (i.e. 2,776 for 5 test cycles equals 4 degrees of freedom);

w is the number of test cycles.

NOTE 1 If for the reference wash programme cotton 60 °C the ratio % calculated in d) and e) is higher than

0,0175 (= 1,75 %) the laboratory conditions should be checked. Tolerances for other programmes are under
consideration.

NOTE 2 The equation assumes parallel running of the test washing machine and the reference washing
machine.

9 Rinsing performance

9.1 General

This clause contains specifications for a test using the residual alkalinity of the detergent
solution in a base load after spin extraction as a measure of the rinsing performance.
The purpose is to evaluate how well a typical textile load is rinsed.

NOTE The test in this clause may be combined with the cleaning test in Clause 8, the spin extraction test in
Clause 10 and the measurements in Clause 11.
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9.2 Spin extractor

A spin extractor shall be used. It shall have an inner drum diameter between 250 mm and
300 mm and a rotational frequency of about 2 800 rpom. The diameter and spin speed shall be
reported.

If other spin extractors are used, it has to be proven that the same spinning efficiency
is achieved.

NOTE The specification of the spin extractor is under consideration.

9.3 Procedure
9.3.1 Initial test procedure

The test is conducted in accordance with Clause 8. At least five complete test cycles shall be
carried out using the selected programme. For each test cycle new soiled test strips shall
be used.

After the completion of the washing programme, the spin extraction and sampling is carried
out in accordance with 9.3.2.

9.3.2 Spin extraction and sampling

A water sample of 11 is taken from the washing machine water supply (tap water) in
connection with the performance of a rinsing test.

After a complete programme of washing, rinsing and, if possible, spin extraction operations,
the test load is removed immediately and only the base load (with any soiled test strips
removed) is weighed (noting that the mass of the load is also required for determination of the
water extraction index in Clause 10 prior to further spinning in the extractor). If there is no
spin extraction operation at the completion of the washing programme, weighing is not
necessary.

The base load is transferred, if necessary in two or more similar parts consisting of the same
number of sheets, pillowcases and towels if possible, to the spin extractor and spun for
5 min. All the extracted water is collected, the last amount by tilting the spin extractor
towards the outlet, and thoroughly mixed. These steps are carried out quickly, without any
pause.

To prepare the spin extractor for subsequent use, the inner and outer tubs are rinsed with
tap water and completely emptied as described above.

9.3.3 Alkalinity measurements

Carry out the following procedure to check the alkalinity of both the sample of water taken
from the spin extractor and the sample of tap water.

Take 100 ml of water (or 50 ml, if the extraction amount is small) and titrate quickly within
about 180 s in one operation with N/10 HCI to pH 4,0 using a microburette. Record the
amount of acid used (in ml to two decimal places).

The alkalinity of the water is expressed in milliequivalents per litre.
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9.4 Evaluation

The increased alkalinity concentration of spin extracted water relative to tap water is
calculated as:

Ay = W= Wi [milliequivalents per litre]
where
A, is the increased concentration of alkalinity in extracted water
W, is the concentration of alkalinity in extracted water
Wi is the concentration of alkalinity in tap water.

The amount of wash alkali remaining in the textiles in milliequivalents per kg of base load is
calculated by:

where

A is the amount of wash alkali remaining in the textiles;

A, is the increased concentration of alkalinity in extracted water;
M is the mass of the conditioned base load,;

M, is the mass of base load after spin extraction.

A rinsing index, R, is determined by:

R= m,test
m,ref

where
Am test is measured in the washing machine under test;

Am ref is measured in the reference washing machine with the relevant programme as
described in Annex A.

NOTE It is only possible to determine a value for 4., and R where there is a spin extraction operation at the

completion of the selected programme.

The result of the first test cycle after normalizing shall not be used for the assessment of
the rinsing efficiency, thus only the last four cycles will be used for the determination of the
rinsing efficiency.

The standard deviation is calculated as

where
R is the rinsing index from one test cycle;

R is the mean of rinse indices for all test cycles excluding the result of the first test cycle;
w is the number of test cycles used.
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10 Spin extraction performance

10.1 General

This clause contains specifications for the measurement of the residual water in the base
load.

The water extraction efficiency is expressed as the amount of moisture remaining in the
base load after spinning relative to the conditioned mass of the same load. The purpose
is to evaluate the effectiveness of water removal from a typical textile load at the end of
a washing cycle.

NOTE The test in this clause may be combined with the cleaning test in Clause 8, the rinsing test in Clause 9,
and the measurements in Clause 11.

10.2 Procedure
10.2.1 Washing machines with a spinning operation

The mass, M, of the conditioned base load is determined. The test is conducted in
accordance with Clause 8.

After the completion of the spin extraction, the mass, M, of the base load is determined
(with any test strips removed), and the remaining moisture RM is calculated for each test
cycle and expressed as a percentage:

where
M is the mass of the conditioned base load;
M, is the mass of the base load after spin extraction.

At least five complete test cycles shall be carried out of the selected programme.

10.2.2 Separate spin extractors

The tests, calculation and the number of test cycles are carried out in accordance with
10.2.1. However, the washing and rinsing operations are performed in a horizontal drum
washing machine with the reference detergent and the washing temperature being not less
than 60 °C to ensure constant conditions.

After washing and rinsing, the spin extractor is loaded evenly, with the items placed along
the drum wall of the extractor. When the items reach about one-third of the height of the
drum, the items are pushed from the circumference to the centre so as to fill the hollow in
the centre of the drum. This is repeated once or twice as the drum gets filled further. The
base load is finally covered at the top with the last standard textile, which is folded over
double for this purpose.

The water is extracted from the base load for the time stated by the manufacturer or 4 min if
instructions are not given.

10.3 Evaluation

The spin extraction efficiency is the arithmetic mean of the five values obtained in 10.2. It is
expressed as a percentage, rounded to the nearest whole percent.
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11 Water and energy consumption and programme time

11.1 General

This clause specifies the procedure and evaluation for the determination of water and energy
consumption during typical operations of washing, rinsing and spin extraction. It also
specifies the method for determination of the duration of the complete programme.

The purpose is to obtain reproducible data for the calculation of environmental impact and
cost of operation.

NOTE 1 This clause is applicable also to washing machines without spin extraction.

NOTE 2 The tests in this clause may be combined with the tests in Clauses 8, 9 and 10.

11.2 Procedure

The tests in this clause are performed as in Clauses 8, 9 and 10, but with instrumentation for
the measurement of water volume and electrical energy. Measurements are started when the
appliance is started as in normal use. They are stopped at the completion of the programme.

The programme is complete when the machine indicates the end of the programme and the
load is accessible to the user. Where there is no end of programme indicator and the door is
locked during operation, the programme is complete when the load is accessible to the user.
Where there is no end of programme indicator and the door is not locked during operation,
the programme is complete when the power consumption of the appliance drops to some
steady state condition and is not performing any function.

The temperature and the volumes of cold and hot water used during the cycle are
measured separately.

For the purpose of measuring the energy, machines without heating elements should be
loaded before the addition of water.

NOTE Z1 It is common practice to put water into the agitator washing machines before the addition of the

load

At least five complete test cycles shall be carried out using the selected programme.

NOTE The time measured does not include any deliberate starting delay programmed by the user.

11.3 Evaluation

The arithmetic mean of the measured values is calculated.

Water volumes are expressed in litres, and rounded to the nearest whole litre.
Programme duration is rounded to the nearest minute.

Electrical energy is expressed in kWh rounded to two decimal places.

Cold water supply energy correction factor: if the inlet temperature of the cold water deviates
from 15 °C, the cold water energy correction factor shall be determined for those operations
where the internal heater operates and/or where the machine draws in external hot water
using the following formula:

We = (Ve x (tc — 15)) | 860
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