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Foreword

The text of document 85/409/CDV, future edition 1 of |JEC 60469, prepared by IEC/TC 85 "Measuring
equipment for electrical and electromagnetic quantities" was submitted to the IEC-CENELEC parallel vote
and approved by CENELEC as EN 60469:2013.

The following dates are fixed:

¢ latest date by which the document has (dop) 2014-02-28
to be implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2016-05-28
standards conflicting with the
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent
rights.

Endorsement notice

The text of the International Standard IEC 60469:2013 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:
SO 9000:2004 NOTE Harmonised as EN ISO 9000:2005 (not modified).
SO 10012:200 NOTE Harmonised as EN ISO 10012:2003 (not modified).
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INTRODUCTION

The purpose of this standard is to facilitate accurate and precise communication concerning
parameters of transition, pulse, and related waveforms and to establish the techniques and
procedures for measuring them. Because of the broad applicability of electrical pulse
technology in the electronics industries (such as computer, telecommunication, and test
instrumentation industries), the development of unambiguous definitions for pulse terms and
the presentation of methods and/or algorithms for their calculation is important for
communication between manufacturers and consumers within the electronics industry. The
availability of standard terms, definitions, and methods for their computation helps improve
the quality of products and helps the consumer better compare the performance of different
products. Improvements to digital waveform recorders (including oscilloscopes) have
facilitated the capture, sharing, and processing of waveforms. Frequently these waveform
recorders have the ability to process the waveform internally and provide pulse parameters.
This process is done automatically and without operator intervention. This standard can be
applied in many more scientific and engineering applications than mentioned above, such as
optics, cosmology, seismology, medicine, etc., and ranging from single events to highly
repetitive signals and from signals with bandwidths less than 1 Hz to those exceeding 1 THz.
Consequently, a standard is needed to ensure that the definitions and methods of
computation for pulse parameters are consistent.

EC 60469-1 dealt with terms and definitions for describing waveform parameters and
EC 60469-2 described the waveform measurement process. The purpose of this standard is
to combine the contents of and |EC 60469-7, update terminology, correct errors,
add algorithms for computing values of pulse parameters, and add a newly-developed method
for _computing state levels. This standard reflects two major changes compared to
IEC 60469-1 and JEC 60469-2, which are the parameter definitions and algorithms. Changes
to the definitions included adding new terms and definitions, deleting unused terms and
definitions, expanding the list of deprecated terms, and updating and modifying existing
definitions. This standard contains definitions for approximately 100 terms commonly used to
describe the waveform measurement and analysis process and waveform parameters. Many
of the terms in standards and have been deleted entirely or
deprecated. Deprecated terms were kept in this standard to provide continuity between this
standard and |EC 60469-1 and |EC 60469-9. Terms are deprecated whenever they cannot be
defined unambiguously or precisely. Development of a set of agreed-upon terms and
definitions presented the greatest difficulty because of the pervasive misuse,
misrepresentation, and misunderstanding of terms. Legacy issues for instrumentation
manufacturers and terms of common use also had to be addressed. This standard also
resulted in the development of algorithms for computing the values of certain waveform
parameters in all cases where these algorithms could be useful or instructive to the user of
the standard. The purpose of adding these algorithms, which are recommended for use, was
to provide industry with a common and communicable reference for these parameters and
their computation. Heretofore, this was not available and there existed much debate and
misunderstanding between various groups measuring the same parameters. Similarly, this is
the reason for including several examples of basic waveforms, with formulae, in Annex A. The
algorithms focus on the analysis of two-state, single-transition waveforms. The analysis of
compound waveforms (waveforms with two or more states and/or two or more transitions) is
accomplished by first decomposing the compound waveform into its constituent two-state
single-transition waveforms. A method for performing this decomposition is provided.

Algorithms for the analysis of fluctuation and random jitter of waveforms were also introduced
into this standard. These algorithms describe the computation of the mean and standard
deviation of jitter and fluctuation. This standard also contains methods to estimate the
accuracy of the standard deviation and to correct its value.
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TRANSITIONS, PULSES AND RELATED WAVEFORMS -
TERMS, DEFINITIONS AND ALGORITHMS

1 Scope

This International Standard provides definitions of terms pertaining to transitions, pulses, and
related waveforms and provides definitions and descriptions of techniques and procedures for
measuring their parameters. The waveforms considered in this standard are those that make
a number of transitions and that remain relatively constant in the time intervals between
transitions. Signals and their waveforms for which this standard apply include but are not
limited to those used in: digital communications, data communications, and computing;
studies of transient biological, cosmological, and physical events; and electrical, chemical,
and thermal pulses encountered and used in a variety of industrial, commercial, and
consumer applications.

This standard does not apply to sinusoidally-varying or other continuously-varying signals and
their waveforms.

The object of this standard is to facilitate accurate and precise communication concerning
parameters of transitions, pulses, and related waveforms and the techniques and procedures
for measuring them.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

None.

3 Terms, definitions and symbols

3.1 General

Along with the recommended terms and their definitions, this clause also contains a number
of deprecated but widely used terms. These deprecated terms and the reason for their
deprecation are given after the definition of the recommended term.

Throughout this standard, time is taken to be an independent variable, symbolized with the
letter t. "Waveform value" is used to refer to the dependent variable, symbolized by y(#). For
particular waveforms, "waveform value" will be synonymous with terms such as "voltage",
"current", "power", or some other quantity. All defined terms are italicized in this document.

3.2 Terms and definitions

For the purposes of this document, the following terms and definitions apply.
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3.21
aberration region

3.21.1

post-transition aberration region

interval between a user-specified instant and a fixed instant, where the fixed instant is the first
sampling instant succeeding the 50 % reference level instant for which the corresponding
waveform value is within the state boundaries of the state succeeding the 50 % reference
level instant

Note 1 to entry: The user-specified instant occurs after the fixed instant and is typically equal to the fixed instant
plus three times the transition duration.

3.21.2

pre-transition aberration region

interval between a user-specified instant and a fixed instant, where the fixed instant is the first
sampling instant preceding the 50 % reference level instant for which the corresponding
waveform value is within the state boundaries of the state preceding the 50 % reference level
instant.

Note 1 to entry: The user-specified instant occurs before the fixed instant and is typically equal to the fixed instant
minus three times the transition duration.

3.2.2

accuracy

closeness of agreement between a measured quantity value and a true quantity value of a
measurand

[ISO/IEC Guide 99:2007, 2.13]

3.2.3
amplitude

3.2.3.1

impulse amplitude

difference between the specified /level corresponding to the maximum peak (minimum peak) of
the positive (negative) impulse-like waveform and the level of the state preceding the first
transition of that impulse-like waveform

3.2.3.2
waveform amplitude
difference between the levels of two different states of a waveform

Note 1 to entry: Two different definitions for amplitude are authorized by this standard because they are both in
common use (see 3.2.3.2.1.. In all applications of this standard, the chosen definition shall be clearly identified.:

3.2.3.3

signed waveform amplitude,

level of the state succeeding a transition minus the level of the state preceding the same
transition

3.2.3.4
unsigned waveform amplitude
absolute value of the signed amplitude

3.2.4

correction

operation combining the results of the conversion operation with the transfer function
information to yield a waveform that is a more accurate representation of the signal
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Note 1 to entry: Correction may be effected by a manual process by an operator, a computational process, or a
compensating device or apparatus. Correction shall be performed to an accuracy that is consistent with the overall
accuracy desired in the waveform measurement process.

Note 2 to entry: See 4.2 concerning the conversion operation.

3.2.5
cycle
portion of a periodic waveform with a duration of one period

3.2.6
delaying
process in which the time of arrival of a signal is caused to occur later in time

3.2.7

differentiation

shaping process in which a waveform is converted to a waveform whose shape is or
approximates the time derivative of that waveform

3.2.8
duration
difference between two specified instants

3.2.9

duty factor

DEPRECATED: duty cycle

unless otherwise specified, for a periodic pulse train, the ratio of the pulse duration to the
waveform period

Note 1 to entry: The term duty cycle is a deprecated term because the word cycle in this standard refers to the
period of a signal.

3.2.10

fluctuation

variation (dispersion) of a level parameter of a set of repetitive waveforms with respect to a
reference amplitude or a reference level

Note 1 to entry: Unless otherwise specified by a mathematical adjective, root-mean-square (rms) fluctuation is
assumed.

3.2.11
frequency
reciprocal of the period

Note 1 to entry: The period is the waveform period.

[IEC 60050-103:2009, 103-06-02, modified — the note to entry has been replaced.]

3.2.12

glitch

transient that leaves an initial state, enters the boundaries of another state for a duration less
than the duration for state occurrence, and then returns to the initial state

3.2.13

instant

particular time value within a waveform epoch that, unless otherwise specified, is referenced
relative to the initial instant of that waveform epoch

3.2.13.1
final instant

last sample instant in the waveform Documents
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3.2.13.2

impulse center instant

instant at which a user-specified approximation to the maximum peak (minimum peak) of the
positive (negative) impulse-like waveform occurs

3.2.13.3
initial instant
first sample instant in the waveform

3.2.13.4
pulse center instant
average of the two instants used to calculate the pulse duration

3.2.13.5
reference level instant
instant at which the waveform intersects a specified reference level

3.2.13.6

transition occurrence instant

first 50 % reference level instant, unless otherwise specified, on the transition of a step-like
waveform

SEE: Figure 1, Figure 2, Figure 3, and Figure 4.

10 % level reference instant |
50 % level reference instant |
| 90 % level reference instant :

S
————— 90 % reference level ——+4

Waveform

amplitude | T T T~ 50 % reference level- —

—_———— e ——_

_____ 10 % reference level- —

LY g, Sy P l - ]
Transition occurrence instant —> ; —T\
! (jjfset

Transition duration

Base state

Waveform epoch

IEC 852/13

Figure 1 — Single positive-going transition
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90 % level reference instant |
5? % level reference instant |
|

: 10 I% level reference instant |

|

[
[
[
[
2 <z 1_

!
|
|
|
|
|

Waveform | 0

amplitude : N ————— 50 % reference Ievel-—-I
| |
l |
' I
l |
|
e, N 10 % reference level- —-:

FCY N TR 2yt B I N
Transition occurrence instant——>1 ( . .
! Transition duration Offset

Base state

. Waveform epoch
0
IEC 853/13

Figure 2 — Single negative-going transition

Note 1 to entry: See 5.3.4 concerning reference level instants.

3.2.14

integration

shaping process in which a waveform is converted to a waveform whose shape is or
approximates the time integral of that waveform

3.2.15

interval

set of all values of time between a first instant and a second instant, where the second instant
is later in time than the first.

Note 1 to entry: These first and second instants are called the endpoints of the interval. The endpoints, unless
otherwise specified, are assumed to be part of the interval.

3.2.16

jitter

variation (dispersion) of a time parameter between successive cycles of a repetitive signal
and/or between successively acquired waveforms of a repetitive signal for a given reference
level instant or duration.

Note 1 to entry: Unless otherwise specified by a mathematical adjective, rms jitter is assumed.

3.2.16.1

cycle-to-n'"-cycle jitter

jitter between specified reference level instants of any two specified cycles of a repetitive
signal

3.2.16.2
period jitter
jitter in the period of a repetitive signal or its waveform

3.2.16.3
pulse duration jitter
jitter in the pulse duration of a signal or its waveform
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3.2.16.4

trigger jitter

jitter between a repetitive signal and the trigger event that is used to generate or measure that
signal

3.2.17
level
constant value having the same units as y

3.2171
average level
pertaining to the value of the mean of the waveform level

If the waveform takes on n discrete values Yps all equally spaced in time, the average level is,

If the waveform is a continuous function of time y(t),

- o

=1 4

Note 1 to entry: The summation or integral extends over the waveform epoch for which the average level is desired
or, if the function is periodic, over any integral number of periodic repetitions of the function.

3.2.17.2
average absolute level
pertaining to the mean of the absolute waveform value

If the waveform takes on n discrete values Yj all equally spaced in time, the average absolute
level is,

= ()b )

ns -

Y;

If the waveform is a continuous function of time y(t),

FE [Zzitljﬂy(tﬂdt.

f

Note 1 to entry: The summation or the integral extends over the waveform epoch for which the average absolute
level is desired or, if the function is periodic, over any integral number of periodic repetitions of the function.

3.2.17.3
percent reference level
reference level specified by:

YVewo = Voo T L()’100% - )’0%):
100

where
0% <x<100 %

Yoo = level of low state
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Y100 %

- 13—

= level of high state

Yo %> Y100 % and y, o, are all in the same unit of measurement.

SEE: Figure 1, Figure 2, Figure3, and Figure 4.

Note 1 to entry: Commonly used reference levels are: 0 %, 10 % , 50 %, 90 %, and 100 %.

Pulse center instant

R L R 1
| + 90 % reference level- :
| |
| | !
| | |
| | |
Waveform | | |
amplitude 4 —4—————— —50 % reference levelH
|
|
|
|
|
| .
—I—JI ———————— | -10 % reference level
| v
s17 A-rd-mm—-- -1 .l
. . | | |
| |
First tran5|tl|on | | Offset !
ocurrence instant | :
First transition duration£Second transition duration| |
Second transition occurrence instant——>! I
Base state :
Waveform epoch |
fo
IEC 854/13
Figure 3 — Single positive pulse waveform
First transition duration Second transition duration
K—/)‘ I<—/>' !
R i . e | e e i '
-90 % reference level
Waveform
amplitude ~ VJ —-50 % reference Ievell
|
|
|
|
———————— —L —10 % reference level
-~ N\ L N —1
s1 I ! | f I
| . | |
First transition | Pulse center instant | Offset !
occurrence instant ! : :
|
Second transition occurrence instant 4>: |
Base state :
Waveform epoch >t
to
IEC 855/13

3.2.17.4
reference level
DEPRECATED: mesial

Figure 4 — Single negative pulse waveform

, proximal, distal

user specified level that extends through all instants of the waveform epoch

Note 1 to entry:
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(a) line refers to consideration of and computations using a pictorial waveform representation, whereas
waveforms today are primarily stored in digital waveform representations and computation and viewing are
done using a computer;

(b) the terms mesial, proximal, and distal refer to user-defined reference levels and it is not necessary to have
redundant definitions for these reference levels;

(c) the terms proximal and distal cannot be used unambiguously to describe lines or points on either side of a
transition of a step-like waveform because they depend on whether the step-like waveform is for a positive
pulse or a negative pulse. In other words, for (3), the proximal line and points if referenced to the 10 %
reference level will appear to the left of a transition for a positive pulse and to the right for a negative pulse.

3.2.17.5

root-mean-square (rms) level

pertaining to the value of the square root of the average of the squares of the waveform
values

If the waveform takes on n discrete values Yps all equally spaced in time, the root-mean-square
level is,

1 \f
tz_tl

yrm5=

The summation or the integral extends over the waveform epoch for which the rms level is
desired or, if the function is periodic, over any integral number of periodic repetitions of the
function.

3.2.17.6

root sum of squares level

rss level

pertaining to the value of the square root of the arithmetic sum of the squares of the waveform
values

If the waveform takes on n discrete values Y all equally spaced in time, the root sum of
squares level is,

Note 1 to entry: The summation or the integral extends over the waveform epoch for which the root sum of squares
level is desired.

3.2.18
offset
algebraic difference between two specified levels.

SEE: Figure 1, Figure 2, Figure 3, and Figure 4.
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3.2.19

overshoot

waveform aberration within a post-transition aberration region or pre-transition aberration
region that is greater than the upper state boundary for the associated state level

SEE: Figure 5 and Figure 6.

Note 1 to entry: If more than one such waveform aberration exists, the one with the largest magnitude is the
overshoot unless otherwise specified.

; Post-transition overshoot |
Post-transition undershoot |
|
|

.~ Upper (s2)

So - e L
| |
Lower (s2) } 1
| |
| | | }

| | |
! ! ! !
| | | }

| | |
‘ \ | [
| Pre-transiti | | }

re-transition .

I ; ! | _ Post-transition I
| aberration region ‘(_ aberration region < \
| | ! ‘
| | ——Upper (s1) I
| I
81 Sr—— - === \7 77777777777777 J
I T~ | W }
! / Pre-transition undershoot “ Lower (s1) |
/ |
£ Pre-transition overshoot }
I
Waveform epoch 1 >

to IEC 856/13

Figure 5 — Overshoot and undershoot in single positive-going transition

Pre-transition overshoot

0y

Pre-transition undershoot

‘ o ~—Upper (s2)

Sp o

" ower (s2)

Post-transition

|

|

|

|

|

\

|

Pre-transition |
aberration region <

|

|

|

— aberration region
[ . Upper (s1)

“—lower (s1)

/

Post-transition overshoot

Post-transition undershoot

< Waveform epoch >

to IEC 857/13

Figure 6 — Overshoot and undershoot in a single negative-going transi chments
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3.2.20
parameter
any value (number multiplied by a unit of measure) that can be calculated from a waveform

3.2.20.1
level parameter
parameter whose units are the same as the units of levels

3.2.20.2
time parameter
parameter whose units are a unit of time

3.2.21
maximum peak
pertaining to the greatest value of the waveform

3.2.22
minimum peak
pertaining to the least value of the waveform

3.2.23
peak-to-peak
pertaining to the value of the difference between the extrema of the specified waveform

3.2.24
periodic
identically recurring at equal intervals of the independent variable (IEV)

Note 1 to entry: The independent variable is often time.

[IEC 60050-103:2009,103-05-09, modified — the note to entry has been replaced.]

3.2.25
aperiodic
not recurring at equal intervals of the independent variable

Note 1 to entry: The independent variable is often time.

3.2.26

precision

closeness of agreement between indications or measured quantity values obtained by
replicate measurements on the same or similar objects under specified conditions

[ISO/IEC Guide 99:2007, 2.15, modified — the notes in the original definition have been
deleted.]

3.2.27

pulse duration

DEPRECATED: pulse width

difference between the first and second transition occurrence instants

SEE Figure 3 and Figure 4.

Note 1 to entry Pulse width, as well as full width at half maximum (FWHM) and half width at half maximum (HWHM)
are, in general, deprecated terms, because width is a word that denotes a spatial parameter whereas the
parameter of interest is time. However, in some applications it may be desireable to discuss the spatial location of
a propagating pulse and its spatial distribution, i.e., pulse width in matter or space. FWHM, HWHM, and full
duration at half maximum (FDHM) are deprecated terms because of the reference to the maximu alue of the
waveform, where the waveform amplitude may be either positive or negative and the waveform may gﬁmu;m ents
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3.2.28

pulse separation

duration between the 50 % reference level instant, unless otherwise specified, of the second
transition of one pulse in a pulse train and that of the first transition of the immediately
following pulse in the same pulse train

3.2.29

pulse train

repetitive sequence of pulse waveforms. Unless otherwise specified, all of the pulse
waveforms in the sequence are assumed to be identical

SEE: Figure 7 and Figure A.12.

Pulse period —=

Pulse separation

—

50 % reference level

Pulse duration

S1

Base state
Waveform epoch

to
IEC 858/13

Figure 7 — Pulse train

3.2.30

pulse waveform

DEPRECATED: leading edge

DEPRECATED: trailing edge

waveform whose level departs from one state, attains another state, and ultimately returns to
the original state

SEE: Figures 3 and Figure 4.

Note 1 to entry: As defined here, a pulse waveform consists of two transitions and two states. (See Clause 4.)
Alternatively, a pulse waveform can be described as a compound waveform consisting of the sum of a positive
(negative) step-like waveform and a delayed negative (positive) step-like waveform both having the same unsigned
waveform amplitude.

Note 2 to entry: Leading edge and trailing edge are deprecated because 1) the word edge describes the property
of a geometric figure, which is not contained by or representative of the physical signal that corresponds to the

waveform and 2) the terms first and second adequately and unambiguously describe the meanings of leading and
trailing.
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3.2.30.1
negative pulse waveform
pulse waveform whose first transition is a negative-going transition

SEE: Figure 4.

3.2.30.2
positive pulse waveform
pulse waveform whose first transition is a positive-going transition

SEE: Figure 3.

3.2.31

reference

of or pertaining to a time, level, waveform feature, or waveform that is used for comparison
with, or evaluation of, other times, levels, waveform features, or waveforms.

Note 1 to entry: A reference entity may, or may not, be an ideal entity.

3.2.32

repetitive

of or pertaining to a series of specified waveform features or waveforms that repeat or recur in
time

3.2.33

non-repetitive

of or pertaining to a series of specified waveform features or waveforms that do not repeat or
recur in time

3.2.34
resolution
smallest distinguishable increment into which a measured quantity is divided

3.2.35

ringing

aberration in the form of a superimposed oscillatory waveform that, when present, usually
follows a transition

3.2.36

runt

transient that leaves an initial state, does not attain the /evel of another state, and returns to
the initial state

3.2.37
sampling
the process of taking samples of a signal, usually at equal time intervals

Note 1 to entry: These samples represent waveform levels and are taken at selected instants.

[IEC 60050-704:1993, 704-23-02, modified — the note to entry has been replaced.]

3.2.38

signal

a physical phenomenon, one or more of whose characteristics may vary to represent
information

Note 1 to entry: This phenomenon is a function of time.
[IEC 60050-701:198§, 701-01-02, modified — the note to entry has been replaced.].
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3.2.39

spike

transient that leaves an initial state, exceeds the farthest state boundary of any other state,
and returns to the initial state

3.2.40

state

particular /evel or, when applicable, particular /evel and upper and lower limits (the upper and
lower state boundaries) that are referenced to or associated with that /level

Note 1 to entry: Unless otherwise specified, multiple states are ordered from the most negative /evel to the most
positive level, and the state levels are not allowed to overlap. The most negative state is called state 1. The most

positive state is called state n. The states are denoted by s,, s,, ..., s,; the state levels are denoted by /evel(s,),
level(s,), ..., level(s,); the upper state boundaries are denoted by upper(s,), upper(s,), ..., upper(s,); and the lower
state boundaries are denoted by lower(s,), lower(s,), ..., lower(s ).

Note 2 to entry: States, levels, and state boundaries are defined to accommodate pulse metrology and digital
applications. In pulse metrology, the levels of a waveform are measured and states (with or without associated
state boundaries) are then associated with those /evels. In digital applications, states are defined (with state
boundaries) and the waveform values are determined to either lie within a state or not.

3.2.40.1
base state
state of a waveform that, unless otherwise specified, possesses a level closest to zero

SEE: Figure 1, Figure 2, Figure 3, and Figure 4.

3.2.40.2
high state
the most positive state within the waveform epoch, unless otherwise specified

Note 1 to entry: For waveforms with exactly two states, such as the single transition waveform, the terms low
state and high state may be used in lieu of the terms state 1 and state 2, respectively.

3.2.40.3
low state
the most negative state within the waveform epoch, unless otherwise specified

Note 1 to entry: For waveforms with exactly two states, such as the single transition waveform, the terms low
state and high state may be used in lieu of the terms state 1 and state 2, respectively.

3.2.40.4
positive state
state whose level is greater than zero

3.2.40.5
negative state
state whose level is less than zero

3.2.41
state boundaries
upper and lower limits of the states of a waveform

Note 1 to entry: All values of a waveform that are within the boundaries of a given state are said to be in that state.
The state boundaries are defined by the user.

3.2.42

state occurrence

contiguous region of a waveform that is bounded by the upper and lower state boundaries of a
state, and whose duration equals or exceeds the specified minimum duration for state
attainment. The state occurrence consists of the entire portion of the waveform that remains

within the boundaries of that state
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Note 1 to entry: State occurrences are numbered as ordered pairs (s,n), where s; refers to the i" state, and n is the
number of the occurrence of that particular state within the waveform epoch. In a given waveform epoch, when the
waveform first enters a state s, that state occurrence is (s, 1). If and when the waveform exits that state, that
state occurrence is over. If and when the waveform next enters and remains in state s,, that state occurrence
would be labeled (s;, 2); and so on. Thus, the state occurrences for a single pulse, as shown in Figures 3 and 4,
are (s, 1), (s,, 1), (84, 2). The state occurrences for the compound waveform shown in Figure 8 are (s,, 1), (s4, 1),
(s, 1), (s5 1), (s4, 1). Note that a waveform can exit one state occurrence without (necessarily) immediately
entering another state occurrence, that is, the waveform state between state occurrences can be undefined for
some time interval, for example, during transitions and in the case of transients (such as, runt pulses).

3.2.43

synchronizing

process of aligning the transition occurrence instant of one pulse or other event with the
transition occurrence instant of another pulse or event

Note 1 to entry: If two series of events, such as two pulse trains, are synchronized, then their periods shall be
integer multiples of one another.

3.2.44

terminal feature

any contiguous region of a waveform that is neither a state occurrence, nor a transient, nor a
transition

Note 1 to entry: This feature, if present, occurs only at the beginning and/or end of a waveform.

3.2.45

tilt

DEPRECATED: droop

a distortion of a waveform state wherein the overall slope over the extent of the waveform
state is essentially constant and other than zero.

Note 1 to entry: Tilt may be of either polarity.

Note 2 to entry: The term droop is a deprecated term because it implies a negative slope and, therefore, cannot
be applied unambiguously to both positive pulse waveforms and negative pulse waveforms.

3.2.46

transient

any contiguous region of a waveform that begins at one state, leaves and subsequently
returns to that state, and contains no state occurrences

3.2.47

transition

contiguous region of a waveform that connects, either directly or via intervening transients,
two state occurrences that are consecutive in time but are occurrences of different states

3.2.471

negative-going transition

DEPRECATED: falling edge

a transition whose terminating state is more negative than its originating state

Note 1 to entry: The endpoints of the negative-going transition are the last exit of the waveform from the higher
state boundary and the first entry of the waveform into the lower state boundary.

Note 2 to entry: Falling edge is a deprecated term because 1) the word edge describes the property of a
geometric figure, which is not contained by or representative of the physical signal that corresponds to
the waveform and 2) falling refers to motion or position of physical objects.

3.2.47.2

pass through transition

transition from an initial state to a non-consecutive state through any number of other states
where the duration in these other states is less than the duration for state occurrence
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