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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by Technical
Committee EPL/48, Electromechanical components for electronic equipment,
to Subcommittee EPL/48/2, Connectors for electronic equipment, upon which
the following bodies were represented:

Association of Manufacturers Allied to the Electrical and Electronic Industry

(BEAMA Litd.)
British Telecommunications plc
BSI Quality Assurance
Federation of the Electronics Industry
Ministry of Defence
Premises Cabling Association

This British Standard, having
been prepared under the
direction of the Electrotechnical
Sector Board, was published
under the authority of the
Standards Board and comes
into effect on

15 June 1997 . . . .
Amendments issued since publication

© BSI 09-1999
Amd. No. Date Comments

The following BSI references
relate to the work on this
standard:

Committee reference EPL/48/2
Announced in BSI Update
March 1997

ISBN 0 580 27399 7 _ Documents

Document Sharing Hub

Full document details: BS EN 60512-11-14:1997


http://www.avadocuments.com/doc/bs-en-60512-11-14-1997
http://www.avadocuments.com/doc/bs-en-60512-11-14-1997

BS EN 60512-11-14:1997

Contents

Committees responsible
National foreword

Page
Inside front cover
i1

Foreword
Text of EN 60512-11-14

2
3

List of references

Inside back cover

Documents

© BSI 09-1999

Full document details: BS EN 60512-11-14:1997

Document Sharing H%Ib


http://www.avadocuments.com/doc/bs-en-60512-11-14-1997
http://www.avadocuments.com/doc/bs-en-60512-11-14-1997

BS EN 60512-11-14:1997

National foreword

This Section of BS EN 60512 has been prepared by Subcommittee EPL/48/2, and
is the English language version of EN 60512-11-14:1997, Electromechanical
components for electronic equipment — Basic testing procedures and measuring
methods — Part 11: Climatic tests — Section 14: Test 11p — Flowing single gas
corrosion test, published by the European Committee for Electrotechnical
Standardization (CENELEC). It is identical with IEC 512-11-14:1996, published
by the International Electrotechnical Commission (IEC).

Cross-references

Publication referred to Corresponding British Standard

BS 2011 Environmental testing
Part 2.1 Tests

TEC 68-2-43:1976 Part 2.1Kd:1977 Test Kd. Hydrogen sulphide test for
contacts and connections
BS EN 60721 Classification of environmental

conditions
EN 60721-3-3:1995 Part 3 Classification of groups of environmental
(IEC 721-3-3:1994) parameters and their severities
Section 3:1995 Stationary use at weatherprotected
locations

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and 11,
the EN title page, pages 2 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on the

inside front cover. Documents
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