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National foreword

This British Standard is the UK implementation of EN 60512-25-9:2008. It is
identical to IEC 60512-25-9:2008.

The UK participation in its preparation was entrusted to Technical Committee
EPL/48, Electromechanical components and mechanical structures for elec-
tronic equipment.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

€BSI 2008
ISBN 978 0 580 55641 8
ICS 31.220.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the Standards
Policy and Strategy Committee or31 March 2009

Amendments issued since publication

Amd. No. Date Text affected
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Foreword

The text of document 48B/1915/FDIS, future edition 1 of JEC 60512-25-9, prepared by SC 48B,
Connectors, of IEC TC 48, Electromechanical components and mechanical structures for electronic

equipment, was submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as
N 60512-25-9 on 2008-11-01.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2009-08-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2011-11-01

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 60512-25-9:2008 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

EC 60068-1 NOTE Harmonized as EN 60068-1:1994 (not modified).
ISO/IEC 11801 NOTE In Europe the subject is covered by the series EN 50173, Information technology -

Generic cabling systems.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.
Publication Year Title EN/HD Year
IEC 60050-581 -0 International Electrotechnical Vocabulary -

(IEV) -
Chapter 581: Electromechanical components
for electronic equipment

IEC 60512-26-100 - " Connectors for electronic equipment - EN 60512-26-100 2008 *

Tests and measurements -

Part 26-100: Measurement setup, test and
reference arrangements and measurements
for connectors according to -
Tests 26a to 269

EC 60603- Series Connectors for electronic equipment - N 60603- Series
Part 7: Detail specification for 8-way,
unshielded, free and fixed connectors

2005 Connectors for electronic equipment - 2005
Part 7-4: Detail specification for 8-way,
unshielded, free and fixed connectors, for data
transmissions with frequencies up to 250 MHz

IEC 61076-3-104 2006  Connectors for electronic equipment - EN 61076-3-104 2006
Product requirements -
Part 3-104: Detail specification for 8-way,
shielded free and fixed connectors for data
transmissions with frequencies up to
1 000 MHz

IEC 61156 Series Multicore and symmetrical pair/quad cables - -
for digital communications

1)
2)

Undated reference.

Valid edition at date of issue.
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CONNECTORS FOR ELECTRONIC EQUIPMENT -
TESTS AND MEASUREMENTS -

Part 25-9: Signal integrity tests —
Test 25i: Alien crosstalk

1 Scope and object

This part of IEC 60512 defines a test method which is intended to assess the near-end alien
crosstalk (ANEXT) and the far-end alien crosstalk (AFEXT) between connectors in close
proximity, when mounted in their mounting systems. Both discrete modular connectors and
multi-port panel connectors may be tested using this method. This method provides a means to
test the alien (exogenous) crosstalk between any two ports, as well as a means to assess the
overall alien crosstalk from all other ports. This test procedure is generally applicable to any
electrical connector, and is particularly suitable to connectors described in series,

IEC 61076-3-104, and other types of connectors for data transmission.

2 Normative references

The following referenced documents are indispensable for the application of this document. For
dated references, only the edition cited applies. For undated references, the latest edition of
the referenced document (including any amendments) applies.

IEC 60050-581, International Electrotechnical Vocabulary (IEV) — Chapter 581:
Electromechanical components for electronic equipment

IEC 60512-26-100, Connectors for electronic equipment — Tests and measurement —
Part 26-100: Measurement setup, test and reference arrangements and measurements for
connectors according to JEC 60603-1 (tests 26a to 26g)

IEC 60603-7-4:2005, Connectors for electronic equipment — Part 7-4: Detail specification for 8-
way, unshielded, free and fixed connectors, for data transmissions with frequencies up to
250 MHz

EC 60603-7 (all parts), Connectors for electronic equipment — Part 7: Detail specifications for
8-way, (un)shielded, free and fixed connectors, for data transmissions

IEC 61076-3-104:2008, Connectors for electronic equipment — Part 3-104: Detail specification
for 8-way, shielded, free and fixed connectors, for data transmissions with frequencies up to
1000 MHz

IEC 61156, Multicore and symmetrical pair/quad cable for digital communications

3 Terms and definitions

For the purposes of this document, the terms and definitions given in IEC 60050-581 apply as
well as the following.

3.1
alien (exogenous) crosstalk (AXT)
signal coupling from disturbing conductor pairs into a disturbed pair of another connﬁtor
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