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National foreword

This British Standard is the UK implementation of EN 60556:2006+A1:2016. It 
is identical to IEC 60556:2006, incorporating amendment 1:2016. It supersedes 
BS EN 60556:2006 which is withdrawn.

The start and finish of text introduced or altered by amendment is indicated 
in the text by tags. Tags indicating changes to IEC text carry the number 
of the IEC amendment. For example, text altered by IEC amendment 1 is 
indicated by .

The UK participation in its preparation was entrusted to Technical Committee 
EPL/51, Transformers, inductors, magnetic components and ferrite materials.

A list of organizations represented on this committee can be obtained on request 
to its secretary.

This publication does not purport to include all the necessary provisions of a 
contract. Users are responsible for its correct application.

Compliance with a British Standard cannot confer immunity from 
legal obligations.
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Foreword 

The text of document 51/850/FDIS, future edition 2 of IEC 60556, prepared by IEC TC 51, Magnetic 
components and ferrite materials, was submitted to the IEC-CENELEC parallel vote and was approved by 
CENELEC as EN 60556 on 2006-05-01. 

This Standard is to be used in conjunction with IEC 60392. 

The following dates were fixed: 

– latest date by which the EN has to be implemented 
 at national level by publication of an identical 
 national standard or by endorsement 

 
 
(dop) 

 
 
2007-02-01 

– latest date by which the national standards conflicting 
 with the EN have to be withdrawn  

 
(dow) 

 
2009-05-01 

Annex ZA has been added by CENELEC. 

__________ 

Endorsement notice 

The text of the International Standard IEC 60556:2006 was approved by CENELEC as a European 
Standard without any modification. 

__________ 

EN 60556:2006 –  –  2 
- 2 -
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EN 60556:2006/A1:2016 

2 

European foreword 

The text of document 51/1064/CDV, future IEC 60556:2006/A1, prepared by IEC/TC 51 "Magnetic 
components and ferrite materials" was submitted to the IEC-CENELEC parallel vote and approved by 
CENELEC as EN 60556:2006/A1:2016. 

The following dates are fixed: 

• latest date by which the document has to be implemented at 
national level by publication of an identical national 
standard or by endorsement 

(dop) 2017-02-05 

• latest date by which the national standards conflicting with 
the document have to be withdrawn 

(dow) 2019-05-05 

 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such 
patent rights. 

Endorsement notice 

The text of the International Standard IEC 60556:2006/A1:2016 was approved by CENELEC as a 
European Standard without any modification. 

Foreword to amendment A1
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Annex ZA  
(normative) 

 
Normative references to international publications 

with their corresponding European publications 
 
The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies.  
 
NOTE   When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD 
applies.  
 
 
Publication Year Title EN/HD Year 
  

IEC 60050-221 -1) International electrotechnical vocabulary - 
Chapter 221: Magnetic materials and 
components 

- - 

 
IEC 60205 2006 Calculation of the effective parameters of 

magnetic piece parts 
EN 60205 2006 

 

 

IEC 60392 1972 Guide for the drafting of specifications for 
microwave ferrites 

- - 
 

                                                      
1) Undated reference. 
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2 

European foreword 

The text of document 51/1064/CDV, future IEC 60556:2006/A1, prepared by IEC/TC 51 "Magnetic 
components and ferrite materials" was submitted to the IEC-CENELEC parallel vote and approved by 
CENELEC as EN 60556:2006/A1:2016. 

The following dates are fixed: 

• latest date by which the document has to be implemented at 
national level by publication of an identical national 
standard or by endorsement 

(dop) 2017-02-05 

• latest date by which the national standards conflicting with 
the document have to be withdrawn 

(dow) 2019-05-05 

 

Attention is drawn to the possibility that some of the elements of this document may be the subject of 
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such 
patent rights. 

Endorsement notice 

The text of the International Standard IEC 60556:2006/A1:2016 was approved by CENELEC as a 
European Standard without any modification. 
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 GYROMAGNETIC MATERIALS 
INTENDED FOR APPLICATION AT MICROWAVE FREQUENCIES – 

MEASURING METHODS FOR PROPERTIES 
 
 
 

1 Scope 

This International Standard describes methods of measuring the properties used to specify 
polycrystalline microwave ferrites in accordance with IEC 60392 and for general use in ferrite 
technology. These measuring methods are intended for the investigation of materials, 
generally referred to as ferrites, for application at microwave frequencies. 

Single crystals and thin films generally fall outside the scope of this standard. 

NOTE 1 For the purposes of this standard, the words “ferrite” and “microwave” are used in a broad sense: 

– by “ferrites” is meant not only magneto-dielectric chemical components having a spinel crystal structure, but 
also materials with garnet and hexagonal structures; 

– the “microwave” region is taken to include wavelengths approximately between 1 m and 1 mm, the main interest 
being concentrated on the region 0,3 m to 10 mm. 

NOTE 2 Examples of components employing microwave ferrites are non-reciprocal devices such as circulators, 
isolators and non-reciprocal phase-shifters. These constitute the major field of application, but the materials may 
be used in reciprocal devices as well, for example, modulators and (reciprocal) phase-shifters. Other applications 
include gyromagnetic filters, limiters and more sophisticated devices, such as parametric amplifiers. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendment) applies. 

IEC 60050-221, International Electrotechnical Vocabulary (IEV) – Part 221: Magnetic materials 
components 

IEC 60205:2006, Calculation of the effective parameters of magnetic piece parts 

IEC 60392:1972, Guide for the drafting of specifications for microwave ferrites 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 60050-221 apply. 

4 Saturation magnetization Ms 

4.1 General 

Saturation magnetization is a characteristic parameter of ferrite materials. It is widely used in 
theoretical calculations, for instance in computation of tensor permeability components (see 
IEC 60050-221). In a variety of microwave applications, saturation magnetization determines 
the lower frequency limit of the device, mainly due to the occurrence of so-called low-field 
loss when the material is unsaturated. 
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4.2 Object 

The object is to give two similar techniques for measuring saturation magnetization. These 
are the vibrating coil method (VCM) and vibrating sample method (VSM). 

The vibrating coil method [1 ] 1 [2 ] has the advantages of easier sample mounting and simpler 
mechanical arrangement when measurements over a range of temperatures are required, 
particularly at low temperatures. 

The vibrating sample method is more accurate, given a similar degree of elaboration in 
electronic apparatus. 

The equipment needed in both cases is very similar and the calibration methods are identical. 
The same test samples can be used for either technique. 

4.3 Theory 

When a sphere of isotropic magnetic material is placed in a uniform magnetic field, the sphere 
becomes uniformly magnetized in the direction parallel to the applied field. The sphere now 
produces its own external magnetic field, equivalent to that of a magnetic dipole at the centre 
of the sphere and orientated parallel to the direction of magnetization. 

If a small detection coil (in practice a pair wound in opposition) is now vibrated at small 
amplitude, close to the sample sphere and in a direction at right angles to the applied field, a 
voltage es, will be induced in the coil, proportional to the rate of change of flux ϕs due to the 
sample at the mean coil position x0 whose value is given by 
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where N is the number of turns on the coil. 

The motion of the coil, in the x-direction, is given by 

 txx ωδ+=  sin0  (2) 

where 
x  is displacement at time t; 

ω  is angular frequency; 

δ  is vibration amplitude. 

If the unknown sample is now replaced by a calibrating sample of known saturation 
magnetization Mc and volume Vc, inducing a voltage ec, the magnetization of the sample Ms 
may be found by comparison: 
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If the induced voltages es and ec give rise to readings Es and Ec from the apparatus, then 
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where ds and dc are diameters of the sample and calibrating spheres, respectively. 
————————— 

1  Figures in square brackets refer to the bibliography. 
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Identical equations apply in the VSM case, when the sample is vibrated while the coil remains 
stationary. 

4.4 Test sample 

For the dipole assumption to be valid, the test sample shall be a sphere, whose deviation from 
roundness is not more than 0,5 %. The percentage deviation from roundness is defined as 

 100×⎟
⎠
⎞

⎜
⎝
⎛ −

diameter min.
diameter min.  diameter max.  (5) 

For most ferrite materials, a diameter of about 2,5 mm is suitable. If it is less than 1 mm, a 
reasonable signal-to-noise ratio will be difficult to achieve, particularly when Ms is low. 
Spheres larger than about 4 mm are less convenient to make and it is not so easy to maintain 
a uniform applied field over the volume of the sphere. 

It may be permissible to use other than spherical samples, provided that the induced voltage 
can be shown to be a linear function of the magnetization to within the accuracy required, and 
that the calibration sample has identical dimensions to the samples to be measured. 

4.5 Measuring apparatus for the vibrating coil method (VCM) 

4.5.1 Arrangement of detection coils and sample 

A schematic diagram of the arrangement of the detection coils and the sample is shown in 
Figure 1. Figure 2 indicates the directions of the applied and sample fields. 

The sample is rigidly mounted between the pole-pieces of an electromagnet, in such a way 
that its position relative to the detection coils is reproducible to ±0,1 mm in any direction. All 
parts of the sample holder shall be made of non-magnetic material. 

The detection coils are an identical pair wound in series opposition. They are attached to the 
vibrator by a rigid, non-magnetic arm and are located as close to the sample as practicable. 
Their axes are normally parallel to the direction of vibration, but other configurations are 
acceptable. 

 

Electromagnet pole 
x 

y 

z 

Electromagnet pole 

Vibration 

Sample 

Detection coils 
IEC   555/06  

Figure 1 – Vibrating coil method – Sample and coils arrangement 
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Figure 2 – Magnetic field configuration 

The direction of vibration (the x-direction) is at 90° to the z-axis of the electromagnet (Figure 
1), i.e. perpendicular to the magnetostatic field direction, and the amplitude shall be of the 
order of 0,05 mm to 0,5 mm. The frequency is not critical, but would normally be between 
20 Hz and 200 Hz, although frequencies outside that range are acceptable. Motion of the coils 
in the z- and y-directions shall be limited by means of suitable mounting to not more than 1 % 
of that in the x-direction. Some means of stabilizing the vibration amplitude by use of a 
feedback loop may be incorporated if required. 

4.5.2 The electromagnet 

The magnetostatic field shall be capable of fully saturating a spherical specimen of the 
material to be measured. For most microwave ferrites, a field of 300 kAm–1 will be adequate, 
but for the hexagonal, barium-based ferrites, a field up to 500 kAm–1 may be needed. The 
current supply to the electromagnet shall be such as to maintain the field stable to 0,5 %. 

At the mean position of the detection coils, the transverse field shall be not more than 1 % of 
the longitudinal field (Hz). 

Since the uniformity of the field is dependent on the field-strength, measurements shall 
always be made at the applied field at which calibration and zero-setting (see 4.8) have been 
carried out. 

4.5.3 Elimination of applied field effects 

If the applied field were wholly uniform and had no radial components, while the direction of 
vibration was exactly at right angles to the applied field, the theory of 4.3 could be applied 
directly to the experimental arrangement of Figure 1. 

However, as indicated in Figure 2, the applied field is not uniform, and its direction and 
magnitude vary from point to point. Moreover, it is impracticable to make an identical pair of 
detection coils. The angle of vibration will deviate from 90° and some residual motion in the y- 
and z-directions will always be present. 

Voltages will therefore be induced in the coils by the inhomogeneity of the applied field. The 
effect of Hz is considerably lessened by winding the coils in opposition, so that voltages due 
to Hz tend to cancel out whereas those due to the sample dipole field will add up. 

However, complete cancellation cannot in general be achieved with one pair of coils alone. 
Therefore, a second pair of coils, the compensating coils, is used. These are mounted on the 
same formers as the sample coils, but are wound in series, so that the voltages induced by Hz 
are additive. A compensating voltage can then be obtained, which may be adjusted in 
amplitude and phase to balance out the voltage induced in the sample coils by Hz. 
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The effect of Hx is more difficult to eliminate because the voltages induced in the sample coils 
will be added in the same way as those due to the dipole field. However, in general, the 
variation of Hx with x will be different from that of the sample dipole field. The two signals will 
therefore differ in phase and may be distinguished by means of a phase sensitive detector. 

4.5.4 Electronic instrumentation 

A schematic diagram of the measuring apparatus is shown in Figure 3. The vibrator is driven 
by a low-frequency oscillator (9), which may be tunable, and a power amplifier. The amplitude 
of the oscillator output and the gain of the power amplifier shall be sufficiently stable to 
provide a constant drive to the vibrator to within ±0,3 %, after warm-up. If this is not possible, 
some means of stabilizing the vibration amplitude shall be provided. The oscillator frequency 
shall be stable to 0,05 % after warm-up. 

The output from the compensating coils (1(c)) is balanced against that of the sample coils 
(1(s)) by means of the difference amplifier (4), using the variable attenuator (2) and phase 
shifter (3). The phase shifter shall be fully variable over 360° and its resolution shall be at 
least ±0,1°. Neither the phase shifter nor the attenuator needs to be calibrated. 

The difference amplifier shall have a low enough noise level at low frequencies to allow 
precise zero setting. The exact requirements will depend on the design of the coils and other 
equipment. A variable gain control may be incorporated. 

The low-pass filter (5) shall reduce all harmonics by at least 20 dB with respect to the 
fundamental frequency. 

The selective amplifier, which is tuned to the oscillator frequency, shall have a bandwidth of 
the order of 1 % and shall be tunable if the oscillator is not tunable. 

The phase-sensitive detector (7) shall have a resolution better than 3° and either the 
reference or signal channel shall be variable over 360° in phase. The phase setting shall be 
independent of the amplitude of the input to either channel. 

The meter (8) may be an analogue or digital type. When measurements are to be made over a 
range of temperatures, an X–Y-recorder may be substituted for the meter, one axis to record 
a linear function of magnetization, the other a linear function of temperature. Both axes shall 
be calibrated to the accuracy required. The temperature measuring device, normally a 
thermocouple, shall be in close thermal contact with the sample itself. 

All the electronic instruments shall have adequate temperature stability to ensure the required 
accuracy over the range of ambient temperatures to be met in use. 
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Figure 3 – Measuring apparatus (VCM) 

4.6 Measuring apparatus for the vibrating sample method (VSM) 

4.6.1 Arrangement of detection coils and sample 

In the vibrating sample case, the detection coils (Figure 4) are rigidly mounted between the 
pole-pieces of the electromagnet, but in such a way that frequent small adjustments are 
possible. Normally, their axes are at right angles to the applied field and parallel to the 
direction of vibration, but other configurations [5]  are acceptable. The mean sample position 
is on the axis of the electromagnet, normally located symmetrically with respect to the 
detection coils. Its position shall be reproducible to ±0,1 mm. It is rigidly mounted on a non-
magnetic vibrating arm, attached to a vibrator, and is as close to the detection coils as 
practicable. 

The direction of vibration (the x-direction) is at 90° to the z-axis of the electromagnet 
(Figure 4), i.e. perpendicular to the magnetostatic field direction, and the amplitude shall be of 
the order of 0,05 mm to 0,5 mm. The frequency is not critical, but would normally be between 
20 Hz and 200 Hz, although frequencies outside that range are acceptable. Motion of the 
sample in the z- and y-directions shall be limited by means of a suitable mounting to not more 
than 1 % of that in the x-direction. Some means of stabilizing the vibration amplitude by use of 
a feedback loop may be incorporated if necessary. 

A small permanent magnet is attached to the vibrating arm, far enough away from the 
electromagnet to be unaffected by it. Two small coils are mounted rigidly on either side of this 
magnet to detect its field. A small coil carrying a precisely controlled direct current may be 
used instead of the magnet. 
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Figure 4 – Vibrating sample method – Sample and coil arrangement 

4.6.2 The electromagnet 

No precautions need be taken to counteract curvature and non-uniformity of applied field, 
provided that a uniformity of about 3 % over the volume of the sample is maintained. A radial 
field of up to 1 % of the longitudinal field is permissible. 

The magnetostatic field shall be capable of fully saturating a spherical specimen of the 
material to be measured. For most microwave ferrites, a field of 300 kAm–1 will be adequate, 
but for the hexagonal, barium-based ferrites a field up to 500 kAm–1 may be needed. The 
current supply shall maintain the field stable to about 0,5 %. 

4.6.3 Electronic instrumentation 

A schematic diagram of the electronic instrumentation is shown in Figure 5. The simplest 
arrangement uses only items 1 to 8, and allows point-by-point measurements to be made at 
fixed temperatures. The calibrated potential divider (3) is used to balance the voltage induced 
in the balancing coils against that in the sample coils. The null point is observed by means of 
the oscilloscope (5). Magnetization is calculated from the potential divider setting. 

Alternatively, the null balance may be made with the empty sample holder in position. The 
out-of-balance signal on insertion of a sample is then proportional to magnetization. This 
signal may be read directly from the meter (5) or oscilloscope. For continuous plotting of Ms 
as a function of temperature, an X–Y-recorder may be substituted for the oscilloscope. 
Greater sensitivity and better stability may be obtained by use of a phase sensitive detector (9) 
to detect the signal, which may then be observed by means of a meter or recorder. 

If a d.c. coil (12) is used instead of a permanent magnet to obtain the balancing voltage, 
automatic null balancing may be achieved by feeding the output of this phase sensitive 
detector to the d.c. coil. The current in the coil is then directly proportional to magnetization. 

The coil current may be measured by means of a d.c. ammeter in series with it, or by a high- 
resistance voltmeter in parallel with the coil. In the second case, variations in coil resistance 
due to temperature changes shall be compatible with the degree of accuracy required in Ms. 
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Figure 5 – Measuring apparatus (VSM) 

The vibrator is driven by a low-frequency oscillator, which may be tunable, and a power 
amplifier. The amplitude of the oscillator output and the gain of the power amplifier shall be 
sufficiently stable to maintain the drive to the vibrator at a constant level, to within 0,3 % after 
warm-up. If this is not possible, some means of stabilizing the vibration amplitude shall be 
provided. The oscillator frequency shall be stable to within 0,05 % after warm-up. 

The potential divider shall be continuously variable with a resolution of 0,01 % or better and 
shall be calibrated to the accuracy required. 

The difference amplifier shall have a sufficiently low noise level and shall incorporate, or be 
followed by, a selective amplifier with a bandwidth of the order of 3 %, tuned to the oscillator 
frequency. The selective stage shall be tunable if the oscillator is not tunable. 

The requirements for the phase-sensitive detector are not stringent. A resolution of 10° is 
adequate. The phase setting shall be independent of the amplitude of the input to either 
channel. 

The meters may be analogue or digital types. When measurements are to be made over a 
range of temperatures, an X–Y-recorder may be substituted for the meter, one axis to be a 
linear function of magnetization, the other a linear function of temperature. Both shall be 
calibrated to the accuracy required. The temperature measuring device, normally a 
thermocouple, shall be in close thermal contact with the sample itself. 

All the electronic equipment shall have adequate temperature stability to maintain the 
required accuracy over the range of ambient temperatures generally encountered in use. 

BS EN 60556:2006+A1:2016
IEC 60556:2006+A1:2016- 15 -

Full document details: BS EN 60556:2006+A1:2016

http://www.avadocuments.com/doc/bs-en-60556-2006-a1-2016
http://www.avadocuments.com/doc/bs-en-60556-2006-a1-2016


 – 15 –  EN 60556:2006 

4.7 Calibration 

4.7.1 Comparison method 

This method, which is equally applicable to either the vibrating coil or the vibrating sample 
methods, calls for a standard sample whose saturation magnetization is accurately known. 
The most usual material for the standard is pure nickel, but other materials may be used if 
their saturation magnetization is known accurately enough. 

The calibration sample shall be a sphere (if the samples to be measured are spheres) and be 
of a similar order of size. (If samples other than spheres have to be measured, calibration 
samples with identical dimensions shall be used.) The calibration sphere shall show a 
deviation from roundness of not more than 0,5 % and its mean diameter shall be known to 
within 0,1 %. Standard metallic spheres shall be fully annealed before use. 

The density of the material to be used as a standard shall first be determined. The generally 
accepted value for the saturation magnetization of 99,995 % pure nickel with a density of 
8,90 g ⋅cm–3, is 485,6 kAm–1 at 23 °C. For less dense material: 

 
90,8
density6,485

s
×

=M  (kAm–1) (6) 

However, the actual value for a specific sample may differ from this by as much as 1 % [3 ] , 
depending on purity, state of strain, applied field, or ambient temperature. The accuracy of 
the comparison method is therefore limited. 

4.7.2 “Slope” method 

This method, which is equally applicable to either the vibrating coil or the vibrating sample 
methods, is based on the observation that the voltage induced in the detection coils by a 
spherical specimen is directly proportional to the applied field over the lower region of the 
magnetization curve [4] . Furthermore, the constant of proportionality is independent of the 
permeability, provided that the latter is sufficiently high. 

According to 4.3, the voltmeter reading Ex, for any sample x, can be written: 

  (7) 3
XXX dkME =

where 

  Mx  is the magnetization of the sample at a (low) value of applied magnetostatic field 
strength H0; 

  dx  is the sample diameter; 
  k   is the constant. 

In the region below saturation, the (linear) relationship between Mx and H0 is given by the 
following equations: 

 ( ) ixx 1 HM −= μ  (8) 

 x0i NMHH −=  (9) 

where 

Hi  is the magnetostatic field strength inside the sample; 

μx  is the relative permeability of the sample; 
N  is the demagnetization factor which is equal to one-third for a perfect sphere. 
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Elimination of Hi between equations (8) and (9) yields: 

 x
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μ
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Elimination of Mx between equations (7) and (10) yields: 

 
( )

3
X

x

0
X 1/1

d
N

H
kE

+−
=

μ
 (11) 

The linear part of the graph of Ex as a function of H0 has a slope which, according to equation 
(11), is equal to 

 ( ) N
kd

H
E

+−
=

Δ
Δ

1/1 x

3
XX

μ0
 (12) 

If μx is sufficiently high, for example 2 000, the first term in the denominator can be neglected 
in comparison with N, and the parameter k can be expressed as 

 
3
X

0x /

d

HE
k

3

ΔΔ
=  (13) 

to within an error of 0,15 %. 

A deviation from roundness of 0,25 % leads to a maximum error in N of 0,25 % [3 ]. 

The value of k thus obtained, using a high-permeability calibration sample, can be inserted 
into equation (7) which is subsequently applied to the unknown sample, at saturation. The 
saturation magnetization of the unknown sample Msu is, to within 0,4 %, given by 

 
( ) 3

u0c

3
c

su3
u

su
su

/ dEE

d
E

kd

E
M

ΔΔ
==

3
 (14) 

where  
Esu is the voltmeter reading for the saturated unknown sample, and  
subscripts c and u refer to the calibration sample and unknown sample, respectively. 

This method does not require an absolute calibration standard. 

4.8 Measuring procedure 

4.8.1 Zero setting – Vibrating coil method 

The electromagnet current is switched on, with the empty sample holder between the poles. 
The detection coils are allowed to vibrate. The attenuator and phase shifter are adjusted to 
obtain a minimum output from the selective amplifier, as observed on the oscilloscope. 

The applied field is then altered and the attenuator and phase shifter settings checked. If 
these have changed significantly, the location of the coils is adjusted and the zero re-set, until 
a position is found at which the zero setting is sufficiently independent of applied field over 
the range of interest. 

A calibration sample is placed in the holder and the phase sensitive detector adjusted until a 
maximum reading is obtained on the voltmeter. 
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4.8.2 Zero setting – Vibrating sample method 

The balancing coils are first made as insensitive as possible to the exact position of the 
reference magnet (or d.c. coil). In the absence of any signal from the detection coils, the 
balancing coils are rotated about the x-axis for maximum output. They are then adjusted in 
the z-direction for minimum output, in the y-direction for maximum output and the x-direction 
for a maximum (if the coils are short) or minimum (if they are long). The output is now 
independent of small changes in the position of the magnet. 

The balancing coils are then firmly fixed in position and the above adjustments are not 
normally repeated. 

A sample is placed in the holder and similar adjustments carried out for the sample coil in the 
absence of a signal from the balancing coils. 

4.8.3 Measurement 

All the electronic equipment shall be switched on at least 30 min before starting 
measurements, to allow it to stabilize at the ambient temperature. The zero reading is 
checked with the sample holder empty and the apparatus adjusted if necessary. 

A calibration sample is placed in the holder and the reading checked to ensure that it is 
correct for that particular specimen at the ambient temperature. 

The diameter of the spherical sample is measured making at least five separate micrometer or 
microscope measurements. The deviation from roundness is calculated according to equation 
(5). 

The sample is fixed in the holder and the applied field set to the required value. 

In the VSM case, the potential divider setting is adjusted to obtain a null reading on the 
oscilloscope or, alternatively, if the null has been obtained for the empty sample holder, the 
meter reading is noted. If automatic null balancing with a d.c. coil is being used, the coil 
current is observed. 

In the VCM case, the meter reading is noted. 

The temperature of the sample is also observed. If measurements are to be made over a 
range of temperatures, the temperature is set to the lowest value to be used, allowing enough 
time for the environmental chamber to stabilize, and then increased at not more than 3 °C/min 
until the whole temperature range of interest has been covered. 

4.9 Calculation 

The readings are converted into values of magnetization, using either equation (4) or (14) 
according to whether the calibration method was as described in 4.7.1 or 4.7.2. 

4.10 Accuracy 

The accuracy of either VCM or VSM depends on the method of calibration. If the comparison 
method is used, a systematic error of up to 1 % may be introduced because of uncertainty in 
the magnetization of the calibration sample. The slope method is somewhat better because 
the absolute value of Mc is not needed. In that case, the error due to uncertainty in the 
calibration may be kept to less than 0,5 %. 
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The relative error for the VCM is typically ±3 %. 

The relative error for the VSM is typically ±1,5 %. 

The relative errors depend on the value of Ms, being greater for low values of saturation 
magnetization. 

4.11 Data presentation  

Values of Ms obtained by either method shall be quoted as follows: 

 saturation magnetization at a temperature of θ °C: M kAm–1 ± estimated error, where the 
number M is given to three significant figures. 

If Ms has been plotted as a function of temperature, the actual curve shall be given together 
with an estimate of the accuracy of both Ms and temperature measurements. 

The report shall also include the unique identity of the sample. 

5 Magnetization (at specified field strength) MH 

5.1 General 

For theoretical computations of tensor permeability components, knowledge of the saturation 
magnetization of the material is necessary (see IEC 60050-221). However, in general, the 
ferrite material in a microwave component is not completely saturated. 

For example, in the recently developed so-called latching devices, the ferrite is in a state of 
remanence. Therefore, a method has been sought whereby more general information on the 
hysteresis loop properties of a material can be obtained. The applicability of this method is 
somewhat limited by the fact that the test specimen has to be a toroid, or at least a closed 
magnetic circuit that can, with sufficient accuracy, be expressed in terms of an equivalent 
toroid. 

5.2 Object 

The measuring method to be described has been developed primarily in order to measure 
magnetization. However, it also permits simultaneous measurement of a number of other 
magnetic properties, for instance remanent magnetization and coercivity when the material is 
in a cyclic magnetic condition. The “squareness ratio”, Mr/MH, of the material may be 
calculated, and the hysteresis loop can be continuously displayed on an oscilloscope during 
measurements. The latter fact enables the sensitivity of the material to mechanical stress to 
be checked qualitatively. 

By placing the test specimen in a programmed temperature test chamber all quantities can be 
obtained as functions of temperature. By allowing for a sufficient temperature sweep range, 
the Curie temperature and, for certain materials, the compensation temperature may be 
determined. 

5.3 Theory 

In a ferrite toroid, the following relation between flux density B, magnetization M and field 
strength H is valid: 

 ( )MHB += 0μ  (15) 

where μ0 is the magnetic constant. 
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If the ratio of outer to inner diameter of the toroid is close to unity, all the field quantities can 
be assumed to be reasonably constant over the toroid cross-section. 

If H is varied periodically and symmetrically and B is measured simultaneously and plotted as 
a function of H in a Cartesian co-ordinate system, a dynamic B(H) loop is obtained (Figure 6a). 
This curve can be changed into an M(H) loop by subtracting from B a quantity equal to μ0H 
and dividing by μ0 (Figure 6b). If the variation in H is sufficiently large, the height of the curve 
becomes independent of any further increase in H and equal to Ms. In this case, the intercepts 
of the loop with the H-axis correspond to the cyclic coercivity cJH ′ . 
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Figure 6 – Hysteresis curves for a magnetic material: B(H) curve, M(H) curve 

If a winding consisting of N1 turns is uniformly distributed over a toroidal core having 
rectangular cross-section, a current I through that winding gives rise to a magnetic field inside 
the core with a mean value equal to 

 
m

1
2 r

IN
H

π
=  (16) 

where rm is the mean radius of the core calculated as 

 
( )

( ) ( )21

12
m /1/1

/ln
rr

rr
r

−
=  (17) 

where r1 and r2 are the inner and outer radii of the toroid, respectively (see IEC 60205) . 

If a secondary winding of N2 turns is uniformly distributed over the same core, an 
electromotive force E, proportional to the time derivative of the flux density in the core is 
induced in that winding: 

 
t
BkE

d
d

−=  (18) 

where 

k  is N2Ae; 
Ae  is the effective cross-section of the specimen, as defined in 5.5. 
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Had the same two windings been placed on a non-magnetic core, the induced voltage would 
have been proportional to the time derivative of the field strength: 

 
t

HkE
d
d

0
' μ−=  (19) 

The arrangements described above correspond to a ferrite-core and an air-core transformer, 
respectively. If two such transformers, one of either kind, are connected in series opposition, 
as shown in Figure 7, the total output voltage U is equal to 
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whence 

 
t

MkU
d

d
0μ−=  (21) 

By integrating the voltage U, a voltage-time integral proportional to M can be obtained. Thus, 
since H is proportional to I, there are two electrical quantities that may be used to give an 
analogue representation of the M(H) loop. 
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Figure 7 – Test sample with compensation unit 

5.4 Test specimen 

A toroid is made from the material to be investigated. An example of suitable dimensions for 
the toroid is given in Figure 8. The dimensions may be slightly changed, but the ratio of inner 
to outer diameter shall always exceed 0,7. 

A minor portion of one of the flat sides of the specimen is silver-coated. A suitable silver 
preparation should show good adhesion and solderability after curing. 
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Figure 8 – Test specimen 

A high melting-point solder (melting-point approximately 310 °C) is prepared by making an 
alloy of about 90 % by weight of lead and the remainder tin. This alloy, which can be used in 
the same way as ordinary solder, is used to fix a thermocouple (copper-constantan) to the 
silver-coated portion of the core surface. This thermocouple measures the real core 
temperature with sufficient accuracy. Some sort of protective coating may be applied to the 
thermocouple junction to minimize direct heat radiation pick-up. 

Heating (such as during silver curing or soldering) may be harmful to certain ferrite materials. 
If this is the case, other means for assuring good thermal contact with the thermocouple 
should be considered. 

The next step is to place two windings on the core: the first is the search coil, consisting of a 
single layer containing 200 turns of 0,2 mm diameter copper wire, insulated with a heat 
resistant lacquer such as polyamide. The winding should be spread as evenly as possible 
over the core excluding only the silver-coated part. Then the drive coil is wound on top of the 
search coil. The drive coil consists of 70 turns of 0,5 mm diameter copper wire, insuIated with 
heat resistant lacquer. The figures given above should be taken as examples only; other 
numbers of turns may equally well be used provided that they are taken into account in the 
calculations. 

5.5 Measuring apparatus 

The test specimen and a similar transformer (compensation unit), wound on a non-magnetic 
core of the same dimensions as the ferrite toroid, are connected to a measuring circuit as 
shown in Figure 9. A sinusoidal power source delivering 0 V to 5 V r.m.s. with a frequency 
less than or equal to 60 Hz is connected to the primary windings through a resistor Ri. The 
resistor is made of a short length of constantan wire and has, in the example given here, a 
resistance of 0,0963 Ω. (If care is exercised, the resistance may be increased somewhat to 
allow for a lower sensitivity of the oscilloscope X input.) The voltage drop across the resistor 
Ux is fed to the horizontal input of an oscilloscope. 
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