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National foreword

This British Standard is the official English language version of
EN 60622:2003. It is identical with IEC 60622:2002. It supersedes
BS EN 60622:1996 which will be withdrawn on 2005-12-01.

The UK participation in its preparation was entrusted to Technical Committee
PEL/21/1, Secondary cells and batteries containing alkaline and other
non-acidic electrolytes, which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible European committee any enquiries on the
interpretation, or proposals for change, and keep the UK interests
informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of

British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 20, an inside back cover and a back cover.

The BSI copyright notice displayed in this document indicates when the
document was last issued.

Amendments issued since publication
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English version

Secondary cells and batteries containing alkaline
or other non-acid electrolytes -
Sealed nickel-cadmium prismatic rechargeable single cells
(IEC 60622:2002)

Accumulateurs alcalins et autres Akkumulatoren und Batterien mit
accumulateurs a électrolyte non acide - alkalischem oder anderen

Eléments individuels parallélépipédiques nichtsaurehaltigen Elektrolyten -
rechargeables étanches au nickel- Gasdichte wiederaufladbare prismatische
cadmium Nickel-Cadmium-Einzelzellen

(CEI 60622:2002) (IEC 60622:2002)

This European Standard was approved by CENELEC on 2002-12-01. CENELEC members are bound to
comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the Central Secretariat or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and
notified to the Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Czech Republic,
Denmark, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Luxembourg, Malta,
Netherlands, Norway, Portugal, Slovakia, Spain, Sweden, Switzerland and United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europaisches Komitee fur Elektrotechnische Normung

Central Secretariat: rue de Stassart 35, B - 1050 Brussels

© 2003 CENELEC - All rights of exploitation in any form and by any means reserved worldwide for CENELEC members.

Doéuiients -

Document Sharing Hub

Full document details: BS EN 60622:2003


http://dx.doi.org/10.3403/00647796U
http://dx.doi.org/10.3403/00647796
http://www.avadocuments.com/doc/bs-en-60622-2003
http://www.avadocuments.com/doc/bs-en-60622-2003

Page 2
EN 60622:2003

Foreword

The text of document 21A/362/FDIS, future edition 3 of , prepared by SC 21A, Secondary
cells and batteries containing alkaline or other non-acid electrolytes, of IEC TC 21, Secondary cells
and batteries, was submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as
on 2002-12-01.

This European Standard supersedes EN 60622:1995.
The following dates were fixed:
— latest date by which the EN has to be implemented
at national level by publication of an identical

national standard or by endorsement (dop) 2003-09-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow)  2005-12-01

Annexes designated "normative" are part of the body of the standard.
In this standard, annex ZA is normative.
Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 60622:2002 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following note has to be added for the standard indicated:

EC 61434 NOTE Harmonized as EN 61434:1996 (not modified).
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SECONDARY CELLS AND BATTERIES CONTAINING ALKALINE
OR OTHER NON-ACID ELECTROLYTES -

SEALED NICKEL-CADMIUM PRISMATIC
RECHARGEABLE SINGLE CELLS

1 General

1.1 Scope

This International standard specifies marking, tests and requirements for sealed nickel-

cadmium prismatic secondary single cells.

NOTE In this context “prismatic” refers to cells having rectangular sides and bases.

Where there exists an IEC standard specifying test conditions and requirements for cells used
in special applications and which is in conflict with this standard, the former takes

precedence.

1.2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition

of the referenced document (including any amendments) applies.

IEC 60050-486, International Electrotechnical Vocabulary — Chapter 486: Secondary cells and

batteries.

IEC 60051 (all parts), Direct acting indicating analogue electrical measuring instruments and

their accessories

IEC 60410, Sampling plans and procedures for inspection by attributes

IEC 60417 (all parts), Graphical symbols for use on equipment.

, Digital electronic d.c. voltmeters and d.c. electronic analogue-to-digital converters

IEC 61438, Possible safety and health hazards in the use of alkaline secondary cells and

batteries — Guide to equipment manufacturers and users.
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1.3 Terms and definitions

For the purpose of this International Standard, the definitions contained in IEC 60050-486 and
the following apply.

1.3.1

sealed cell

cell which remains closed and does not release either gas or liquid when operated within the
limits of charge and temperature specified by the manufacturer. The cell is equipped with a
safety device to prevent dangerously high internal pressure. The cell does not require addition

to the electrolyte and is designed to operate during its life in its original sealed state

1.3.2
nominal voltage

the nominal voltage of a sealed nickel-cadmium rechargeable single cell is 1,2 V

1.3.3

rated capacity

quantity of electricity C5 Ah (ampere-hours) declared by the manufacturer which a single cell
can deliver when discharged at the reference test current of 0,2 I; A to a final voltage of 1,0 V

at +20 °C after charging, storing and discharging under the conditions specified in clause 4
1.4 Parameter measurement tolerances

The overall accuracy of controlled or measured values, relative to the specified or actual

values, shall be within these tolerances:

a) 1% for voltage;
b) 1% for current;
C) +2°C for temperature;

d) +0,1% for time;

e) 1% for capacity.

These tolerances comprise the combined accuracy of the measuring instruments, the

measurement techniques used, and all other sources of error in the test procedure.

For assistance in selecting instrumentation see IEC 60051 for analogue instruments and
EC 604819 for digital instruments. The details of the instrumentation used shall be provided in

any report of results.
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