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National foreword

This British Standard is the UK implementation of EN 60728-11:2010. It is
identical to IEC 60728-11:2010. It supersedes BS EN 60728-11:2005 which is
withdrawn.

The UK participation in its preparation was entrusted by Technical Committee
EPL/100, Audio, video and multimedia systems and equipment, to
Subcommittee EPL/100/4, Cable distribution equipment and systems.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

© BSI 2010
ISBN 978 0 580 64910 3
ICS 33.060.40

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the Standards
Policy and Strategy Committee on 30 November 2010.

Amendments issued since publication
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Foreword

The text of document 100/1679/FDIS, future edition 3 of IEC 60728-11, prepared by IEC TC 100, Audio,

video and multimedia systems and equipment, was submitted to the IEC-CENELEC parallel vote and was
approved by CENELEC as EN 60728-11 on 2010-10-01.

This European Standard supersedes EN 60728-11:2005.

EN 60728-11:2010 includes the following significant technical changes with respect to
EN 60728-11:2004.

— The list of "differences in some countries" was transferred from the "Foreword" to informative Annex D.
— Some new terms and definitions were added.

— All Figures were reworked among other things concerning equipotential bonding and earthing details
and were incorporated in the text at the appropriate places.

— Clause 11 "Protection against atmospheric overvoltages and elimination of potential differences" was
completely reworked and re-structured taking into account among other things the provisions and
requirements of the EN 62305 series on "Lightning protection”.

New informative Annex A on "Earth loop impedance" was added.

New informative Annex C on "Examples of calculation of risk due to lightning" was added.

Former Annex B on "Special conditions using IT power line networks" was re-worded and incorporated
in Annex ZA as "Special National Condition in Norway".

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN and CENELEC shall not be held responsible for identifying any or all such patent
rights.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2011-07-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2013-10-01

For this European Standard the informative Annex D of IEC 60728-11:2010 shall be disregarded and has
been replaced by the informative Annexes ZA, Special National Conditions, and ZB, A deviations.

Annexes ZA, ZB, and ZC have been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 60728-11:2010 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

EC 60728-1 NOTE Harmonized as EN 60728-1|.
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Add the following annexes:

Annex ZA
(normative)

Special national conditions

Special national condition: National characteristic or practice that cannot be changed even over a long
period, e.g. climatic conditions, electrical earthing conditions.
NOTE If it affects harmonization, it forms part of the European Standard.

For the countries in which the relevant special national conditions apply these provisions are normative,
for other countries they are informative.

Clause Special National Condition

6.2 ZA.1 Norway

The following parts of the standard are not applicable due to Special National Conditions:

e For new and rebuilt coaxial electronic communication networks the outer
conductor of the coaxial cable leading into a building shall be galvanic and
isolated from the outer conductor of the coaxial cable inside the building;

e Examples of installations inside buildings described in 6.2g, 6.2i, 6.2 and shown in
Figure 2, Figure 4, Figure 5 and Figure 7 shall be equipped with a galvanic isolator
separating local earth from the cable network distribution lines;

e Galvanic isolators shall withstand the following requirements:

e Applying a 50 Hz AC voltage of 300 V rys between the input and the output of
the outer conductor of the galvanic isolator for a period of not less than 20 min, the
leakage current shall not exceed 8 mA rus. Applying a continues DC voltage of 2 120 V
between the input and the output of the outer conductor of the galvanic isolator for a
period of not less than 1 min, the leakage current shall not exceed 0,7 mA.

It shall not be possible to touch metallic parts of the galvanic isolator when connected.

6.3 ZA.2 Norway

ZA.2.1 Justification

In most parts of Norway, the AC mains power are built as an IT- or TT-network with a line-
to-line voltage of 230 V (see Figure ZA.1).

These types of networks have no N-conductor, and the AC mains power is supplied to the
equipment from two of the three line conductors (IEC 60950-1:2005, Annex V).
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1 AC power distribution, IT system, line-to- | 2 Voltage limiter
line voltage 230 V

3 Equipotential bonding bar 4 Earth electrode

Figure ZA.1 — IT power distribution system in Norway

For a cable network covering an area with this type of power supply networks, special
initiative should be taken to ensure that safety in the cable network is maintained. The
following equipotential bonding arrangements described will provide necessary safety in
such a network.

ZA.2.2 Equipotential bonding mechanism for cable networks
ZA.2.2.1 Installations in the vicinity of transformer stations

Any earth electrode in a cable network shall preferably be located at a minimum distance of
20 m from the nearest earth electrode in a high-power transformer station (high to mains
voltage) (see Figure ZA.2 and ITU-T K.8 or EN 50174-3).

If the above-mentioned distance is less than 20 m, all equipment in the cable network shall
be electrically isolated from local earth by mounting the equipment within a non-metallic
enclosure, as shown in Figure ZA.3. Mains powered equipment with local power feeding
should not be used in this case.

Before any work on the installation is started, measurements shall be carried out to reveal if
there are any hazardous voltages between local earth and the earth for the cable network.

The safety sign "Warning about hazardous electrical voltage" A according to sign 7.4
of ISO 3864-1:2002 shall be attached to the non-metallic enclosure.

ZA.2.2.2 Cabinets for cable networks located near cabinets/
installations for mains

Cabinets for cable networks placed together with cabinets for mains power distributions
should preferably be placed at a minimum of 2 m apart. If the distance is closer than 2 m, a
common earth electrode between the cabinets shall be used. Examples of such installations
are shown in Figure ZA.4, Figure ZA.5, Figure ZA.6 and Figure ZA.7.
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>20 m minimum distance

'l

N

1 Earth electrode

2 Non-metallic enclosure

3 Equipotential bonding bar

4 Mains supplied equipment

5 Transforming station

system

6 High-voltage power transmission

Figure ZA.2 — Example of installations located farther than 20 m

away from a transforming station

Less than 20 m
minimum distance

1 Earth electrode

2 Non-metallic enclosure

3 Equipotential bonding bar

4 Remotely supplied equipment

5 Transforming station

system

6 High-voltage power transmission

Figure ZA.3 — Example of installations located closer than 20m
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Figure ZA.4 — Example of cabinets for cable network with locally fed equipment
and mains placed less than 2 m apart
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Figure ZA.5 — Example of cabinets for cable network with remotely fed
equipment and mains placed less than 2 m apart
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Figure ZA.6 — Example of cabinets for cable network with locally fed equipment
and mains placed more than 2 m apart
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Figure ZA.7 — Example of cabinets for cable network with remotely fed
equipment and mains placed more than 2m apart
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ZA.2.3 Use of galvanic isolation in a cable network with remote power-
feeding

When using galvanic isolation in cable networks with remote power feeding, the amplifier
shall be placed in front of the galvanic isolator as shown in Figure ZA.8.

1
4
/
1
1 Galvanic isolator 2 Non-metallic enclosure
3 Voltage dependent protection device 4 Common earth electrode
5 CATV system 6 House internal cable-TV network

Figure ZA.8 — Example of an installation placing the amplifier in front
of the galvanic isolator

A voltage dependent protective device is recommended in order to protect the galvanic
isolator from transient voltages.

The amplifier shall be electrically isolated from the local electrical earth. In case the amplifier
is mounted close to either local electrical earth or installations connected to local electrical
earth, the amplifier shall be placed in such a way that it is not possible to physically touch
both the amplifier and the installation without having to remove a cover or other safety
arrangements. The covers and amplifiers shall be labelled with the safety sign given under
ZA.2.2.1. The covers used shall be designed in such a way that they can only be removed
using a key or a special tool.

ZA.2.4 Use of voltage dependent protective device in a cable network.

Network, property and health shall be protected against failure in isolation between
infrastructures with different levels of voltage and other unwanted high voltages caused by
any kind of high voltage distribution networks or atmospheric discharges.

Depending on the voltages time span, all voltages with local earth as a reference shall be
limited according to following values:

0 to 200 ms 1030V
201 to 350 ms 780 V
351 to 500 ms 650 V
501 to 1 000 ms 430V
1 001 to 2 000 ms 300 V
2 001 to 3 000 ms 250V
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3 001 to 5000 ms 200 V
5001 to 10 000 ms 150 V
More than 10 000 ms 60 V

In Norway, network installations with no mains supplied equipment are usually installed
isolated from local earth due to difficult ground conditions. When calculations show that the
voltage level will rise above 650 V, measures must be taken to reduce the voltage level.
This can be done by connecting a voltage dependent device between the network
installation and local earth. The voltage dependent device must not connect the installations
to local earth in case of a short circuit in mains power.

This implies a safe threshold voltage of 420 V.

Examples of protections using a voltage depending device are shown in Figure 3 and
Figure ZA.9.

=
1 Amplifier / passive equipment 2 Equipotential bonding conductor
3 Voltage dependent protection device 4 Common earth electrode
5 Pylon

Figure ZA.9 — Example of protection using a voltage depending device on
network installations on poles

12.3 ZA.3 Finland
The required wind pressure value is 700 N/m2 for buildings up to 30 m.
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Annex ZB
(informative)

A-deviations

A-deviation: National deviation due to regulations, the alteration of which is for the time being outside the
competence of the CENELEC national member.

This European Standard falls under Directive 2006/95/EC.

NOTE (from CEN/CENELEC IR Part 2:2002 , 2.17) Where standards fall under EC Directives, it is the view of the Commission of
the European Communities (OJ No C 59, 1982-03-09) that the effect of the decision of the Court of Justice in case 815/79
Cremonini/Vrankovich (European Court Reports 1980, p. 3583) is that compliance with A-deviations is no longer mandatory and that
the free movement of products complying with such a standard should not be restricted except under the safeguard procedure
provided for in the relevant Directive.

A-deviations in an EFTA-country are valid instead of the relevant provisions of the European Standard in
that country until they have been removed.

Clause Deviation

9 ZB.1 France

(Arrété interministériel, 2 April 1991)

This regulation specifies, among many other parameters, the minimum distance between
electric supply wires (isolated and not isolated, low-voltage and high-voltage) and any
other installation (e.g. buildings, antennas, telecommunication lines, etc.).

The main clauses of this regulation which concern the cable networks are Clauses 12, 25,
26, 33, 33bis, 38, 49, 51, 52 and 63.

Clause 9 of this standard specifies distances of 10 mm (indoors) and 20 mm (outdoors)
and this is not sufficient to cover overhead cables. As an example, the minimum distance
between an overhead telecommunication line and an overhead low-voltage (up to 1 kV)
electricity supply line shall be 1 m (Clause 33). This distance may be reduced under
specified conditions (Clauses 51, 52 and 63).

This regulation specifies also the minimum distance from high-voltage lines. This distance
varies from 1 m to 4 m depending on the voltage, on the isolation of the cable and on the
location (built-up area or not) (Clauses 33 and 63)

10.1 ZB.2 United Kingdom

In the UK the use of fully isolated system outlets is obligatory under the terms of the cable
operating licence.

11 ZB.3 France

(NF C 15100 - Décret n°® 84-74 du 26 janvier 1984 modifié)

The use of TT distribution systems with 300 mA differential switching is not compatible
with the interconnection of the earthing of two different buildings.
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Annex ZC
(normative)

Normative references to international publications

with their corresponding European publications

EN 60728-11:2010

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.

Publication

IEC 60065 (mod)

IEC 60364
IEC 60364-1

IEC 60364-5-52

IEC 60364-5-54

IEC 60617
EC 60825-1

Year

2001

Series

Full document details: BS EN 60728-11:2010

Title EN/HD Year
Electrical installations of buildings - Protection R 064-004 -
against electromagnetic interferences (EMI) in
installations of buildings
Coaxial cables EN 50117 Series
Lightning Protection Components (LPC) - N 50164-1 -
Part 1: Requirements for connection
components
Lightning Protection Components (LPC) - N 50164-2 -
Part 2: Requirements for conductors and earth
electrodes
Information technology - Cabling installation - N 50174-2 -
Part 2: Installation planning and practices inside
buildings
Application of equipotential bonding and N 50310 -
earthing in buildings with information technology
equipment
Audio, video and similar electronic apparatus - EN 60065 2002
Safety requirements + corr. August 2007

+A11 2008
Electrical installations of buildings - -
Low-voltage electrical installations - HD 60364-1 -
Part 1: Fundamental principles, assessment
of general characteristics, definitions
Low-voltage electrical installations - HD 60364-5-52 -
Part 5-52: Selection and erection of electrical
equipment - Wiring systems
Electrical installations of buildings - HD 60364-5-54 -
Part 5-54: Selection and erection of electrical
equipment - Earthing arrangements, protective
conductors and protective bonding conductors
Degrees of protection provided by enclosures - -
(IP Code)
Graphical symbols for diagrams - -
Safety of laser products - N 60825-1 2007
Part 1: Equipment classification and
requirements
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Publication

IEC 60950-1 (mod)

IEC 62305
IEC 62305-2

IEC 62305-3 (mod)

EC 62305-4

SO 3864-1

2005

2001

Series

2006

2006

2002
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Title

Safety of laser products -
Part 2: Safety of optical fibre communication
systems (OFCS)

Information technology equipment - Safety -
Part 1: General requirements

Methods of measurement of touch current and
protective conductor current

Protection against electric shock - Common
aspects for installation and equipment

Protection against lightning

Protection against lightning -
Part 2: Risk management

Protection against lightning -
Part 3: Physical damage to structures and life
hazard

Protection against lightning -
Part 4: Electrical and electronic systems within
structures

Graphical symbols - Safety colours and safety -
signs -

Part 1: Design principles for safety signs in
workplaces and public areas
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N 60990

N 61140
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N 62305-2

+
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=
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[¢]
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=

N 62305-3

2006
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2006
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INTRODUCTION

Standards of the IEC 60728 series deal with cable networks including equipment and
associated methods of measurement for headend reception, processing and distribution of
television signals, sound signals and their associated data signals and for processing,
interfacing and transmitting all kinds of signals for interactive services using all applicable
transmission media.

This includes

e CATV networks,
e MATV networks and SMATV networks,

e individual receiving networks

and all kinds of equipment, systems and installations installed in such networks.

NOTE CATV encompasses the Hybrid Fibre Coaxial (HFC) networks used nowadays to provide
telecommunications services, voice, data, audio and video both broadcast and narrowcast.

The extent of this standardization work is from the antennas, special signal source inputs to the
headend or other interface points to the network up to the terminal input.

The standardization of any user terminals (i.e. tuners, receivers, decoders, terminals, etc.) as
well as of any coaxial and optical cables and accessories thereof is excluded.
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CABLE NETWORKS FOR TELEVISION SIGNALS,
SOUND SIGNALS AND INTERACTIVE SERVICES -

Part 11: Safety

1 Scope

This part of IEC 60728 deals with the safety requirements applicable to fixed sited systems and
equipment. As far as applicable, it is also valid for mobile and temporarily installed systems, for
example, caravans.

Additional requirements may be applied, for example, referring to

e electrical installations of buildings and overhead lines,
e other telecommunication services distribution systems,
e water distribution systems,

e gas distribution systems,

e lightning systems.

This standard is intended to provide specifically for the safety of the system, personnel working
on it, subscribers and subscriber equipment. It deals only with safety aspects and is not
intended to define a standard for the protection of the equipment used in the system.

2 Normative references

The following referenced documents are indispensable for the application of this document. For
dated references, only the edition cited applies. For undated references, the latest edition of
the referenced document (including any amendments) applies.

IEC 60065:2001, Audio, video and similar electronic apparatus — Safety requirements
IEC 60364 (all parts), Low-voltage electrical installations

IEC 60364-1, Low-voltage electrical installations — Part 1: Fundamental principles, assessment
of general characteristics, definitions

IEC 60364-5-52, Electrical installations of buildings — Part 5-52: Selection and erection of
electrical equipment — Wiring systems

IEC 60364-5-54, Electrical installations of buildings — Part 5-54: Selection and erection of
electrical equipment — Earthing arrangements, protective conductors and protective bonding
conductors

EC 60529, Degrees of protection provided by enclosures (IP Code)
IEC 60617, Graphical symbols for diagrams
EC 60825-1|, Safety of laser products — Part 1: Equipment classification and requirements

_EC 60825-2, Safety of laser products — Part 2: Safety of optical fibre communicatij S
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IEC 60950-1:2005, Information technology equipment — Safety — Part 1: General requirements

EC 60990, Methods of measurement of touch current and protective conductor current

IEC 61140:2001|, Protection against electric shock — Common aspects for installation and
equipment

IEC 62305 (all parts), Protection against lightning

IEC 62305-2:2006 Protection against lightning — Part 2: Risk management

IEC 62305-3:2008, Protection against lightning — Part 3: Physical damage to structures and life
hazard

EC 62305-4, Protection against lightning — Part 4: Electrical and electronic systems within
Structures

ISO 3864-1:2002, Graphical symbols — Safety colours and safety signs — Part 1. Design
principles for safety signs in workplaces and public areas

EN 50117 (all parts), Coaxial cables

N 50164-1, Lightning Protection Components (LPC) — Part 1: Requirements for connection
components

N 50164-2, Lightning Protection Components (LPC) — Part 2: Requirements for conductors
and earth electrodes

N 50174-2, Information technology — Cabling installation — Part 2: Installation planning and
practices inside buildings

N 50310, Application of equipotential bonding and earthing in buildings with information
technology equipment

CENELEC R 064-004, Electrical installations of buildings — Protection against electromagnetic
interference (EMI) in installations of buildings

3 Terms, definitions, symbols and abbreviations

3.1 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

NOTE Some terms have been taken from JEC 60050-195, IEC 60050-826 and JEC 60050-851, with the IEV

numbering in square brackets, and from other IEC standards, also referenced to in square brackets.

3.11

air termination system

part of an external LPS using metallic elements such as rods, mesh conductors or catenary
wires intended to intercept lightning flashes

[IEC 62305-3:2006, 3.6]

3.1.2
amplifier
device to compensate for attenuation Documents
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3.1.3
attenuation
decibel ratio of the input power to the output power

3.14

cable networks (for television signals, sound signals and interactive services)

general overall term used to define CATV-networks, MATV-networks, SMATV-networks and
individual receiving networks; these networks can be used in downstream and upstream
directions

3.1.5

CATV network or community antenna television network

network designed to provide sound and television signals as well as signals for interactive
services to communities

3.1.6

class | equipment

equipment with basic insulation as provision for basic protection and protective bonding as
provision for fault protection, in accordance with JEC 61140:2001|, 7.1

[IEC 60050-851:2008, 851-15-10]

3.1.7

class Il equipment

equipment with basic insulation as provision for basic protection, and supplementary insulation
as provision for fault protection, or in_which basic and fault protection are provided by
reinforced insulation, in accordance with |EC 61140:2001, 7.3

[IEC 60050-851:2008, 851-15-11]

3.1.8

earthing arrangement

all the electric connections and devices involved in the earthing of a system, an installation and
equipment

[IEC 60050-195:199d, 195-02-20]

3.1.9

earthing conductor

conductor which provides a conductive path, or part of the conductive path, between a given
point in a system or in an installation or in equipment and an earth electrode or an earth-
electrode network

NOTE In the electrical installation of a building, the given point is usually the main earthing bar, and the earthing
conductor connects this point to the earth electrode or the earth-electrode network.

[IEC 60050-826:2004, 826-13-12]

3.1.10

earth electrode

conductive part, which may be embedded in the soil or in a specific conductive medium, e.g.
concrete or coke, in electric contact with the Earth

[IEC 60050-826:2004, 826-13-05]
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3.1.11

earthing terminal

terminal provided on equipment or on a device and intended for the electric connection with the
earthing arrangement

[IEC 60050-195:1994, 195-02-31]

3.1.12
electric shock
physiological effect resulting from an electric current through a human or animal body

[IEC 60050-826:2004, 826-12-01]

3.1.13
equipotential bonding
provision of electric connections between conductive parts, intended to achieve equipotentiality

[IEC 60050-826:2004, 826-13-19]

3.1.14

equipotential bonding bar

bar which is part of an equipotential bonding system and enables the electric connection of a
number of conductors for equipotential bonding purposes

[IEC 60050-826:2004, 826-13-35, modified]

3.1.15
protective bonding conductor
protective conductor provided for protective-equipotential-bonding

[IEC 60050-826:2004, 826-13-24]

3.1.16

exposed conductive part

conductive part of equipment which can be touched and which is not normally live, but which
can become live when basic insulation fails

[IEC 60050-195:199d, 195-06-10]

3.1.17

extraneous conductive part

conductive part not forming part of the electrical installation and liable to introduce an electric
potential, generally the electric potential of a local earth

[IEC 60050-195:199§, 195-06-11]

3.1.18

feeder

transmission path forming part of a cable network; such a path may consist of a metallic cable,
optical fibre, waveguide or any combination of them

NOTE By extension, the term is also applied to paths containing one or more radio links.

3.1.19
galvanic isolator
device providing electrical isolation below a certain frequency range
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3.1.20

hazardous voltage

electrical condition of an object from which a hazardous touch current (electric shock) could be
drawn

[IEC 60065:2001, 2.6.10, modified]

3.1.21

headend

equipment, which is connected between receiving antennas or other signal sources and the
remainder of the cable network, to process the signals to be distributed

3.1.22

home distributor

HD

physical distribution point within a home where cables terminate

3.1.23

individual receiving network

network designed to provide sound and television signals as well as signals for interactive
services to an individual household

3.1.24

let-go threshold current

maximum value of electric current through the body of a person at which that person can
release himself or herself

[IEC 60050-195:1994, 195-03-09]

3.1.25

lightning protection system

LPS

complete system used to protect a space against the effects of lightning consisting of both
external and internal lightning protection systems

NOTE In particular cases, an LPS may consist of an external LPS or an internal LPS only.

3.1.26

main earthing terminal

main earthing bar

terminal or bar which is part of the earthing arrangement of an installation and enabling the
electric connection of a number of conductors for earthing purposes

[IEC 60050-826:2004, 826-13-15, modified]

3.1.27

MATYV network or master antenna television network

network designed to provide sound and television signals as well as signals for interactive
services to households in one or more buildings

3.1.28

metal installation

extended metal items in the structure to be protected which may form a path for lightning
current, such as pipe-work, staircases, elevator guide rails, ventilation, heating and air
conditioning ducts, and interconnected reinforcing steel

[IEC 62305-3:2006, 3.18]
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3.1.29

natural component of LPS

conductive component installed not specifically for lightning protection which can be used in
addition to the LPS or in some cases could provide the function of one or more parts of the
LPS

NOTE Examples of the use of this term include:
— natural air-termination;
— natural down-conductor;

— natural earthing electrode.

[IEC 62305-3:2006, 3.15]

3.1.30

network interface unit

NIU

interface between the cable network and the network inside an apartment

NOTE The network interface unit can contain an overvoltage protective element and/or a galvanic isolation.

3.1.31

neutral conductor

identification: N

conductor electrically connected to the neutral point and capable of contributing to the
distribution of electric energy

[IEC 60050-826:2004, 826-14-07]

3.1.32

PEN conductor

conductor combining the functions of both a protective earthing conductor and a neutral
conductor

[IEC 60050-826:2004, 826-13-25]

NOTE The acronym PEN results from the combination of both symbols PE for the protective conductor and N for
neutral conductor.

3.1.33

protective conductor

identification: PE

conductor provided for purposes of safety, for example protection against electric shock

NOTE In an electrical installation, the conductor identified PE is normally also considered as protective earthing
conductor.

[IEC 60050-826:2004, 826-13-22]

3.1.34
receiver lead
lead, which connects the system outlet to the subscriber equipment

3.1.35

receiving antenna

device with proper electrical characteristics that intercepts desired signals in the atmosphere
and transfers these to the remainder of the cable network
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3.1.36
remote power feeding voltage
voltage for supplying power to network equipment via the cable network or a separate line

3.1.37

safety distance

minimum distance between two conductive parts within the space to be protected between
which no dangerous sparking can occur

3.1.38

service person

person having appropriate technical training and experience necessary to be aware of hazards
to which that person may be exposed in performing a task and of measures to minimize the
risks to that person or other persons

[IEC 60950-1:2005, 1.2.13.5]

3.1.39

SMATYV network or satellite master antenna television network

network designed to provide sound and television signals as well as signals for interactive
services, received by satellite receiving antenna eventually combined with terrestrial TV and/or
radio signals, to households in one or more buildings

3.1.40

splitter (spur unit)

device in which the signal power at the (input) port is divided equally or unequally between two
or more (output) ports

NOTE Some forms of this device may be used in the reverse direction for combining signal energy.

3.1.41
spur feeder
feeder to which splitters, subscriber taps or looped system outlets are connected

3.1.42

subscriber equipment

equipment at the subscriber premises such as receivers, tuners, decoders, video recorders,
multimedia terminals

3.1.43

subscriber feeder

feeder connecting a subscriber tap to a system outlet or, where the latter is not used, direct to
the subscriber equipment

3.1.44
subscriber tap
device for connecting a subscriber feeder to a spur feeder

3.1.45

surge protective device

device that is intended to limit transient overvoltages and divert surge currents; it contains at
least one non-linear component

3.1.46
surge suppressor
device designed to limit the surge voltage between two parts within the space to be protected,
such as spark gap, surge diverter or semiconductor device
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3.1.47
system outlet
device for interconnecting a subscriber feeder and a receiver lead

3.1.48
(effective) touch voltage
voltage between conductive parts when touched simultaneously by a person or an animal

NOTE The value of the effective touch voltage may be appreciably influenced by the impedance of the person or

the animal in electric contact with these conductive parts.

[IEC 60050-826:2004, 826-11-05]
3.1.49
transfer point

interface between the cable network and the building’s internal network, each of which may be
separately owned and which may contain a voltage-dependent device and/or galvanic isolator

3.2 Symbols

The following graphical symbols are used in the figures of this standard. These symbols are
either listed in IEC 60617 or based on symbols defined in IEC 60617.

Coaxial conductor Amplifier

[IEC 60617-S00011 I> [IEC 60617-S01240

2001-07-01] 2001-07-01]
}—@7 System outlet @— Galvanic isolator

O . .
EI Overvoltage protective device ;t Seo\i)é':l overvoltage protective

3.3 Abbreviations

AC alternating current

AM amplitude modulation

ATS air termination system

CATV community antenna television (network)
DC direct current

DTH direct to home

HD home distributor

IP international protection (class)

IT isolated earth

LNB low noise block converter

LPS lightning protection system

LSR lightning stroke risk

MATV master antenna television (network)

N neutral (conductor)

NIU network interface unit

NTP Network termination point

PE protective conductor Documents
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PEN PEN conductor
RCD residual current device
RF radio frequency
RMS root mean square

SMATV satellite master antenna television (network)

SPD surge protective device
STB set top box
TV television

4 Fundamental requirements

4.1 General

The cable network shall be so designed, constructed and installed as to present no danger,
either under normal condition or abnormal (any single fault) condition, to subscribers,
personnel working on, or externally inspecting, the system, or to any other person, providing
particularly

e personal protection against electric shock,
e personal protection against physical injury,

e protection against fire.

For further details, see the IEC 60364 series.

The above does not apply to service persons (according to 3.1.38) working on the equipment,
who may be exposed to live parts of the equipment by the removal of protective covers.

4.2 Mechanical requirements

All parts of the system shall be so constructed that there is no danger of physical injury from
contact with sharp edges or corners or from rotating or moving parts.

4.3 Accessible parts
Access to parts presenting hazardous voltages shall not be possible to the general public

without first removing a protective cover by use of a tool or a key. IEC 60065 defines
accessible parts and test procedures.

4.4 Laser radiation
If equipment embodying laser products is used, special attention shall be paid to radiation

safety. Safety information in the product documentation shall be noted. Refer to |JEC 60825-1
EC 60825-2

and for requirements and recommendations.

5 Protection against environmental influences

All system parts, taking into account external influences to which they might be exposed, have
to be selected and set up in such a way that, when used properly, the effectiveness of the
required protective measures is ensured.

NOTE Special measures are required, for example, for protection against corrosive atmosphere, temperature and
humidity.
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