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National foreword

This British Standard is the UK implementation of EN 60745-2-3:2007,
incorporating A11:2009. It is derived by CENELEC from

IEC 60745-2-3:2006. It supersedes BS EN 50144-2-3:2002 which is
withdrawn.

The CENELEC common modifications have been implemented at the
appropriate places in the text and are indicated by tags (e.g. «D.

Where a common modification has been introduced by CENELEC
amendment, the tags carry the number of the amendment. For
example, the common modifications introduced by CENELEC

amendment A1l are indicated by (G

The UK participation in its preparation was entrusted to Technical
Committee CPL/116, Portable motor-operated tools.

A list of organizations represented on this committee can be obtained
on request to its secretary.

BSI, as a member of CENELEC, is obliged to publish EN 60745-2-3 as
a British Standard. However, attention is drawn to the fact that during
the development of this European Standard, the UK committee voted
against its approval as a European Standard.

The UK committee does not support the use of lock-on switches for
grinders above 155 mm and as a result submitted a negative vote.

The vibration measured by this standard is for grinding applications
only. Other applications are being considered and will be included in
later amended versions of this standard.

This publication does not purport to include all the necessary
provisions of a contract. Users are responsible for its correct
application.

Compliance with a British Standard cannot confer immunity
from legal obligations.

Amendments/corrigenda issued since publication

Date Comments

30 April 2010 Implementation of CENELEC amendment A11:2009
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Foreword

The text of the International Standard IEC 60745-2-3:2006, prepared by SC 61F, Safety of
hand-held motor-operated electric tools, of IEC TC 61, Safety of household and similar electrical
appliances, together with the common modifications prepared by the Technical Committee
CENELEC TC 61F, Safety of hand-held and transportable motor-operated electric tools, was
submitted to the Unique Acceptance Procedure and was approved by CENELEC as EN 60745-2-3
on 2006-12-01.

This European Standard supersedes EN 50144-2-3:2002 + A1:2002 + A2:2003.
The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2007-12-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2009-12-01

This standard is divided into two parts:

Part 1: General requirements which are common to most hand-held electric motor operated
tools (for the purpose of this standard referred to simply as tools) which could come
within the scope of this standard;

Part 2: Requirements for particular types of tools which either supplement or modify the
requirements given in Part 1 to account for the particular hazards and characteristics
of these specific tools.

This European Standard has been prepared under a mandate given to CENELEC by the
European Commission and the European Free Trade Association and covers essential
requirements of EC Directive 98/37/EC (Machinery Directive), amended by Directive 98/79/EC.
See Annex ZZ.

Compliance with the clauses of Part 1 together with this Part 2 provides one means of conforming
with the essential health and safety requirements of the Directive concerned.

CEN/TC 255 is producing standards for non-electric grinders (EN 792-7), polishers and sanders
(EN 792-8) and die grinders (EN 792-9).

Warning: Other requirements and other EC Directives can be applicable to the products falling
within the scope of this standard.

This standard follows the overall requirements of EN ISO 12100-1 and EN ISO 12100-2.

This Part 2-3 is to be used in conjunction with EN 60745-1:2006. When this standard states
"addition", "modification" or "replacement”, the relevant text in Part 1 is to be adapted accordingly.

Subclauses, tables and figures which are additional to those in Part 1 are numbered starting
from 101.
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Subclauses, tables and figures which are additional to those in IEC 60745-2-3:2006 are
prefixed “Z”.

Annexes ZA and ZZ have been added by CENELEC.

NOTE In this standard the following print types are used:
- Requirements proper;

Test specifications;
Explanatory matter.

Endorsement notice

The text of the International Standard IEC 60745-2-3:2006 was approved by CENELEC as a
European Standard with agreed common modifications.

Foreword to amendment A11

This amendment to the European Standard EN 60745-2-3:2007 was prepared by the Technical
Committee CENELEC TC 116 (former TC 61F), Safety of hand-held motor-operated electric tools.

It combines FprAB, which was drafted to extend Annex ZZ to include the new MD 2006/42/EC, and
FprAD, which clarifies the testing of electronic restart prevention devices.

The text of the drafts were submitted to the formal vote and were approved by CENELEC as
amendment A11 to EN 60745-2-3:2007 on 2009-11-17.

The following dates were fixed:

— latest date by which the amendment has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2010-06-01

— latest date by which the national standards conflicting
with the amendment have to be withdrawn (dow) 2010-06-01

This European Standard has been prepared under a mandate given to CENELEC by the European
Commission and the European Free Trade Association and covers essential requirements of
EC Directive 98/37/EC (Machinery Directive), amended by Directive 98/79/EC, and of EC Directive
2006/42/EC. See Annexes ZZA and ZZB.

This amendment A11:2009 enables Part 2-3 to be used in conjunction with EN 60745-1:2009.

Annexes ZZA and ZZB have been added by CENELEC.
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HAND-HELD MOTOR-OPERATED ELECTRIC TOOLS -
SAFETY -

Part 2-3: Particular requirements for grinders,
polishers and disk-type sanders

1 Scope
This clause of Part 1 is applicable, except as follows:

1.1 Addition:

This standard applies to grinders, with a rated speed not exceeding a peripheral speed of the
accessory of 80 m/s at rated capacity, polishers and disk-type sanders, including angle,
straight and vertical. This standard applies to tools with a rated capacity not exceeding
230 mm.

This standard does not apply to random-orbit polishers and random-orbit sanders. These are
covered by IEC 60745-2-4.

2 Normative references
This clause of Part 1 is applicable except as follows:
Addition:

ISO 603-12:1999, Bonded abrasive products — Dimensions — Part 12: Grinding wheels for
deburring and fettling on a straight grinder

ISO 603-14:1999, Bonded abrasive products — Dimensions — Part 14: Grinding wheels for
deburring and fettling/snagging on an angle grinder

ISO 603-16:1999, Bonded abrasive products — Dimensions — Part 16: Grinding wheels for
cutting-off on hand held power tools

ANSI B7.1:2000, Safety Requirements for the Use, Care and Protection of Abrasive Wheels

3 Definitions
This clause of Part 1 is applicable, except as follows:

3.101
blotter
thin piece of an easily compressible material, between the abrasive product and flange

3.102
disk-type sander
tool, constructed like a grinder, intended for sanding
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3.102.1
angle disk-type sander
tool with the rotating spindle at a right angle to the motor shaft, intended for lateral sanding

3.102.2

straight disk-type sander

tool with the rotating spindle in-line with the motor shaft, intended for peripheral or lateral
sanding

3.102.3
vertical disk-type sander
tool with the rotating spindle in-line with the motor shaft, intended for lateral sanding

3.103
flange
collar, disc or plate between or against which wheels are mounted

3.103.1

unrecessed flange

flange fixed to the machine spindle having an unrecessed flat surface against which a
threaded hole abrasive product is screwed, e.g. a cup wheel, a cone or a plug

3.103.2
recessed flange
flange fixed to the machine spindle having a recessed flat surface

3.103.3
flange outside diameter
outside diameter of the contact surface of a flange

3.103.4

backing flange

contacts and provides support to the back side of the wheel and is located on the spindle
between wheel and tool

3.103.5

locking flange

supports the front side of the wheel and secures and clamps the wheel to the spindle and the
backing flange

3.104
grinder
tool driving a rotating spindle on which a bonded abrasive product is mounted

3.104.1

angle grinder

tool with the rotating spindle at a right angle to the motor shaft, intended for peripheral and
lateral grinding

3.104.2

straight grinder

tool with the rotating spindle in-line with the motor shaft, either equipped with an abrasive
wheel intended for peripheral grinding or equipped with a collet or chuck intended for use with
mounted wheels, points or burrs
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3.104.3
vertical grinder
tool with the rotating spindle in-line with the motor shaft, intended for lateral grinding

3.105

mounted wheels

various shapes and sizes that may be either organic or inorganic bonded abrasives and are
mounted on a mandrel or threaded onto a mandrel

3.106
polisher
tool equipped with a rotating disk or pad intended for polishing

3.106.1

angle polisher

tool with the rotating spindle at a right angle to the motor shaft, intended for peripheral and
lateral polishing

3.106.2
straight polisher
tool with the rotating spindle in-line with the motor shaft, intended for peripheral polishing

3.106.3
vertical polisher
tool with the rotating spindle in-line with the motor shaft, intended for lateral polishing

3.107

rated capacity

maximum diameter of the rotating accessory to be fitted on the tool as recommended by the
manufacturer’s instruction

3.108

rated speed

maximum attainable speed, with any recommended accessory installed, at rated voltage or at
the upper limit of the rated voltage range designated by the manufacturer

3.109
wheel guard
device which partly encloses the abrasive wheel and gives protection to the operator

3.110

wheel types

wheels for different applications in accordance with ISO 603-12, ISO 603-14, ISO 603-16 or
ANSI B 7.1

3.111
minor fragment
particles less than 1/16 of the mass of the abrasive wheel

4 General requirements

This clause of Part 1 is applicable.
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5 General conditions for the tests

This clause of Part 1 is applicable.

6 Environmental requirements
This clause of Part 1 is applicable except as follows:

6.1.2.4 Modification:

Grinders, polishers and disk-type sanders are suspended. For angle and vertical tools, the wheel
or pad shall be horizontal. For straight tools, the wheel or pad shall be vertical.

6.1.2.5 Modification:

Grinders, polishers and disk-type sanders are tested at no-load.

6.2.4.2 Location of measurement

Addition:
Figures Z104 to Z106 show the positions for different types of tools.

6.2.6.3 Operating conditions
Addition:

The weight of the tool is considered the weight of the complete tool as prepared for the test with
all equipment needed for normal use and with the artificial wheel mounted, but without the cable.

6.2.6.3.101 Grinding
Tools for grinding applications shall be tested under load by using the artificial wheel under the

conditions described below in Table Z101 for angle grinding and in Table Z104 for straight
grinding.

Documents

Document Sharing Hub

Full document details: BS EN 60745-2-3:2007


http://www.avadocuments.com/doc/bs-en-60745-2-3-2007
http://www.avadocuments.com/doc/bs-en-60745-2-3-2007

BS EN 60745-2-3:2007
EN 60745-2-3:2007 (E) -10 -

Table Z101 — Test conditions for angle grinding

Orientation Tool to be held as in normal use for grinding a horizontal plate.

Tool bit Artificial wheel as specified in Figure Z102 of a diameter equivalent to the rated capacity
and dimensions in accordance with Table Z102.

When using the artificial wheel, start with a diameter (e -1 mm) and increase the size at
the hole in stages of 1/10 mm until the required unbalance is obtained.

Feed force Applied at a position as close as that in normal use.

The feed force is specified in Table Z103 and obtained by applying an upward force equal
to the sum of the intended feed force and the weight of the tool.

The upward force is normally applied using the threaded holes for the support handle. For
tools where the support handle can be mounted on either side, insert an extra bolt in the
empty hole. Fix a short sling of cord from the extra bolt to the inner part of the support
handle. Fix the cord used for applying the upward force in that sling.

On tools with antivibration handles, the sling shall be attached between the tool body and
the handle without blocking the antivibration function.

The tool being suspended on a cord, the force can be applied using a weight (see
Figure Z101) or, alternatively, a dynamometer can be attached to the cord. The
application of force shall be achieved with minimum adaptation to the machine.

NOTE Any weight added to the tool e.g. fixing devices for the upward force will alter the
inertia of the tool and thereby reduce the vibration magnitude.

Test cycle A test cycle is given by conducting a measurement for at least 10 s.

After each test the wheel shall be loosened and repositioned 360°/5 =72° from its
previous position on the shaft.

Three series of five consecutive tests shall be carried out using a different operator for
each series.

Table Z102 — Dimensions of the artificial wheel of Figure Z102 for angle grinding

o a ob c od oe Unbalance

mm mm mm mm mm g mm
50 £ 0,2 10,0 6+ 0,05 35+ 0,02 8,1 14,5
100 + 0,2 16,0 6+ 0,05 70 £ 0,02 11,4 58
115+ 0,2 22,23 6+ 0,05 80 £ 0,02 12,2 76
125+ 0,2 22,23 6+ 0,05 90 £ 0,02 12,5 90
150 £ 0,2 22,23 6+ 0,05 120 + 0,02 13,0 130
180 £ 0,2 22,23 6+ 0,05 150 £ 0,02 14,1 190
230+0,2 22,23 6+ 0,05 200 + 0,02 15,5 305
300+0,2 22,23 6+ 0,05 270 + 0,02 17,4 520
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Table Z103 — Feed force

o 50 80 | 100 | 115 | 125 | 150 | 180 | 200 | 230 | 300
Feed force
N (£ 5 N) 15 15 40 40 40 40 60 60 60 60
Table Z104 — Test conditions for straight grinding

Orientation Tool to be held as in normal use for grinding a horizontal plate.
For grinders with a rated capacity up to or equal 55 mm, the test shall be carried out
under load by using the artificial wheel.
For grinders with a rated capacity exceeding 55 mm diameter, the test shall be carried out
under load by using the artificial wheel, but at the speed achieved at under normal load
(for example by reducing the supply voltage).

Tool bit Artificial wheel as specified in Figure Z103 of a diameter equivalent to the rated capacity
and dimensions in accordance with Table Z105.
When using the artificial wheel, start with a diameter (e -1 mm) and increase the size at
the hole in stages of 1/10 mm until the required unbalance is obtained.

Feed force Applied at a position as close as that in normal use.
For a rated capacity less than or equal to 55 mm, the feed force is 20 N, and for a rated
capacity exceeding 55 mm, the feed force is 50 N.
The feed force is obtained by applying an upward force equal to the sum of the intended
feed force and the weight of the tool.
The upward force is applied to the front part of the handle or gripping area closest to the
wheel.
On tools with antivibration handles, the upward force shall be applied without blocking the
antivibration function.
The force can be applied using a weight (see Figure Z101) or, alternatively, a
dynamometer can be attached. The application of force shall be achieved with minimum
adaptation to the machine.
NOTE Any weight added to the tool e.g. fixing devices for the upward force will alter the
inertia of the tool and thereby reduce the vibration magnitude.

Test cycle A test cycle is given by conducting a measurement for at least 10 s.

Table Z105 — Dimensions of the artificial wheel of Figure Z103 for straight grinding

o a ob c od oe Unbalance
mm mm mm mm mm g mm
25+0,2 4,0 10 £ 0,05 18 + 0,02 4,3 3,6
50 £ 0,2 4,0 10 + 0,05 35+ 0,02 6,2 14,5
80+0,2 4,0 10 £ 0,05 65 + 0,02 7,1 37
100 + 0,2 19,0 25+ 0,05 70 £ 0,02 5,6 58
125+ 0,2 19,0 25 + 0,05 90 £ 0,02 6,1 90
150 + 0,2 19,0 25+ 0,05 120 £ 0,02 6,4 130
200+ 0,2 19,0 25 + 0,05 170 £ 0,02 7,1 230
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6.2.6.3.102 Polishing

Tools for polishing applications are tested under load and under the conditions described below in

Table Z106.
Table Z106 — Test conditions for polishing
Orientation Polishing a horizontal steel plate of min. 200 mm x 200 mm x 20 mm mounted on a bench
Tool bit Polishing pad
Feed force 50 N = 5 N (in addition to the weight of the tool) or the force necessary to obtain rated
input, whichever is the lower
Test cycle A test cycle is given by conducting a measurement for at least 10 s

6.2.6.3.103 Disc-type sanding

Tools for disc-type sanding applications are tested under load and under the conditions described
below in Table Z107.

Table Z107 — Test conditions for disc-type sanding

Orientation Sanding a horizontal steel plate of min. 200 mm x 200 mm x 20 mm mounted on a bench
Tool bit Recommended sanding disc for steel with a grain size of 180

Feed force 30 N = 5 N (in addition to the weight of the tool)

Pre-test requirements With a new sanding disc carry out 1 min sanding before starting measurements

Test cycle A test cycle is given by conducting a measurement for at least 10 s

6.2.6.4 Operator

Replacement:

The vibration of the machine is influenced by the operators. The operators shall therefore be
skilled enough to be able to hold the tool in a manner similar to that used in real grinding. Also the
angle of attack should equal to that used in real grinding on a horizontal surface (e.g. for angle
grinders 20° £ 5°).

The forces and torques applied to the handles influence the vibration. It is therefore important that
the force and torque distribution between the handles equals that in real use.

6.2.7.1 Reported vibration value

Addition:

If more than one operating mode was measured, the result a,, for each operating mode applicable
shall be reported.

8h.sG OF @nac mean vibration for straight grinding or angle grinding in accordance with

6.2.6.3.101
anp = mean vibration for polishing in accordance with 6.2.6.3.102
anps = mean vibration for disc-type sanding in accordance with 6.2.6.3.103

Underestimation of the vibration for tools equipped with technical means to automatically reduce
unbalances shall be taken into account by multiplying the vibration values of such tools with a
correction factor of 1,3.
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In cases, where the measurement was done at practical use with specific discs, information
about the operating conditions (such as specification of the disk used, work piece material, feed
force) shall be reported.

6.2.7.2 Declaration of the vibration emission value

Addition:

For the following applications of the tool, if recommended in the instruction manual, the vibration
emission values of the handle with the highest emission and the uncertainty K shall be declared:

- for grinding applications
the value of a, s or anhac With the work mode description “surface grinding”;

- for polishing applications
the value of a, p with the work mode description “polishing”;

- for disc type sanding applications
the value of ay, ps with the work mode description “disc sanding”.

In addition, the information shall be given in the instruction manual that other applications such as
cutting-off or wire brushing, may have different vibration emission values.

7 Classification

This clause of Part 1 is applicable.

8 Marking and instructions
This clause of Part 1 is applicable, except as follows:

8.1  Addition:
Tools shall also be marked with:

— rated speed in revolutions per minute. Tools designed for operation at more than one
rated speed shall be marked with the rated speed for each of the speed settings in such a
way that it is clear which speed corresponds with each of the settings;

— rated capacity in mm;

— indication of direction of rotation of the spindle. This shall be indicated by an arrow, raised
or sunk, or by any other means no less visible and indelible;

— tools provided with a threaded spindle shall be marked with spindle thread size;

- “ﬂ WARNING Always wear eye protection” or the sign M004 of ISO 7010".

1 The future safety sign M004 is currently in DIS stage as ISO 7010:2003/DAmd6. Documents
Document Sharing Hub

Full document details: BS EN 60745-2-3:2007


http://www.avadocuments.com/doc/bs-en-60745-2-3-2007
http://www.avadocuments.com/doc/bs-en-60745-2-3-2007

