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Foreword

The text of document 47/2010/FDIS, future edition 1 of |JEC 60749-20-1, prepared by IEC TC 47,
Semiconductor devices, was submitted to the IEC-CENELEC parallel vote and was approved by
CENELEC as EN 60749-20-1 on 2009-05-01.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2010-02-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2012-05-01

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 60749-20-1:2009 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

EC 60749-3 NOTE Harmonized as EN 60749-37:2009 (not modified).
EC 60749-39 NOTE Harmonized as EN 60749-39:200§ (not modified).
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications
The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.
Publication Year Title EN/HD Year
EC 60749-20 2 Semiconductor devices - Mechanical and N 60749-20 200X

climatic test methods -

Part 20: Resistance of plastic encapsulated
SMDs to the combined effect of moisture and
soldering heat

- Semiconductor devices - Mechanical and 2005%
climatic test methods -
Part 30: Preconditioning of non-hermetic
surface mount devices prior to reliability
testing

1)
2)

Undated reference.
To be ratified.
3 Valid edition at date of issue.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

SEMICONDUCTOR DEVICES -
MECHANICAL AND CLIMATIC TEST METHODS -

Part 20-1: Handling, packing, labelling and shipping of surface-mount
devices sensitive to the combined effect of moisture and soldering heat

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard JEC 60749-20-1 has been prepared by IEC technical committee 47:
Semiconductor devices.

This standard cancels and replaces IEC/PAS 62168 and IEC/PAS 62169 published in 2000.
IEC/PAS 62169 was based on a Joint (IPC/JEDEC) Industry Standard. This first edition of
IEC 60749-20-1 constitutes a technical revision.
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The text of this standard is based on the following documents:

FDIS Report on voting
47/2010/FDIS 47/2013/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all the parts in the |[EC 60749 series, under the general title Semiconductor devices —
Mechanical and climatic test methods, can be found on the IEC website.

The committee has decided that the contents of this publication will remain unchanged until
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in
the data related to the specific publication. At this date, the publication will be

* reconfirmed,

e withdrawn,

* replaced by a revised edition, or
*+ amended.
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INTRODUCTION

The advent of surface-mount devices (SMDs) introduced a new class of quality and reliability
concerns regarding package damage ‘‘cracks and delamination” from the solder reflow
process. This document describes the standardized levels of floor life exposure for
moisture/reflow-sensitive SMDs along with the handling, packing and shipping requirements
necessary to avoid moisture/reflow-related failures. defines the classification

procedure and Annex A of this document defines the labelling requirements.

Moisture from atmospheric humidity enters permeable packaging materials by diffusion.
Assembly processes used to solder SMDs to printed circuit boards (PCBs) expose the entire
package body to temperatures higher than 200 °C. During solder reflow, the combination of
rapid moisture expansion, materials mismatch, and material interface degradation can result
in package cracking and/or delamination of critical interfaces within the package.

The solder reflow processes of concern are convection, convection/IR, infrared (IR), vapour
phase (VPR) and hot air rework tools. The use of assembly processes that immerse the
component body in molten solder are not recommended for most SMDs.

This first edition of |[EC 60749-20-1| is based principally on IPC/JEDEC J-STD-033 1 and the
permission to use this standard is gratefully acknowledged. It is also based on contributing
documents from various national committees.

1 Refer to Bibliography. Documents
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SEMICONDUCTOR DEVICES -
MECHANICAL AND CLIMATIC TEST METHODS -

Part 20-1: Handling, packing, labelling and shipping of surface-mount
devices sensitive to the combined effect of moisture and soldering heat

1 Scope

This part of |[EC 60749 applies to all non-hermetic SMD packages which are subjected to
reflow solder processes and which are exposed to the ambient air.

The purpose of this document is to provide SMD manufacturers and users with standardized
methods for handling, packing, shipping, and use of moisture/reflow sensitive SMDs which
have been classified to the levels defined in . These methods are provided to
avoid damage from moisture absorption and exposure to solder reflow temperatures that can
result in yield and reliability degradation. By using these procedures, safe and damage-free
reflow can be achieved, with the dry packing process, providing a minimum shelf life
capability in sealed dry-bags from the seal date.

Two test conditions, method A and method B, are specified in the soldering heat test of
. For method A, moisture soak conditions are specified on the assumption that
moisture content inside the moisture barrier bag is less than 30 % RH. For method B,
moisture soaking conditions are specified on the assumption that manufacturer’'s exposure
time (MET) does not exceed 24 h and the moisture content inside the moisture barrier bag is
less than 10 % RH. In an actual handling environment, SMDs tested by method A are
permitted to absorb moisture up to 30 % RH, and SMDs tested by method B are permitted to
absorb moisture up to 10 % RH. This standard specifies the handling conditions for SMDs
subjected to the above test conditions.

NOTE Hermetic SMD packages are not moisture sensitive and do not require moisture precautionary handling.
2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

EC 60749-20, Semiconductor devices — Mechanical and climatic test methods — Part 20:
Resistance of plastic-encapsulated SMDs to the combined effect of moisture and soldering
heat

EC 60749-30, Semiconductor devices — Mechanical and climatic test methods — Part 30:
Preconditioning of non-hermetic surface mount devices prior to reliability testing

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1

active desiccant

desiccant that is either fresh (new) or has been baked according to the manufacturer’s
recommendations to renew it to original specifications
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3.2

bar code label

a label that gives information in a code consisting of parallel bars and spaces, each of various
specific widths

NOTE For the purposes of this standard, the bar code label is on the lowest level shipping container and includes
information that describes the product, e.g., part number, quantity, lot information, supplier identification, and
moisture-sensitivity level etc.

3.3

mass reflow

reflow of a number of components with simultaneous attachment by an infrared (IR),
convection/IR, convection, or vapour phase reflow (VPR) process

3.4
carrier
container that directly holds components such as a tray, tube, or tape and reel

3.5
desiccant
absorbent material used to maintain a low relative humidity

3.6

floor life

allowable time period for a moisture-sensitive device, after removal from a moisture barrier
bag, dry storage or dry bake and before the solder reflow process

3.7

humidity indicator card

HIC

card on which a moisture-sensitive chemical is applied in such a way that it will make a
significant, perceptible change in colour (hue), typically from blue (dry) to pink (wet) when the
indicated relative humidity is exceeded

NOTE The HIC is packed inside the moisture-barrier bag, along with a desiccant, to aid in determining the level of
moisture to which the moisture-sensitive devices have been subjected.

3.8

manufacturer’s exposure time

MET

maximum time after bake that the component manufacturer requires to process components
prior to bag seal; it also includes the maximum time allowed at the distributor for having the
bag open to split out smaller shipments

3.9

moisture barrier bag

MBB

bag designed to restrict the transmission of water vapour and used to pack moisture-sensitive
devices

3.10

rework

the removal of a component for scrap, reuse, or failure analysis; the replacement of an
attached component; or the heating and repositioning of a previously attached component

3.11

shelf-life

maximum storage period for a dry-packed moisture-sensitive device in an unopened moisture
barrier bag (MBB) to avoid exceeding the specified interior bag ambient humidity Documents
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