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National foreword

This British Standard is the UK implementation of EN 60794-2-30:2008. It is
identical to IEC 60794-2-30:2008. It supersedes BS EN 60794-2-30:2003
which is withdrawn.

The UK participation in its preparation was entrusted by Technical Committee
GEL/86, Fibre optics, to Subcommittee GEL/86/1, Optical fibres and cables.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

© BSI 2009
ISBN 978 0 580 58683 5
ICS 33.180.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the Standards
Policy and Strategy Committee on 31 March 2009.

Amendments issued since publication
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Foreword
The text of document 86A/1233/FDIS, future edition 2 of |JEC 60794-2-30, prepared by SC 86A, Fibres
and cables, of IEC TC 86, Fibre optics, was submitted to the IEC-CENELEC parallel vote and was
approved by CENELEC as EN 60794-2-3Q on 2008-11-01.

This European Standard supersedes EN 60794-2-30:2003.

The main changes are listed below:
— Subclause 5.4 has been detailed according to the fibre type;
— Annex A has been added to show an example of cable construction;

— Annex B has been added which is a blank detail specification including Mice classification and
requirements;

— abibliography has been added.

This standard is to be used in conjunction with EN 60794-1-1], EN 60794-1-2 and EN 60794-2.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2009-08-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2011-11-01

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 60794-2-30:2008 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

IEC 60654 NOTE Harmonized in EN 60654 series (not modified).

IEC 60721 NOTE Harmonized in EN 60721 series (not modified).

EC 60793-1-21 NOTE Harmonized as EN 60793-1-21:2009 (not modified).
EC 60793-2-5¢ NOTE Harmonized as EN 60793-2-50:2004 (not modified).
NOTE Harmonized as (not modified).
IEC 61326 NOTE Harmonized as EN 61326:1997 (not modified).
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Annex ZA
(normative)

EN 60794-2-30:2008

Normative references to international publications
with their corresponding European publications

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.
Publication Year
IEC 60304 1982

EC 60793-1-20 1

IEC 60793-1-40 N
(mod)

EC 60793-1-44 N

EC 60793-2 -

EC 60793-2-10 -

EC 60794-1-1 N

EC 60794-1-2

EC 60794-2 N

EC 60794-3 N

EC 60811-1-1 1993

=

EC 60811-1-4 1985

Title

Standard colours for insulation for
low-frequency cables and wires

Optical fibres -
Part 1-20: Measurement methods and test
procedures - Fibre geometry

Optical fibres -
Part 1-40: Measurement methods and test
procedures - Attenuation

Optical fibres -
Part 1-44: Measurement methods and test
procedures - Cut-off wavelength

Optical fibres -
Part 2: Product specifications - General

Optical fibres -

Part 2-10: Product specifications - Sectional
specification for category A1 multimode fibres

Optical fibre cables -
Part 1-1: Generic specification - General

Optical fibre cables -

Part 1-2: Generic specification - Basic optical

cable test procedures
Optical fibre cables -

Part 2: Indoor cables - Sectional specification

Optical fibre cables -
Part 3: Sectional specification - Outdoor
cables

Insulating and sheathing materials of electric
and optical cables - Common test methods -
Part 1-1: General application - Measurement

m
<
I
O

Year
1984

N 60793-1-20 2002%

N 60793-1-40 2003?

N 60793-1-44 2002%

N 60793-2 2008?

N 60793-2-10 2007%

N 60794-1-1 2002%

N 60794-1-2 2003?

N 60794-2 2003?

N 60794-3 2002?

N 60811-1-1 1995

T
O
N
o
N
w
N

of thickness and overall dimensions - Tests for

determining the mechanical properties

Insulating and sheathing materials of electric
and optical cables - Common test methods -

Part 1-4: General application - Tests at low
temperature

R Undated reference.
2 Valid edition at date of issue.

¥ EN 60811-14 includes A1:1993 to [EC 60811-14 + corr. May 1986.
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OPTICAL FIBRE CABLES -

Part 2-30: Indoor cables -
Family specification for ribbon cables

1 Scope

This part of IEC 60794 is a family specification which covers optical fibre ribbon cables for
indoor use. The requirements of the sectional specification |EC 60794-2 are applicable to
cables covered by this standard.

Clause B.2 contains requirements that supersede the normal requirements in case the cables
are intended to be used in installations governed by the MICE table of ISO/IEC 24702.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

These documents complete the normative references already listed in the generic
specification (JEC 60794-1-1, Clause 2, and |EC 60794-1-4, Clause 2) or in the sectional
EC 60794-2

specification ( , Clause 2).

IEC 60304:1982, Standard colours for insulation for low-frequency cables and wires.

IEC 60793-1-20, Optical fibres — Part 1-20: Measurement methods and test procedures —
Fibre geometry

IEC 60793-1-40, Optical fibres — Part 1-40: Measurement methods and test procedures —
Attenuation

IEC 60793-1-44, Optical fibres — Part 1-44: Measurement methods and test procedures —
Cutoff wavelength

EC 60793-2, Optical fibres — Part 2: Product specifications — General

IEC 60793-2-1d, Optical fibres — Part 2-10, Product specifications — Sectional specification for
category A1 multimode fibres

EC 60794-1-1, Optical fibre cables — Part 1-1: Generic specification — General 86A/1054/NP

EC 60794-1-2, Optical fibre cables — Part 1-2: Generic specification — Basic optical cable test
procedures

EC 60794-2, Optical fibre cables — Part 2: Indoor cables — Sectional specification

EC 60794-3, Optical fibre cables — Part 3: Sectional specification — Outdoor cables

IEC 60811-1-1:1993, Common test methods for insulating and sheathing materials of electric
cables and optical cables — Part 1-1: Methods for general application —Measgement of
thickness and overall dimensions — Tests for determining the mechanical propecrtie ocuments
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