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National foreword

This British Standard is the official English language version of
EN 60794-4:2003. It is identical with IEC 60794-4:2003. It supersedes
BS EN 187200:2001| which is withdrawn.

The UK participation in its preparation was entrusted by Technical Committee
GEL/86, Fibre optics, to Subcommittee GEL/86/1, Optical fibres and cables,
which has the responsibility to:

— aid enquirers to understand the text;

—  present to the responsible international/European committee any
enquiries on the interpretation, or proposals for change, and keep the
UK interests informed,;

— monitor related international and European developments and
promulgate them in the UK.

A list of organizations represented on this subcommittee can be obtained on
request to its secretary.

Cross-references

The British Standards which implement international or European
publications referred to in this document may be found in the BSI Catalogue
under the section entitled “International Standards Correspondence Index”, or
by using the “Search” facility of the BSI Electronic Catalogue or of

British Standards Online.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page,
pages 2 to 20, an inside back cover and a back cover.

The BSI copyright date displayed in this document indicates when the
document was last issued.

Amendments issued since publication

Amd. No. Date Comments

Poeecuments

Document Sharing Hub

Full document details: BS EN 60794-4:2003


http://dx.doi.org/10.3403/02296786
http://www.avadocuments.com/doc/bs-en-60794-4-2003
http://www.avadocuments.com/doc/bs-en-60794-4-2003

EUROPEAN STANDARD EN 60794-4
NORME EUROPEENNE
EUROPAISCHE NORM November 2003

ICS 33.180.10 Supersedes EN 187200:2001

English version

Optical fibre cables
Part 4: Sectional specification —
Aerial optical cables along electrical power lines
(IEC 60794-4:2003)

Cables a fibres optiques Lichtwellenleiterkabel

Partie 4: Spécification intermédiaire - Teil 4: Rahmenspezifikation -
Cables optiques aériens le long des lignes Lichtwellenleiter-Luftkabel
électriques de puissance auf Starkstrom-Freileitungen
(CEI 60794-4:2003) (IEC 60794-4:2003)

This European Standard was approved by CENELEC on 2003-11-01. CENELEC members are bound to
comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the Central Secretariat or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and
notified to the Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Czech Republic,
Denmark, Finland, France, Germany, Greece, Hungary, Iceland, Ireland, Italy, Lithuania, Luxembourg, Malta,
Netherlands, Norway, Portugal, Slovakia, Spain, Sweden, Switzerland and United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique
Europaisches Komitee fur Elektrotechnische Normung

Central Secretariat: rue de Stassart 35, B - 1050 Brussels

© 2003 CENELEC - All rights of exploitation in any form and by any means reserved worldwide for CENELEC members.

DOcUMents -

Document Sharing Hub

Full document details: BS EN 60794-4:2003


http://dx.doi.org/10.3403/02942163U
http://dx.doi.org/10.3403/02296786
http://www.avadocuments.com/doc/bs-en-60794-4-2003
http://www.avadocuments.com/doc/bs-en-60794-4-2003

Page 2
EN 60794-4:2003

Foreword

The text of document 86A/851/FDIS, future edition 1 of |[EC 60794-4, prepared by SC 86A, Fibres and
cables, of IEC TC 86, Fibre optics, was submitted to the IEC-CENELEC parallel vote and was
approved by CENELEC as EN 60794-4 on 2003-11-01.

This European Standard supersedes EN 187200:2001|.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2004-08-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2006-11-01

Annexes designated "normative" are part of the body of the standard.
Annexes designated "informative" are given for information only.

In this standard, annex ZA is normative and annex A is informative.
Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 60794-4:2003 was approved by CENELEC as a European
Standard without any modification.
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OPTICAL FIBRE CABLES -

Part 4: Sectional specification —
Aerial optical cables along electrical power lines

1 Scope

This part of IEC 60794 specifies the electrical, mechanical and optical requirements and test
methods for aerial optical cables including OPGW (optical ground wire), OPPC (optical phase
conductor), MASS (metallic aerial self-supported cable), ADSS (all-dielectric self-supporting
cable) and OPAC (optical attached cable).

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

They complete the normative references already listed in the generic specification (JEQ
50794-1-1|, Clause 2, and |JEC 60794-1-9, Clause 2) and in the sectional specification (JEQ
60794-3, Clause 2).

IEC 60104:1987, Aluminium-magnesium-silicon alloy wire for overhead line conductors

IEC 60304:1982, Standard colours for insulation for low-frequency cables and wires

IEC 60708-1:1981, Low-frequency cables with polyolefin insulation and moisture barrier
polyolefin sheath — Part 1: General design details and requirements

IEC 60794-3:2001|, Optical fibre cables — Part 3: Sectional specification — Outdoor cables

IEC 60811-4-2:1990, Common test methods for insulating and sheathing materials of electric
cables — Part 4: Methods specific to polyethylene and polypropylene compounds — Section
Two: Elongation at break after pre-conditioning — Wrapping test after pre-conditioning —
Wrapping test after thermal ageing in air — Measurement of mass increase — Long-term
stability test (Appendix A) — Test method for copper-catalysed oxidative degradation
(Appendix B)

IEC 60811-5-1:1990, Common test methods for insulating and sheathing materials of electric
cables — Part 5: Methods specific to filling compounds — Section one: Drop point — Separation
of oil — Lower temperature brittleness — Total acid number — Absence of corrosive
components — Permittivity at 23 °C — DC resistivity at 23 °C and 100 °C

IEC 60888:1987, Zinc-coated steel wires for stranded conductors
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IEC 60889:1987, Hard-drawn aluminium wire for overhead line conductors
IEC 61089:1991, Round wire concentric lay overhead electrical stranded conductors
IEC 61232:1993, Aluminium-clad steel wires for electrical purposes

IEC 61394:1997, Overhead lines — Characteristics of greases for aluminium, aluminium alloy
and steel bare conductors

IEC 61395:1994, Overhead electrical conductors — Creep test procedures for stranded
conductors

3 Definitions and abbreviations of cables

3.1 Definitions

For the purposes of this document, the following definitions and abbreviations of cables apply.

3.1.1

MAT

maximum allowable tension

maximum tensile load that may be applied to the cable without detriment to the tensile
performance requirement (optical performance, fibre strain)

3.1.2

RTS

rated tensile strength

summation of the product of nominal cross-sectional area, minimum tensile strength and
stranding factor for each load bearing material in the cable construction (refer to Annex A in
the case of OPGW)

3.1.3

strain margin

amount of strain the OCEPL can sustain without strain on the fibres due to the OCEPL's
elongation

3.2 Abbreviations of cables

ADSS all-dielectric self-supporting cable
MASS metallic aerial self-supported cable which is not designed to have ground or phase
capability

OCEPL optical cable to be used along electrical power lines
OPAC optical attached cable consisting of the following three attachment methods:

e wrapped: all-dielectric (wrap). Using special machinery, a lightweight flexible
non-metallic cable can be wrapped helically around either the earth wire or the
phase conductor.

¢ lashed: non-metallic cables that are installed longitudinally alongside the earth
wire, the phase conductor or on a separate catenary (on a pole route) and are
held in position with a binder or adhesive cord.
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