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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of
EN 60851-5:2008+A2:2019. It is identical to IEC 60851-5:2008,

incorporating amendments 1:2011 and 2:2019. It supersedes

ES EN 60851-5:200§+A1:2011, which is withdrawn.

The start and finish of text introduced or altered by amendment is
indicated in the text by tags. Tags indicating changes to [EC text carry

the number of the IEC amendment. For example, text altered by IEC
amendment 1 is indicated by .

The UK participation in its preparation was entrusted to Technical
Committee L/-/99, Miscellaneous Standards - Electrical.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions
of a contract. Users are responsible for its correct application.

© The British Standards Institution 2019
Published by BSI Standards Limited 2019

ISBN 978 0 539 02627 6
ICS 29.060.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 31 January 2009.

Amendments/corrigenda issued since publication

Date Text affected

30 September 2011 Implementation of IEC amendment 1:2011 with
CENELEC endorsement A1:2011

31 January 2012 Missing text from national foreword added

30 November 2019 Implementation of IEC amendment 2:2019 with
CENELEC endorsement A2:2019

Documents

Document Sharing Hub

Full document details: BS EN 60851-5:2008+A2:2019


https://doi.org/10.3403/BSEN60851
https://doi.org/10.3403/BSEN60851
http://www.avadocuments.com/doc/bs-en-60851-5-2008-a2-2019
http://www.avadocuments.com/doc/bs-en-60851-5-2008-a2-2019

I |
EUROPEAN STANDARD EN 60851-5:2008+A2

NORME EUROPEENNE
EUROPAISCHE NORM November 2019

ICS 29.060.10

English Version

Winding wires - Test methods - Part 5: Electrical properties

(IEC 60851-5:2008)

Fils de bobinage - Méthodes d'essai - Partie 5: Propriétés Wickeldrahte - Prifverfahren - Teil 5: Elektrische

électriques Eigenschaften
(JEC 60851-5:2008) (JEC 60851-5:2008)
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EN 60851-5:2008+A2:2019 (E)

European foreword

The text of document 55/1069/FDIS, future edition 4 of |EC 60851-§, prepared by IEC TC 55, Winding
wires, was submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as EN 60851-5
on 2008-08-01.

This European Standard supersedes EN 60851-5:1996 + A1:1997 + A2:2004.
Significant revisions to EN 60851-5:1996 include the following points:

— in Subclause 5.3, the addition of the use of carbon brush electrodes for the counting discontinuities
during the high voltage continuity test, as an alternative to the V-groove pulley electrode;

— clarifications in the breakdown voltage test for round wires larger than 2,500 mm and for fibrous
covered wires.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2009-05-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2011-08-01

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard |JEC 60851-5:2008 was approved by CENELEC as a European
Standard without any modification.

Foreword to amendment A1

The text of document 55/1223/FDIS, future amendment 1 to |EC 60851-5:2008, prepared by IEC TC 55,
Winding wires, was submitted to the IEC-CENELEC parallel vote and was approved by CENELEC as
amendment A1 to EN 60851-5:2008 on 2011-07-26.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN and CENELEC shall not be held responsible for identifying any or all such patent
rights.

The following dates were fixed:

— latest date by which the amendment has to be
implemented at national level by publication of
an identical national standard or by endorsement (dop) 2012-04-26

— latest date by which the national standards conflicting
with the amendment have to be withdrawn (dow) 2014-07-26

Endorsement notice

The text of amendment 1:2011 to the International Standard JEC 60851-5:2008 was approved by
CENELEC as an amendment to the European Standard without any modification.
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Foreword to amendment A2

The text of document 55/1791/FDIS, future IEC 60851-5/A2, prepared by IEC/TC 55 "Winding wires"
was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as EN 60851-
5:2008/A2:2019.

The following dates are fixed:

+ latest date by which the document has to be implemented at national (dop) 2020-07-25
level by publication of an identical national standard or by endorsement

+ latest date by which the national standards conflicting with the (dow) 2022-10-25
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

Endorsement notice

The text of the International Standard IEC 60851-5:2008/A2:2019 was approved by CENELEC as a
European Standard without any modification.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications
The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.
Publication Year Title EN/HD Year
EC 60851-1 D Winding wires - Test methods - EN 60851-1 19962

Part 1: General

" Undated reference.

2 Valid edition at date of issue. DOCU mentS
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

WINDING WIRES -
TEST METHODS -

Part 5: Electrical properties

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC provides no marking procedure to indicate its approval and cannot be rendered responsible for any
equipment declared to be in conformity with an IEC Publication.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard |EC 60851-§ has been prepared by IEC technical committee 55:
Winding wires.

This fourth edition cancels and replaces the third edition (1996) and its amendments 1 (1997)
and 2 (2004). It constitutes a technical revision.

Significant revisions to the previous edition include the following points:

e in Subclause 5.3, the addition of the use of carbon brush electrodes for the counting
discontinuities during the high voltage continuity test, as an alternative to the V-groove
pulley electrode;

e clarifications in the breakdown voltage test for round wires larger than 2,500 mm and for
fibrous covered wires.
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The text of this standard is based on the following documents:

FDIS Report on voting
55/1069/FDIS 55/1078/RVD

Full information on the voting for the approval of this standard can be found in the report on
voting indicated in the above table.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all the parts in the IEC 60851 series, under the general title Winding wires — Test
methods, can be found on the website.

The committee has decided that the contents of this publication will remain unchanged until
the maintenance result date indicated on the IEC web site under "http://webstore.iec.ch" in
the data related to the specific publication. At this date, the publication will be

* reconfirmed,

* withdrawn,

* replaced by a revised edition, or
+ amended.
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INTRODUCTION

This part of IEC 60851 forms an element of a series of standards which deals with insulated
wires used for windings in electrical equipment. The series has three groups describing

a) winding wires — Test methods (IEC 60851);
b) specifications for particular types of winding wires (IEC 60317);
¢) packaging of winding wires (IEC 60264).
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WINDING WIRES -
TEST METHODS -
Part 5: Electrical properties
1 Scope

This part of IEC 60851 specifies the following tests:

— Test 5: Electrical resistance;

— Test 13: Breakdown voltage;

— Test 14: Continuity of insulation;

— Test 19: Dielectric dissipation factor;
— Test 23: Pin hole.

For definitions, general notes on methods of test and the complete series of methods of test

for winding wires, see |[EC 60851-1|.

2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

EC 60851-1, Winding wires — Test methods — Part 1: General

3 Test 5: Electrical resistance
Electrical resistance is the d.c. resistance at 20 °C of 1 m of wire.
The method used shall provide a precision of 0,5 %.

For bunched wires a length of up to 10 m shall be used and the ends shall be soldered before
the measurement. When measuring the resistance to check for an excessive number of
broken wires, a length of 10 m of bunched wire shall be used.

If the resistance R, is measured at a temperature t other than 20 °C, the resistance Ry,
at 20 °C shall be calculated by means of the following formula:

Ry

R = @
207 A (t-20)

where
t is the actual temperature in degrees Celsius during the measurement;

a is the temperature coefficient in K-1.
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