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National foreword

This British Standard is the English language version of
EN 60870-6-503:1997. It is identical with IEC 60870-6-503:1997.
The UK participation in its preparation was entrusted to Technical Committee 
PEL/57, Power system control and associated communications, which has the 
responsibility to:

— aid enquirers to understand the text;
— present to the responsible international/European committee any 
enquiries on the interpretation, or proposals for change, and keep the UK 
interests informed;
— monitor related international and European developments and 
promulgate them in the UK.

A list of organizations represented on this committee can be obtained on 
request to its secretary.
From 1 January 1997, all IEC publications have the number 60000 added to 
the old number. For instance, IEC 27-1 has been renumbered as IEC 60027-1. 
For a period of time during the change over from one numbering system to the 
other, publications may contain identifiers from both systems.
Cross-references

Attention is drawn to the fact that CEN and CENELEC Standards normally 
include an annex which lists normative references to international 
publications with their corresponding European publications. The British 
Standards which implement these international or European publications may 
be found in the BSI Standards Catalogue under the section entitled 
“International Standards Correspondence Index”, or by using the “Find” 
facility of the BSI Standards Electronic Catalogue. A copy of this may be found 
at: http://www. bsi.org.uk.
A British Standard does not purport to include all the necessary provisions of 
a contract. Users of British Standards are responsible for their correct 
application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Summary of pages
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Foreword
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was approved by CENELEC as EN 60870-6-503 
on 1997-10-01.
The following dates were fixed:

Annexes designated “normative” are part of the 
body of the standard.
In this standard, Annex A, Annex B and
Annex ZA are normative.
Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard
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Introduction
The Telecontrol Application Service Element (TASE.2) protocol (also known as Inter-Control Centre 
Communications Protocol, ICCP) allows for data exchange over Wide Area Networks (WANs) between a 
utility control centre and other control centres, other utilities, power pools, regional control centres, and 
Non-Utility Generators. Data exchange information consists of real-time and historical power system 
monitoring and control data, including measured values, scheduling data, energy accounting data, and 
operator messages. This data exchange occurs between one control centre’s SCADA/EMS host and another 
centre’s host, often through one or more intervening communications processors.
This section of IEC 60870-6 defines a mechanism for exchanging time-critical data between control centres. 
In addition, it provides support for device control, general messaging and control of programs at a remote 
control centre. It defines a standardized method of using the ISO/IEC 9506 Manufacturing Message 
Specification (MMS) services to implement the exchange of data. The definition of TASE.2 consists of three 
documents. This section of IEC 60870-6 defines the TASE.2 application modelling and service definitions. 
IEC 60870-6-702 defines the Application Profile for use with TASE.2. IEC 60870-6-802 defines a set of 
standardized object definitions to be supported.
The TASE.2 describes real control centres with respect to their external visible data and behaviour using 
an object oriented approach. The objects are abstract in nature and may be used in a wide variety of 
applications. The use of TASE.2 goes far beyond the application in the control centre to control centre 
communications. This standard must be understood as a tool box for any application domain with 
comparable requirements, i.e., the TASE.2 may be applied in areas like substation automation, power 
plants, factory automation, chemical plants, or others which have comparable requirements. It provides a 
generic solution for advanced Information and Communication Technology.
The TASE.2 version number for this standard is 1996-08. See 8.2.3 for more details.

1 Scope
This section of IEC 60870-6 specifies a method of exchanging time-critical control centre data through 
wide- and local-area networks using a full ISO compliant protocol stack. It contains provisions for 
supporting both centralized and distributed architectures. This standard includes the exchange of 
real-time data indications, control operations, timeseries data, scheduling and accounting information, 
remote program control and event notification.
Though the primary objective of TASE.2 is to provide control centre (telecontrol) data exchange its use is 
not restricted to control centre data exchange. It may be applied in any other domain having comparable 
requirements. Examples of such domains are power plants, factory automation, process control 
automation, and others.
This standard does not specify individual implementations or products, nor does it constrain the 
implementation of entities and interfaces within a computer system. This standard specifies the externally 
visible functionality of implementations together with conformance requirements for such functionalities.

1.1 Control centre

The model of a control centre includes four primary classes of host processors: SCADA/EMS, DSM/Load 
Management, Distributed Applications, and Display Processors. The SCADA/EMS host is the primary 
processor, utilizing analogue and digital monitoring data collected at power plants, Non-Utility 
Generators, and transmission and distribution substations via Data Acquisition Units (DAUs) and Remote 
Terminal Units (RTUs). The control centre typically contains redundant SCADA/EMS hosts in a “hot 
standby” configuration. The DSM/Load Management host(s) are used by either an operator or EMS 
application to initiate load management activities. The Distributed Application host(s) perform 
miscellaneous analysis, scheduling, or forecasting functions. Display Processors allow for local operator 
and dispatcher display and control. Typically, the control centre will contain one or more Local Area 
Networks (LANs) to connect these various hosts. The control centre will also access several WANs, often 
through intermediate communications processors. These WAN connections may include the company-wide 
area network for communications with the corporate host and a distinct real-time SCADA network. Each 
control centre will also have one or more TASE.2 instances to handle data exchange with remote control 
centres.
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Other classes of host processors like archive systems, engineering stations, or quality control systems 
(e.g., for data recording according to ISO 9000) may also be included. The application of the TASE.2 control 
centre model is in principle unlimited. This model provides a common and abstract definition applicable for 
any real systems which have comparable requirements.

1.2 Architecture

The TASE.2 protocol relies on the use of MMS services (and hence the underlying MMS protocol) to 
implement the control centre data exchange. Figure 1 shows the relationship of TASE.2, the MMS provider, 
and the rest of the OSI stack. In most cases, the values of objects being transferred are translated from/to 
the local machine representation automatically by the local MMS provider. Some TASE.2 objects require a 
common syntax (representation) and meaning (interpretation) by both communicating TASE.2 systems. 
This common representation and interpretation constitutes a form of protocol. The control centre 
applications are not part of this standard. It is assumed that these applications request TASE.2 operations 
and supply control centre data and functions to the TASE.2 implementation as needed. The specific 
interface between TASE.2 and the control centre applications is a local issue and not part of this standard.

1.3 Network Model

The TASE.2 Data Exchange network may be either a private or public packet-switched or mesh network 
connecting communications processors which provide adequate routing functionality to allow for 
redundant paths and reliable service.
Figure 2 shows a typical network topology using a packet-switched configuration. The packet switch 
provides routing and reliable service between control centres (which may include internal networks and 
routing capabilities).
The mesh network shown in Figure 3 demonstrates the concept of redundant paths for a mesh network. 
Each control centre maintains its own series of direct circuits, and also provides a mechanism for routing 
between those direct circuits. Control Centre C provides an alternate routing path for network traffic going 
from Control Centre A to B. This network configuration requires key control centres to provide significant 
routing capabilities.

Figure 1 — Protocol relationships
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1.4 Relation between TASE.2 and MMS

The TASE.2 resides on top of MMS. It describes a standardized application of MMS using the MMS services 
and protocol. TASE.2 enhances the functionality of MMS by specifying structured data mapped to MMS 
objects and assigning specific semantics to it. As an example of pure MMS services, MMS allows reading 
data from a remote system. The data will be responded without any specific condition. If these data shall 
be read depending on very specific conditions (e.g., on change only) then TASE.2 provides appropriate 
services which are not provided by MMS.
Though the specific requirements agreed upon within IEC TC 57 have led to the definition of TASE.2 there 
are several other application domains (outside the control centres) with less, very limited or mixed 
requirements which may use the TASE.2 services. These other areas are outside the scope of this standard 
but the use of TASE.2 goes far beyond the specific scope of this standard.
TASE.2 provides an independent and scaleable set of services to allow efficient implementations optimized 
for the respective requirements of a control centre. It does this by defining several conformance building 
blocks. MMS offers also a scaleability of its services specifying MMS CBBs. A simple TASE.2 
implementation requires only a simple MMS implementation.
TASE.2 and MMS provide their services to their respective users. MMS provides its services to TASE.2 and 
TASE.2 provides its services to the control centre application. MMS is an independent standard that can 
provide its services also to users other than TASE.2 — it may serve directly to specific control centre 
applications and to any other application. This means that the use of MMS is not restricted to TASE.2.

Figure 2 — Packet-switched network

Figure 3 — Mesh network
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For requirements outside the scope of this standard or for future requirements, e.g., journaling of data, 
down- and uploading of mass data like programs, additional MMS models and services, i.e., Journaling and 
Domain Loading respective can be applied by an real system in addition of TASE.2. This is possible because 
the additional application of MMS objects and services is independent of the use of TASE.2 and the use of 
MMS by TASE.2.

2 Normative references
The following normative documents contain provisions which, through reference in this text, constitute 
provisions of this section of IEC 60870-6. For dated references, subsequent amendments to, or revisions of, 
any of these publications do not apply. However, parties to agreements based on this section of
IEC 60870-6 are encouraged to investigate the possibility of applying the most recent editions of the 
normative documents indicated below. For undated references, the latest edition of the normative 
document referred to applies. Members of IEC and ISO maintain registers of currently valid International 
Standards.
IEC 60870-6-702, — Telecontrol equipment and systems — Part 6: Telecontrol protocols compatible with 
ISO standards and ITU-T recommendations — Section 702: TASE.2 Application profile1). 
IEC 60870-6-802:1997, Telecontrol equipment and systems — Part 6: Telecontrol protocols compatible with 
ISO standards and ITU-T recommendations — Section 802: TASE.2 Object models. 
ISO/IEC 8073:1992, Information technology — Telecommunications and information exchange between 
systems — Open Systems Interconnection — Protocol for providing the connection-mode transport service. 
ISO/IEC 8208:1995, Information technology — Data communications — X.25 Packet Layer protocol for 
Data Terminal Equipment. 
ISO/IEC 8473, Information technology — Protocol for providing the connectionless-mode network service. 
ISO/IEC 8802-3:1993, Information technology — Local and metropolitan area networks — Part 3: Carrier 
sense multiple access with collision detection (CSMA/CD) access method and physical layer specifications. 
ISO/IEC 9506-1:1990, Industrial automation systems — Manufacturing Message Specification — 
Part 1: Service definition. 
ISO/IEC 9506-2:1990, Industrial automation systems — Manufacturing Message Specification — 
Part 2: Protocol specification. 
ISO/IEC 9542:1988, Information processing systems — Telecommunications and information exchange 
between systems — End system to intermediate system routing exchange protocol for use in conjunction with 
the Protocol for providing the connectionless-mode network service (ISO 8473). 
ISO/IEC 10589:1992, Information technology — Telecommunications and information exchange between 
systems — Intermediate system to intermediate system intra-domain-routing exchange protocol for use in 
conjunction with the protocol for providing the connectionless-mode network Service (ISO 8473). 
ISO/IEC ISP 10608-1:1992, Information technology — International Standardized Profile TAnnnn — 
Connection-mode Transport Service over Connectionless-mode Network Service — Part 1: General overview 
and subnetwork-independant requirements. 
ISO/IEC ISP 10608-2:1992, Information technology — International Standardized Profile TAnnnn — 
Connection-mode Transport Service over Connectionless-mode Network Service — Part 2: TA51 profile 
including subnetwork-dependent requirements for CSMA/CD Local Area Networks (LANs). 
ISO/IEC ISP 10608-5:1992, Information technology — International Standardized Profile TAnnnn — 
Connection-mode Transport Service over Connectionless-mode Network Service — Part 5: TA 1111/TA1121 
profiles including subnetwork-dependent requirements for X.25 packet-switched data networks using 
virtual calls. 
ISO/IEC ISP 10613-1:1994, Information technology — International Standardized Profile RA — Relaying 
the Connectionless-mode Network Service — Part 1: Subnetwork-independent requirements. 
ISO/IEC ISP 10613-2:1994, Information technology — International Standardized Profile RA — Relaying 
the Connectionless-mode Network Service — Part 2: LAN Subnetwork-dependent,
media-independent requirements. 

1) To be published.
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ISO/IEC ISP 10613-3:1994, Information technology — International Standardized Profile RA — Relaying 
the Connectionless-mode Network Service — Part 3: CSMA/CD LAN subnetwork-dependent,
media-dependent requirements. 
ISO/IEC ISP 10613-5:1994, Information technology — International Standardized Profile RA — Relaying 
the Connectionless-mode Network Service — Part 5: Definition of profile RA51.51, ralaying the 
Connectionless-mode Network Service between CSMA/CD LAN subnetworks. 
ISO/IEC ISP 10613-7:1994, Information technology — International Standardized Profile RA — Relaying 
the Connectionless-mode Network Service — Part 7: PSDN subnetwork-dependent,
media-dependent requirements for virtual calls over a permanent access. 
ISO/IEC ISP 10613-8:1994, Information technology — International Standardized Profile RA — Relaying 
the Connectionless-mode Network Service — Part 8: Definition of profile RA51.1111, relaying the 
Connectionless-mode Network Service between CSMA/CD LAN subnetworks and PSDNs using virtual calls 
over a PSTN leased line permanent access. 
ISO/IEC ISP 10613-9:1994, Information technology — International Standardized Profile RA — Relaying 
the Connectionless-mode Network Service — Part 9: Definition of profile RA51.1121, relaying the 
Connectionless-mode Network Service between CSMA/CD LAN subnetworks and PSDNs using virtual calls 
over a digital data circuit/CSDN leased line permanent access. 
ISO 8649:1988, Information processing systems — Open Systems Interconnection — Service definition for 
the Association Control Service Element. 

3 Definitions
For the purposes of this section of IEC 60870-6, the following definitions apply. Much of the terminology 
used with this standard is derived directly from ISO/IEC 9506-1 and ISO/IEC 9506-2 (MMS). Refer to that 
standard for further definitions.

3.1 
action

an activity performed by the TASE.2 server under some defined circumstances

3.2 
accounting information

a set of information which describes an account for a utility. See IEC 60870-6-802 for more details

3.3 
bilateral agreement

an agreement between two control centres which includes the data elements to be accessed and the means 
to access them

3.4 
bilateral table

the computer representation of the bilateral agreement. The representation used is a local matter

3.5 
client

a communicating entity which makes use of the VCC for the lifetime of an association via one or more 
TASE.2 service requests

3.6 
data set

a data set represents a grouping of data values for singular operations by a TASE.2 user. Data sets allow 
for convenience in access by the TASE.2 user

3.7 
data value

a data value represents some alphanumeric quantity that is part of the Virtual Control Centre (VCC) which 
is visible to a TASE.2 user. Data values exist as part of the implementation of the control centre and 
represent either real entities within the utility such as current, or derived values calculated in the control 
centre
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3.8 
instance

an implementation of TASE.2 executed in either the client or the server role

3.9 
interchange schedule

a set of information that specifies how energy is transferred from one system to another.
See IEC 60870-6-802 for more details

3.10 
object

an instance of a TASE.2 object model

3.11 
object model

the definition of an abstract representation that is used for real data, devices, operator stations, programs, 
event conditions, and event enrollments

3.12 
operation

an activity which shall be performed by the TASE.2 server at the request of the TASE.2 client

3.13 
server

a communicating entity which behaves as a VCC over the lifetime of an association

3.14 
service

an activity which is either a TASE.2 action or operation

3.15 
tagged

the term tagged is derived from the practice of putting a physical tag on a device as it is turned off for 
servicing or locked out from network access as a safety measure. The TASE.2 term tagged is used to signal 
such a condition to the TASE.2 user

3.16 
time series

a set of values of a given element that is taken at different times as specified by a single time interval. A 
time series is implemented through the transfer set mechanism as defined within this specification

3.17 
transfer account

a set of information that associates interchange scheduling information with either hourly or profile data. 
See IEC 60870-6-802 for more details

3.18 
transfer conditions

the events or circumstances under which a TASE.2 server reports the values of a data set, values in a time 
series, or all transfer account information

3.19 
transfer set

an object used to control data exchange by associating data values with transmission parameters such as 
time intervals, for example. There are four types of Transfer Sets: Data Set Transfer Sets, Time Series 
Transfer Sets, Transfer Account Transfer Sets, and Information Message Transfer Sets. A Data Set 
Transfer Set contains one or more data values which are each mapped to unique physical elements. A Time 
Series Transfer Set contains one or more data values which are all mapped to the same physical element, 
but represent its values at different times specified by a single time interval. A Transfer Account Transfer 
Set contains all of the values of all of the Transfer Accounts. An Information Message is used to manage 
the exchange of arbitrary binary or text messages or files
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3.20 
user

an implementation of TASE.2 executed in either the client or the server role

3.21 
virtual control centre (VCC)

an abstract representation of a real control centre which describes a set of behaviour with regards to 
communication and data management functionality and limitations

4 Abbreviations

5 TASE.2 Model
The purpose of the TASE.2 model description is to provide a clear understanding of the TASE.2 protocol 
and its context within the utility control centre environment. This model identifies the basic components, 
object models and the operation of the protocol. This clause describes both an informal and formal model. 
In the informal model, different data types are described within the context of the utility control centre 
environment. In the formal model, the object models together with their specific operations and actions are 
described in detail. Clause 6 explains the mapping of the formal object models onto the MMS object models. 
Clause 7 explains the mapping of the operations and actions onto MMS services. Clause 8 summarizes 
specialized objects used internally by TASE.2.

5.1 Informal TASE.2 Model Description

The model of a control centre includes several different classes of applications, some or all of which may be 
present, such as SCADA/EMS, DSM/Load Management, Distributed Applications, and Man/Machine 
Interface. In interactions with other computing elements, a control centre may act as a client, server, or 
both. As a server, a control centre appears as a singular entity to the clients. The actual implementation 
may contain several processes and several host processors that are reflected in that logical entity. As a 
server, a control centre may interact with a number of clients. Control centres which exchange data do so 
within the rules and restrictions defined in a Bilateral Agreement. Typically, Bilateral Agreements restrict 
the client’s view on a control centre to a subset of data that exists in the server.
TASE.2 is modelled as one or more processes operating as a logical entity which perform certain 
communications that allow the control centres to acquire or change data, and control devices. This 
specification defines the services and protocol for performing the communications between these processes. 
It also uses object models to define the data types and devices on which the TASE.2 services perform. 
TASE.2 is defined in terms of the client-server model of ISO/IEC 9506 (MMS).
The TASE.2 specification defines a number of operations and actions. TASE.2 operations are associated 
with a TASE.2 client. TASE.2 actions are associated with a TASE.2 server. There are two TASE.2 services 
that are considered to be both an operation and an action because either a TASE.2 client or a TASE.2 server 
may invoke them. These services are Conclude and Abort.

BCD Binary Coded Decimal
ICC Inter-Control Centre
TASE.2 Telecontrol Application Service Element 2, also known as Inter-Control Centre 

Communications Protocol (ICCP)
MMS Manufacturing Message Specification
QOS Quality of Service
RBE Report by Exception
TAL Time Allowed to Live
TLE Time Limit for Execution
TOD Time of Day
UCA Utility Communications Architecture
VCC Virtual Control Centre
VMD Virtual Manufacturing Device
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Each TASE.2 operation begins with a local TASE.2 instance, acting as a TASE.2 client, invoking a MMS 
service. This invocation causes the local MMS provider to make use of the MMS protocol to communicate 
with the remote MMS server associated with the TASE.2 server. The remote MMS server may deliver 
indications to the remote TASE.2 server, which in turn responds appropriately, invoking one or more MMS 
responses and/or services as defined in this standard.
A TASE.2 action begins with a local TASE.2 instance, acting as a TASE.2 server, invoking an MMS 
unconfirmed service. This invocation causes the local MMS provider to make use of the MMS protocol to 
communicate with the remote MMS client associated with the TASE.2 client. There are no corresponding 
MMS communications back from the client associated with this invocation. However, in some 
circumstances such as the acknowledgement of critical data, TASE.2 defines operations necessary for the 
client to perform when receiving an MMS indication from an unconfirmed MMS service. Thus, TASE.2 
defines algorithms for both the client and server for each TASE.2 operation and action, respectively, in 
terms of:

— the relevant access control mechanisms;
— the mapping between TASE.2 objects and MMS objects;
— the MMS services and indications used;
— the relationship to real control centre functions.

The TASE.2 instances shall have the ability to interface with the local applications to store and retrieve 
current data, send/deliver operator messages, perform device control and access remote programs as 
agreed upon between the participating control centres. The specific mechanism for providing this 
functionality is outside the scope of this standard, and is a local implementation issue.
Figure 4 shows the logical relationships of TASE.2 to the control centre applications. The local TASE.2 
instance uses the services of the local MMS provider to communicate with the remote TASE.2 instance. It 
should be noted that the actual relationships, structure, location, connectivity and interfaces between 
TASE.2 and the rest of the control centre is local to the control centre and outside the scope of this standard.

Figure 4 — Informal TASE.2 Model
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5.1.1 Associations

TASE.2 association is based on the MMS model of an association. Associations occur between two TASE.2 
instances. They are typically long running in that an association is established when two instances start, 
and remain in place as long as the instances are running and the underlying communications connections 
are maintained. TASE.2 instances are expected to remain running until an exception condition occurs (for 
example, an error, operator restart for reconfiguration, or maintenance downtime).
TASE.2 associations include an attribute for network Quality of Service (QOS). The QOS attribute includes 
such aspects as throughput, residual error rate, priority, transit delay, and protection. Different values for 
QOS for TASE.2 associations are either defined within this standard in a different clause or by another 
standard. They are not defined by the control centres or implementations.
The QOS attribute of an association is used within the OSI Network layer Quality Of Service parameter. 
When QOS is used, it is implemented by establishing at least one association between the two TASE.2 
instances for each QOS value required. The TASE.2 client shall use an association which is appropriate to 
the QOS of the operation to be performed. The level of QOS for a TASE.2 association is determined by prior 
agreement between the control centres. Refer to IEC 60870-6-702 for more details regarding the mapping 
to the Network layer Quality of Service parameter.
Three TASE.2 operations are defined for use in managing associations: Associate, Conclude, and Abort. 
The Associate operation is used by a TASE.2 client (initiator) to establish an association with a TASE.2 
server. The Conclude operation is used to terminate an association between two TASE.2 instances. Either 
TASE.2 client or server may terminate the association. The Abort operation is also used by either a TASE.2 
client or server to terminate an association when there are failures in the underlying communications 
mechanisms. See 5.2.2 and 7.1.1 for more details. There are no TASE.2 actions for associations.

5.1.2 Bilateral Agreements, Bilateral Tables and Access Control

Access control is fundamentally the responsibility of the TASE.2 server in that all incoming requests from 
a TASE.2 client shall be validated before being satisfied. There is no protocol or messaging defined within 
TASE.2 for exchanging access control information except information used to signal access control 
violations. Implementors are therefore free to use any method of implementing access control, and may 
choose to implement only a subset of the access control as described in this standard without affecting 
interoperability.
When access control is implemented (i.e., when validation occurs and parameters are checked for each 
TASE.2 operation), the method of signalling violations impacts interoperability, and therefore shall be 
performed as defined in this standard. Access control of elements between control centres is implemented 
organizationally through Bilateral Agreements. A Bilateral Agreement is a document signed by two control 
centres which includes the elements (i.e., data and control elements) which each is willing to transmit to 
the other. These lists include, among other things, descriptions of data objects (e.g., all State Estimated 
MW, Mvar, and kV for substations X, Y and Z). The list of data objects that Centre A is willing to let Centre 
B have access to is distinct from the list of data objects that Centre B is willing to let Centre A have access 
to.
In order for the Bilateral Agreement to be used by a control centre application using TASE.2, the names of 
each of the data objects, devices, programs, etc. in the agreement should be maintained in physical data 
structures within the TASE.2 server. The computer representation of these physical data structures is 
called the Bilateral Table. While the actual format of the Bilateral Table is outside the scope of this 
standard, the information that shall be available to the TASE.2 server wishing to implement the full 
TASE.2 access control is described in this standard. A Bilateral Table is required if a control centre is going 
to serve any data values to any other control centre. It shall have a conceptual entry for each data object 
included in the Bilateral Agreement. Upon initiation of an association, the TASE.2 server checks the client 
control centre identifier provided in the association request to ensure that a Bilateral Agreement exists 
with that remote control centre.
The TASE.2 formal model defines the general access control requirements for TASE.2. See 5.2.1 for details.

5.1.2.1 General Validity Check

For any operations used by the TASE.2 client on any data objects or data sets after the association has been 
established, if the TASE.2 server is using an access control mechanism, it shall check to ensure that all 
identifiers referenced in the operation are valid and covered under the Bilateral Agreement. This is called 
the general validity check and it applies to all TASE.2 object types.
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5.1.2.2 Data Value Object Access Control

In addition to the general access control requirements, the Bilateral Table shall contain for each Data 
Value object:

a) a method for retrieving the data values which correspond to the data identifier;
b) the parameters which define the maximum exchange rate and security of the object.

In addition to the general validity check, any operation used by the TASE.2 client to access Data Value 
objects shall be checked by the TASE.2 server to ensure that the parameters of the operations (e.g. time 
intervals, etc.) conform to the agreed to performance parameters for all referenced data identifiers.

5.1.2.3 Data Set Object Access Control

There are no additional access control requirements for Data Set objects.

5.1.2.4 Account Object Access Control

There are no additional access control requirements for Account objects.

5.1.2.5 Information Message Access Control

There are no additional access control requirements for Information Message objects.

5.1.2.6 Transfer Set Object Access Control

There are no additional access control requirements for Transfer Set objects.

5.1.2.7 Device Object Access Control

Every Device object that is visible via TASE.2 shall be included in the Bilateral Table along with its access 
control specification. In addition to the general access control requirements, the Bilateral Table shall 
contain for each Device object:

a) a mapping, if required, between the identifier of the device and the actual device;
b) a value to use for the CheckBackID attribute in response to the Select operation;
c) a value for the Timeout attribute.

In addition to the general validity check, any operation used by the TASE.2 client to access Device objects 
shall be checked by the TASE.2 server to ensure that the Device operation is performed within the Timeout 
attribute of the Device object.

5.1.2.8 Program Object Access Control

In addition to the general access control requirements, the Bilateral Table shall contain for each Program 
object:

a) a mapping, if required, between the program identifier and the internal identifier and system location 
of the program;
b) the list of Program operations allowed on the program.

In addition to the general validity check, any operation used by the TASE.2 client to access Program objects 
shall be checked by the TASE.2 server to ensure that the Program operation requested is allowed as 
specified in the Bilateral Table.

5.1.2.9 Event Enrollment Object Access Control

There are no additional access control requirements for Event Enrollment objects.

5.1.2.10 Event Condition Object Access Control

There are no access control requirements for Event Condition objects.

5.1.3 Data Value Objects and Services

Data Value objects are used to represent the values of control centre data objects. Data Value objects may 
be any control elements including, but not restricted to: points (analogue, digital, control), or data 
structures. These real elements are invisible to the TASE.2 user, and only accessible to remote control 
centres through the Data Value objects in the VCC. Data Value objects exist as part of the implementation 
of the control centre. They may also represent a value present in another VCC.
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There are four TASE.2 operations defined for use with Data Value objects: Get Data Value, Set Data Value, 
Get Data Value Names, and Get Data Value Type. There are no TASE.2 actions for Data Value objects. All 
operations on Data Value objects shall be checked for access control permissions by the TASE.2 server. 
See 5.2.5 and 7.1.2 for more details.

5.1.4 Data Set Objects and Services

Data Set objects are ordered lists of Data Value object identifiers maintained by a TASE.2 server. These 
objects may be created by a TASE.2 server with or without a request to do so by a TASE.2 client. The Data 
Set object allows a simple, consistent view of the data by the client control centre, independent of the local 
storage mechanisms, locations and formats used within the server control centre.
Six TASE.2 operations are defined for manipulating Data Sets objects: Create Data Set, Delete Data Set, 
Get Data Set Element Values, Set Data Set Element Values, Get Data Set Names, and Get Data Set 
Element Names. There are no TASE.2 actions for Data Set objects. Data Set objects may be referenced 
within Transfer Set objects to allow for more complex data transfer mechanisms. See 5.2.6 and 7.1.2 for 
more details.

5.1.5 Account Objects and Services

Account objects are used to represent information on interchange scheduling and general accounting 
information. A schedule is a term that is generally used to refer to an amount of energy transferred from 
one system to another on a periodic basis. In this standard, exchanging schedules has been expanded to 
include the exchange of any periodic or profile data for control centre energy management. Thus, 
exchanging schedules also means exchanging generation, actual interchange, loads, price, information, 
memo accounts, and stream flow data. The Transfer Account object models to meet these requirements are 
defined in detail in IEC 60870-6-802. There are no TASE.2 operations for these objects. For Transfer 
Account objects, TASE.2 uses Transfer Set objects and services for exchanging data by reporting schedules 
and accounts under conditions set by the client control centre. In addition, the Query service may be used 
to retrieve a particular set of schedule or account data.

5.1.6 Information Message Object and Services

The TASE.2 protocol includes an Information Message object for sending text or other data to an 
application at a remote control centre. An Information Message object consists of a header portion 
(identifying the source and purpose of the message) and an InfoStream portion, which contains the body of 
the message. The InfoStream is not limited to printable characters. The remote TASE.2 instance is 
responsible for checking the access control permissions to verify that the named Information Message 
object is defined in the Bilateral Table, and if it is, then delivering the message to the appropriate real 
destination. The mapping required to do this is an implementation issue local to the receiving 
implementation.
There are no TASE.2 actions for Information Message objects. For Information Message objects, TASE.2 
uses Transfer Set objects and services for exchanging data by reporting messages (text or binary) based on 
conditions at the server.

5.1.7 Transfer Set Objects and Services

Some TASE.2 objects, such as Data Sets, a time series of a single Data Value, and Transfer Accounts, may 
be transferred in a more complex scheme in which these objects are set up to be reported periodically, on 
change of object states, or in response to particular server events. Even further, a critical data report 
mechanism has been defined which requires a confirmation to be sent by the TASE.2 client back to the 
TASE.2 server when the data has been successfully processed, including delivery to some other final 
destination in the client’s control centre. The TASE.2 Transfer Set objects were designed to allow for the 
implementation of these more complex data transfers.
There are four different types of Transfer Sets: Data Set Transfer Sets, Time Series Transfer Sets, Transfer 
Account Transfer Sets and Information Message Transfer Sets. Data Set Transfer Sets include the data 
values of a single Data Set. Time Series Transfer Sets include the data values of a single Data Value object 
at different times as specified by a single time interval. Transfer Account Transfer Sets include all of the 
data in all of the Transfer Account objects. Information Message Transfer Sets are used to transfer 
arbitrary text strings and binary encoded data.
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Each Transfer Set object contains a set of transmission parameters which define under what conditions the 
data values shall be transmitted from the TASE.2 server to the TASE.2 client. These transmission 
parameters and transfer conditions vary, and depend upon what kind of data is being transferred. For 
example, Data Set objects have transfer conditions which include interval timeout, value change, an 
integrity time out, or at operator request. The Data Set transmission parameters include start time, a 
report interval, an integrity check, a critical, report indication, and a report by exception condition which 
informs the server to only include changed values in the report, and whether or not the data requires 
confirmation.
An event condition buffering timer is also included which informs the server to wait for some time interval 
after an initial event condition occurs, combining subsequent occurrences of event conditions for that Data 
Set Transfer Set object during the time interval into a single report. Time Series Transfer Sets and 
Transfer Account Transfer Sets have different transmission parameters and transfer conditions than do 
Data Set Transfer Sets. Information Message Transfer Sets do not contain either transmission parameters 
or transfer conditions, as these are application specific. See the formal model for Transfer Set objects for a 
more complete description of these Transfer Sets.
Also associated with each Transfer Set object is a corresponding set of reception parameters which define 
what type of processing shall be done whenever the data is received by the TASE.2 client. Reception 
parameters are created and used only by the TASE.2 client, and do not need to be transmitted, since they 
affect only the client control centre. The implementation of reception parameters and reception processing 
is a local issue and outside the scope of this standard2).
The Transfer Set object operations defined within TASE.2 are Start Transfer, Stop Transfer, Get Next 
DSTransfer Set Value, Get Next TSTransfer Set Value. The TASE.2 client sends a Start Transfer 
indication to the TASE.2 server with the transfer conditions, and the TASE.2 server then enables the 
appropriate Transfer Set object. A Stop Transfer indication is sent by the TASE.2 client to disable a 
Transfer Set object. The last two operations provides the TASE.2 client with the name of an available 
Transfer Set object for Data Set Transfer Set objects and Time Series Transfer Set objects, respectively.
In addition to the TASE.2 operations, there are two TASE.2 actions defined: Condition Monitoring and 
Transfer Report. The Condition Monitoring action is performed by the TASE.2 server whenever one or 
more Transfer Set objects have been enabled by the TASE.2 client, and one or more conditions have 
occurred which satisfy conditions in one or more of these Transfer Sets. The TASE.2 server shall monitor 
each of the conditions specified in the transmission parameters of all of the enabled Transfer Sets. When 
any of the conditions occur, the server initiates a Transfer Report action, described next, for all Transfer 
Set objects specifying that condition.
The Transfer Report action is used by a TASE.2 server to report back to the client the values for a Data Set 
object, a time series of a single Data Value object, a Transfer Account object referenced by a Transfer Set 
object whose conditions for transfer have occurred, or an Information Message. Attributes of the Transfer 
Set object set by the client inform the server of the appropriate mechanism to use in formatting the report. 
Based on the transmission parameters of the Transfer Set object, the server may be required to block the 
report (i.e., use a special encoding for the values).
Figure 5 summarizes the relationships between the objects to transfer and Transfer Reports. The Transfer 
Reports are created by the TASE.2 server and sent to the TASE.2 client when a pre-defined condition 
occurs involving an object identified by a Transfer Set object. The TASE.2 server monitors the conditions 
for all enabled Transfer Set objects. Transfer Reports have the new data values for the associated Data 
Value objects. See 5.2.9 and 7.1.4 for more details.

2) Some examples of reception processing are: 
— storage of the received data into the control centre data base;
— initiation of alarm processing for those data points whose received state warrants it;
— general messaging to the operator for logging purposes;
— local action to handle error condition of expected data values not received;
— delivery of the data to some other local application;
— invocation of some local program to process the incoming data values;
— update some local device.
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The TASE.2 server keeps track of which Transfer Set objects are available, i.e., not yet enabled, and which 
are not available. For Data Set and Time Series Transfer Set objects, the VCC maintains a pool of names. 
When a TASE.2 client wishes to use a Transfer Set object for a Data Set or Time Series, it requests a name 
from the TASE.2 server. The TASE.2 server returns a name from the pool of names if there is one available. 
There are two TASE.2 operations used to do this: Get Next DSTransfer Set Value and Get Next TSTransfer 
Set Value. They shall retrieve the identifier of the next unused (not enabled) Transfer Set object for a Data 
Set or a Time Series, respectively. When a TASE.2 client disables a Transfer Set object by issuing a Stop 
Transfer, the name of the Transfer Set object gets put back into the pool of available names by the TASE.2 
server. The data associated with any Transfer Set object that has its name in the available pool of names 
shall be considered invalid by the TASE.2 client.

5.1.8 Common Data Transfer Mechanisms

The following mechanisms are commonly used to exchange data between control centres:
a) One Shot Data
b) Periodic Data
c) Event Data
d) Exception Data

These mechanisms are performed using one or more of the TASE.2 operations.

Figure 5 — Transfer Reporting Mechanism
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5.1.8.1 One Shot Data

One Shot Data mechanisms are used to transfer data immediately, typically on behalf of a control centre 
application such as a State Estimator. The TASE.2 client requests the server to send the current value of 
one or more objects by using an appropriate “Get” operation associated with the particular object type. The 
TASE.2 server simply responds with the data values.

5.1.8.2 Periodic Data

Periodic Data mechanism is used to transfer a set of control centre object values within a strict time 
interval. For Data Sets, the TASE.2 client implements this mechanism by first invoking the Create Data 
Set operation and specifying a new Data Set object identifier and the list of Data Value objects whose values 
are to be transferred. This first step may not be necessary if the Data Set object has already been created 
by the TASE.2 server (i.e., by being predefined). For Data Sets, a time series of a single Data Value and 
Transfer Accounts, the client then chooses a Transfer Set object to control the exchange and invokes the 
Start Transfer operation, specifying the object identifier and the Transfer Set object to use, together with 
the proper transmission parameters. The TASE.2 server reports the values of the objects as requested until 
the Periodic Data operation is disabled by the TASE.2 client (Stop Transfer operation), or until the TASE.2 
server terminates (for example, on reconfiguration or system maintenance).

5.1.8.3 Event Data

The Event Data mechanism is the same as Periodic Data mechanism except that the data values are 
transferred from the server to the client every time any one of a set of event conditions occurs at the server 
control centre. The TASE.2 client sets up Event Data mechanism using the same operations as in Periodic 
Data, but specifies any combination of event conditions within the transmission parameters. Some 
examples of event conditions are:

a) change in any of the status points in the Data Set object;
b) analogue limit or deadband violation for any of the analogue points in the Data Set object;
c) status or analogue data quality change for any of the points in the Data Set object (e.g., from normal 
quality to out-of-service);
d) operator request at the TASE.2 server control centre;
e) other agreed-upon external events.

If requested by the client, these event conditions may be buffered over a specified time interval so that a 
quickly occurring sequence of event conditions (for example a series of related data points which change 
together but not quite simultaneously) can be made to cause only a single transfer.

5.1.8.4 Exception Data

The Exception Data mechanism is the same as Periodic Data except that only the data values which have 
changed since the last report are included in a report. A change implies a status change, an analogue value 
changing by more than its deadband, or a quality state change. The transmission parameters for a Data 
Set object used in the Exception Data exchange mechanism may include an integrity check time interval. 
This interval specifies a reporting interval at which the TASE.2 server shall report all values in the Data 
Set object regardless of their changed status. It is the client’s responsibility to retrieve the initial values (as 
One Shot Data) if no integrity scan is used.

5.1.9 Special Transfer Objects and Services

Four object models are defined for use with Transfer Reports to convey information about the Transfer 
Report generation process. They are:

a) Transfer Set Name — The name of the Transfer Set object which caused the Transfer 
Report.

b) Transfer Set Conditions — A bitstring indicating which Transfer Condition(s) triggered the 
transfer.

c) Transfer Set Time Stamp The time of generation of the Transfer Report.

d) Transfer Set Event Code — If OtherExternalEvent condition, this integer indicates the 
external event which caused the transmission.
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If these objects are included in a Data Set object, they cause all Data Set Transfer Reports generated for 
that Data Set object to automatically include the information. These objects are optional for Time Series 
Transfer Reports. Transfer Set Conditions and Transfer Set Time Stamp are required for Transfer Account 
Transfer Reports. See subsequent clauses on Transfer Sets for more information on Transfer Report 
generation and the use of these objects.

5.1.10 Device Objects and Services

Within the TASE.2 model, there are two distinct classes of controllable devices: Direct-Control (NonSBO) 
and Select-Before-Operate. The TASE.2 Device object is used to represent both. Direct Control Device 
objects may be operated on by the TASE.2 client at any time, subject to access control rights. Any device 
locking, tag checking, or integrity checking is performed invisibly by the TASE.2 server or other 
applications within the server control centre. The TASE.2 server notifies the TASE.2 client on device 
failure or success. Select-Before-Operate Device objects require the TASE.2 client to select the Device 
object before attempting to operate on it. The server shall check if the Device object is available and 
operable, and return success or failure of the client’s select required depending upon the Device object’s 
state.
Each instance of either Device type may have a Tag associated with it. Tags are usually used to prevent 
operation of a device.
The TASE.2 operations for Device objects are: Select, Operate, Get Tag Value, and Set Tag Value. The 
Select operation is used to request the selection of an SBO Device object only. It is not used for non-SBO 
Device objects. Operate is used to send a command to a Device Object in order to execute a function. The 
Get and Set Tag Value operations are used to read and write the current Tag value for a device.
Together with the success or failure indication, the response to a Select operation also includes an arbitrary 
value set by prior agreement between the control centres which may be used by the client to assure the 
identity of the device selected. Availability is checked both in terms of access control and in terms of not 
being selected by any other application. Device objects have two states: ARMED and IDLE. A Device object 
is IDLE if it has not been selected. When it is selected, it changes to the ARMED state. It remains in the 
ARMED state until either the TASE.2 client issues an Operate request, a timeout occurs (i.e., the TASE.2 
client fails to issue an Operate request within a previously agreed upon time period), or until the Select is 
pre-empted by some local action3) such as tagging.
The Operate request includes a command for the Device object. The operation of the device is verified by 
the TASE.2 server to the TASE.2 client by a positive or negative response. A positive response to the 
Operate request indicates that the device received the command, but does not indicate if the command 
executed successfully. A TASE.2 action, explained in the next paragraph, provides this information. A 
negative response to the Operate request indicates that the device did not receive or accept the command.
The TASE.2 actions for Device objects are: Timeout, Local Reset, Success, and Failure. The Timeout action 
is used by the TASE.2 server to signal that the Device object has timed out of the ARMED State and is 
changing back into the IDLE State. If a timeout occurs (or any other action), the Device object is deselected 
and the TASE.2 client is notified through this action. Local Reset is used by the TASE.2 server to signal 
that the Device object state has been moved from the ARMED State to the IDLE State as a result of some 
local action. The Success action is used by the TASE.2 server to signal that an Operate operation has 
successfully completed. The Failure action is used by the TASE.2 server to signal that an Operate operation 
has failed.
Within the TASE.2 model, the physical device need not, and typically will not, reside on the same system 
as the TASE.2 server. The TASE.2 server implementation of Operate will typically involve interaction with 
other control centre functions to actually select and operate the real device.

3) An example of communications to interlocked device control mechanisms is found in draft No. 3 of PC37.107 IEEE Standard 
for Digital Protective Relay Interfaces. That document provides a framework for distributed processing systems intended for 
protection and control of substations used in transmission and distribution. These stations utilize protective relaying equipment 
that detect power system faults reliably within a fraction of a power frequency cycle and respond by opening the appropriate 
power circuit-breakers to isolate the faulted circuit or piece of equipment. The control system for such stations must provide a 
secure environment for operators and maintenance personnel and to avoid undesired power outages. The TASE.2 interlocked 
device control mechanism allows devices within a substation to be controlled by a remote control centre, via the control centre 
that models the interlocked device and has direct access to either the substation computer or device. Pre-emptive rights are 
retained at the owning Control Centre’s substation.
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5.1.11 Program Objects and Services

TASE.2 allows a client to manipulate a program invocation at the server control centre. A Program object 
is used to represent a program invocation as defined by MMS. For all Program object operations, the 
program invocation name and the specific operation requested shall be in the Bilateral Agreement between 
the control centres. The TASE.2 Program object operations manipulate the state of the program invocation 
at the server control centre. The state descriptions included below are informative and are included to give 
the reader a high-level understanding of the MMS model. Refer to ISO/IEC 9506-1 for the definitive 
description of the Program Invocation Model.
There are six TASE.2 operations for Program objects: Start, Stop, Resume, Reset, Kill, and Get Program 
Attributes. Except for Get Program Attributes, each of these operations causes a Program object to change 
from one state to another. Program objects have the following states: IDLE, RUNNING, STOPPED, and 
UNRUNNABLE. Start changes the Program object state from IDLE to RUNNING. Stop changes the 
Program object state from RUNNING to STOPPED. Resume changes the Program object state from 
STOPPED to RUNNING. Reset changes the Program object state from the STOPPED state to the IDLE 
state or the UNRUNNABLE state depending upon the value of the Reusable attribute of that Program 
object. If the Reusable attribute is TRUE, then the Program object state shall change to IDLE. If the 
Reusable attribute is FALSE, then the Program object state shall change to UNRUNNABLE. Kill changes 
the Program object state to UNRUNNABLE.
There are no TASE.2 actions for Program objects.
Other program invocation states are included in the MMS model, and are used to model intermediate states 
that a real program invocation may traverse. They are STARTING, STOPPING, RESUMING and 
RESETTING.
Within the TASE.2 model, the remote program invocation need not reside on the same system as the 
TASE.2 server. The TASE.2 server of the remote program invocation may have to interact with other 
control centre functions to actually perform operations on the program invocation. This is a local matter. 
From the point of view of the TASE.2 client, the actual physical location of the remote program invocation 
may not be known.

5.1.12 Event Enrollment Objects and Services

TASE.2 uses event conditions at the server control centre to indicate when a particular data error has 
occurred, or when a device state has changed. When one of these situations happens, the TASE.2 server 
notifies the TASE.2 client. For a TASE.2 client to indicate to a TASE.2 server that it wants to be notified 
of a particular event condition, it needs to first enroll in the event. There is one object model associated with 
TASE.2 event enrollments: Event Enrollment. An Event Enrollment object designates the name of a 
TASE.2 client who requires a notification when event conditions have occurred, and includes the name of 
an Event Condition.
The TASE.2 operations for Event Enrollment objects are: Create Event Enrollment, Delete Event 
Enrollment, and Get Event Enrollment Attributes. There are no TASE.2 actions for Event Enrollment 
objects.

5.1.13 Event Condition Objects and Services

TASE.2 uses event conditions at the server control centre to indicate when a particular data error has 
occurred, or when a device state has changed. When one of these situations happens, the TASE.2 server 
notifies the TASE.2 client. Event Condition objects are predefined. There are no TASE.2 operations for 
Event Condition objects. There is one TASE.2 action for Event Condition objects: Event Notification.

5.2 Formal TASE.2 Model Description

The interaction between applications in different utility control centres takes place between 
communicating peers in support of the exchange of control information, monitoring information, or both. 
During the lifetime of any instance of a communications link or application association, a real system may 
adopt the client role, the server role, or both. This specification places no restrictions on the behaviour of a 
client, other than the implied requirement that the system acting in the client role be capable of issuing 
appropriate requests and receiving responses.
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This clause specifies the model of a Virtual Control Centre, VCC. The model is an abstract description of 
those elements and resources in a control centre that are involved in communications between control 
centres, (i.e. inter-control centre communication) and the behaviour associated with managing the 
elements and resources. Since real control centres are also involved in intra-control centre 
communications, there are additional elements that exist for this. The model for these elements is not 
included in this standard.
A control centre exists at a supervisory level of control. As such, it contains objects that are its 
representation of other objects in the utility, such as the values of breakers. While some of the objects in 
the control centre are linked to other objects in the utility, they have different object classes. In addition, 
there are other objects that are unique to the control centre itself, such as schedules.
A typical control centre has a variety of software applications running on one or more processors, such as 
SCADA/EMS, DSM/Load Management, and Operator Stations. The VCC represents the entire collection 
of these real objects as a virtual model that can perform services for another control centre. There are many 
different implementation architectures that can perform the functions specified for control centre objects. 
The mapping from the real data elements to the abstract services is a function that shall be provided in any 
real implementation. However, the details of the mapping is a local issue and beyond the scope of this 
standard. Figure 6 shows the relationship between real control centres, the TASE.2 client and server, and 
the VCC.

The VCC model consists of the following:
Association object model and services
Bilateral Table object model (no services defined)
Data Value object model and services
Data Set object model and services
Transfer Account object models
Information Message object models

Figure 6 — Relationship between TASE.2 and Real Control Centres
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Transfer Set object models (DSTransfer Set, TSTransfer Set, TATransfer Set, and IMTransfer Set) and 
services
Special Transfer object models (no services defined)
Device object model and services
Program object model and services
Event Enrollment object model and services
Event Condition object model and services

Depending upon its purpose, function, and connectivity, a control centre may communicate with more than 
one client control centre. These communications are governed by a Bilateral Agreement that exists between 
two control centres. Whatever restrictions exist in the Bilateral Agreement shall affect the way TASE.2 
objects are managed within the VCC. As seen from Figure 6, the VCC may contain instances of any of the 
TASE.2 object models. Some object models are required to have one instance, such as the Next Transfer 
Set object model.
Some object models are defined to permit their instances to have a global scope, in that their instances may 
and could contain information that is relevant to more than just one other control centre. This global scope 
is defined as VCC-specific scope, e.g. a TASE.2 object instance shall have a VCC-specific scope if more than 
one client control centre needs to access it.
Other object models describe data and resources that have relevance to only one client control centre. 
Therefore, instances of these object models have a more limited scope. This scope, with relevance to only 
one client control centre, is called ICC-specific scope.
Some object models are defined to have either scope, i.e., their instances may have either VCC-specific or 
ICC-specific scope. In this case, the scope of a particular instance of the object model is determined by the 
applications used by the two control centres. The scope of an object only implies its relevance to one or more 
control centres. Scope has no implication regarding access control on the object instances.
A TASE.2 client is required to handle object models that have either a VCC-specific or ICC-specific scope. 
In all cases, the object model names are the network names of server data elements.
Table 1 indicates the scope of the object models in the VCC. 

Table 1 — Scope of the object models in the VCC

Regarding the Data Value and the Account object models, there exist object model descriptions in this 
standard not listed in the table above that are described in IEC 60870-6-802. Essentially, the Data Value 
and Account object models are placeholders for object model definitions of more specific real elements such 
as a data point, a control point, an interchange schedule, accounting information or a transfer account. 
Whenever a Data Value or Account object is referenced within this standard, it is meant to represent one 
of the more specific object models defined in IEC 60870-6-802.
Instances of Data Set object models with a VCC-specific scope cannot be created or deleted by a TASE.2 
client. They may be made available by the server for use by clients with the other TASE.2 services.

Object Model VCC-specific ICC-specific

Data Value x x

Data Set x x

Account x

Information Message x

Transfer Set x

Device x x

Program x x

Special Transfer objects x

Event Enrollment x

Event Condition x
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5.2.1 General Access Control Requirements

A Bilateral Table is required if a control centre is going to serve any data values to any other control centre. 
A control centre shall have a Bilateral Table for each remote control centre it serves. The Bilateral Table 
has a conceptual entry for each data object and data set included in the Bilateral Agreement. The Bilateral 
Table object model is defined in 5.2.3. Each attribute in the object model is required to exist in some locally 
defined representation. Each data object specified in the Bilateral Table shall have an identifier which 
uniquely identifies the object.
The Client Control Centre Designation identifies the TASE.2 client control centre which is requesting an 
association with the TASE.2 server control centre. Upon the initiation of the association, the TASE.2 server 
shall check the Client Control Centre Designation that is provided in the association request to ensure that 
a Bilateral Agreement exists with this particular control centre. If one exists, the TASE.2 server shall 
continue with further checks in the association establishment process as explained in 7.1.1. If it does not 
exist, then the TASE.2 server shall refuse the association request.
The List of Application References in the Bilateral Table are the Application References that are identified 
with the control centre designated in the Client Control Centre Designation. For TASE.2, each Application 
Reference maps to a unique AE-title. See 6.2.3 for more details.
Upon the initiation of the association, after the TASE.2 server has checked the validity of the Client Control 
Centre Designation, it shall check the List of Application References in that particular client control centre 
Bilateral Table to ensure that the Application Reference provided in the association request is on the list. 
If it is on the list, the TASE.2 server shall continue with further checks in the association establishment 
process as explained in 7.1.1. If it is not on the list, then the TASE.2 server shall refuse the association 
request.

5.2.2 Association Management

Communication between a TASE.2 client and server takes place in a connection oriented manner over a 
reliable transport. There are three operations utilized for maintenance of this connection: Associate, 
Conclude, and Abort. This standard makes no restrictions on the number of associations that can exist 
between a TASE.2 client and a TASE.2 server. A TASE.2 server may limit these based on its capabilities.

5.2.2.1 Association Object Model

Association Identifier
This attribute uniquely identifies the association with the TASE.2 server.
Application Reference
This attribute uniquely identifies the TASE.2 client Application Process (AP) and Application Entity (AE) 
with which the TASE.2 server has an association.
QOS
This attribute identifies the various aspects of Quality of Service used in the network layer. This attribute 
is specific to this association only.
Supported Features
The Supported Features attribute identifies the Building Blocks (see clause 9) supported in the TASE.2 
server.

Model: Association
Key Attribute: Association Identifier
Attribute: Application Reference
Attribute: QOS
Attribute: Supported Features
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5.2.2.2 Associate Operation

This operation shall establish the connection between a TASE.2 client and TASE.2 server. Only TASE.2 
clients are permitted to initiate this operation. When two TASE.2 users are capable of being both a client 
and a server, the side to initiate the associate operations shall be designated by prior agreement. The 
TASE.2 user defined to initiate associations shall attempt to initiate each association on start up and after 
any loss of connection. The TASE.2 client, following an Abort, may try to establish the associations at an 
alternate address. Implementations may have more than one association between two TASE.2 users to 
keep the information flowing from one to the other separate.
Additionally, with multiple associations, implementations may have a TASE.2 user act only as a TASE.2 
client or TASE.2 server, or act as both. All TASE.2 implementations shall be able to act as either a TASE.2 
client or a TASE.2 server over a single association, and may optionally act as both.
If an access control mechanism is being used, the TASE.2 server shall perform the actions described in the 
general access control requirements defined in this standard for establishing as association.
Once the association is established, and prior to issuing any other TASE.2 operations, the TASE.2 client 
(or both, if both act as a client during the association) shall read the Bilateral Table Version attribute and 
the TASE.2 Version attribute of the Bilateral Table at the TASE.2 server, and the Supported Features 
attribute of the Association object at the TASE.2 server. The order in which these attribute values are read, 
and whether or not they are interspersed with the following checks are outside of the scope of this standard.
The TASE.2 client shall compare the returned value of the Bilateral Table Version attribute with the value 
of its version identifier established in the Bilateral Agreement between the two corresponding control 
centres. If these values are not identical, the TASE.2 client shall issue a Conclude operation and perform 
no further Associate operations until the conflict is resolved. If these values are identical, then the TASE.2 
client shall compare the value of the TASE.2 Version attribute returned by the TASE.2 server with the 
TASE.2 Version identifier established in their Bilateral Agreement. If the TASE.2 Version Number values 
do not match, the TASE.2 client shall issue a Conclude operation and perform no further Associate 
operations until the conflict is resolved. The TASE.2 client shall not, during the lifetime of this association, 
attempt to use any TASE.2 operation which is not included in the returned value of the TASE.2 server’s 
Supported Features attribute.
For any operations used by the TASE.2 client on any data objects after the association has been 
established, if the TASE.2 server is using an access control mechanism, it shall perform the general validity 
check to ensure that all identifiers referenced in the operation are valid and covered in the Bilateral Table.
If a request for an association is received by a TASE.2 implementation from a peer control centre where the 
receiving implementation was designated as the TASE.2 association initiator with the peer, then the 
TASE.2 implementation shall refuse the connection.

5.2.2.3 Conclude Operation and Action

This operation shall bring about a graceful close to the connection. Either the client or the server may 
terminate an association using Conclude, making it both an operation and an action. Conclude is only used 
when one of the TASE.2 instances is being shut down or reconfigured. Conclude shall cause the underlying 
ACSE connection to be closed, and the TASE.2 client shall attempt to re-establish an association.

5.2.2.4 Abort Operation and Action

This operation shall bring about an abrupt termination of the connection. It shall be used when attempts 
to bring a graceful close fail and it is necessary to terminate the connection. Associations shall be aborted 
in response to failures in the underlying communications mechanism. Associations may also be aborted due 
to violations of the MMS protocols. Either the client or the server may terminate an association using 
Abort, making it both an operation and an action. Aborted connections are reported to associated 
applications or applications management functions in the control centres. The TASE.2 client shall attempt 
to re-establish an association.

5.2.3 Bilateral Tables

A Bilateral Table object is the representation of a Bilateral Agreement between two control centres. It 
contains information on which objects in the VCC can be accessed and which operations shall be permitted 
on those objects. The Bilateral Table has an object model but does not have any operations or actions 
defined for it within this specification.
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5.2.3.1 Bilateral Table Object Model

Client Control Centre Designation
The Client Control Centre Designation attribute identifies the TASE.2 client control centre for which the 
Bilateral Table is defined with this TASE.2 server.
Version
The Version attribute identifies a unique version of the Bilateral Table. If any changes are made to a 
Bilateral Table, then a new unique value for this attribute shall be generated.
TASE.2 Version
The TASE.2 Version attribute identifies a unique version of TASE.2. See 8.2.3 for the value of this attribute 
corresponding to this version of the TASE.2 specification.
Domain Name
The Domain Name attribute is the name of the TASE.2 Domain.
List of Application References
The List of Application References attribute indicates those TASE.2 client Application Processes and 
Application Entities which are permitted to establish associations with the TASE.2 server for which the 
Bilateral Table is defined. All Application References shall indicate the same client control centre, and it 
shall be the one indicated in the Client Control Centre Designation attribute:
List of Association Objects
This attribute indicates those Association objects that are defined for the remote control centre identified 
by the Client Control Centre Designation attribute.
List of Data Value Objects and Access Control Specifications
This attribute indicates those Data Value objects and access permissions that are defined for the remote 
control centre identified by the Client Control Centre Designation attribute.
List of Data Set Objects and Access Control Specifications
This attribute indicates those Data Set objects and access permissions that are defined for the remote 
control centre identified by the Client Control Centre Designation attribute.
List of Information Message Objects and Access Control Specifications
This attribute indicates those Information Message objects and access permissions that are defined for the 
remote control centre identified by the Client Control Centre Designation attribute.
List of Transfer Account Objects and Access Control Specifications
This attribute indicates those Transfer Account objects and access permissions that are defined for the 
remote control centre identified by the Client Control Centre Designation attribute.

Model: Bilateral Table
Key Attribute: Client Control Centre Designation
Attribute: Version
Attribute: TASE.2 Version
Attribute: Domain Name
Attribute: List of Application References
Attribute: List of Association Objects
Attribute: List of Data Value Objects and Access Control Specifications
Attribute: List of Data Set Objects and Access Control Specifications
Attribute: List of Information Message Objects and Access Control Specifications
Attribute: List of Transfer Account Objects and Access Control Specifications
Attribute: List of Transfer Set Objects and Access Control Specifications
Attribute: List of Device Objects and Access Control Specifications
Attribute: List of Program Objects and Access Control Specifications
Attribute: List of Event Enrollment Objects and Access Control Specifications
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List of Transfer Set Objects and Access Control Specifications
This attribute indicates those Transfer Set objects and access permissions that are defined for the remote 
control centre identified by the Client Control Centre Designation attribute.
List of Device Objects and Access Control Specifications
This attribute indicates those Device objects and access permissions that are defined for the remote control 
centre identified by the Client Control Centre Designation attribute. Associated with each device is a value 
to be returned when that device is selected.
List of Program Objects and Access Control Specifications
This attribute indicates those Program objects and access permissions that are defined for the remote 
control centre identified by the Client Control Centre Designation attribute.
List of Event Enrollment and Access Control Specifications
This attribute indicates those Event Enrollment objects and access permissions that are defined for the 
remote control centre identified by the Client Control Centre Designation attribute.
See the clauses for the corresponding object model definitions. The VCC shall contain an Event Condition 
object named “Access_violation” which can be optionally signalled whenever there is an access violation on 
any of the VCC objects.

5.2.4 List of Access Control Specification

Many of the object models have a List of Access Control Specification attribute. This attribute is a list of 
Access Control Specification, i.e. access control information, which specifies the operations permitted on an 
instance of the object by the remote TASE.2 users. There shall be an Access Control Specification for each 
TASE.2 client that has (or intends to have) one or more associations with the TASE.2 server. There shall 
not be more than one Access Control Specification for any TASE. 2 user. Access Control Specification is 
modelled as follows:

For every TASE.2 client, there is a List of Permitted Access for every TASE.2 object in the TASE.2 server 
VCC. It indicates whether or not the object is visible to the TASE.2 client, and which services may be 
performed on the object by the TASE.2 client. This attribute is further defined in the clause for the object 
models that have a List of Access Control Specification attribute.
The List of Access Control Specification, Access Control Specification, and the List of Permitted Access are 
not mapped to any MMS Named Variables or MMS Named Types. Their implementation is a local matter.

5.2.5 Data Values

A generic object model for data values is described below. It is used only for descriptive purposes for this 
standard. However, a set of standardized TASE.2 object model definitions for data values is included in 
IEC 60870-6-802. Data Value objects are instances of either an IndicationPoint or a 
ProtectionEquipmentEvent object as described in that section.
The operations for Data Values objects are Get Data Value, Set Data Value, Get Data Value Names, and 
Get Data Value Type. There are no actions for Data Value objects.

5.2.5.1 Data Value Object Model

Data Value Name
The Data Value Name attribute uniquely identifies the Data Value with either VCC-specific or ICC-specific 
scope.
List of Access Control Specification
The List of Access Control Specification attribute is a list of access control information which specifies the 
operations permitted on this object by TASE.2 users. See 5.2.4 for a definition of this attribute. The List of 
Permitted Access for Data Value objects is Visibility, Get Data Value, Set Data Value, and Get Data Value 
Type.

Model: Access Control Specification
Key Attribute: TASE.2 Client Name
Attribute: List of Permitted Access

Model: Data Value
Key Attribute: Data Value Name
Attribute: List of Access Control Specification

Full document details: BS EN 60870-6-503:1998

http://www.avadocuments.com/doc/bs-en-60870-6-503-1998
http://www.avadocuments.com/doc/bs-en-60870-6-503-1998


EN 60870-6-503:1997

© BSI 05-1999 27

The Data Value object will either be an IndicationPoint or ProtectionEquipmentEvent as described in 
IEC 60870-6-802. The specific attributes associated with those objects are described there. In addition, 
vendor specific data types (including arbitrary text or binary coded data) may be included by external 
agreement.

5.2.5.2 Get Data Value Operation

The Get Data Value operation allows a TASE.2 user to obtain the Value attribute of a Data Value object 
from the VCC.

5.2.5.3 Set Data Value Operation

The Set Data Value operation allows a TASE.2 user to set the Value attribute of a Data Value object in the 
VCC.

5.2.5.4 Get Data Value Names Operation

The Get Data Value Names operation allows a TASE.2 user to obtain the list of names of all the Data Value 
objects in the VCC.

5.2.5.5 Get Data Value Type Operation

The Get Data Value Type operation allows a TASE.2 user to obtain the Type attribute for a Data Value 
object in the VCC.

5.2.6 Data Sets

A Data Set represents a grouping of Data Values for singular operations by a TASE.2 user. Data Sets allow 
for convenience in access by a TASE.2 user. With one operation, a TASE.2 user may perform an operation 
on one or more Data Value objects. While this capability is also provided by Data Value operations, a Data 
Set permits this to be specified by a singular name.
The Data Set object operations are: Create Data Set, Delete Data Set, Get Data Set Element Values, Set 
Data Set Element Values, Get Data Set Names, and Get Data Set Element Names. There are no Data Set 
object actions.

5.2.6.1 Data Set Object Model

Data Set objects may have either a VCC-specific or ICC-specific scope. Data Set objects may contain the 
Transfer Set Name, DSConditions Detected, Event Code Detected, and the Transfer Set Time Stamp 
attributes, as well as the List Of Data Value Objects, and List Of Access Control Specification Attributes.
Data Set Name
This attribute uniquely identifies the Data Set.
Data Set Scope
This attribute specifies either VCC-specific or ICC-specific scope.
Transfer Set Name
At the time of reporting, this attribute uniquely identifies the Transfer Set with which the Data Set is 
associated.
DSConditions Detected
At the time of reporting, this attribute uniquely identifies the conditions that caused the generation of the 
report. See 5.2.6.1.1 for a description of this attribute.

Model: Data Set
Key Attribute: Data Set Name
Attribute: Data Set Scope (VCC-specific, ICC-specific)
Attribute: Transfer Set Name OPTIONAL
Attribute: DSConditions Detected OPTIONAL
Attribute: Event Code Detected OPTIONAL
Attribute: Transfer Set Time Stamp OPTIONAL
Attribute: List Of Data Value Objects
Attribute: List of Access Control Specification
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Event Code Detected
At the time of reporting, this attribute uniquely identifies the event code that caused the generation of the 
report. This attribute shall only be considered valid if the OtherExternalEvent condition is set in the 
DSConditions Detected object.
Transfer Set Time Stamp
At the time of reporting, this attribute specifies the time the Transfer Report was generated at the TASE.2 
server.
List of Data Value Objects
The List of Data Value objects attribute is an ordered list of names of Data Value objects.
List of Access Control Specification
The List of Access Control Specification attribute is a list of access control information which specifies the 
operations permitted on this object by TASE.2 users. See 5.2.4 for a definition of this attribute. The List of 
Permitted Access for Data Set objects is Visibility, Delete Data Set, Get Data Set Element Values, Set Data 
Set Element Values, and Get Data Set Element Names.

5.2.6.1.1 DSConditions Detected Object Model

This object model defines the conditions that have been detected which caused a Transfer Report to be sent 
for a Data Set object. 

IntervalTimeOut
At the time of reporting, this attribute indicates whether or not the TASE.2 server sent the report because 
the Interval time arrived.
ObjectChange
At the time of reporting, this attribute indicates whether or not the TASE.2 server sent the report because 
one or more of the objects in the Data Set changed. Possible changes include a change of value, status, or 
the quality flag.
OperatorRequest
At the time of reporting, this attribute indicates whether or not the TASE.2 server sent the report because 
an operator at the TASE.2 server control centre requested it.
IntegrityTimeOut
At the time of reporting, this attribute indicates whether or not the TASE.2 server sent the report of the 
entire Data Set because the Integrity Check time interval expired. This only happens when RBE is true.
OtherExternalEvent
At the time of reporting, this attribute indicates whether or not the TASE.2 server sent the report because 
some other external event condition that is not described in the other conditions became true.

5.2.6.2 Create Data Set Operation

The Create Data Set operation allows a TASE.2 user to create a Data Set object in the VCC. This operation 
shall only be performed on Data Set objects of ICC-specific scope.

5.2.6.3 Delete Data Set Operation

The Delete Data Set operation allows a TASE.2 user to delete a Data Set object in the VCC. This operation 
shall only be performed on Data Set objects of ICC-specific scope.

5.2.6.4 Get Data Set Element Values Operation

The Get Data Set Element Values operation allows a TASE.2 user to obtain the Value attribute of each of 
the Data Value objects identified in the List of Data Value attribute.

Model: DSConditions Detected
Attribute: IntervalTimeOut
Attribute: ObjectChange
Attribute: OperatorRequest
Attribute: IntegrityTimeOut
Attribute: OtherExternalEvent
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5.2.6.5 Set Data Set Element Values Operation

The Set Data Set Element Values operation allows a TASE.2 user to set the Value attribute of each of the 
Data Value objects identified in the List of Data Value attribute.

5.2.6.6 Get Data Set Names Operation

The Get Data Set Names operation allows a TASE.2 user to obtain the list of names for all of the Data Set 
objects in the VCC.

5.2.6.7 Get Data Set Element Names Operation

The Get Data Set Element Names operation allows a TASE.2 user to obtain the name of each of the Data 
Value objects identified in the List of Data Value attribute.

5.2.7 Accounts

There are two types of object for Accounts: Transfer Account objects and Device Outages. There are no 
TASE.2 operations defined for these objects. Transfer Set objects are used to report the values based on 
conditions established by the client. In addition, the Query operation may be used to request particular 
information about a schedule or account.

5.2.7.1 Accounts Models

The models for these objects are defined in IEC 60870-6-802.

5.2.7.2 Query Operation

The Query operation allows the TASE.2 user to request an account based on the account reference number, 
start time, and duration.

5.2.8 Information Messages

The Information Message provides a mechanism which may be used by either a client or server at any time 
to send either text or binary data. The Information Message may be used in a variety of ways, possible 
examples include sending a text message to an application supporting an operator station or historical log. 
Parameters in the Information Message are intended for use in mapping the Information Message to a 
particular application at the receiving site; details of this mapping are a local issue. The TASE.2 
Information Message uses the MMS Named Variable List object and the Information Report service.

5.2.8.1 Information Message Object Model

The Information Message object model is defined as follows: 

Info Reference
The Info Reference attribute uniquely identifies the object with either VCC-specific or ICC-specific scope. 
It is used to identify and/or trigger the processing of the Information Message by applications at the 
receiving system.
Local Reference
The Local Reference attribute specifies a value agreed upon between sender and receiver of the Information 
Message. It further identifies the Information Message.
Messageld
The Messageld attribute is used to identify different instances of an Information Message object.
Size
This is the number of octets of the Info Stream that are valid.
Info Stream
This attribute contains an octet stream of the information being sent. The format and interpretation of the 
contents are locally determined.

Model: Information Message
Key Attribute: Info Reference
Attribute: LocalReference
Attribute: Messageld
Attribute: Size
Attribute: Info Stream
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5.2.9 Transfer Sets

There are four Transfer Set object models: one for a Data Set, one for a time series for a single Data Value 
(i.e., Time Series), one for the entire set of Transfer Accounts, and one for Information Messages. There are 
four operations for Transfer Set objects: Start Transfer, Stop Transfer, Get Next DSTransfer Set Value, and 
Get Next TSTransfer Set Value. There are two actions for Transfer Sets: Condition Monitoring and 
Transfer Report.
Each type of Transfer Set object has an attribute called Status which has two values: ENABLED and 
DISABLED. When the TASE.2 client enables a Transfer Set object, it shall assign values to all of the 
components in the Transfer Set object’s type.
When a Transfer Set object Status is DISABLED, all of the data in the Transfer Set object shall be 
considered to be in an indeterminate state. Furthermore, if the name of the Transfer Set was dynamically 
allocated using either the Get Next DSTransfer Set Value or the Get Next TSTransfer Set Value operation, 
its name shall go back into the pool of available Transfer Set names.
If the name of the Transfer Set was dynamically allocated using either the Get Next DSTransfer Set Value 
or the Get Next TSTransfer Set Value operation, a TASE.2 client shall not issue a Start Transfer operation 
on a Transfer Set object after issuing a Stop Transfer operation.

5.2.9.1 Data Set Transfer Set Object Model

Transfer Set Name
The Transfer Set Name uniquely identifies the Data Set Transfer Set object with an AA-specific scope.
Data Set Name
The Data Set Name identifies a particular Data Set object whose values are being requested by the client.
DSTransmissionPars
This attribute includes all values required to fully specify when and how the TASE.2 server is to send the 
values of the Data Set object. Its object model definition is described in 5.2.9.1.1 and 6.9.1.1.
Association Identifier
The Association Identifier attribute uniquely identifies the association over which the Transfer Report is 
to be sent.
Status
The Status attribute may be either ENABLED (to request that Condition Monitoring action be executed) 
or DISABLED (to cease Condition Monitoring by the VCC).
Event Code Requested
The Event Code Requested attribute indicates which other external event shall trigger the condition. This 
attribute shall be considered valid only when the OtherExternalEvent condition flag is set in the 
DSConditions Requested attribute of the Data Set Transfer Set object.
List of Access Control Specification
The List of Access Control Specification attribute is a list of access control information which specifies the 
operations permitted on this object by TASE.2 users. See 5.2.4 for a definition of this attribute. The List of 
Permitted Access for Transfer Set objects is Visibility, Start Transfer, Stop Transfer, and Get Next 
DSTransfer Set Name.

Model: Data Set Transfer Set
Key Attribute: Transfer Set Name
Attribute: Data Set Name
Attribute: DSTransmissionPars
Attribute: Association Identifier
Attribute: Status (ENABLED, DISABLED)
Attribute: Event Code Requested
Attribute: List of Access Control Specification
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5.2.9.1.1 DSTransmissionPars Object Model

This object model defines the transmission parameters for Data Set Transfer Sets. 

Start Time
Time value for the TASE.2 server to begin the Condition Monitoring. If Start Time is zero, then the TASE.2 
server shall assume it to be its current time and shall begin Condition Monitoring immediately.
Interval
Time interval between TASE.2 server reports. The Interval starts when the Start Time occurs. If RBE is 
false, then the current state of all objects in the Data Set are reported when the Interval expires. If RBE is 
true, then the current state of only the changed objects in the Data Set are reported when the Interval 
expires. If multiple changes occur to the same object during the Interval, then only the final value is 
reported.
TLE4)

Time value for Time Limit for Execution. This is a time that is primarily relevant to the TASE.2 server. It 
is the time interval during which the TASE.2 server has to send the Data Set Transfer Report to the 
TASE.2 client. If the TASE.2 server anticipates that it cannot send the Data Set Transfer Report to the 
TASE.2 client within the TLE time, then it shall not generate the report, and shall discard the data.
Buffer Time
Time interval for buffering the ObjectChange condition before reporting to the TASE.2 client. The Buffer 
Time starts when the first ObjectChange condition occurs. If RBE is false, then the current state of all 
objects in the Data Set are reported when the Buffer Time expires. If RBE is true, then the current state 
of only the changed objects in the Data Set are reported when the Buffer Time expires. If the Buffer Time 
is zero, then a report is generated for each change. If multiple changes occur to the same object during the 
Buffer Time, then only the final value is reported.
integrity Check
Time value for integrity check when IntegrityTimeOut condition is used.
DSConditions Requested
This attribute specifies which conditions shall be monitored by the TASE.2 server. See 5.2.9.1.2 for a 
description of this attribute.
Block Data
A Boolean flag controlling type of Transfer reporting mechanism to be used. True means block the Transfer 
Report.
Critical
A Boolean flag controlling type of Transfer Report acknowledgement. True means that the Transfer Report 
is critical and an acknowledgement from the TASE.2 client back to the TASE.2 server is expected.

Model: DSTransmissionPars
Attribute: Start Time
Attribute: Interval
Attribute: TLE
Attribute: Buffer Time
Attribute: Integrity Check
Attribute: DSConditions Requested
Attribute: Block Data
Attribute: Critical
Attribute: RBE

4) The TASE.2 client may wish to keep track of the time over which a Data Set Transfer Set is considered valid. This has been 
referred to as Time Allowed to Live, or TAL. There are no requirements in the TASE.2 specification for TAL. However, 
implementations may choose to use TAL.
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RBE
A Boolean flag controlling Report By Exception mechanism. True implies that the changed objects are 
reported. The report may occur via two mechanisms: (1) List of only changed object values as a List Of 
Variables; (2) If (1) is anticipated to exceed the negotiated maximum MMS PDU size, then the entire 
Transfer Set may be transferred as a Named Variable List. See 7.1.4.4.2 for more details.
It is the client’s responsibility to retrieve the initial values of the Data Set. If the current time is less than 
the Start Time, then the TASE.2 server shall wait until the Start Time occurs to begin condition 
monitoring. If the current time is past the Start Time, then the TASE.2 server shall begin condition 
monitoring immediately.

5.2.9.1.2 DSConditions Requested Object Model

IntervalTimeOut
This attribute indicates whether or not the TASE.2 server shall send a report when the Interval time 
arrives.
ObjectChange
This attribute indicates whether or not the TASE.2 server shall send a report when any object in the Data 
Set changes. Possible changes include a change of value, status, or the quality flag.
OperatorRequest
This attribute indicates whether or not the TASE.2 server shall send a report when an operator at the 
TASE.2 server control centre requests it.
IntegrityTimeOut
This attribute indicates whether or not the TASE.2 server shall send a report of the entire Data Set when 
the Integrity Check time interval expires. This only applies when RBE is TRUE.
OtherExternalEvent
This attribute indicates whether or not the TASE.2 server shall send a report when any other external 
event condition that is not described in the other conditions becomes true.

5.2.9.2 Time Series Transfer Set Object Model

Transfer Set Name
The Transfer Set Name uniquely identifies the Time Series Transfer Set object with ACC-specific scope.
Data Value Name
The Data Value Name identifies a particular Data Value object whose time series is being requested by the 
client.

Model: DSConditions Requested
Attribute: IntervalTimeOut
Attribute: ObjectChange
Attribute: OperatorRequest
Attribute: IntegrityTimeOut
Attribute: OtherExternalEvent

Model: Time Series Transfer Set
Key Attribute: Transfer Set Name
Attribute: Data Value Name
Attribute: Begin Time
Attribute: End Time
Attribute: Sampling Interval
Attribute: Reporting Interval
Attribute: TSTransmissionPars
Attribute: Association Identifier
Attribute: Status (ENABLED, DISABLED)
Attribute: List of Access Control Specification
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