
BRITISH STANDARD BS EN 
60876-1:2001
IEC 
60876-1:2001

Fibre optic spatial 
switches —

Part 1: Generic specification 

The European Standard EN 60876-1:2001 has the status of a 
British Standard

ICS 33.180.20

NO COPYING WITHOUT BSI PERMISSION EXCEPT AS PERMITTED BY COPYRIGHT LAW

Full document details: BS EN 60876-1:2001

http://www.avadocuments.com/doc/bs-en-60876-1-2001
http://www.avadocuments.com/doc/bs-en-60876-1-2001


BS EN 60876-1:2001

This British Standard, having 
been prepared under the 
direction of the 
Electrotechnical Sector Policy 
and Strategy Committee, was 
published under the authority 
of the Standards Policy and 
Strategy Committee on 
15 November 2001

© BSI 15 November 2001

ISBN 0 580 38666 X

National foreword

This British Standard is the official English language version of 
EN 60876-1:2001. It is identical with IEC 60876-1:2001

The UK participation in its preparation was entrusted by Technical Committee 
GEL/86, Fibre optics, to Subcommittee GEL/86/2, Interconnecting devices and 
passive components, which has the responsibility to: 

A list of organizations represented on this Subcommittee can be obtained on 
request to its secretary.

From 1 January 1997, all IEC publications have the number 60000 added to 
the old number. For instance, IEC 27-1 has been renumbered as IEC 60027-1. 
For a period of time during the change over from one numbering system to the 
other, publications may contain identifiers from both systems.

Cross-references
The British Standards which implement international or European 
publications referred to in this document may be found in the BSI Standards 
Catalogue under the section entitled “International Standards Correspondence 
Index”, or by using the “Find” facility of the BSI Standards Electronic 
Catalogue.
A British Standard does not purport to include all the necessary provisions of 
a contract. Users of British Standards are responsible for their correct 
application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

— aid enquirers to understand the text;

— present to the responsible European committee any enquiries on the 
interpretation, or proposals for change, and keep the UK interests 
informed;

— monitor related international and European developments and 
promulgate them in the UK.

Summary of pages
This document comprises a front cover, an inside front cover, the EN title page, 
pages 2 to 35 and a back cover.

The BSI copyright date displayed in this document indicates when the 
document was last issued.

Amendments issued since publication

Amd. No. Date Comments

Full document details: BS EN 60876-1:2001

http://www.avadocuments.com/doc/bs-en-60876-1-2001
http://www.avadocuments.com/doc/bs-en-60876-1-2001


EUROPEAN STANDARD EN 60876-1
NORME EUROPÉENNE

EUROPÄISCHE NORM October 2001

CENELEC
European Committee for Electrotechnical Standardization

Comité Européen de Normalisation Electrotechnique
Europäisches Komitee für Elektrotechnische Normung

Central Secretariat: rue de Stassart 35, B - 1050 Brussels

© 2001 CENELEC - All rights of exploitation in any form and by any means reserved worldwide for CENELEC members.

Ref. No. EN 60876-1:2001 E

ICS 33.180.20

English version

Fibre optic spatial switches
Part 1: Generic specification

(IEC 60876-1:2001)

Commutateurs spatiaux à fibres optiques
Partie 1: Spécification générique
(CEI 60876-1:2001)

Räumliche Umschalter für
Lichtwellenleiter
Teil 1: Fachgrundspezifikation
(IEC 60876-1:2001)

This European Standard was approved by CENELEC on 2001-10-01. CENELEC members are bound to
comply with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European
Standard the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
application to the Central Secretariat or to any CENELEC member.

This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and
notified to the Central Secretariat has the same status as the official versions.

CENELEC members are the national electrotechnical committees of Austria, Belgium, Czech Republic,
Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy, Luxembourg, Malta, Netherlands,
Norway, Portugal, Spain, Sweden, Switzerland and United Kingdom.

Full document details: BS EN 60876-1:2001

http://www.avadocuments.com/doc/bs-en-60876-1-2001
http://www.avadocuments.com/doc/bs-en-60876-1-2001


EN 67806-:10021 - 2 -

Foreword

The text of document 86B/1466/FDIS, future edition 3 of IEC 60876-1, prepared by SC 86B, Fibre
optic interconnecting devices and passive components, of IEC TC 86, Fibre optics, was submitted to
the IEC-CENELEC parallel vote and was approved by CENELEC as EN 60876-1 on 2001-10-01.

The following dates were fixed:

– latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2002-07-01

– latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2004-10-01

Annexes designated "normative" are part of the body of the standard. 
In this standard, annex ZA is normative.
Annex ZA has been added by CENELEC.

__________

Endorsement notice

The text of the International Standard IEC 60876-1:2001 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

IEC 60068 NOTE    Harmonized in the series EN 60068 (modified).

IEC 60874 NOTE    Harmonized in the series EN 60874 (modified).

IEC 61753 NOTE    Harmonized in the series EN 61753 (modified).

IEC 61754-2 NOTE    Harmonized as EN 61754-2:1997 (not modified).

IEC 61754-4 NOTE    Harmonized as EN 61754-4:1997 (not modified).

IEC 61754-13 NOTE    Harmonized as EN 61754-13:1999 (not modified).

IEC 62005 NOTE    Harmonized in the series EN 62005 (modified).

_________
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INTRODUCTION

This part of IEC 60876 is divided into three clauses.

Clause 1, "General", contains the scope, the normative references and the definitions which
pertain to this generic specification.

Clause 2, "Requirements", contains all of the requirements to be met by switches covered by
this standard. These include requirements for classification, the IEC specification system,
documentation, materials, workmanship, quality, performance, identification, and packaging.

Clause 3, "Quality assessment procedures", contains all of the procedures to be followed for
proper quality assessment of products as covered by this standard.
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FIBRE OPTIC SPATIAL SWITCHES –

Part 1: Generic specification

1 General

1.1 Scope

This part of IEC 60876 applies to fibre optic switches possessing all of the following general
features:

– they are passive in that they contain no optoelectronic or other transducing elements;
– they have one or more ports for the transmission of optical power and two or more states in

which power may be routed or blocked between these ports;
– the ports are optical fibres or optical fibre connectors.

This standard establishes uniform requirements for:

– fibre optic switch requirements;
– quality assessment procedures.

1.2 Normative references

The following normative documents contain provisions which, through reference in this text,
constitute provisions of this part of IEC 60876. For dated references, subsequent amendments
to, or revisions of, any of these publications do not apply. However, parties to agreements
based on this part of IEC 60876 are encouraged to investigate the possibility of applying the
most recent editions of the normative documents indicated below. For undated references, the
latest edition of the normative document referred to applies. Members of IEC and ISO maintain
registers of currently valid International Standards.

IEC 60027 (all parts), Letter symbols to be used in electrical technology

IEC 60050(731), International Electrotechnical Vocabulary (IEV) – Chapter 731: Optical fibre
communication

IEC 60410, Sampling plans and procedures for inspection by attributes

IEC 60617 (all parts), Graphical symbols for diagrams

IEC 60695-2-2, Fire hazard testing – Part 2: Test methods – Section 2: Needle-flame test

IEC 60825-1, Safety of laser products – Part 1: Equipment classification, requirements and
user’s guide

IEC 61300 (all parts), Fibre optic interconnecting devices and passive components – Basic test
and measurement procedures

IEC 61930, Fibre optic graphical symbology
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IEC QC 001001:1998, IEC Quality Assessment System for Electronic Components (IECQ) –
Basic Rules

IEC QC 001002 (all parts), IEC Quality Assessment System for Electronic Components (IECQ)
– Rules of Procedure

IEC Guide 102, Electronic components – Specification structures for quality assessment
(Qualification approval and capability approval)

ISO 129, Technical drawings – Dimensioning – General principles, definitions, methods of
execution and special indications

ISO 286-1, ISO system of limits and fits – Part 1: Bases of tolerances, deviations and fits

ISO 1101, Geometrical Product Specifications (GPS) – Geometrical tolerancing – Tolerances of
form, orientation, location and run-out 1)

ISO 8601:1988, Data elements and interchange formats – Information interchange –
Representation of dates and times

1.3 Definitions

For the purpose of this part of IEC 60876, the definitions given in IEC 60050(731) apply,
together with the following definitions.

1.3.1
optical switch
passive component possessing one or more ports which selectively transmits, redirects or
blocks optical power in an optical fibre transmission line

1.3.2
port
optical fibre or optical fibre connector attached to a passive component for the entry and/or exit
of optical power

1.3.3
switch state
particular optical configuration of a switch, whereby optical power is transmitted or blocked
between specific ports in a predetermined manner

1.3.4
actuation mechanism
physical means (mechanical, electrical, acoustic, optical, etc.) by which a switch is designed to
change between states

1.3.5
actuation energy
input energy required to place a switch in a specific state

–––––––––––––
1)  To be published.
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1.3.6
transfer matrix
optical properties of a fibre optic switch can be defined in a n × n matrix of coefficients (n is the
number of ports)
NOTE  The T matrix represents the on-state paths (worst-case transmission) and the T° matrix represents the off-
state paths (worst-case isolation).

1.3.7
transfer coefficient
element tij or t°ij of the transfer matrix
NOTE  Each coefficient t i j is the worst-case (minimum) fraction of power transferred from port i to port j for any
state with path ij switched on. Each coefficient t°ij is the worst-case (maximum) fraction of power transferred from
port i to port j for any state with path ij switched off.

1.3.8
logarithmic transfer matrix
in general, the logarithmic transfer matrix is as follows:

aij = –10 log tij
where
aij is the optical power reduction in decibels out of port j with unit power into port i, i.e.
tij is the transfer matrix coefficient.
Similarly, for the off state, a°ij = 10 log t°ij

1.3.9
attenuation
element aij (where i � j) of the logarithmic transfer matrix. It is the reduction in optical power
between an input and output port of a passive component expressed in decibels and is defined
as follows:

ai j = –10 log (Pj/Pi)
where
Pi is the optical power launched into the input port, and
Pj is the optical power received from the output port. The insertion loss values depend on the

state of the switch

1.3.10
return loss – reflection loss
element aij (where i = j) of the logarithmic transfer matrix. It is the fraction of input power that is
returned from the input port of a passive component and is defined as follows:

RLi = –10 log (PRi/Pi)
where
Pi is the optical power launched into the input port, and
Pj the optical power received back from the same port.

The return loss values depend on the state of the switch

1.3.11
operating wavelength
nominal wavelength �, at which a passive component is designed to operate with the specified
performance
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1.3.12
operating wavelength range (bandpass)
specified range of wavelengths from �i min to �i max around a nominal operating wavelength �i,
within which a passive component is designed to operate with the specified performance

1.3.13
conducting ports
two ports between which the attenuation is nominally zero for a passive component

1.3.14
isolated ports
two ports between which the attenuation is nominally infinite for a passive component

1.3.15
crosstalk
ratio of the optical power that goes out from a given output port to an optical power that goes
out from another output port, nominally isolated from the previous one, when all other ports are
terminated

EXAMPLE: Typical 1 � 2 switch

Switch P1

P2

Pin

IEC   397/01

When the switch is connected to port 1, crosstalk is defined as follows:

1

2
12 log 10

P
PFC ��

where
P1 is the optical power that goes out from the output port 1, and
P2 is the optical power that goes out from the output port 2 (nominally isolated from port 1).

When the switch is connected to port 2, crosstalk is defined as follows:

2

1
21 log 10

P
PFC ��

where
P2 is the optical power that goes out from the output port 2, and
P1 is the optical power that goes out from the output port 1 (nominally isolated from port 2)
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1.3.16
latching switch
switch that maintains its last state and specified performance level when the actuation energy
which initiated the change is removed

1.3.17
non-latching switch
switch that reverts to a home state or undefined state when the actuation energy which initiated
a change is removed

1.3.18
switching time
elapsed time it takes the switch to turn path ij on or off from a particular initial state, measured
from the time the actuation energy is applied or removed

Actuation energy supply

Steady stateOutput port power

90 % of steady state

10 % of steady state

Time

Power

tr tb tf

Switching time: tr, tf
Bounce time: tb IEC   398/01

1.3.19
bounce time
elapsed time for the insertion loss between two specified ports of a switch to reach and remain
within 0,5 dB of its steady-state value from when it initially reaches within 0,5 dB of the steady-
state value

1.3.20
switching time matrix
matrix of coefficients in which each coefficient Sij is the longest switching time to turn path ij on
or off from any initial state
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