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Committees responsible for this
British Standard

The preparation of this British Standard was entrusted by Technical
Committee GEL/7, Wrought aluminium for electrical purposes, upon which the
following bodies were represented:

Aluminium Federation

British Cable Makers Confederation
Electricity Association

International Wire and Machinery Association

This British Standard, having

been prepared under the

direction of the Electrotechnical

Sector Board, was published

under the authority of the

Standards Board and comes

into effect on Amendments issued since publication

15 May 1997

Amd. No. Date Comments
© BSI 02-1999

The following BSI references
relate to the work on this
standard:

Committee reference GEL/7
Draft for comment 84/42336 DC

ISBN 0 580 27421 7 ___ Documents

Document Sharing Hub

Full document details: BS EN 60889:1997


http://www.avadocuments.com/doc/bs-en-60889-1997
http://www.avadocuments.com/doc/bs-en-60889-1997

BS EN 60889:1997

Contents

Committees responsible

National foreword

Page
Inside front cover
i1

Foreword 2
1  Scope 3
2 Values for hard-drawn aluminium wire 3
3  Material 3
4  Freedom from defects 3
5 Diameter and tolerance on diameter 3
6 Length and tolerance on length 3
7 Joints 3
8 Sampling 3
9 Place of testing 3

10  Mechanical tests 3

11  Resistivity test 4

12 Certificate of compliance 4

Annex ZA (normative) Normative references to international

publications with their corresponding European publications 5

Table 1 — Mechanical properties of hard-drawn aluminium wire 4

List of references

Inside back cover

© BSI 02-1999

Full document details: BS EN 60889:1997

Documents

Document Sharing H%Ib


http://www.avadocuments.com/doc/bs-en-60889-1997
http://www.avadocuments.com/doc/bs-en-60889-1997

BS EN 60889:1997

National foreword

This British Standard has been prepared by Technical Committee GEL/7, and is
the English language version of EN 60889:1997, Hard drawn aluminium wire for
overhead line conductors, published by the European Committee for

Electrotechnical Standardization (CENELEC). It is identical with IEC 889:1987,

published by the International Electrotechnical Commission (IEC). It supersedes
BS 7365:199( which is withdrawn.

Cross-references

Publication referred to Corresponding British Standard
IEC 468:1974 BS 5714:1979 Method of measurement of resistivity of

metallic materials

[EN 10002-1:1990 BS EN 10009 Tensile testing of metallic materials
(ISO 6892:1984) Part 1:1990 Method of test at ambient temperature

A British Standard does not purport to include all the necessary provisions of a
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity
from legal obligations.

Summary of pages

This document comprises a front cover, an inside front cover, pages 1 and 11,
the EN title page, pages 2 to 6, an inside back cover and a back cover.

This standard has been updated (see copyright date) and may have had
amendments incorporated. This will be indicated in the amendment table on

the inside front cover. Documents
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