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Foreword

The text of document 40/2046/FDIS, future edition 3 of |JEC 60939-1|, prepared by IEC TC 40, Capacitors
and resistors for electronic _equipment, was submitted to the IEC-CENELEC parallel vote and was
approved by CENELEC as EN 60939-1 on 2010-10-01.

This European Standard supersedes EN 60939-1:2004 + corr. Apr.2009.

This EN 60939-1:2010 includes the following significant technical changes with respect to
EN 60939-1:2005 + corr. Apr.2009:

a) Table 3 has been updated, specifying how to handle the Neutral by 3-phase filter with Neutral;

b) all details about “Quality assessment” have been deleted in this edition, because this standard is a
safety standard;

c) filters shall be subjected to Test Aa of EN 60068-2-1| for 16 h, using the degree of severity of the lower
category temperature as prescribed in the relevant specification;

d) since EN _60068-2-20 does no longer make a difference between Method 1A and 1B, but only
describes Method 1, references to the method to be used are updated.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN and CENELEC shall not be held responsible for identifying any or all such patent
rights.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2011-07-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2013-10-01

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 60939-1:2010 was approved by CENELEC as a European
Standard without any modification.

In the official version, for Bibliography, the following note has to be added for the standard indicated:

EC 60990 NOTE Harmonized as EN 6099(0.
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Annex ZA
(normative)

BS EN 60939-1:2010
EN 60939-1:2010

Normative references to international publications
with their corresponding European publications

applies

Publication Year
IEC 60027 Series
IEC 60050 Series

EC 60062 -
EC 60068-1 1988

EC 60068-2-1 -

EC 60068-2-2 -

EC 60068-2-G -

EC 60068-2-13

EC 60068-2-14

EC 60068-2-1 -

EC 60068-2-20 -

EC 60068-2-21 -

EC 60068-2-2 -

m
O
o
o
S
S
3
o
N
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1

Title

Letter symbols to be used in electrical
technology

International Electrotechnical Vocabulary
Marking codes for resistors and capacitors

Environmental testing -
Part 1: General and guidance

Environmental testing -
Part 2-1: Tests - Test A: Cold

Environmental testing -
Part 2-2: Tests - Test B: Dry heat

Environmental testing -
Part 2-6: Tests - Test Fc: Vibration
(sinusoidal)

Environmental testing -
Part 2-13: Tests - Test M: Low air pressure

Environmental testing -
Part 2-14: Tests - Test N: Change of
temperature

Environmental testing -
Part 2-17: Tests - Test Q: Sealing

Environmental testing -
Part 2-20: Tests - Test T: Test methods for

solderability and resistance to soldering heat

of devices with leads

Environmental testing -
Part 2-21: Tests - Test U: Robustness of
terminations and integral mounting devices

Environmental testing -
Part 2-27: Tests - Test Ea and guidance:
Shock

Environmental testing -
Part 2: Tests - Test Eb and guidance: Bump

R N 60068-1 includes A1 to JEC 60068-1| + corr. October .
2 EN 60068-2-29 is superseded by EN 60068-2-27:2009, which is based on IEC 60068-2-27:2008.
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Publication Year Title EN/HD Year
EC 60068-2-30 2005 Environmental testing - N 60068-2-30 2005
Part 2-30: Tests - Test Db: Damp heat, cyclic
(12 h + 12 h cycle)
EC 60068-2-45 1980 Environmental testing - N 60068-2-45 1992
Part 2: Tests - Test Xa and guidance:
Immersion in cleaning solvents
EC 60068-2-78 - Environmental testing - N 60068-2-78 -
Part 2-78: Tests - Test Cab: Damp heat,
steady state
EC 60085 - Electrical insulation - Thermal evaluation and EN 60085 -
designation
EC 60294 - Measurement of the dimensions of a - -
cylindrical component having two axial
terminations
EC 60384-14 2005 Fixed capacitors for use in electronic N 60384-14 2005
equipment -
Part 14: Sectional specification - Fixed
capacitors for electromagnetic interference
suppression and connection to the supply
mains
IEC 60410 - Sampling plans and procedures for inspection - -
by attributes
EC 60695-11-5 - Fire hazard testing - N 60695-11-5 -
Part 11-5: Test flames - Needle-flame test
method - Apparatus, confirmatory test
arrangement and guidance
CISPR 17 - Methods of measurement of the suppression EN 5501 -
characteristics of passive radio interference
filters and suppression components
SO 1000 - Sl units and recommendations for the use of - -
their multiples and of certain other units
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PASSIVE FILTER UNITS FOR ELECTROMAGNETIC
INTERFERENCE SUPPRESSION -

Part 1: Generic specification

1 General

1.1 Scope

This generic specification relates to passive filter units for electromagnetic interference sup-
pression for use within, or associated with, electronic or electrical equipment and machines.

Both single and multi-channel filters within one enclosure are included within the scope of this
generic specification.

Filters constructed of capacitive elements where the inductance is inherent in the construction
of the filter are within the scope of this specification. Similarly, filters constructed of inductive
elements where the capacitance is inherent in the construction of the filter are also within the
scope of this generic specification. The manufacturer should state whether a given component
is to be designed as a capacitor, an inductor or a filter.

The filter units within the scope of this generic specification are further distinguished as those
for which safety tests are appropriate (e.g. those connected to mains supplies) and those for
which such tests are not appropriate. A separate sectional specification covers the passive
filter units for which safety tests are appropriate.

This generic specification establishes standard terms, inspection procedures and methods of
test for use in sectional and detail specifications within the IECQ-CECC system for electronic
components.

1.2 Normative references

The following referenced documents are indispensable for the application of this document.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies.

IEC 60027 (all parts), Letter symbols to be used in electrical technology
IEC 60050 (all parts), International Electrotechnical Vocabulary (IEV)

EC 60062, Marking codes for resistors and capacitors

IEC 60068-1:1988, Environmental testing — Part 1: General and guidance

EC 60068-2-1|, Environmental testing — Part 2-1: Tests — Test A: Cold
EC 60068-2-4, Environmental testing — Part 2-2: Tests — Test B: Dry Heat

EC 60068-2-4, Environmental testing — Part 2-6: Tests — Test Fc: Vibration (sinusoidal)

|IEC 60068-2-13, Environmental testing — Part 2-13: Tests — Test M: Low air pressure

IEC 60068-2-14, Environmental testing — Part 2-14: Tests — Test N: Change. of femDﬂQHmentS
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IEC 60068-2-17, Basic environmental testing procedures — Part 2-17: Tests — Test Q: Sealing

IEC 60068-2-20, Environmental testing — Part 2-20: Tests — Test T: Soldering

IEC 60068-2-21, Environmental testing — Part 2-21: Tests — Test U: Robustness of termina-
tions and integral mounting devices

IEC 60068-2-27, Environmental testing — Part 2-27: Tests — Test Ea and guidance: Shock

IEC 60068-2-29, Environmental testing — Part 2-29: Tests — Test Eb and guidance: Bump

IEC 60068-2-30:2005, Environmental testing — Part 2-30: Tests — Test Db: Damp heat, cyclic
(12 + 12 h cycle)

IEC 60068-2-45:1980, Basic environmental testing procedures — Part 2-45: Tests — Test XA
and guidance: Immersion in cleaning solvents

IEC 60068-2-78, Environmental testing — Part 2-78: Tests — Test Cab: Damp heat, steady
state

EC 60081, Electrical insulation — Thermal evaluation and designation

EC 60294, Measurement of the dimensions of a cylindrical component having two axial
terminations.

IEC 60384-14:2005, Fixed capacitors for use in electronic equipment — Part 14: Sectional
specification: Fixed capacitors for electromagnetic interference suppression and connection to
the supply mains

IEC 60410, Sampling plans and procedures for inspection by attributes

IEC 60695-11-5, Fire hazard testing — Part 11-5: Test flames — Needle-flame test method —
Apparatus, confirmatory test arrangement and guidance

CISPR 17, Methods of measurement of the suppression characteristics of passive radio
interference filters and suppression components

SO 1004, S/ units and recommendations for the use of their multiples and of certain other
units

2 Terms, definitions and technical data

2.1 Units, symbols and terminology

Units, graphical symbols, letter symbols and terminology shall, whenever possible, be taken
from the following publications:

- [IEC 60027
— |EC 60050
- SO 1000

When further items are required they shall be derived in accordance with the principles of the
publications listed above.
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2.2 Terms and definitions

For the purposes of the IEC 60939 series, the following terms and definitions apply.

221

type

group of components having similar design features, the similarity of their manufacturing
techniques enabling them to be grouped together either for qualification approval or for quality
conformance inspection, and generally covered by a single detail specification

NOTE Components described in several detail specifications may, in some cases, be considered as belonging to
the same type and may therefore be grouped together for approval and quality conformance inspection.

2.2.2

style

subdivision of a type, generally based on dimensional factors; a style may include several
variants, generally of a mechanical order

223

electromagnetic interference suppression filter unit (filter)

radio interference suppression filter unit

assembly of piece-parts and inductive, capacitive and resistive elements to be used for the
reduction of electromagnetic interference caused by electrical or electronic equipment, or
other sources

224

rated voltage

Ur

maximum r.m.s. operating voltage at rated frequency or the maximum d.c. operating voltage
which may be applied continuously to the terminations of the filter unit at any temperature
between the lower and the upper category temperatures

225

rated frequency

maximum frequency at which maximum r.m.s. operating voltage may be applied to
terminations of the filter

2.2.6

category voltage

Uc

maximum voltage which may be applied to a filter at its upper category temperature

227
lower category temperature
minimum ambient temperature for which the filter has been designed to operate continuously

2.2.8

upper category temperature

maximum ambient temperature for which the filter unit has been designed to operate
continuously

229
rated temperature
maximum ambient temperature at which a filter can carry its rated current

2.2.10
rated current
maximum r.m.s. operating current through input and output filter terminations at rated
frequency or maximum d.c. rating current which allows continuous operation of the .ﬁﬂ?ﬁents
rated temperature, assigned by the manufacturer for one or both of the followiii¢ co ions:
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