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BS EN 60947-7-2:2009 BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 60947-7-2:2009. It is
identical to IEC 60947-7-2:20009. It supersedes BS EN 60947-7-2:2002 which
is withdrawn.

The UK participation in its preparation was entrusted by Technical Committee
PEL/17, Switchgear, controlgear, and HV-LV co-ordination, to Subcommittee
PEL/17/2, Low voltage switchgear and controlgear.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of a
contract. Users are responsible for its correct application.

© BSI 2009
ISBN 978 0 580 68511 8
ICS 29.120.99; 29.130.20

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the Standards
Policy and Strategy Committee on 31 July 2009

Amendments issued since publication

Amd. No. Date Text affected
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This European Standard was approved by CENELEC on 2009-06-01. CENELEC members are bound to comply
with the CEN/CENELEC Internal Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration.

Up-to-date lists and bibliographical references concerning such national standards may be obtained on
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This European Standard exists in three official versions (English, French, German). A version in any other
language made by translation under the responsibility of a CENELEC member into its own language and notified
to the Central Secretariat has the same status as the official versions.
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Foreword
The text of document 17B/1655/FDIS, future edition 3 of |EC 60947-7-3, prepared by SC 17B,
Low-voltage switchgear and controlgear, of IEC TC 17, Switchgear and controlgear, was submitted to the
IEC-CENELEC parallel vote and was approved by CENELEC as EN 60947-7-2 on 2009-06-01.

This European Standard supersedes EN 60947-7-2:2002.

The main technical modifications of EN 60947-7-2:2009 since EN 60947-7-2:2009 are listed below:

— requirements for tightening torques for the tests improved and referenced to Table 4 of EN 60947-1|,
Annex B deleted;

— the wording of the short-time withstand current test improved in 8.4.6.

This standard shall be read in conjunction with EN 60947-1 and EN 60947-7-1. The provisions of the
general rules dealt with in EN 60947-1 and the requirements for terminal blocks of EN 60947-7-1 are
applicable to this standard, where specifically called for. Clauses and subclauses, tables, figures and

annexes thus applicable are identified by reference to EN 60947-1 or EN 60947-7-1, e.g. 1.2 of
N 60947-1|, Table 4 of EN 60947-7-1 or Annex A of ﬁN 60947-1l.

The following dates were fixed:

— latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2010-03-01

— latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2012-06-01

Annex ZA has been added by CENELEC.

Endorsement notice

The text of the International Standard IEC 60947-7-2:2009 was approved by CENELEC as a European
Standard without any modification.
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Annex ZA
(normative)

Normative references to international publications

with their corresponding European publications

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD

applies.

Publication

IEC 60439-1
A1

IEC 60715
+ A1

IEC 60947-1

EC 60947-7-1

Year

1999
2004

1981
1995

2007

Title EN/HD
Low-voltage switchgear and controlgear EN 60439-1
assemblies - A1

Part 1: Type-tested and partially type-tested

assemblies

Dimensions of low-voltage switchgear and

controlgear - Standardized mounting on rails EN 60715
for mechanical support of electrical devices
in switchgear and controlgear installations

Low-voltage switchgear and controlgear - N 60947-1

Part 1: General rules

Year

1999
2004

2001

2007

Low-voltage switchgear and controlgear - N 60947-7-1 2009 ?

Part 7-1: Ancillary equipment - Terminal
blocks for copper conductors

" Undated reference.

2)

Valid edition at date of issue.
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