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AEA Technology
British Approvals Service for Cables
British Broadcasting Corporation
British Cable Makers Confederation
British Railways Board
British Telecommunications plc
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ERA Technology
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Ministry of Defence
Society of Cable Television Engineers
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National foreword

This British Standard has been prepared by Subcommittee EPL/46/1 and is the 
English language version of EN 60966-3-1:1994, Radio frequency and coaxial 
cable assemblies. Part 3-1: Blank detail specification for semi-flexible coaxial 
cable assemblies, published by the European Committee for Electrotechnical 
Standardization (CENELEC). It is identical with IEC 966-3-1:1992 published by 
the International Electrotechnical Commission (IEC).

A British Standard does not purport to include all the necessary provisions of a 
contract. Users of British Standards are responsible for their correct application.

Compliance with a British Standard does not of itself confer immunity 
from legal obligations.

Cross-references

Publication referred to Corresponding British Standard

HD 323 series
(IEC 68 series)

BS 2011 series Environmental testing

Summary of pages
This document comprises a front cover, an inside front cover, pages i and ii, 
the EN title page, pages 2 to 10, an inside back cover and a back cover.
This standard has been updated (see copyright date) and may have had 
amendments incorporated. This will be indicated in the amendment table on the 
inside front cover.
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EUROPEAN STANDARD

NORME EUROPÉENNE

EUROPÄISCHE NORM

EN 60966-3-1

June 1994

ICS 33.120.10

Descriptors: Radio frequency and coaxial cable assemblies, blank detail specification for semi-flexible assemblies

English version

Radio frequency and coaxial cable assemblies coaxial 
cable assemblies 

Part 3-1: Blank detail specification for semi-flexible 
coaxial 4 cable assemblies

(IEC 966-3-1:1992)

Ensembles de cordons coaxiaux et de cordons 
pour fréquences radioelectriques 
Partie 3-1: Spécification particulière cadre pour 
cordons coaxiaux semi-flexibles 
(CEI 966-3-1:1992)

Konfektionierte Koaxial- und 
Hochfrequenz-Kabel Teil 3-1: Vordruck für 
Bauartspezifikation für halbflexible 
konfektionierte Koaxialkabel 
(IEC 966-3-1:1992)

This European Standard was approved by CENELEC on 1994-03-08.
CENELEC members are bound to comply with the CEN/CENELEC Internal
Regulations which stipulate the conditions for giving this European Standard
the status of a national standard without any alteration.
Up-to-date lists and bibliographical references concerning such national
standards may be obtained on application to the Central Secretariat or to any
CENELEC member.
This European Standard exists in three official version (English, French,
German). A version in any other language made by translation under the
responsibility of a CENELEC member into its own language and notified to the
Central Secretariat has the same status as the official versions.
CENELEC members are the national electrotechnical committees of Austria,
Belgium, Denmark, Finland, France, Germany, Greece, Iceland, Ireland, Italy,
Luxembourg, Netherlands, Norway, Portugal, Spain, Sweden, Switzerland and
United Kingdom.

CENELEC

European Committee for Electrotechnical Standardization
Comité Européen de Normalisation Electrotechnique

Europäisches Komitee für Elektrotechnische Normung

Central Secretariat: rue de Stassart 35, B-1050 Brussels

© 1994 Copyright reserved to CENELEC members
Ref. No. EN 60966-3-1:1994 E
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