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BRITISH STANDARD

National foreword

This British Standard is the UK implementation of EN 6099:2021.

The UK participation in its preparation was entrusted to Technical
Committee ACE/12, Aerospace fasteners and fastening systems.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations

This publication has been prepared in good faith, however no
representation, warranty, assurance or undertaking (express or
implied) is or will be made, and no responsibility or liability is or will be
accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2021
Published by BSI Standards Limited 2021

ISBN 978 0 539 189551
ICS 49.035

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 April 2021.

Amendments/corrigenda issued since publication

Date Text affected

31 August 2021 Implementation of CEN correction notice 23 June
2021: modification to title of A.2.2
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Management Centre has the same status as the official versions.
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European foreword

This document (EN 6099:2021) has been prepared by the Aerospace and Defence Industries Association
of Europe - Standardization (ASD-STAN).

After enquiries and votes carried out in accordance with the rules of this Association, this Standard has
received the approval of the National Associations and the Official Services of the member countries of
ASD, prior to its presentation to CEN.

This European Standard shall be given the status of a national standard, either by publication of an
identical text or by endorsement, at the latest by September 2021, and conflicting national standards
shall be withdrawn at the latest by September 2021.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CEN shall not be held responsible for identifying any or all such patent rights.

According to the CEN-CENELEC Internal Regulations, the national standards organizations of the
following countries are bound to implement this European Standard: Austria, Belgium, Bulgaria, Croatia,
Cyprus, Czech Republic, Denmark, Estonia, Finland, Former Yugoslav Republic of Macedonia, France,
Germany, Greece, Hungary, Iceland, Ireland, Italy, Latvia, Lithuania, Luxembourg, Malta, Netherlands,
Norway, Poland, Portugal, Romania, Serbia, Slovakia, Slovenia, Spain, Sweden, Switzerland, Turkey and
the United Kingdom.
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Introduction

This document is published at edition P2. Former editions P1 draft may exist for Airbus development
only but without any ASD-STAN official publication. In consequence configuration management
discrepancies with these unofficial documents are under Airbus responsibility.
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1 Scope

This document specifies the required characteristics, inspections and test methods, quality assurance,
conditions for qualification, acceptance and delivery of rod-ends with self-aligning bearings metal to
metal designed to withstand slight swivelling under load. They are intended for use in fixed or moving
parts of the aircraft structure and their control mechanisms.

This document is applicable to all rod-ends with self-aligning bearings metal to metal. It may be applied
when referred to in a product standard or in a design specification.

2 Normative references

The following documents are referred to in the text in such a way that some or all of their content
constitutes requirements of this document. For dated references, only the edition cited applies. For
undated references, the latest edition of the referenced document (including any amendments) applies.

EN 2335, Aerospace series - Bearings, spherical plain in corrosion resisting steel without assembly slot -
Dimensions and loads

EN 2337:2006, Aerospace series - Spherical plain bearings - Technical specification
EN 2424, Aerospace series - Marking of aerospace products

EN 4265, Aerospace series - Bearing spherical plain, metal to metal in corrosion resisting steel - Wide series
- Dimensions and loads - Inch series

EN 6046, Aerospace series - Bearing, spherical, plain, in corrosion resisting steel - Narrow series -
Dimensions and loads - Inch series

EN 6097, Aerospace series - Bearing, spherical plain, metal to metal, extra wide inner ring in corrosion
resisting steel - Dimensions and loads - Inch series

ISO 3161, Aerospace — UN] threads — General requirements and limit dimensions
[SO 5855-1, Aerospace — M] threads — Part 1: General requirements

TR 4475, Bearings and mechanical transmissions for airframe applications — Vocabularyl)

3 Terms and definitions
For the purposes of this document, the terms and definitions given in TR 4475 apply.
ISO and IEC maintain terminological databases for use in standardization at the following addresses:

— ISO Online browsing platform: available at https://www.iso.org/obp

— IEC Electropedia: available at http://www.electropedia.org/

3.1

rod-end with self-aligning bearing

rod-end in which a self-aligning bearing to EN 4265, EN 6097, EN 2335 or EN 6046 is mechanically
swaged into position on the threaded shank, which may have a longitudinal groove for the locking device

3.2

production batch

rod-ends of the same type, the same dimensions and from the same material batch, specified by the
same product standard

1) Published as ASD-STAN Technical Report at the date of publication of this standard by AeroSpace and Defence
Industries Association of Europe - Standardization (ASD-STAN) (http://www.asd-stan.org). Docu ments
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3.3

delivery batch

rod-ends with the same identity block, which may come from different production batches

3.4

internal clearances

3.4.1
radial

total value of possible radial displacements of the inner ring in relation to the rod-end and body

3.4.2
axial

total value of possible axial displacements of the inner ring in relation to the rod-end and body

4 Required characteristics, inspections and test methods

According to Table 1.

Table 1 — Required characteristics, inspections and test methods (1 of 3)

Sub- Characteristics Requirements Inspections and test meth- Qa Ab
clause ods
Chemical analysis or certifi-
41 Materials In accordan'ce with the prodpct stand- cate of c'onformlty issued by X X
ards or design documentation. semi-finished products man-
ufacturer
4.2 Dimensions and tol- | In accordanFe with the prodpct stand- Suitable measuringinstruments| X X
erances ards or design documentation.
43 Masses In accordanFe with the prodgct stand- Suitable methods X
ards or design documentation.
. In accordance with relevant product|,. N
4.4 Marking standards per EN 2424. Visual examination X X
4.5 Surface appearance
451 of rod-end body No su_rface _dlscontlnulty except those |Magnetic inspection¢ or dye X X
permitted in 4.9. penetrant inspection
i Visual check using x10 mag-
The bearing shall be correctly swaged | ,ification X
4.5.2 of complete rod-end | into position. There shall be no cracks - -
in the swaging groove area. Magnetic or dye penetrant in- X
spection.
Table 1 — Required characteristics, inspections and test methods (2 of 3)
Sub- |y aracteristics Requirements Inspections and test meth- Qa | Ab
clause ods
46 Hardness In accordan_ce with the prodl_lct stand- Su_ltable processescand meas- X X
ards or design documentation. uring Instruments.
In accordance with the product stand- | Suitable measuring instruments
4.7 Surface roughness . : . . X X
ards or design documentation. or visual-tactile samples.
In accordance with the product stand- | Visual examination X
ards or design documentation. The dry
lubricant shall be compatible with the
4.8 Lubrication code A or code B grease (according to i
EN 2337:2006, Annex C) which may be | — Suitable method X
used in accordance with the product
standards or design documentation.
Documents
6 Document Sharing Hub

Full document details: BS EN 6099:2021


https://doi.org/10.3403/00624256U
https://doi.org/10.3403/30137077
http://www.avadocuments.com/doc/bs-en-6099-2021
http://www.avadocuments.com/doc/bs-en-6099-2021

