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Foreword 

The text of document 77C/216/FDIS, future edition 1 of IEC 61000-4-25:2001/A1, prepared by SC 77C,
"High power transient phenomena", of IEC TC 77, "Electromagnetic compatibility" was submitted to the
IEC-CENELEC parallel vote and approved by CENELEC as EN 61000-4-25:2002/A1:2012. 

The following dates are fixed: 

• latest date by which the document has
to be implemented at national level by
publication of an identical national
standard or by endorsement 

(dop) 2013-01-12 

• latest date by which the national
standards conflicting with the
document have to be withdrawn 

(dow) 2015-04-12 

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such patent
rights. 

Endorsement notice 

The text of the International Standard IEC 61000-4-25:2001/A1:2012 was approved by CENELEC as a
European Standard without any modification. 

Foreword

The text of document 77C/113/FDIS, future edition 1 of IEC 61000-4-25, prepared by SC 77C, High
power transient phenomena, of IEC TC 77, Electromagnetic compatibility, was submitted to the IEC-
CENELEC parallel vote and was approved by CENELEC as EN 61000-4-25 on 2002-03-05.

The following dates were fixed:

– latest date by which the EN has to be implemented
at national level by publication of an identical
national standard or by endorsement (dop) 2002-12-01

– latest date by which the national standards conflicting
with the EN have to be withdrawn (dow) 2005-03-01

Annexes designated "normative" are part of the body of the standard.
Annexes designated "informative" are given for information only.
In this standard, annexes D and ZA are normative and annexes A, B and C are informative.
Annex ZA has been added by CENELEC.

__________

Endorsement notice

The text of the International Standard IEC 61000-4-25:2001 was approved by CENELEC as a
European Standard without any modification.

__________
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INTRODUCTION

This standard is part of the IEC 61000 series, according to the following structure:

Part 1: General

General considerations (introduction, fundamental principles)
Definitions, terminology

Part 2: Environment

Description of the environment
Classification of the environment
Compatibility levels

Part 3: Limits

Emission limits 
Immunity limits (in so far as they do not fall under the responsibility of product committees)

Part 4: Testing and measurement techniques

Measurement techniques
Testing techniques

Part 5: Installation and mitigation guidelines

Installation guidelines
Mitigation methods and devices

Part 6: Generic standards

Part 9: Miscellaneous

Each part is further subdivided into several parts, published either as International Standards
or as technical specifications or technical reports, some of which have already been published
as sections. Others will be published with the part number followed by a dash and completed
by a second number identifying the subdivision (example: 61000-6-1).
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ELECTROMAGNETIC COMPATIBILITY (EMC) –

Part 4-25: Testing and measurement techniques –
HEMP immunity test methods for equipment and systems

1 Scope

This part of IEC 61000 describes the immunity test levels and related test methods for
electrical and electronic equipment and systems exposed to high-altitude electromagnetic
pulse (HEMP) environments. It defines ranges of immunity test levels and establishes test
procedures. Specifications for test equipment and instrumentation test set-up, test procedures,
pass/fail criteria, and test documentation requirements are also defined by this standard.
These tests are intended to demonstrate the immunity of electrical and electronic equipment
when subjected to HEMP radiated and conducted electromagnetic disturbances. For radiated
disturbance immunity tests, specifications are defined in this standard both for small test
facilities and large HEMP simulators.

This part of IEC 61000 defines specifications for laboratory immunity tests. On-site tests
performed on equipment in the final installation to verify immunity are also specified. These
verification tests use the same specifications as laboratory tests, except for the climatic
environmental specifications.

The objective of this part of IEC 61000 is to establish a common and reproducible basis for
evaluating the performance of electrical and electronic equipment, when subjected to HEMP
radiated environments and the associated conducted transients on power, antenna, and
input/output (I/O) signal and control lines.

2 Normative references

The following normative documents contain provisions which, through reference in this text,
constitute provisions of this part of IEC 61000. For dated references, subsequent amendments
to, or revisions of, any of these publications do not apply. However, parties to agreements
based on this part of IEC 61000 are encouraged to investigate the possibility of applying the
most recent editions of the normative documents indicated below. For undated references, the
latest edition of the normative document referred to applies. Members of IEC and ISO maintain
registers of currently valid International Standards.

IEC 60050(161), International Electrotechnical Vocabulary – Chapter 161: Electromagnetic
compatibility

IEC 60038, IEC standard voltages

IEC 60068-1:1988, Environmental testing – Part 1: General and guidance

IEC 61000-2-5, Electromagnetic compatibility (EMC) – Part 2: Environment – Section 5:
Classification of electromagnetic environments. Basic EMC publication
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IEC 61000-2-9, Electromagnetic compatibility (EMC) – Part 2: Environment – Section 9:
Description of HEMP environment – Radiated disturbance. Basic EMC publication

IEC 61000-2-10, Electromagnetic compatibility (EMC) – Part 2: Environment – Section 10:
Description of HEMP environment – Conducted disturbance

IEC 61000-2-11, Electromagnetic compatibility (EMC) – Part 2: Environment – Section 11:
Classification of HEMP environments. Basic EMC publication

IEC 61000-4-4, Electromagnetic compatibility (EMC) – Part 4: Testing and measurement
techniques – Section 4: Electrical fast transient/burst immunity test. Basic EMC Publication

IEC 61000-4-5, Electromagnetic compatibility (EMC) – Part 4: Testing and measurement
techniques – Section 5: Surge immunity test

IEC 61000-4-11, Electromagnetic compatibility (EMC) – Part 4: Testing and measurement
techniques – Section 11: Voltage dips, short interruptions and voltage variations immunity tests

IEC 61000-4-12, Electromagnetic compatibility (EMC) – Part 4: Testing and measurement
techniques – Section 12: Oscillatory waves immunity test

IEC 61000-4-13, Electromagnetic compatibility (EMC) – Part 4-13: Testing and measurement
techniques – Harmonics and interharmonics including mains signalling at a.c. power port, low
frequency immunity tests – Basic EMC Publication 1

IEC 61000-4-20, Electromagnetic compatibility (EMC) – Part 4-20: Testing and measurement
techniques – Emission and immunity testing in transverse electromagnetic (TEM) waveguides1

IEC 61000-5-3, Electromagnetic compatibility (EMC) – Part 5-3: Installation and mitigation
guidelines – HEMP protection concepts

IEC 61000-5-4/TR, Electromagnetic compatibility (EMC) – Part 5: Installation and mitigation
guidelines – Section 4: Immunity to HEMP – Specifications for protective devices against
HEMP radiated disturbance. Basic EMC Publication

IEC 61024-1, Protection of structures against lightning – Part 1: General principles

ISO 7137, Aircraft – Environmental conditions and test procedures for airborne equipment

3 Definitions

For the purpose of this part of IEC 61000, the following definitions apply.

3.1 
compatibility level 
specified electromagnetic disturbance level used as a reference level for co-ordination in the
setting of emission and immunity limits
[IEV 161-03-10]

___________
1 To be published
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3.2 
coupling (HEMP) 
interaction of electromagnetic fields with a system to produce currents and voltages on system
surfaces and cables

3.3 
coupling clamp 
device of defined dimensions and characteristics for common mode coupling of the disturbance
signal to the circuit under test without any galvanic connection to it

3.4 
coupling network 
electrical circuit for the purpose of transferring energy from one circuit to another

3.5 
decoupling network 
electrical circuit for the purpose of preventing over-voltages applied to the EUT from affecting
other devices, equipment or systems, which are not under test

3.6 
degradation (of performance) 
undesired departure in the operational performance of any device, equipment or system from
its intended performance
NOTE  The term “degradation” can apply to a temporary or permanent failure.

[IEV 161-01-19]

3.7 
electromagnetic disturbance 
any electromagnetic phenomenon which may degrade the performance of a device, equipment
or system
[IEV 161-01-05, modified]

3.8 
electromagnetic interference 
degradation of the performance of a device, transmission channel or system caused by an
electromagnetic disturbance
[IEV 161-01-06]

3.9 
electromagnetic susceptibility 
inability of a device, equipment or system to perform without degradation in the presence of an
electromagnetic disturbance
NOTE  Susceptibility is a lack of immunity.

[IEV 161-01-21]

3.10 
EUT (equipment under test) 
the equipment under test can be a single unit or multiple units interconnected by cables, data
links, etc.
NOTE  Multiple units interconnected by cables, etc. are also called a system [see 3.27 below].
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3.11 
fast Fourier transform 
FFT 
mathematical procedure for rapidly computing the direct or inverse Fourier transform of a time
domain signal or of a frequency domain spectrum, respectively. It requires 2m (m = integer)
data points that are equally spaced in time or frequency, and involves much less computation
time than a standard discrete Fourier transform (DFT)

3.12 
ground reference plane 
flat conductive surface, whose potential is used as a common reference
[IEV 161-04-36]

3.13 
HV transmission line 
power line with a nominal a.c. system voltage equal to or greater than 100 kV

3.14 
short circuit current 
Isc 
current resulting from an abnormal connection of relatively low resistance between two points 
of different potentials in a circuit

3.15 
immunity (to a disturbance) 
ability of a device, equipment or system to perform without degradation in the presence of an
electromagnetic disturbance
[IEV 161-01-20]

3.16 
immunity level 
maximum level of a given electromagnetic disturbance incident on a particular device,
equipment or system for which it remains capable of operating at a required degree of
performance
[IEV 161-03-14]

3.17 
immunity test level 
value of an influencing electromagnetic quantity specified for an immunity test

NOTE  It is to be noted that the text of this definition is the same as for severity level. A test standard can specify
several severity levels according to different immunity levels.

3.18 
large HEMP simulator 
transient electromagnetic pulse test facility with a test volume sufficiently large to test objects 
with cubical dimensions equal to or greater than 1 m � 1 m � 1 m

3.19 
LV (low-voltage) power circuit 
power circuit with a nominal a.c. voltage between 120 V and 1 000 V
NOTE  The standard voltages in this voltage range are presented in IEC 60038.
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3.20 
MV (medium voltage) distribution power line 
power line with a nominal a.c. voltage above 1 kV and not exceeding 35 kV used to distribute
power within a local area
NOTE  The standard voltages in this voltage range are presented in IEC 60038.

3.21
point-of-entry
port-of-entry
PoE
the physical location (point/port) on the electromagnetic barrier, where EM energy may enter or
exit a topological volume, unless an adequate PoE protective device is provided. A PoE is not
limited to a geometrical point. PoEs are classified as aperture PoEs or conductor PoEs,
according to the type of penetration. They are also classified as architectural, mechanical,
structural or electrical PoEs, according to the architectural engineering discipline in which they
are usually encountered

3.22 
pulse width 
time interval between the points on the leading and trailing edges of a pulse at which the
instantaneous value is 50 % of the peak pulse amplitude

3.23 
rise time (of a pulse) 
interval of time between the instants at which the instantaneous value of a pulse first reaches a
specified lower value and then a specified upper value
[IEV 161-02-05]
NOTE  In this standard, the lower value is ten (10) percent of the peak, and the upper value is ninety (90) percent
of the peak value

3.24 
severity level 
value of an influencing electromagnetic quantity specified for an immunity test
NOTE  It is to be noted that the text of this definition is the same as for immunity test level. A test standard can
specify several severity levels according to different immunity levels.

3.25 
small radiated test facility 
laboratory transient electromagnetic pulse test facility such as a TEM cell with a test volume 
sufficiently large to test objects with cubical dimensions less than 1 � 1 � 1 meter

3.26 
surge protection device (SPD) 
device to suppress line conducted overvoltages and currents
NOTE  Examples are surge suppressors defined in IEC 61024-1.

3.27 
system 
multiple equipment or electrical units connected by cables, data links, etc.

3.28 
test volume 
volume in which the incident electromagnetic fields meet, or exceed, the required strength and
field uniformity requirements.
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3.29 
transient 
phenomenon which varies between two consecutive steady states during a time interval short
compared with the time-scale of interest
[IEV 161-02-01]

3.30 
open circuit voltage 
Voc 
voltage between points in a circuit where one of the points was created by opening or breaking 
the circuit

4 General

The nuclear high-altitude electromagnetic pulse test consists of two major parts: radiated
immunity testing and conducted immunity testing. The radiated immunity test is performed for
the purpose of demonstrating that the equipment under test has the ability to continue
functioning when exposed to radiated HEMP fields. Similarly, the conducted immunity test is
performed for the purpose of demonstrating that the equipment under test will not be adversely
affected by exposure to conducted HEMP transients. These transients are current and voltage
pulses on conductors (wires, cables) that are connected to the equipment. In general,
conducted HEMP transients induced in power and telecom lines are often the most severe
threats to equipment. The immunity tests described in this standard involve hazardous
voltages. High-voltage precautions will be necessary to protect the health and safety of test
personnel.

5 Immunity tests and immunity test levels

5.1 Introduction

This standard has been developed to specify the HEMP immunity test for electrical or
electronic equipment and systems. The intent is to allow manufacturers to qualify equipment
early in the design cycle, and to use many of the same IEC laboratory immunity tests that are
already prescribed for other EMC purposes.

5.2 Immunity tests

HEMP immunity tests consist of two major types: radiated immunity tests and conducted
immunity tests. For the purpose of this standard, the term "electronic equipment" denotes an
apparatus that performs a specific function. This could be a small computer or a telephone.
Some equipment (for example, a computer connected to additional peripherals such as control
boards to monitor processes in a factory) may be considered as part of a larger system. Often,
electronic equipment are relatively small – on the order of 1 m x 1 m x 1 m or smaller. It is
expected that most of the tests on such small equipment will be performed in laboratories
using current injection simulators and TEM cells.

For HEMP (and EMC) tests, size can be an important factor, since very large systems may be
difficult to test, especially by radiated fields. In general, radiated field tests on systems and
large equipment with dimensions greater than 1 m on a side will require a large HEMP
simulator. One aspect of HEMP testing that is different from other kinds of EMC testing is that 
there are several large (�10 m high) early-time (t < 1 �s) HEMP simulators throughout the
world. It is possible to expose some systems and large equipment to the early-time HEMP
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threat by reproducing the pulsed electric and magnetic fields. These simulators are also useful
in verifying that equipment designed and tested for HEMP survival at the equipment level, will
work properly when integrated into a complete system.

5.3 Immunity test levels

This standard defines electromagnetic disturbances that represent those which could result at
the equipment ports due to a high-altitude nuclear event. These electromagnetic disturbances
will be the result of the radiated and conducted HEMP environments, as modified by any
protection elements. These electromagnetic disturbances are described in IEC 61000-2-9,
IEC 61000-2-10 and IEC 61000-2-11. The rationale for the immunity test levels and threat
reductions due to protection elements and probable flashovers are described in annex A.

5.4 Radiated disturbance tests

5.4.1 Radiated immunity test levels

The radiated immunity test levels described below involve only the early time radiated fields.
Testing for the intermediate-time and late-time HEMP fields are not required. Information
regarding the selection of the immunity test levels is given in annex A. The peak values of the
early-time electric field, Epeak, for selected immunity test levels are listed in table 1.

Table 1 – Radiated immunity test levels defined in the present standard

Immunity test level Test required for equipment and
systems with the following protection a

E-field peak valueb

Epeak (kV/m)

R1

R2

R3

R4

R5

R6

R7

RX

Concept 4

Intermediate value

Intermediate value 

Concepts 2A, 2B, 3

Intermediate value

Intermediate value

Concepts 1A, 1B

Special applications

0,5

1

2

5

10

20

50

X
a The protection concepts are described in IEC 61000-5-3
b According to IEC 61000-2-11, table 2

5.4.2 Radiated immunity test specifications

In the absence of an object in the simulator, the electric field in the test volume is a wave
comparable to a quasi-plane wave, with a double exponential pulse time history described by a
2,5/25 ns wave, i.e. a unipolar wave with a 10 %-90 % rise time of 2,5 ns and a pulse width
equal to 25 ns. This waveform is given by the equation below.

� �αtβt ee kE tE ��

���� peak)(          V/m (1)

where

� = 6,0 � 108 s-1, � = 4,0 � 107 s-1, and
k = 1,3.
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Epeak is the peak value of the electric field in volts per meter.

NOTE  Epeak is the immunity test level selected from table 1.

t  is the time in seconds.

The frequency-domain spectral magnitude for equation (1) is given by

� �
(V/m/Hz)  

)² +² )(2 ( )² +² )2 ((

)(
) ( peak 

����

� �

ff

kE
f E

���

� (2)

where

f is the frequency in hertz.

For the waveform parameters given above, the frequency-domain spectral magnitude of
equation (2) is shown in figure 1.

0,1 1 10 100

Frequency   MHz

1E–10

1E–9

1E–8

1E–7

�
E 

(f)
/E

 pe
ak

 �
(1

/H
z)

IEC   2168/01

Figure 1 – Frequency domain spectral magnitude between 100 kHz and 300 MHz.

5.4.3 Small radiated test facilities

Small test facilities can more easily meet the desired field specifications with smaller
tolerances in parameter variations than the large HEMP simulators. These small facilities will
be used primarily to test relatively small equipment. Tolerances for the early-time HEMP pulse
waveform over the entire parallelepiped test volume of the small test facility shall be as follows.

– The ratio of peak electric field to the peak magnetic field shall be equal to 377�� ± 50��.
– The rise time between 10 % and 90 % of the peak value shall be within the range of 2,0 ns

and 2,5 ns.
– The electric field shall be continuously increasing during the 10 % and 90 % rise time.
– The pulse width (the time duration between points on the leading and trailing edges of the

pulse at 50 % of Epeak) shall be within the range of 25 ns and 30 ns.
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– The magnitude of any pre-pulse on the electric field shall be equal to or less than 7 % of
the magnitude of the peak field.

– Electric field reflections from the terminator of the simulator shall be less than 10 %.
– Fluctuations in the smoothed frequency spectrum of the electric field at the centre of the

test volume (see 5.4.5) shall not be larger than ±3 dB compared to theoretical spectrum
given by equation (2) in the bandwidth between 100 kHz and 300 MHz.

– At the time of the peak value of the simulated fields, other non-principal electromagnetic
components shall be smaller than 10 % of the peak value of the simulated field.

– The peak electric field shall be uniform in the test volume to within the following criteria: the
peak electric field within the test volume shall be within the range of Epeak and Epeak +6 dB.

– To evaluate the field tolerances, electric and magnetic field measurements at the centre
and the eight corners of the test volume shall be performed in the absence of the EUT.

5.4.4 Large HEMP simulators

Large HEMP simulators can be used to test large equipment and complete systems. Due to the
variety of such simulators, there are wide ranges of rise times, pulse widths and amplitudes of
the fields produced by these devices. Consequently, large HEMP simulators are divided into
two types, based on their radiated field behaviour: types I and II. Generally, type I simulators
provide a shorter rise time and pulse width than do the type II simulators. A pre-test analysis is
required for tests with type II simulators, since these test facilities do not meet the radiated
immunity specifications given in 5.4.2.

The response of an electrical component within a system due to HEMP depends not only on
the pulse shape (or frequency domain spectrum), but also on the coupling and penetration
mechanism that the HEMP signals use in propagating from the external portions of the system
to the component. In some classes of systems (i.e., small systems with no long conducting
appendages, like a mobile telephone), the HEMP coupling will be dominated by aperture
penetrations – an inherently high frequency mechanism. Consequently, the type I simulators
having a larger high frequency spectral content would be desirable for testing. However, in
other types of systems containing longer external conductors (a HF radio, for example), the
dominant HEMP response will result from the field coupling to the antenna. Thus, the type II
simulators with a slower rise and longer pulse width would likely be adequate for testing these
particular systems.

The fact that different systems can react to different components of the incident HEMP
environment illustrates the point that a pre-test analysis program is necessary for type II
simulators. The pre-test analysis shall be performed to determine exactly how the type II
simulated fields will couple to the system, and to assess the adequacy of the type II simulators
for performing the immunity test. The adequacy of the test shall be demonstrated by comparing
the interaction and coupling results of the simulated fields with those of the theoretical pulse
described in 5.4.2.

5.4.4.1 Large HEMP simulators ��� type I

For testing in the type I simulators, the peak electric field, Epeak, shall be chosen from table 1
corresponding to the immunity test level selected for the test. Tolerances for the early-time
HEMP pulse over the entire parallelepiped test volume of the simulator shall be as follows.
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