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Foreword
The text of document 77B/670/FDIS, future edition 3 of |EC 61000-4-4, prepared by SC 77B “High
frequency phenomena” of IEC/TC 77 "Electromagnetic compatibility" was submitted to the
IEC-CENELEC parallel vote and approved by CENELEC as EN 61000-4-4:2012.

The following dates are fixed:

e latest date by which the document has (dop) 2013-05-09
to be implemented at national level by
publication of an identical national
standard or by endorsement

¢ latest date by which the national (dow) 2015-06-04

standards conflicting with the
document have to be withdrawn

This document supersedes EN 61000-4-4:2004 + A1:2010.

EN 61000-4-4:2012 includes
EN 61000-4-4:2004 + A1:2010:

the following significant technical changes with respect to

This edition improves and clarifies simulator specifications, test criteria and test setups.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.

Endorsement notice

The text of the International Standard IEC 61000-4-4:2012 was approved by CENELEC as a
European Standard without any modification.

In the official version, for Bibliography, the following notes have to be added for the standards indicated:

JEC 61000-4-2:2008 NOTE  Harmonised as EN 61000-4-2:2009 (not modified).
JEC 61000-4-4:2004 NOTE  Harmonised as EN 61000-4-4:2004 (not modified).
IEC 61000-4-4:2004/A1:2010 NOTE Harmonised as EN 61000-4-4:2004/A1:2010 (not modified).
JEC 61000-4-5:2004 NOTE  Harmonised as EN 61000-4-5:2004 (not modified).
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE When an international publication has been modified by common modifications, indicated by (mod), the relevant EN/HD
applies.

Publication Year Title EN/HD Year

IEC 60050-161 1990 International Electrotechnical Vocabulary - -
(IEV) -
Chapter 161: Electromagnetic compatibility

Documents

Document Sharing Hub

Full document details: BS EN 61000-4-4:2012


http://www.avadocuments.com/doc/bs-en-61000-4-4-2012
http://www.avadocuments.com/doc/bs-en-61000-4-4-2012

BS EN 61000-4-4:2012

-2- 61000-4-4 © IEC:2012
CONTENTS

INTRODUGCTION ..ottt e e e e e e et et e e et e e e et e e et e e ea e e en e eaa e e en e eneees 6

S T o7 0 o 1= S 7

2 NOIMAtIVE TEIEIENCES .o e 7

3 Terms, definitions and abbreviations ..., 7

3.1 Terms and definitioNs ... 7

3.2 ADDIEVIAtiONS o 10

N T T 1= - | N 10

D TSt VIS e e 10

QI Yo [T o 0 =Y L PP 11

Gt T O 1 =Y V1 11

6.2  BUIST QENEIatOr oo 11

B.2.1  GENEIAl e s 11

6.2.2 Characteristics of the fast transient/burst generator..............................lL 12

6.2.3 Calibration of the characteristics of the fast transient/burst generator-........ 14

6.3 Coupling/decoupling network for a.c./d.c. power port........ccooeiiiiiiiiiii e 15

6.3.1 Characteristics of the coupling/decoupling network.................ccooiiiiinnl. 15

6.3.2 Calibration of the coupling/decoupling network ...........cc..ccoiiiiiiiiiinn, 16

6.4 Capacitive CoOUPliNg Clamp ....couiiii e 17

B.4.1  GENEIAl i s 17

6.4.2 Calibration of the capacitive coupling clamp ..........ccooviiiiiiiiii . 18

A =3 Q=1 =1 (U1 o PR 20

Td  GBNEIAL e 20

7.2 TSt @QUIPMENT L e 20

T.2.1  GENETAL i 20

7.2.2 Verification of the test instrumentation...................coo 20

7.3 Test setup for type tests performed in laboratories ... 21

7.3.1  Test CONAIIONS ..oeiei e 21

7.3.2 Methods of coupling the test voltage to the EUT ..., 24

7.4  Testsetup for in Situ teStS ..o 26

T4 T OV VIBW ot e 26

7.4.2 Test on power ports and earth ports ... 26

7.4.3 Test on signal and control POrtS......couiiiii i 27

G T =TS o] o Yo=Y LU 1 o= 3 28

8.1 GBNEIAL e 28

8.2 Laboratory reference conditions ..........coiiiiiiiiiiii 28

8.2.1 Climatic CONditiONS ......oiviii i 28

8.2.2 Electromagnetic conditions ........ ..o 28

8.3  EXecution of the teSt.. oo 28

9 Evaluation of teSt reSUITS ... e 29

SO 1= = A 1= o Yo PPN 29

Annex A (informative) Information on the electrical fast transients.....................ocoiii. 30

Annex B (informative) Selection of the testlevels..........ooii 32

Annex C (informative) Measurement uncertainty (MU) considerations ............c...ccoooivineenn. 34

L] o] 1o Yo =¥ o1 2 128 PP 43
Documents

Document Sharing Hub

Full document details: BS EN 61000-4-4:2012


http://www.avadocuments.com/doc/bs-en-61000-4-4-2012
http://www.avadocuments.com/doc/bs-en-61000-4-4-2012

BS EN 61000-4-4:2012
61000-4-4 © IEC:2012 -3-

Figure 1 — Simplified circuit diagram showing major elements of a fast transient/burst

Lo 1= =Y =1 o N 12
Figure 2 — Representation of an electrical fast transient/burst..............cocooiiiinn. 13
Figure 3 — Ideal waveform of a single pulse into a 50 Q load with nominal parameters
tr=9nsand fyy = 50 NS . 13
Figure 4 — Coupling/decoupling network for a.c./d.c. power mains supply
Lo £ A=Y a1 = 16
Figure 5 — Calibration of the waveform at the output of the coupling/decoupling network ...... 17
Figure 6 — Example of a capacitive coupling clamp ........ccoooiiiiiiiii e, 18
Figure 7 — Transducer plate for coupling clamp calibration................o 19
Figure 8 — Calibration of a capacitive coupling clamp using the transducer plate .................. 19
Figure 9 — Block diagram for electrical fast transient/burst immunity test ............................. 20
Figure 10 — Example of a verification setup of the capacitive coupling clamp ........................ 21
Figure 11 — Example of a test setup for laboratory type tests ..o, 22
Figure 12 — Example of test setup using a floor standing system of two EUTs....................... 23
Figure 13 — Example of a test setup for equipment with elevated cable entries ..................... 24
Figure 14 — Example of a test setup for direct coupling of the test voltage to a.c./d.c.
power ports for laboratory type teStS . ...ouiriii 25
Figure 15 — Example for in situ test on a.c./d.c. power ports and protective earth
terminals for stationary, floor standing EUT ... 26
Figure 16 — Example of in situ test on signal and control ports without the capacitive
LoTo 1] o] 1T T ] - Tt o1 o J 00PN 27
Table 1 — TSt IEVEIS et 11
Table 2 — Output voltage peak values and repetition frequencies ..., 15
Table C.1 — Example of uncertainty budget for voltage rise time (z;) ... 36
Table C.2 — Example of uncertainty budget for EFT/B peak voltage value (Vp) ......c.............. 37
Table C.3 — Example of uncertainty budget for EFT/B voltage pulse width (f) ..................... 38
Table C.4 — a factor (Equation (C.4)) of different unidirectional impulse responses
corresponding to the same bandwidth of the system B ..., 40
Documents

Document Sharing Hub

Full document details: BS EN 61000-4-4:2012


http://www.avadocuments.com/doc/bs-en-61000-4-4-2012
http://www.avadocuments.com/doc/bs-en-61000-4-4-2012

BS EN 61000-4-4:2012
-6- 61000-4-4 © IEC:2012

INTRODUCTION

IEC 61000 is published in separate parts, according to the following structure:

Part 1: General
General considerations (introduction, fundamental principles)
Definitions, terminology
Part 2: Environment
Description of the environment
Classification of the environment
Compatibility levels
Part 3: Limits
Emission limits

Immunity limits (in so far as they do not fall under the responsibility of the product
committees)

Part 4: Testing and measurement techniques
Measurement techniques
Testing techniques
Part 5: Installation and mitigation guidelines
Installation guidelines
Mitigation methods and devices
Part 6: Generic standards
Part 9: Miscellaneous
Each part is further subdivided into several parts, published either as international standards
or as technical specifications or technical reports, some of which have already been published

as sections. Others are published with the part number followed by a dash and a second
number identifying the subdivision (example: |JEC 61000-6-1)).

This part is an international standard which gives immunity requirements and test procedures
related to electrical fast transients/bursts.
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ELECTROMAGNETIC COMPATIBILITY (EMC) -

Part 4-4: Testing and measurement techniques —
Electrical fast transient/burst immunity test

1 Scope

This part of IEC 61000 relates to the immunity of electrical and electronic equipment to
repetitive electrical fast transients. It gives immunity requirements and test procedures related
to electrical fast transients/bursts. It additionally defines ranges of test levels and establishes
test procedures.

The object of this standard is to establish a common and reproducible reference in order to
evaluate the immunity of electrical and electronic equipment when subjected to electrical fast
transient/bursts on supply, signal, control and earth ports. The test method documented in
this part of IEC 61000 describes a consistent method to assess the immunity of an equipment
or system against a defined phenomenon.

NOTE As described in IEC Guide 107, this is a basic EMC publication for use by product committees of the IEC.
As also stated in Guide 107, the IEC product committees are responsible for determining whether this immunity
test standard is applied or not, and if applied, they are responsible for determining the appropriate test levels and

performance criteria. 1
The standard defines:

— test voltage waveform;

— range of test levels;

— test equipment;

— calibration and verification procedures of test equipment;
— test setups;

— test procedure.

The standard gives specifications for laboratory and in situ tests.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

IEC 60050-161:1990d, International  Electrotechnical ~ Vocabulary =~ —  Chapter 161:
Electromagnetic compatibility

3 Terms, definitions and abbreviations

3.1 Terms and definitions

For the purposes of this document, the terms and definitions of IEC 60050-161, as well as the
following apply.

1 TC 77 and its subcommittees are prepared to co-operate with product committees in the evaluatio the v
of particular immunity tests for their products. ﬁb&?lﬂlﬁents
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NOTE Several of the most relevant terms and definitions from IEC 60050-161 are presented among the
definitions below.

3.1.1

auxiliary equipment

AE

equipment necessary to provide the equipment under test (EUT) with the signals required for
normal operation and equipment to verify the performance of the EUT

3.1.2
burst
sequence of a limited number of distinct pulses or an oscillation of limited duration

[SOURCE: |[EC 60050-161:199d, 161-02-07]

3.1.3

calibration

set of operations which establishes, by reference to standards, the relationship which exists,
under specified conditions, between an indication and a result of a measurement

Note 1 to entry: This term is based on the "uncertainty" approach.

Note 2 to entry: The relationship between the indications and the results of measurement can be expressed, in
principle, by a calibration diagram.

[SOURCE: IEC 60050-311:2001, 311-01-09]

3.1.4
coupling
interaction between circuits, transferring energy from one circuit to another

3.1.5
common mode (coupling)
simultaneous coupling to all lines versus the ground reference plane

3.1.6

coupling clamp

device of defined dimensions and characteristics for common mode coupling of the
disturbance signal to the circuit under test without any galvanic connection to it

3.1.7
coupling network
electrical circuit for the purpose of transferring energy from one circuit to another

3.1.8

decoupling network

electrical circuit for the purpose of preventing EFT voltage applied to the EUT from affecting
other devices, equipment or systems which are not under test

3.1.9

degradation (of performance)

undesired departure in the operational performance of any device, equipment or system from
its intended performance

Note 1 to entry: The term "degradation" can apply to temporary or permanent failure.

[SOURCE: |[EC 60050-161:199d, 161-01-19]

3.1.10
EFT/B
electrical fast transient/burst Documents
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3.1.11

electromagnetic compatibility

EMC

ability of an equipment or system to function satisfactorily in its electromagnetic environment
without introducing intolerable electromagnetic disturbances to anything in that environment

[SOURCE: |[EC 60050-161:199d, 161-01-07]

3.1.12
EUT
equipment under test

3.1.13

ground reference plane

GRP

flat conductive surface whose potential is used as a common reference

[SOURCE: |[EC 60050-161:199d, 161-04-36]

3.1.14

immunity (to a disturbance)

ability of a device, equipment or system to perform without degradation in the presence of an
electromagnetic disturbance

[SOURCE: |[EC 60050-161:199d, 161-01-20]

3.1.15
port
particular interface of the EUT with the external electromagnetic environment

3.1.16

pulse width

interval of time between the first and last instants at which the instantaneous value reaches
50 % value of the rising and falling edge of the pulse

[SOURCE: JEC 60050-702:1992, 702-03-04, modified]

3.1.17

rise time

interval of time between the instants at which the instantaneous value of a pulse first reaches
10 % value and then the 90 % value

[SOURCE: JEC 60050-161:1990, 161-02-05, modified]

3.1.18

transient

pertaining to or designating a phenomenon or a quantity which varies between two
consecutive steady states during a time interval which is short compared with the time-scale
of interest

[IEC 60050-161:1990, 161-02-01]

3.1.19
unsymmetric mode (coupling)
single line coupling versus the ground reference plane
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3.1.20

verification

set of operations which is used to check the test equipment system (e.g. the test generator
and the interconnecting cables) and to gain confidence that the test system is functioning
within the specifications given in Clause 6

Note 1 to entry: The methods used for verification may be different from those used for calibration.

Note 2 to entry: For the purposes of this basic EMC standard this definition is different from the definition given in
IEC 60050-311:2001, 311-01-13.

3.2 Abbreviations

AE Auxiliary Equipment

CDN Coupling/Decoupling Network
EFT/B Electrical Fast Transient/Burst
EMC ElectroMagnetic Compatibility
ESD ElectroStatic Discharge

EUT Equipment Under Test

GRP Ground Reference Plane

MU Measurement Uncertainty

PE Protective Earth

TnL Terminator non Linearity

4 General

The repetitive fast transient test is a test with bursts consisting of a number of fast transients,
coupled into power, control, signal and earth ports of electrical and electronic equipment.
Significant for the test are the high amplitude, the short rise time, the high repetition
frequency, and the low energy of the transients.

The test is intended to demonstrate the immunity of electrical and electronic equipment when
subjected to types of transient disturbances such as those originating from switching
transients (interruption of inductive loads, relay contact bounce, etc.).

5 Testlevels

The preferred test levels for the electrical fast transient test, applicable to power, control,
signal and earth ports of the equipment are given in Table 1.
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Table 1 — Test levels

Open circuit output test voltage and repetition frequency of the impulses

Power ports, earth port (PE) and cg:rgtlr'?ll ports
Level Voltage peak Repetition frequency Voltage peak Repetition frequency
kV kHz kV kHz
1 0,5 5 or 100 0,25 5 or 100
2 1 5 or 100 0,5 5 or 100
3 2 5 or 100 1 5 or 100
4 4 5 or 100 2 5 or 100
x?2 Special Special Special Special

The use of 5 kHz repetition frequency is traditional, however, 100 kHz is closer to reality. Product committees
should determine which frequencies are relevant for specific products or product types.

With some products, there may be no clear distinction between power ports and signal ports, in which case it is up
to product committees to make this determination for test purposes.

& "X" can be any level, above, below or in between the others. The level shall be specified in the dedicated

equipment specification.

For selection of test levels, see Annex B.

6 Test equipment

6.1 Overview

The calibration procedures of 6.2.3, 6.3.2 and 6.4.2 ensure the correct operation of the test
generator, coupling/decoupling networks, and other items making up the test setup so that the
intended waveform is delivered to the EUT.

6.2 Burst generator
6.2.1 General

The simplified circuit diagram of the generator is given in Figure 1. The circuit elements C,,
Rs, Ry, and Cy are selected so that the generator delivers a fast transient under open circuit
conditions and with a 50 Q resistive load. The effective output impedance of the generator
shall be 50 Q.
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Switch R 500
C
. ﬁm H d a4 coaxial
¢ output
Rs
- IEC 635/12

Components
high-voltage source

. charging resistor

. energy storage capacitor

R impulse duration shaping resistor

m impedance matching resistor

O X1 WO X1/ C

q d.c. blocking capacitor

Switch high-voltage switch

NOTE The characteristics of the switch together with stray elements (inductance and capacitance) of the layout
shape the required rise time.

Figure 1 — Simplified circuit diagram showing major elements
of a fast transient/burst generator

6.2.2 Characteristics of the fast transient/burst generator
The characteristics of the fast transient/burst generator are the following.

— Output voltage range with 1 000 Q load shall be at least 0,24 kV to 3,8 kV.
— Output voltage range with 50 Q load shall be at least 0,125 kV to 2 kV.

The generator shall be capable of operating under short-circuit conditions without being
damaged.

Characteristics:

— polarity: positive/negative
— output type: coaxial, 50 Q
— d.c. blocking capacitor (10 £ 2) nF
— repetition frequency: (see Table 2) +20 %
— relation to a.c. mains: asynchronous
— burst duration: (15 + 3) ms at 5 kHz
(see Figure 2) (0,75 + 0,15) ms at 100 kHz
— burst period: (300 £ 60) ms

(see Figure 2)
— wave shape of the pulse
e into 50 Q load rise time ¢, = (6 £ 1,5) ns
pulse width ¢,, = (50 £ 15) ns
peak voltage = according to Table 2, £10 Bocuments
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(see Figure 3for the 50 Q wave shape)
« into 1000 Q load rise time 7, = (5 = 1,5) ns

pulse width ¢,, = 50 ns, with a tolerance of
-15ns to +100 ns

peak voltage = according to Table 2, +20 %
(see Note 1 of Table 2)

/Pulse

\

200 ps at 5 kHz

1/repetition frequency

P

10 ps at 100 kHz

/ Burst

15 ms t
atSkHz Burst duration

0,75 ms
at 100 kHz

Burst period 300 ms

\ 4

IEC 636/12

Figure 2 — Representation of an electrical fast transient/burst

e

Ve

Normalized voltage

50 100 150 200 250 300

N :

AR

Normalized voltage
o
[¢)]
™

0 1 2 3 4 5 6 7 8 9 10
ns

IEC 637/12

Figure 3 — Ideal waveform of a single pulse into a 50 Q load
with nominal parameters 7, = 5 ns and 7, = 50 ns
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