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National foreword

This British Standard is the UK implementation of EN 61010-031:2015. It
is identical to IEC 61010-031:2015, incorporating amendment 1:2021. It
supersedes BS EN 61010-031:2002+A1: 2008, which is withdrawn.

The start and finish of text introduced or altered by amendment is
indicated in the text by tags. Tags indicating changes to IEC text carry
the number of the IEC amendment. For example, text altered by IEC
amendment 1 is indicated by @ R

The UK participation in its preparation was entrusted to
Technical Committee EPL/66, Safety of measuring, control and
laboratory equipment.

A list of organizations represented on this committee can be obtained on
request to its committee manager.

Contractual and legal considerations
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accepted by BSI in relation to the adequacy, accuracy, completeness or
reasonableness of this publication. All and any such responsibility and
liability is expressly disclaimed to the full extent permitted by the law.

This publication is provided as is, and is to be used at the
recipient’s own risk.

The recipient is advised to consider seeking professional guidance with
respect to its use of this publication.

This publication is not intended to constitute a contract. Users are
responsible for its correct application.

© The British Standards Institution 2022
Published by BSI Standards Limited 2022
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Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
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EN 61010-031:2015/A1:2021 (E)

European foreword

The text of document 66/664/FDIS, future IEC 61010-031/A1, prepared by IEC/TC 66 "Safety of
measuring, control and laboratory equipment" was submitted to the IEC-CENELEC parallel vote and
approved by CENELEC as EN 61010-031:2015/A1:2021.

The following dates are fixed:

» latest date by which the document has to be implemented at national (dop) 2022-05-12
level by publication of an identical national standard or by endorsement

» latest date by which the national standards conflicting with the (dow) 2024-11-12
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. CENELEC shall not be held responsible for identifying any or all such patent rights.

This document has been prepared under a Standardization Request given to CENELEC by the
European Commission and the European Free Trade Association, and supports essential
requirements of EU Directive(s) / Regulation(s).

For the relationship with EU Directive(s) / Regulation(s), see informative Annex ZZ, which is an
integral part of EN 61010-031:2015/A11:2021.

Any feedback and questions on this document should be directed to the users’ national committee. A
complete listing of these bodies can be found on the CENELEC website.

Endorsement notice

The text of the International Standard IEC 61010-031/A1:2018 was approved by CENELEC as a
European Standard without any modification.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION

SAFETY REQUIREMENTS FOR ELECTRICAL EQUIPMENT
FOR MEASUREMENT, CONTROL AND LABORATORY USE -

Part 031: Safety requirements for hand-held and hand-manipulated
probe assemblies for electrical test and measurement

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

This consolidated version of the official IEC Standard and its amendment has been prepared
for user convenience.

EC 61010-031 edition 2.1 contains the second edition (2015-05) [documents 66/569/FDIS and
66/571/RVD] and its amendment 1 (2018-05) [documents 66/664/FDIS and 66/670/RVD].

This Final version does not show where the technical content is modified by amendment 1. A
separate Redline version with all changes highlighted is available in this publication.
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International Standard JEC 61010-031 has been prepared by IEC technical committee 66:
Safety of measuring, control and laboratory equipment.

It has the status of a group safety publication in accordance with IEC GUIDE 104.

IEC 61010-031 is a stand-alone standard. his edition constitutes a technical revision.

This edition includes the following significant changes from the first edition, as well as
numerous other changes:

a) Voltages above the levels of 30 V r.m.s., 42,4 V peak, or 60 V d.c. are deemed to be
HAZARDOUS LIVE instead of 33 Vr.m.s., 46,7 V peak, or 70 V d.c.

b) Servicing is now included within the scope.

c) Extended environmental conditions are included within the scope.

d) New terms have been defined.

e) Tests for REASONABLY FORESEEABLE MISUSE have been added, in particular for fuses.

f) Additional instruction requirements for probe assembly operation have been specified.

g) Limit values for ACCESSIBLE parts and for measurement of voltage and touch current have
been modified.

h) SPACINGS requirements for mating of CONNECTORS have been modified.

i) PROBE TIPS and SPRING-LOADED CLIPS requirements have been modified. The PROTECTIVE
FINGERGUARD replace the BARRIER with new requirements.

j) Insulation requirements (6.5) and test procedures (6.6.5) have been rewritten and aligned
when relevant with Part 1. Specific requirements have been added for solid insulation and
thin-film insulation.

k) The terminology for MEASUREMENT CATEGORY | has been replaced with the designation “not
RATED for measurements within MEASUREMENT CATEGORIES II, Ill, or IV”.

[) The flexing/pull test (6.7.4.3) has been partially rewritten.

m) Surface temperature limits (Clause 10) have been modified to conform to the limits of IEC
Guide 117.

n) Requirements for resistance of PROBE WIRES to mechanical stresses have been added in
Clause 12 and a new Annex D.

0) Requirements have been added regarding the prevention of HAZARD from arc flash and
short-circuits for SPRING-LOADED CLIPS.

p) A new informative Annex E defines the dimension of the 4 mm banana CONNECTORS.

This publication has been drafted in accordance with the ISO/IEC Directives, Part 2.

A list of all parts of the IEC 61010 series, under the general title, Safety requirements for
electrical equipment for measurement, control, and laboratory use, may be found on the IEC
website.

In this standard, the following print types are used:

— requirements and definitions: in roman type;

— NOTES and EXAMPLES: in smaller roman type;

— conformity and tests: in italic type;

— terms used throughout this standard which have been defined in Clause 3: SMALL ROMAN
CAPITALS.

The committee has decided that the contents of the base publication and its amendment will
remain unchanged until the stability date indicated on the I|IEC web sjte under
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"http://webstore.iec.ch" in the data related to the specific publication. At this date, the
publication will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.

The contents of the corrigendum of August 2018 have been included in this copy.

IMPORTANT - The 'colour inside’' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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SAFETY REQUIREMENTS FOR ELECTRICAL EQUIPMENT
FOR MEASUREMENT, CONTROL AND LABORATORY USE -

Part 031: Safety requirements for hand-held and hand-manipulated
probe assemblies for electrical test and measurement

1 Scope and object

1.1 Scope
1.1.1 Probe assemblies included in scope

This part of IEC 61010 specifies safety requirements for hand-held and hand-manipulated
probe assemblies of the types described below, and their related accessories. These probe
assemblies are for direct electrical connection between a part and electrical test and
measurement equipment. They may be fixed to the equipment or be detachable accessories
for the equipment.

a) Type A: low-voltage and high-voltage, non-attenuating probe assemblies. Non-attenuating
probe assemblies that are RATED for direct connection to voltages exceeding 30 V r.m.s.,
42,4 V peak, or 60 V d.c., but not exceeding 63 kV. They do not incorporate components
which are intended to provide a voltage divider function or a signal conditioning function,
but they may contain non-attenuating components such as fuses (see Figure 1.)

b) Type B: high-voltage attenuating or divider probe assemblies. Attenuating or divider probe
assemblies that are RATED for direct connection to secondary voltages exceeding
1kV rm.s. or 1,5 kV d.c. but not exceeding 63 kV r.m.s. or d.c. The divider function may
be carried out wholly within the probe assembly, or partly within the test or measurement
equipment to be used with the probe assembly (see Figure 2).

c) Type C: low-voltage attenuating or divider probe assemblies. Attenuating or divider probe
assemblies for direct connection to voltages not exceeding 1 kV r.m.s. or 1,5 kV d.c. The
signal conditioning function may be carried out wholly within the probe assembly, or partly
within the test or measurement equipment intended to be used with the probe assembly
(see Figure 3).

d) Type D: low-voltage attenuating, non-attenuating or other signal conditioning probe
assemblies, that are RATED for direct connection only to voltages not exceeding
30 Vr.m.s., or 42,4 V peak, or 60 V d.c., and are suitable for currents exceeding 8 A (see
Figure 4).
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Figure 1 — Examples of type A probe assemblies
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Figure 2 — Examples of type B probe assemblies
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Figure 3 — Examples of type C probe assemblies
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Figure 4 — Examples of type D probe assemblies Documents
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1.1.2 Probe assemblies excluded from scope

This standard does not apply to current sensors within the scope of |JEC 61010-2-032 (Hand-
held and hand-manipulated current sensors), but may apply to their input measuring circuit
leads and accessories.

1.2 Object
1.2.1 Aspects included in scope

The purpose of the requirements of this standard is to ensure that HAZARDS to the OPERATOR
and the surrounding area are reduced to a tolerable level.

Requirements for protection against particular types of HAZARDS are given in Clauses 6 to 13,
as follows:

a) electric shock or burn (see Clauses 6, 10 and 11);

b) mechanical HAZARDS (see Clauses 7, 8 and 11);

c) excessive temperature (see Clause 9);

d) spread of fire from the probe assembly (see Clause 9);
e) arc flash (see Clause 13).

Additional requirements for probe assemblies which are designed to be powered from a low-
voltage mains supply, or include other features not specifically addressed in this standard are
in other parts of IEC 61010.

NOTE Attention is drawn to the possible existence of additional requirements regarding the health and safety of
labour forces.

1.2.2 Aspects excluded from scope
This standard does not cover:

a) reliable function, performance, or other properties of the probe assembly;
b) effectiveness of transport packaging.

1.3 Verification

This standard also specifies methods of verifying that the probe assembly meets the
requirements of this standard, through inspection, TYPE TESTS, and ROUTINE TESTS.

1.4 Environmental conditions
1.4.1 Normal environmental conditions

This standard applies to probe assemblies designed to be safe at least under the following
conditions:

a) altitude up to 2 000 m;
b) ambient temperature of 5 °C to 40 °C;

c) maximum relative humidity of 80 % for temperatures up to 31 °C decreasing linearly to
50 % relative humidity at 40 °C;

d) applicable POLLUTION DEGREE of the intended environment.
1.4.2 Extended environmental conditions

This standard applies to probe assemblies designed to be safe not only in the environmental
conditions specified in 1.4.1, but also in any of the following conditions as RATED by the

manufacturer of the probe assemblies: Documents
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a) outdoor use;
b) altitudes above 2 000 m;
c) ambient temperatures below 5 °C or above 40 °C;

d) relative humidities above the levels specified in 1.4.1;
€) WET LOCATIONS.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

IEC 60027 (all parts), Letters symbols to be used in electrical technology

EC 60529, Degrees of protection provided by enclosures (IP Code)

IEC 61010-1:2010, Safety requirements for electrical equipment for measurement, control,
and laboratory use — Part 1: General requirements

IEC 61180-1:1992, High-voltage test techniques for low voltage equipment — Part 1:
Definitions, test and procedure requirements

EC 61180-4, High-voltage test techniques for low-voltage equipment — Part 2: Test
equipment

IEC GUIDE 104, The preparation of safety publications and the use of basic safety
publications and group safety publications

ISO/IEC GUIDE 51, Safety aspects — Guidelines for their inclusion in standards

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

3.1 Parts and accessories

3.1.1
TERMINAL
component provided for the connection of a device (equipment) to external conductors

Note 1 to entry: TERMINALS can contain one or several contacts and the term includes sockets, pins, etc.
text deleted

3.1.2

ENCLOSURE

part providing protection of a probe assembly against certain external influences and, in any
direction, protection against direct contact

3.1.3

PROTECTIVE FINGERGUARD

part of the ENCLOSURE that indicates the limit of safe access and that reduces the risk of the
OPERATOR touching HAZARDOUS LIVE parts
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3.1.4

PROBE TIP

part of a probe assembly or accessory which makes a connection to the point being measured
or tested

Note 1 to entry: The term “PROBE TIP” includes the conductive parts of the jaws or hooks of SPRING-LOADED CLIPS.

3.1.5

CONNECTOR

component which is attached to the PROBE WIRE, to connect to a TERMINAL of the equipment or
to another probe assembly text deleted

3.1.6

TOOL

external device, including a key or coin, used to aid a person performing a mechanical
function

3.1.7

PROBE WIRE

flexible wire or cable used as part of the probe assembly or its accessories, consisting of one
or more conductors and associated insulation

3.1.8

SPRING-LOADED CLIP

probe or probe accessory with one or more hooks or jaws forced by a spring to grip the part
being measured or tested

3.1.9
STACKABLE CONNECTOR
CONNECTOR assembly which contains an additional TERMINAL

EXAMPLE: Figure 5 is an example of a STACKABLE CONNECTOR with a male CONNECTOR and a female TERMINAL.

Key

1 TERMINAL for additional CONNECTOR
2 CONNECTOR

3 PROBE WIRE

Figure 5 — Example of a STACKABLE CONNECTOR
with a male CONNECTOR and a female TERMINAL

3.2 Quantities

3.2.1

RATED (condition or value)

condition or quantity value assigned, generally by a manufacturer, for a specified operating
condition of a component, device, or probe assembly
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3.2.2
RATING
set of RATED values and operating conditions

[SOURCE: IEC 60050-151:2001, 151-16-11]

3.2.3

WORKING VOLTAGE

highest r.m.s. value of the a.c. or d.c. voltage across any particular insulation which can
continuously appear during NORMAL USE

Note 1 to entry: Transients and voltage fluctuations are not considered to be part of the WORKING VOLTAGE
3.3 Tests

3.3.1

TYPE TEST

test of one or more samples of a probe assembly (or parts of a probe assembly) made to a
particular design, to show that the design and construction meet the requirements of this
standard

Note 1 to entry: This is an amplification of the IEC 60050-151:2001, 151-16-16 definition to cover design as well
as construction.

3.3.2
ROUTINE TEST

conformity test made on each individual item during or after manufacture
[SOURCE: IEC 60050-151:2001, 151-16-17]

3.4 Safety terms

3.4.1
ACCESSIBLE
able to be touched with a standard test finger or test pin, when used as specified in 6.2

3.4.2
HAZARDOUS LIVE
capable of rendering an electric shock or electric burn

3.4.3
HAZARD
potential source of harm

3.4.4

PROTECTIVE IMPEDANCE

component or assembly of components whose impedance, construction and reliability are
suitable to provide protection against electric shock

3.4.5

NORMAL USE

operation, including stand-by, according to the instructions for use or for the obvious intended
purpose

3.4.6
NORMAL CONDITION
condition in which all means for protection against HAZARDS are intact
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3.4.7

SINGLE FAULT CONDITION

condition in which one means for protection against a HAZARD is defective or one fault is
present which could cause a HAZARD

3.4.8
OPERATOR
person operating the probe assembly for its intended purpose

3.4.9
RESPONSIBLE BODY
individual or group responsible for the safe use and maintenance of probe assemblies

3.4.10

WET LOCATION

location where water or another conductive liquid may be present and is likely to cause
reduced human body impedance due to wetting of the contact between the human body and
the probe assembly, or wetting of the contact between the human body and the environment

3.4.11

MEASUREMENT CATEGORY

classification of testing and measuring circuits according to the types of mains to which
they are intended to be connected

3.4.12

REASONABLY FORESEEABLE MISUSE

use of a product in a way not intended by the supplier, but which may result from readily
predictable human behaviour

3.5 Insulation

3.5.1
BASIC INSULATION
insulation of HAZARDOUS LIVE parts which provides basic protection

[SOURCE: |JEC 60050-195:199§, 195-06-06]

3.5.2

SUPPLEMENTARY INSULATION

independent insulation applied in addition to BASIC INSULATION in order to provide protection
against electric shock in the event of a failure of BASIC INSULATION

3.5.3
DOUBLE INSULATION
insulation comprising both BASIC INSULATION and SUPPLEMENTARY INSULATION

[SOURCE: |[EC 60050-195:199§, 195-06-08]

3.5.4

REINFORCED INSULATION

insulation which provides a degree of protection against electric shock not less than that
provided by DOUBLE INSULATION

3.5.5
POLLUTION
addition of foreign matter, solid, liquid or gaseous (ionized gases), that may produce a
reduction of dielectric strength or surface resistivity
Documents

Document Sharing Hub

Full document details: BS EN 61010-031:2015+A1:2021


https://doi.org/10.3403/01576006?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
https://doi.org/10.3403/01576006?&urlappend=%26utm_campaign=pdfdoi%26utm_source=pdfdoi%26utm_medium=pdf
http://www.avadocuments.com/doc/bs-en-61010-031-2015-a1-2021
http://www.avadocuments.com/doc/bs-en-61010-031-2015-a1-2021

- 18 — IEC 61010-031:2015+AMD1:2018 CSV
© IEC 2018

3.5.6
POLLUTION DEGREE
numeral indicating the level of POLLUTION that may be present in the environment

3.5.7
POLLUTION DEGREE 1
no POLLUTION or only dry, non-conductive POLLUTION occurs, which has no influence

3.5.8

POLLUTION DEGREE 2

only non-conductive POLLUTION occurs except that occasionally a temporary conductivity
caused by condensation is expected

3.5.9

POLLUTION DEGREE 3

conductive POLLUTION occurs, or dry, non-conductive POLLUTION occurs which becomes
conductive due to condensation which is expected

3.5.10
CLEARANCE
shortest distance in air between two conductive parts

3.5.11

CREEPAGE DISTANCE

shortest distance along the surface of a solid insulating material between two conductive
parts

[SOURCE: IEC 60050-151:2001, 151-15-50]

3.5.12
SPACING
any combination of CLEARANCES and CREEPAGE DISTANCES

4 Tests

4.1 General

Tests in this standard are TYPE TESTS to be carried out on samples of probe assemblies or
their parts. Their only purpose is to check that the design and construction ensure conformity
with this standard. In addition, the ROUTINE TESTS of Annex D shall be performed on the PROBE
WIRE.

The probe assembly shall at least meet the requirements of this standard. It is permissible to
exceed the requirements. If, in this standard, a lower limit is specified for a conformity value,
then the probe assembly may demonstrate a larger value. If an upper limit is specified for a
conformity value, the probe assembly may demonstrate a lower value. Manufacturing
variations and tolerances shall be taken into account.

Tests on components or parts of the probe assembly meeting the requirements of the relevant
standards specified in this standard, and used in accordance with them, need not be repeated
during TYPE TESTS of the whole probe assembly.

If a probe assembly is of more than one probe type (see 1.1.1), each type shall be tested
according to its applicable requirements.

Conformity with the requirements of this standard is checked by carrying out all applicable
tests, except that a test may be omitted if examination of the probe assembly Eb@dagiments
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documentation demonstrates conclusively that it would pass the test. Tests are carried out
both under reference test conditions (see 4.3) and fault conditions (see 4.4).

Where conformity statements in this standard require inspection, this may include examination
of the probe assembly by measurement, examination of the markings on the probe assembly,
examination of the instructions supplied with the probe assembly, examination of the data
sheets of the materials or components from which the probe assembly is manufactured, etc.
In each case, the inspection will either demonstrate that the probe assembly meets the
applicable requirements, or will indicate that further testing is required.

If, when carrying out a conformity test, there is any uncertainty about the exact value of an
applied or measured quantity (for example voltage) due to the tolerance:

a) manufacturers should ensure that at least the specified test value is applied;
b) test houses should ensure that no more than the specified test value is applied.

If the RATED range of environmental conditions for probe assemblies is wider than that stated
in 1.4.1, the manufacturer should make sure (for example, by suitable alteration of test
requirements or additional tests) that the safety requirements of this standard are still fulfilled.

Probe assemblies which have been type tested may no longer be suitable for their intended
function because of the residual effect of stresses resulting from tests. A probe assembly
which has undergone TYPE TESTS shall not then be put into use.

4.2 Sequence of tests

The sequence of tests is optional unless otherwise specified. The probe assemblies under
test shall be carefully inspected after each test. If the result of a test causes doubt whether
any earlier tests would have passed if the sequence had been reversed, these earlier tests
shall be repeated.

4.3 Reference test conditions
4.3.1 Environmental conditions

Unless otherwise specified in this standard, the following environmental conditions (but not
conflicting with those of 1.4.1, shall exist in the test location:

a) a temperature of 15 °C to 35 °C;

b) a relative humidity of not more than 75 %;

c) an air pressure of 75 kPa to 106 kPa;

d) no hoarfrost, dew, percolating water, rain, solar irradiation, etc.

4.3.2 State of probe assemblies

Unless otherwise specified, tests shall be carried out on the probe assemblies assembled for
NORMAL USE and under the least favourable combination of the conditions given in 4.3.3 to
4.3.9.

In case of doubt, tests shall be performed in more than one combination of conditions.

If dimensions or mass make it unsuitable to carry out particular tests on a complete probe
assembly, tests on sub-assemblies are allowed, provided it is verified that the assembled
probe assembly will meet the requirements of this standard.

4.3.3 Position of the probe assembly
All possible orientations of the probe assembly are considered to be positions of NWbﬁhents
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4.3.4 Accessories

Accessories and OPERATOR-interchangeable parts available from, or recommended by, the
manufacturer for use with the probe assembly under test shall be either connected or not
connected.

4.3.5 Covers and removable parts

Covers or parts which can be removed without using a TooL shall be removed or not removed
whichever is the worst condition.

4.3.6 Input and output voltages

Input and output voltages, including floating voltages shall be set to any voltage within the
RATED voltage range.

4.3.7 Controls

Controls which the OPERATOR can adjust without the use of a TooL shall be set to any position
except for combinations of settings prohibited by the manufacturer’s marking on the probe
assembly.

4.3.8 Connections

The probe assembly shall be connected for NORMAL USE or not connected whichever is the
worst condition.

4.3.9 Short-term or intermittent operation

Probe assemblies for short-term or intermittent operation shall be operated for the longest
RATED period and shall have the shortest RATED recovery period consistent with the
manufacturer's instructions.

4.4  Testing in SINGLE FAULT CONDITION
4.4.1 General
The following requirements apply.

a) Examination of the probe assembly and its circuit diagram will generally show the fault
conditions which are liable to result in HAZARDS and which, therefore, shall be applied.

b) Fault tests shall be made as specified for checking conformity, unless it can be
demonstrated that no HAZARD could arise from a particular fault condition.

c) The probe assembly shall be operated under the least favourable combination of
reference test conditions (see 4.3). These combinations may be different for different
faults and they shall be recorded for each test.

4.4.2 Application of fault conditions
4.4.2.1 General

Fault conditions shall include those specified in 4.4.2.2 to 4.4.2.5. They shall be applied only
one at a time and shall be applied in turn in the most convenient order. Multiple simultaneous
faults shall not be applied unless they are a consequence of an applied fault.

After each application of a fault condition, the probe assembly or part shall pass the
applicable tests of 4.4.4.

Documents
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4.4.2.2 PROTECTIVE IMPEDANCE
The following requirements apply.

a) If a PROTECTIVE IMPEDANCE is formed by a combination of components, each component
shall be short-circuited or disconnected, whichever is less favourable.

b) If a PROTECTIVE IMPEDANCE is formed with a single component that meets the requirements
of 6.4.5, it need not be short-circuited or disconnected.

4.4.2.3 Probe assemblies or parts for short-term or intermittent operation

These shall be operated continuously if continuous operation could occur in a SINGLE FAULT
CONDITION.

4.4.2.4 Outputs

Outputs of Type B and Type C probe assemblies shall be short-circuited.

4.4.2.5 Insulation between circuits and parts

Insulation between circuits and parts which is below the level specified for BASIC INSULATION
shall be bridged to check against the spread of fire if the method of 9.1 is used.

4.4.3 Duration of tests

The probe assembly shall be operated until further change as a result of the applied fault is
unlikely. Each test is normally limited to 1 h since a secondary fault arising from a SINGLE
FAULT CONDITION will usually manifest itself within that time. If there is an indication that a
HAZARD of electric shock, spread of fire or injury to persons may eventually occur, the test
shall be continued for a maximum period of 4 h.

4.4.4 Conformity after application of fault conditions
4.4.4.1 Electric shock

Conformity with requirements for protection against electric shock after the application of
single faults is checked as follows:

a) by making the measurements of 6.3.3 to check that no ACCESSIBLE conductive parts have
become HAZARDOUS LIVE, except as permitted by 6.1;

b) by performing a voltage test on DOUBLE INSULATION or REINFORCED INSULATION to check that
the protection is still at least at the level of BASIC INSULATION. The voltage tests are made
as specified in 6.6 (without humidity preconditioning) with the test voltage for BASIC
INSULATION.

4.4.4.2 Temperature

Conformity with requirements for temperature protection is checked by determining the
temperature of the outer surface of the probe assembly (see Clause 9).

This temperature is determined by measuring the temperature rise of the surface or part
and adding it to the ambient temperature of 40 °C, or to the maximum RATED ambient

temperature if higher.

4.4.4.3 Spread of fire

Conformity with requirements for protection against the spread of fire is checked by placing

the probe assembly on white tissue-paper covering a softwood surface and covering the

probe assembly with cheesecloth. No molten metal, burning insulation, flaming particles, etc.

shall fall on the surface on which the probe assembly stands and there shall be rngera'rlzﬁents
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glowing, or flaming of the tissue paper or cheesecloth. Melting of insulation material shall be
ignored if no HAZARD could arise.

4.4.4.4 Other HAZARDS

Conformity with the requirements for protection against other HAZARDS is checked as specified
in Clauses 7 to 13.

4.5 Tests in REASONABLY FORESEEABLE MISUSE
45.1 General

Tests needed to support a risk assessment pertaining to REASONABLY FORESEEABLE MISUSE are
carried out in the combinations of conditions and operations determined during the risk
assessment.

452 Fuses

Fused probe assemblies are used where insufficient protection may be provided by the
equipment to which the hand manipulated probe assemblies are connected in particular under
the REASONABLY FORESEEABLE MISUSE conditions associated with the equipment that could
lead to fire or arc explosion.

For the purposes of this test, it is assumed that the equipment to which the probe assemblies
are connected represents a short circuit condition. It is further assumed that the fused probe
assembly may be connected to any voltage source within the RATING of the probe assembly.
This leads to a test condition where any current level up to the maximum prospective short
circuit current may be applied. With respect to prospective short circuit currents associated
with mains &l installations, the fuse shall be RATED according to 12.2 and no additional
testing related to the interrupt current RATING is necessary. However, testing is necessary at
current levels near the RATING of fuse which could potentially lead to excessive temperature
rise on hand held parts as well as damage to insulating parts, ENCLOSURES, and barriers.

It shall be demonstrated that the maximum fuse temperature under any current load condition
up to 5 times the fuse RATING through the fused probe assembly does not lead to a HAZARD.

Conformity is checked by inspection and measurement.

5 Marking and documentation

5.1 Marking
5.1.1 General

Probe assemblies shall bear markings in accordance with 5.1.2 to 5.2. Markings applying to a
probe assembly as a whole shall not be put on parts which can be removed by an OPERATOR
without the use of a TOOL.

Letter symbols for quantities and units shall be in accordance with IEC 60027. Graphic
symbols shall be in accordance with Table 1 if applicable. There are no requirements for size
or colour. If there is no applicable symbol in Table 1, any other graphic symbol may be used
on a probe assembly provided the symbol is explained in the accompanying documentation
(see 5.4.1).

If it is not possible to put all of the required markings on the part, the necessary information
shall be included in the documentation. Symbol 7 of Table 1 may also be used.

Conformity is checked by inspection. Documents
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