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National foreword

This British Standard is the UK implementation of EN 61076-2-109:2014.
It is identical to IEC 61076-2-109:2014. It supersedes
DD IEC/PAS 61076-2-109:2010 which is withdrawn.

The UK participation in its preparation was entrusted to Technical
Committee EPL/48, Electromechanical components and mechanical
structures for electronic equipment.

A list of organizations represented on this committee can be obtained on
request to its secretary.

This publication does not purport to include all the necessary provisions of
a contract. Users are responsible for its correct application.

© The British Standards Institution 2014.
Published by BSI Standards Limited 2014

ISBN 978 0 580 71532 7
ICS 31.220.10

Compliance with a British Standard cannot confer immunity from
legal obligations.

This British Standard was published under the authority of the
Standards Policy and Strategy Committee on 30 September 2014.

Amendments/corrigenda issued since publication

Date Text affected
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Foreword

The text of document 48B/2369/FDIS, future edition 1 of JEC 61076-2-109, prepared by SC 48B
“Connectors” of IEC/TC 48 “Electromechanical components and mechanical structures for electronic
equipment” was submitted to the IEC-CENELEC parallel vote and approved by CENELEC as
EN 61076-2-109:2014.

The following dates are fixed:

¢ latest date by which the document has to be (dop) 2015-03-12
implemented at national level by
publication of an identical national
standard or by endorsement

e latest date by which the national (dow) 2017-06-12
standards conflicting with the
document have to be withdrawn

Attention is drawn to the possibility that some of the elements of this document may be the subject of

patent rights. CENELEC [and/or CEN] shall not be held responsible for identifying any or all such
patent rights.

Endorsement notice

The text of the International Standard IEC 61076-2-109:2014 was approved by CENELEC as a
European Standard without any modification.
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Annex ZA
(normative)

Normative references to international publications
with their corresponding European publications

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

NOTE 1 When an International Publication has been modified by common modifications, indicated by (mod), the relevant
EN/HD applies.

NOTE 2 Up-to-date information on the latest versions of the European Standards listed in this annex is available here:
www.cenelec.eu

Publication Year Title EN/HD Year

IEC 60050 Series International Electrotechnical Vocabulary - -
(IEV)

EC 60068-1 2013 Environmental testing - N 60068-1 2014
Part 1: General and guidance

EC 60068-2-60 1995 Environmental testing - N 60068-2-60 1996

Part 2: Tests - Test Ke: Flowing mixed gas
corrosion test

IEC 60352 Series Solderless connections EN 60352 series
IEC 60512 Series Connectors for electronic equipment - N 60512-1 series

Tests and measurements

Connectors for electronic equipment - EN 60512-29-100 "-
Tests and measurements -

Part 29-100: Signal integrity tests

up to 500 MHz on M12 style connectors -

Tests 29a to 29¢g

IEC 60512-29-100 "

IEC 60529 1989 Degrees of protection provided by N 60529 1991
enclosures (IP Code) corr. May 1993

A1 1999 A1 2000

A2 2013 A2 2013

IEC 60603-7 2008 Connectors for electronic equipment - EN 60603-7 2009

A1 2011 Part 7 Detail specificgtion for 8-way, A1 2011
unshielded, free and fixed connectors

EC 60603-7-1 - Connectors for electronic equipment - N 60603-7-1 -

Part 7-1: Detail specification for 8-way,
shielded, free and fixed connectors

EC 60664-1 2007 Insulation coordination for equipment N 60664-1 2007
within low-voltage systems -
Part 1: Principles, requirements and tests

" At draft stage.

Documents

Document Sharing Hub

Full document details: BS EN 61076-2-109:2014


http://www.cenelec.eu/advsearch.html
http://dx.doi.org/10.3403/00496406U
http://dx.doi.org/10.3403/00496406U
http://dx.doi.org/10.3403/00755187U
http://dx.doi.org/10.3403/00755187U
http://dx.doi.org/10.3403/00527841U
http://dx.doi.org/10.3403/30232070U
http://dx.doi.org/10.3403/02109898U
http://dx.doi.org/10.3403/02611162U
http://dx.doi.org/10.3403/02611162U
http://dx.doi.org/10.3403/02820427U
http://dx.doi.org/10.3403/02820427U
http://www.avadocuments.com/doc/bs-en-61076-2-109-2014
http://www.avadocuments.com/doc/bs-en-61076-2-109-2014

BS EN 61076-2-109:2014

EN 61076-2-109:2014

IEC 60998-2-1
(mod)

IEC 60999

EC 61076-1

EC 61076-2

IEC 61076-2-101

SO 1302

ISO/IEC 11801

2002

Connecting devices for low-voltage
circuits for household and similar

purposes -

Part 2-1: Particular requirements for

connecting devices as separate entities

with screw-type clamping units

Series Connecting devices - Electrical copper N 60999

2011

2012

2008

2002

Full document details: BS EN 61076-2-109:2014

conductors - Safety requirements for
screw-type and screwless-type clamping
units

Connectors for electronic equipment - N 61076-1
Product requirements -
Part 1: Generic specification

Connectors for electronic equipment -
Product requirements -

Part 2: Sectional specification for circular

connectors

Connectors for electronic equipment - EN 61076-2-101|
Product requirements -

Part 2-101: Circular connectors - Detail

specification for M12 connectors with

screw-locking

Connectors - Safety requirements and N 61984
tests

Geometrical Product Specifications N ISO 1302
(GPS) - Indication of surface texture in
technical product documentation

Information technology - Generic cabling -
for customer premises

2004

Series

2011

2012

2009
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INTRODUCTION

The International Electrotechnical Commission (IEC) draws attention to the fact that it is
claimed that compliance with this document may involve the use of a patent concerning
connector given in 4.3.2.

IEC takes no position concerning the evidence, validity and scope of this patent right.

The holder of this patent right has assured the IEC that he/she is willing to negotiate licences
free of charge with applicants throughout the world. In this respect, the statement of the
holder of this patent right is registered with IEC. Information may be obtained from:

Tyco Electronics Corporation

Licensing Council, Tyco Electronics Technology Resources Inc.
4550 New Linden Hill Road, Suite 140

Wilmington, DE 19808

USA

Attention is drawn to the possibility that some of the elements of this document may be the
subject of patent rights other than those identified above. IEC shall not be held responsible for
identifying any or all such patent rights.

ISO (www.iso.org/patents) and IEC (http://patents.iec.ch) maintain on-line data bases of
patents relevant to their standards. Users are encouraged to consult the data bases for the
most up to date information concerning patents.
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INTERNATIONAL ELECTROTECHNICAL COMMISSION EC 61076-2-109 Ed. 1.0
IEC SC 48B — Connectors

ELECTRONIC COMPONENTS
in accordance with |JEC 61076-1

Circular connectors
M12 x 1 mm 2 to 8 ways, for data
transmission frequencies up to 500 MHz

Pin and socket connectors with round
contact

Rewireable — Non-rewirable

Free cable connectors
Straight and right angle connectors

Fixed connectors

Flange mounting
Rear mounting

Single hole mounting

IEC 1225/14
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CONNECTORS FOR ELECTRONIC EQUIPMENT -
PRODUCT REQUIREMENTS -

Part 2-109: Circular connectors — Detail specification for
connectors with M 12 x 1 screw-locking, for data
transmission frequencies up to 500 MHz

1 Scope

This part of IEC 61076 describes circular connectors with IP 65/IP 67 degree of protection
and suitable for data transmission with frequencies up to 500 MHz. Applications include, but
are not limited to, vision systems and data acquisition. These connectors consist of fixed and
free connectors, either rewireable or non-rewireable, with M12 x 1 screw-locking. Male
connectors have round contacts @ 0,6 mm.

This standard covers two different types of connectors, denominated X and H, with different
contact arrangement, not mutually interchangeable, but with common ratings and purposes.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and
are indispensable for its application. For dated references, only the edition cited applies. For
undated references, the Ilatest edition of the referenced document (including any
amendments) applies.

IEC 60050 (all parts), International Electrotechnical Vocabulary (available at
http://www.electropedia.org)

IEC 60068-1:2013, Environmental testing — Part 1: General and guidance

IEC 60068-2-60:1994, Environmental testing — Part 2: Tests — Test Ke: Flowing mixed gas
corrosion test

IEC 60352 (all parts), Solderless connections

IEC 60512 (all parts), Connectors for electronic equipment — Tests and measurements

IEC 60512-29-10Q: Connectors for electronic equipment — Tests and measurements — Part
29-100: Signal integrity tests up to 500 MHz on M12 style connectors — Tests 29a to 29g (to
be published)

IEC 60529:1989, Degrés de protection procurés par les enveloppes (Code IP)
Amendement 2:2013
Amendement 1:1999

IEC 60603-7:2008, Connectors for electronic equipment — Part 7: Detail specification for 8-
way, unshielded, free and fixed connectors
Amendment 1:2011

EC 60603-7-1, Connectors for electronic equipment — Part 7-1: Detail specification for 8-way,
shielded, free and fixed connectors
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